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PREFACE. 



"Since 1885, when the matter was first taken up 
under the tutelage of the late Joseph P. Card, the 
author has labored to perfect the methods and appli- 
ances, studying each principle and all questions con- 
nected with the operation of timber preserving in the 
direction of convenience, economy and effectiveness. 
Most of the matter contained is original, and this is 
the first attempt made to furnish a complete practical 
guide for the operator, containing full directions, that 
has been made in this country. Those so far operating 
works of this kind have relied upon training their 
own operator and carefully refraining from letting 
any but general items of information go out. 

In a general way, the book is an epitome of the 
experience and observations of the author, assisted 
by Robert D. Rowe, recently deceased, giving results 
of much labor, study and time. 

It is not pretended that the operator can take the 
matter up from the book and proceed at once to run 
the business, as there is too much that calls for a 
trained and matured judgment; but the book will be 
of much service as a handbook and guide during the 
operation of the plant as well as to hints during the 
construction. 

The author is but too sensible of the imperfect 
arrangement of the work and that much is yet to do 
to make it complete, but trusts to be able to offer in 
the near future an edition that will correct, to some 
extent, the imperfections of this." 



The Souvenir Edition of the Handbook on Timber 
Preservation issued in 1900 is now exhausted, and to 
meet the ever increasing demand for information on 
the practical side of this subject would seem to jus- 
tify another edition. To meet this demand, the sec- 
ond edition is published after being revised and 
extended in its scope somewhat. 

An effort is made to bring in the writing of other 
experienced men, as well as to add many items of 
experience and results of experiments that will aid 
the student and operator in a fuller understanding of 
the principles involved in the operation, the nature 
of the chemicals used, and the character of the woods 
treated. 

The former work has been criticised, some of the 
statements declared wrong and the conclusions erro- 
neous. That there were mistakes and grounds for 
criticism is not denied, and where they have been 
pointed out the critic has the thanks of the author. 
The author does not claim a high degree of erudi- 
tion, but has tried to give the facts derived from 
long practical experience in the business, in a 
manner to be understood by any man of average 
intelligence. 

In all cases care has been taken to give proper 
credit where matter has been copied from other 
authors. Some of the other processes are noticed in 
a brief way, giving such information as came into 
reach in the publications of the promoters. Octave 
Chanute, C. £., John D. Isaacs of the Southern Pacific 
Railway, President £. P. Ripley and General Man- 
ager Mudge, both of the A., T. & S. F. Ry., deserve 
special mention as furnishing much information that 
has aided in this compilation. 



PRESERVATION OF TIMBER. 



INTRODUCTORY. 



Section i. The primary purpose of this treatise is 
to furnish and collate such information as to the 
practical workings as shall enable the operator to 
fully understand the philosophy and principles in- 
volved, and to serve as a hand book of information, 
both during the construction of the works and dur- 
ing the operation of the same. 

In the preservation of timber, the machinery to 
be used, as well as the movements and methods 
used in the operation of the process, are somewhat 
complex; just as in the manufacture of steel, in the 
process of making or refining sugar or of almost 
anv line of mechanical business, so that to insure 
proper results the operator must not only have a 
thorough knowledge of the principles involved, but 
must have a thorough training in the method of 
handling the olant 

In the first place, the works are expensive, the 
amount of capital involved in the erection and 
equipment is a very large amount; then the diemi- 
cals are costly, hence any mistake in handling or 
^lure to do good work is an expensive mistake, in- 
deed. 

The appliances for the treatment of timber have 
been broug^ to such a degree of eflkiency that, if 
properly handled, there is little chance of failure or 
disappointment in the results. 

VARIOUS PROCESSES USED. 

Sec. 2. While, as generally conceded, the use of 
dead oil product of coal tar, usually called creosote, 
has shown in some cases high results, yet for sev- 



eral reasons reference to it will be but incidental, 
and attention will be given almost exclusively to 
that of the Burnett and to the Zinc-Tannin or Well- 
house processes, in which the chloride of zinc is 
the preservative agent There are two reasons whv 
the creosote process will be largely restricted in its 
use. In the first place, the process is very expen- 
sive, the oil being more and more costly from year 
to year, and in the second place, there is the diffi- 
culty and uncertainty of getting a suitable article. 
Its much greater cost will necessarily restrict its 
use to cases where the amount of timber is small 
and the lasting quality of the timber paramount. 

On the other hand, the zinc-tannin process, cost- 
ing but a fraction of that of the former, has been 
found only less effective, showing an economy that 
is very marked, especially when applied to the treat- 
ment of railroad cross-ties and bridge timber. It is 
therefore the purpose to treat here of this matter 
with reference to this line of work. 

As the Wellhouse process is a modification of the 
Burnett, the latter will be noticed only incidentally, 
but the former, being the more complex, will be 
treated of at length. 

ZINC-TANNIN OR WELLHOUSE PROCESS. 
METHODS AND RULES. 

Sec. 3. The Zinc-Tannin or Wellhouse process 
lor treating and preserving railroad cross-ties, 
bridge or other timbers against early decay, consists 
in first subjecting the timber to the action of steam 
in an air-tight, sealed retort for such length of time 
as is found necessary to open the pores of the tim- 
ber and loosen and expel the natural saps. This is 
followed by a vacuum of from 18 to 26 inches, 
thereby wi&drawing all the vapors and freeing the 
timber from condensations of steam introduced and 
of the volatilized saps. 

Sec. 4. This is followed by the introduction of 
zinc-chloride in solution one and a half to three per 
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cent strong, as the character of the timber under 
treatment shall require, the solution carrying at 
the same time one-half of one per cent in weight of 
dissolved glue. 

This solution is held under pressure of lOO pounds 
for a period of two and one-half hours to six hours, 
dependinp:, as before, on the character and condition 
of the timber treated. 

Sec. S. The retort is then freed by forcing the 
chloride solution back into its receptacle and in- 
troducinsr a one-half of one per cent solution of 
tannin and holding it under pressure, as with the 
zinc and glue, for two hours or thereabout and then 
withdrawing it, completing the operation. This 
process is sometimes varied by introducing the glue 
in a separate solution, in which case a separate tub 
will be necessary for the glue solution. 

Sec. 6. This process under consideration differs 
from the Burnett only in the addition of the glue 
followed by the tannin, the glue and the tannin com- 
bining and forming a leathery and insoluble product 
which helps to render the timber impervious to the 
absorption and giving off of water, so orotecting 
the chloride, which is supposed to be easily washed 
out of the timber, thus losing its antiseptic effect. 

Sec 7. The wide range in time is necessary to 
meet the difference in the character and condition of 
the timber, and the proper and most economical 
and effective practice can only be fixed by first 
determining what absorption can be secured, and 
thenceforward conformincr to this. This can best 
be done by varying the time or the strength of the 
solution, or both. 

Sec. 8. A very important requirement is that the 
timber being treated shall have a reasonable 
amount of seasoning, say six^ to ninety days, vary- 
ing in length of time as climatic conditions shall 
vary. 

In a warm, dry climate, sixty days may be ample, 
while in a moist, cold climate much more time will 
be necessary to fit the timber for good results. 



Sec 9. That a sufficient amount of antis^tic be 
introduced, and its thorough dissemination through 
the piece, is the essential point to be attained. 

It is only by careful observation and study by an 
experienced management that the best results can 
be secured. 

CAUTION. 

Sec 10. The process and methods here outlined 
have been in practice many years with results that 
place them beyond the sphere of experiment, hence 
any departure from them with a view to improve 
should be guarded against and deprecated by the 
management. Any experiments in the direction of 
improvement should be made by those competent to 
direct and situated to carry out a long series of ex- 
periments. Even this should be attempted with 
caution and hesitation, as it takes long to get definite 
results. 

APPUANCES. 

Sec. II. The appliances used are much the same 
as those for the Burnett or creosote processes, the 
minor appliances for preparing the chemicals only 
differing. In each and all the steaming is identical, 
and the storing tanks and piping are interchange- 
able from one process to the other. 

First — ^The steam plant for furnishing the neces- 
sary steam to the retort, for driving the different 
pumps and machinery, including a dynamo to fur- 
nish light, and to steam coils for heating the 
works. 

The electric light is ouite essential, as the works 
should run night and day. 

Second — The retort, sometimes called the cylin- 
der, made of steel plate, and of such dimensions as 
will receive the charge with its tram cars on which 
the timber is loaded in such shape as to fill the cylin- 
der as nearly as possible. The retort most con- 
venient is ustially about 106 feet in clear length, 
capable of receiving thirteen tram cars with their 



loads of eiRht-feet ties, and of such diameter as is 
deemed most suitable and convenient, generally 
about six feet It contains tracks on which the. 
tram cars run, the gauge of which is the same as 
that of the tram-yard tracks, by means of which 
the charge is run in and out 

The retort is provided with a strong door, self- 
sealing, or may be hand-bolted as may be desired, 
fitting tightly to resist pressure and to prevent leak- 
age and waste. 

THE "SPIDER" DOOR. 

The retort door, as shown in Fig. 4, is old as to its 
general form, but has lately been improved in its 
details so that it proves economical even at an in- 
creased cost The door with its hinge arms is 
cast in one piece, from cast steel with a large reduc- 
tion of thickness over that of a cast iron door. It 
is faced in the lathe and fitted with stud screw 4 
inches in diameter; the hub is fitted with a bronze 
bushing working closely on the buttressed thread 
of the screw, and the friction plates, made of the 
finest tool steel, have two circles of steel balls, 
which almost entirelv eliminates friction, enabling it 
to close quickly and with the least amount of labor. 

Ordinarily only one door is necessary, aside from 
avoiding the expense of a second door, complications 
in the appliances and the operaticm of charging the 
retort, no special advantage is derived from such 
an arrangement, as the cotfining of operation to the 
one point is believed to be the most economical. 

The weight of the cast steel spider door is about 
6.500 lbs. 

WEIGHT OF CASTING FOR CAST STEEL 
DOOR, FOR RETORT. 

Dia. 'fiVi'-2V2' thick. 14,486 cu. in. 
Extra at hub, 810 cu. in. 

— I5t296 cu. in. 

1,728^ 
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equal 8.852 cu. ft. X 490 lbs. equal 4*337-5 lbs. cast 
steel — say 4400 lbs. exclusive of hub and fixtures. — 
Hingearms 200 

4,600 

For hub^ add 700 lbs. 

Other fittings, 500 lbs., and stud screw, 750 lbs., 
making a total of 6,300 lbs. — say, 6,500 lbs. 

Third — ^The vacuum pump, used to free the retort 
from air and vapors remaining after the steam has 
been released from it, to encourage the outflow of 
natural saps of the timber and to prepare it for the 
ready absorption of the solution by freeing it from 
hot vapors and expanding the small amount of va- 
pors remaining. In connection with the vacuum 
pump, and a very important adjunct, is the surface 
condenser and the hot-well, by which the vapors 
are condensed before reaching the vacuum pump, 
relieving it of a large part of its labors. 

Fourth — ^The air compressor, by which the solu- 
tion used is forced back into its receptacle quickly, 
by pumping air into the retort, as well as for other 
purposes where compressed air is desired. 

Fifth — ^The force pump, by which pressure is pro- 
duced upon the charge in the retort, a boiler-feed 
pump, a pump for handling water for the various 
purposes about the plant and for fire security. 

Sixth — ^Large tanks or receptacles for the various 
solutions, consisting of a tank for the prepared 
chloride solution, a tank for the tannin solution and 
a tank for water storage, each of which should be of 
such dimensions as will amply meet the require- 
ments of the plant 

Standard railway tanks will do for a small plant, 
say for two retorts, but for a larger plant a tank 30 
feet in diameter and 20 feet deep, holding some- 
thing like 100,000 gallons, is about what is most 
suitable. These may be of wood, iron bound except 
for creosote, which should be steel throughout. 

Seventh — The vats for the preparation of the 
chloride should be of wood, lead lined, the one for 
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iissolving ten feet square and two and a half feel 
deep, and the storage vat for concentrated solution, 
say eight by twelve feet and three and one-half feet 
dejro. The concentrated chloride, as well as the 
acid used in its manufacture, are both destructiye 
to iron or even steel, hence a lining of half-inch lead 
Ts interposed on which the acids will not act, hence 
will last for years. A small mixing tub for dissolv- 
ing^ glue, say about eight feet in diameter and four 
feet deep, in which it is soaked and dissolved, and 
to some extent diluted preparatory to mixing with 
the chloride solution, is usually used. The tannin 
requires a similar tub, in which four or five barrels 
of the bark extract can be emptied, diluted and used. 

To each of these mixing vats or tubs is provided 
an ejector, by means of which the contents can be 
forced up into the proper receptacle as needed. The 
pipes and valves, through which the concentrated 
solution is passed must be of chemically pure lead, 
as the lining is. 

Eighth— The system of iron piping to carry 
through all the different movements is too exten- 
- srve and complicated to be described, except in a 
general way, as almost eveiy case calls for some 
modification on account of spedal conditions. 
They can be divided and describ^ in the following 
order: 

(a) The solution pii>es consist of a system of 
large iron pipes connecting the solution tubs with 
the- retort by which the movement is quickly made, 
the -full control of which is in the hands of the 
operator by means of a system of valves. 

(b) The air and vacuum pipes are a system of 
piping through which connection between the retort 
and the vacuum pump and the air compressor is 
made, by which vacuum is drawn and by whidh 
air is forced into the retort in forcing back &e solu- 
tion to its receptacle, and also by which the steam or 
the air is released from the retort 

(c) The circulating system is a system of minor 
pipes, including a force pump by which a plentiful 
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stream of cold water is forced through the surface 
condenser during production of vacuum, by means 
of which the steam and vapors from the retort are 
condensed and cooled before reaching the vacuum 
pump. 

(d) The blow-back system is a set of pipes of 
minor size by which the last remnant of solution is 
forced back into its proper receptacle by means of 
the air compressor contmuing its service after the 
solution valves are closed. 

(e) The puddler consists of a system of small 
pipes connecting between the compressor and the 
solution tubs, the chloride dissolving vat, the chlo- 
ride storage vat and the glue and tannin mixing 
tubs, by which they may be agitated by a stream of 
air from the compressor. 

This is quite important, as it keeps the chemicals 
in the solution in suspension and aids in rapidly 
dissolving those in the mixing or dissolving vats. 

(f) Steam coils and heating pipes. These con- 
sist of steam coils in each of the solution tubs by 
which the desired temperature is secured to each 
solution ; also such radiators as may be necessary to 
heat the building, all having steam direct from the 
steam boilers and dischargmg all condensations by 
means of a steam trap to the boiler-feed tank or to 
any desired hot-water reservoir. 

(g) Steam pipes. The steam pipes from the 
boilers by which steam is furnished to each of the 
pumps, engines, etc, need not be further noticed 
here excrat to say that they should be of ample size 
and should lead as direct as possible to each ma- 
chine, and should be well protected against radia- 
tion. This should be especially and effectually done 
with the line convesring steam to the stationary 
power by which charges are handled, which are lo- 
cated at considerable distance from the boilers. 

(h) Suction and discharge pipes of the various 
pumps need here only be mentioned, 
(i) Service and security against fire. 
In large plants, a large force pump connecting 
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In a case where water Is scarce and expensive a cooling 
tower Is used (Fig. 9Vi) In connection with the circulating 
system hy which the cooling water after passing through the 
condenser Is forced to the top of the tower and then released 
and allowed to drip back Into the tank from which It Is 
drawn. Thus It can be used over and over, little being lost. 
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with an ample supply of water in case of fire break- 
ing out, the discharge of which, with its pipes, to 
the various parts of the works, and sufficient number 
of hydrants and ample supply of hose, is a very im- 
portant adjunct It may be made to do general 
pumping service, at the same time being always 
ready for a fire. 

(j) Automatic drain from the retort This is 
an arrangement of pipes connecting the drain well 
of the retort to the sewer by which all condensa- 
tions during the operation of steaming shall be car- 
ried to the sewer, thereby keeping the retort as free 
as possible from water. 

It may be arranged to operate automatically by 
means of a steam trap, or it may be operated by the 
operator by means of a valve in case die steam trap 
fails to operate. 

All of these systems must be planned and plainly 
delineated to work together harmoniously, nowhere 
interfering with each other, and each constructed 
so as to do its work properly, and the outlines and 
dimensions put on paper so Uiat the shop men can 
make every piece and put it in its place. 

Ninth — ^The power required for charging and dis- 
charging the retort, and for moving the tram cars 
in the yard is furnished by a stationary engine. 
By means of a drum and cables supplemented by 
fixed snatch pullejrs in different positions, the op- 
eration can be carried several hundred feet each 
way. Two and sometimes more of these shifting 
engines are required in a large plant 

Tenth — ^Tram-yard tracks. This consists of a sys- 
tem of tram tracks conforming in gauge to the 
tracks in the retort and exten£ng with switches, 
cross-overs, etc, such as the dimensions of the works 
shall require, by which timber is brought from a 
standard railroad yard or from storage piles and 
conveyed to and from the retort, and again dis- 
charged into piles or loaded on cars for reshipment 
While the gauge of these tracks must be the same 
as that in the retort, 3ret heavier rails may be used, 
and 48 to 56 old rails can be utilized. 
28 
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ing and aeain after, whereby knowing the weight 
and stren^ of the solution, the amount of the 
chemical absorbed, can be determined accurately. 

Fifteenth — Buildin^i^s. 

Where a plant is to be operated continuously day 
and night, and in all climates and kinds of weather, 
the buildings must necessarily cover and protect the 
machinery and appliances effectually. Ordinarily, 
wooden buildings or wood covered with corrugated 
iron on sides and tar paper, tar and gravel for roof, 
are found best adapted to the purpose. These can 
be made to effectually shelter the works, are cheap, 
and as the plant and its operation are not always 
permanent, this form of building is best adapted to 
easy removal, with little loss, if the necessity comes. 
The buildings particularly required are: 

(a) The building covering the retorts. 

(b) The machinery room, containing all pomps, 
valves and machinery, with the exception of the 
shifting engines in the srard. The machinery must 
be compactly arranged so as to be under the eye 
and hand of the operator. 

(c) The boiler room containing the boilers, feed 
pumps, etc 

(d) The chloride vat room. 

(e) The storerooms for stora^^e of chemicals. 

(f) Blacksmith shop and repairing room. 

(g) Office. 

(h) Housinpf for shifting engines. 

Sixteenth — ^Lig:hting. 

A small electric plant is almost indispensable. It 
may consist of a small steam engine operated by 
steam from the boilers and a dynamo good for ten 
arc lights of 1600 c. p. or its equivalent, furnishing 
four or five lights outside and any desired number 
of incandescent lights inside. 

A PORTABLE PLANT. 

A portable plant for timber treating in some cases 
will De found both convenient and economical. 
The retort is one of a pair built for the Union 

80 




t;_-!,/.*«= 




TZ'f 







J^.-TO-^4^ ' .-~ 




il^^^l 



K 



\ 



i >.»...V.»>i 
iL|>l.. 



■^^ 



J p 



•r--^"- 'i 



Hi 

■Mi! 



S 

I 
I 



SI 



Y 







I 

I 




as 

CO 

i 



I 



Pacific Railway under a patent taken out by W, 
G. Curtis and John D. Isaacs of the Southern 
Pacific Railway Co. The case it is intended to meet 
is where the timber supply is widely dispersed and 
no considerable supply convenient to any one point 
on the line. The cost of treating is no greater than 
at a stationary plant of the same size and the cost 
of removing from one place to another is estimated 
at not over one-third of that of the removing of a 
stationary plant of like dimensions. This is found 
to be about one-fourth to one-third cent per tie, 
exclusive of the removal of the platforms, which are 
left in place to be again used at some future time. 
The retorts are mounted on trucks similar to those 
of a strong freight car and the tanks for the oil 
or solution, the necessary pumps, and the steam 
boilers are all mounted on standard freight flat cars» 
and all is shifted by the disconnection of a few 
connecting pipes. When it is desired to creosote, 
the retorts are supplied with the necessary heating 
coils. 

Three portable plants are now in use on the South- 
ern Pacific Railway, the Union Pacific, the O. R. 
& N. and on the Chicago & Eastern Illinois Railway. 

RULES OF OPERATION. 

GENERAL. 

THE STAMPING HAMMER. 

Sec 12. To enable the track department to ke^ 
any record of time treated ties are laid and of their 
removal. The hammer here shown is about the di- 
mension of a small spiking hammer and has a figure 
cut in relief on one face. A smart blow on the end 
of each tie impresses a figure deep enough to re- 
main indelibly as long as the end of the tie remains. 
The cost of the hammer is trifling, as the stamping 
can be done in connection with the counting. It is 
best done as soon as the tram car is loaded prepara- 
tory to putting in the charge. 
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THE DATING NAIL. 

The Dating nails here shown, suggested by Oc- 
tave Qianute, C. £., are intended to be driven into 
the tie after it has been placed in the track. The 
best place seems to be on the line side of the track, 
say 12 inches from the line of the rail. The cost of 
the nail is approximately a-io cent each. 

The main purpose of the nail does not preclude the 
use of the stamping hammer before introducing for 
treatment, which is considered as well worth doing 
even if dating nails are to be used. 

In operations where the plant consists of one, two 
or three retorts, it is usual to start the charges about 
an hour apart, so that the use of compressor and 
vacuum pump will not interfere and can be applied 
to each retort in turn; thus all three retorts can 
be operated by the one machine. If the nlant has 
more than three retorts, say four or six, then a 
second compressor and vacuum pump will be re- 
quired, and the retorts can and should be run in 
pairs. 

Each retort requires its own force or nressure 
pump and its separate system of piping for solution, 
steam and air, so arranged as to serve each retort in 
its turn. 

The details of operation, more specifically given, 
are divided about as follows : 

(a) Preparing the charge and manner of loading 
the timber. 

As it is essential that the steam and the solution, 
each in its turn, shall have free access to all sides 
of the timber (each piece), a space must be left or 
reserved for this, especially for sawed stuff, other- 
wise the operation will be greatly impeded or en- 
tirely defeated. 

A compactly loaded mass of timber will act much 
as if it were still unsawed. This has been exempli- 
fied in the nine-foot retort, where, even with quarter-- 
inch iron strips between, the steaming requires from 
three to four times as long a time as that required 
where the pieces are properly separated, and the 
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same is true as to pressure on solution. A one-inch 
strip, or an ordinal^ barrel stave, will do with 
sawed ties. Hewn ties do not need this. 

In loading, the ties should be arranged to conr 
form to the loading gauge, so that there 'will be no 
interference in charging, and there firmly chained, 
care being taken to have the load even at the ends 
so as to ulow the inspector easy access for counting 
and stamping. 

The stamping die should be a hammer about the 
weight of a small railroad spike maul, weighing 
three and a half to four pounds, with handle similar 
and with the die full faced and deeply cut (three- 
eighth inch), vertical and not tapering, securing an 
impression deep enough to last as long as the timber 
itself. 

The loaded cars are then assembled to make the 
proper charge, and are then, by means of the shift- 
ing engine, cables and pulleys, drawn into the re- 
tort, the doors closed and sealed, when all is ready 
for: 

(b) Steaming. 

The steam is introduced into the retort, preferably 
at each end and nearly at the bottom. Meanwhile 
the blow-off at the top of the retort is kept open to 
allow the air to escape until the retort is full of 
steam. When the retort is entirely filled, the blow- 
off is closed and the steam is accumulated until it 
has reached a pressure of twenty pounds per square 
inch and there held throughout the entire remaining 
time required— four to six hours. This pressure is 
fixed as the maximum, as the temperature of the 
steam is then at near 250 degrees Fah., about all 
that the timber will bear without scorching and in- 
jury to its fiber. Frequently during the steaming, 
the condensations should be drawn off from the 
retort, by means of the automatic blow-off, to the 
sewer, accelerating the dryness of the steam and 
reducing condensation, and securing greater dryness 
in the timber after the vacuum is drawn. The steam 
is then blown off, being discharged into the air. 
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SUPERHEATED STEAM IN CONNECTION 
WITH TIMBER TREATMENT. 

There can be no doubt as to the utility and econ- 
omy in the use of superheated steam for heating 
the solution or oils used where the steam is used 
in coils, as it expedites the process and saves in fuel. 
It is, however, very questionable whether super- 
heated steam can safely be used where it comes in 
direct contact with the timber, as during the period 
of steaming, a^- the temperature is more difficult 
to control, endangering the timber fibre as is not 
possible with saturated steam at the prescribed pres- 
sure of twenty pounds. It has been observed, where 
it is so used, that the timber is often burned. 

TEMPERATURE IN THE VARIOUS SOLU- 
TIONS. 
( Thermometers. ) 

It is generally conceded that the temperature at 
which the various solutions are applied is important 
in that a quite high temperature conduces to more 
prompt chemical action and perfect combination. To 
more perfectly control this, the Fahrenheit thermom- 
eter is applied both to the retorts and to the solu- 
tion reservoirs or tanks. 

The drawing herewith shows the usual method of 
attaching the thermometer to the retorts. There is 
no way by which more perfect connection can be 
made with the contents of the retort and the indi- 
cated temperature will be somewhat below the actual 
mean of the reservoirs until after long exposure. 
The most important function is to measure the tem- 
perature of solution or oils as with the steam pres- 
sure gauge will give the heat of the steam suffi- 
ciently close. A few observations will give the cor- 
rection to be added, approximately at least. In any 
case the approximate will be a fair guide in ab- 
sence of any means of obtaining exact readings. 

(c) The vacuum. 

When the steam is fully blown off the retort 

48 




M 



Zj 



mi 



-o 




!][ 



n 



r 



should be allowed to cool for a little time, the cir- 
culating water should be started through the surface 
condenser and allowed to flow, insuring the greatest 
degree of cold surface to the hot vapors from the 
retort before the vacuum pump is started, thus pre- 
venting these hot vapors from injuring the valves of 
the pump. 

In a one or two retort plant, one of the force 
pumps can be utilized for pumping the circulating 
water; but in a large plant, either the service and 
fire pump will answer, or a special pump will be 
necessary. 

Thus having cooled the condenser, the vacuum is: 
drawn, raising it as fast as is practicable to ao al: 
26 inches, and there holding it for half an hour or 
more, if desired. If the hot- well catching the con- 
densation fills so that the contents are thrown oif 
through the vacuum pump, and it is desired to 
measure it, resort must be had to an auxiliary res- 
ervoir, so arranged as to receive the surplus when 
necessary. The practicability of measuring these 
condensations with a view to determine the amount 
of sap extracted from the timber, is a matter of 
doubt, and will be noticed further on. 

A marked advantage has been secured in treating 
obdurate timber (dense, wet or green), by interpos- 
ing a vacuum at an intermediate time during the 
steaming, blowing off the latter, drawing a vacuum 
and again introducing the steam while the vacuum 
is still held. This idea is worth investigating when 
opportunity oflFers. 

(d) Introducing^ the chloride solution. 

The vacuum having been on for sufficient time, it 
is still held, and the valve in the solution pipe is 
opened and the solution allowed to flow in, which 
it does very rapidly by the help of the vacuum, until 
the retort is entirely filled, the air pipe being opened 
to allow the escape of the remainmg air in the re- 
tort and then closed. 

The solution should be heated from 80 to 100 de- 
grees Fah. before introduced, as it is found that the 
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chloride is held best in suspension at about that 
temperature. 

When the retort is filled and the air pipe dosed, 
the force or pressure pump is at once started and the 
pressure raised to lOO pounds per square inch, which 
should be done in a very short time, and there held 
for such time as shall be judged best to meet the 
nature of the timber. 

A measuring vat, in which the estimated (quantity 
of solution that the charge should receive is held, 
is recommended by some as a good thing, as, by 
attaching the suction of the pressure pump to the 
vat and running it until the vat is exhausted, the 
timber will have absorbed the proper amount of the 
solution. 

Careful reading of the indicator about the time 
the pressure from the pump begins, and then again 
at times during which pressure remains, will give a 
very close measurement of the amount absorbed 
during that time^ but of course there is no means 
of determining how much was absorbed before 
pressure was secured. The indicator reading before 
introducing and again after forcing back, gives the 
most accurate measurement possible, except, per- 
haps, the weighing before and after. 

(e) Returning the chloride solution to its re- 
ceptacle is the next move, and is accomplished by 
means of the air compressor by which air is forced 
into the retort When it is auite cleared the valve 
in the main solution pipe is closed, and the blow- 
back is used to clear the retort of the last remnant 
of solution, which is carried to its proper tub by an 
overhead pipe. 

(f) Introduction of the tannin solution. 

As soon as the chloride solution has been cleared 
from the retort, the tannin solution is introduced, 
put under pressure and so held for the desired pe- 
riod, and forced back to its receptacle in every re- 
spect as with the chloride, except that the time held 
finder the pressure of lOO pounds need not be so 
long, as the action of the tannin is quite superficial. 
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This completes the operation. The doors being 
opened, the charcre is removed from the retort. 
'Hie next charge being prepared is rmi in, th^ doors 
are dosed, and the whole program is repeated. A 
charge takes from lo to 12 hours. 

RULES FOR MIXING CHEMICALS. 

ZINC-TANNIN OR WELLHOUSE PROCESS. 

CHEMICALS USED. 

Chloride of Zinc (Zncls.) 

Sec 13. The principal antiseptic agent used in 
this process is the chloride of zinc. The chloride 
can be made on the ground by the combination of 
hydrochloric acid (muriatic) with common metallic 
zinc, or the commercial product in the form of a 
salt furnished in large drums or rolls protected by 
a covering^ of thin sheet iron. There is but little 
difference in the cost, the difference being in favor 
of the commercial article. 

EmDirically, the hydrochloric acid (HcU) and 
the zinc spelter (Zn) combines about as follows: 
350 Ibs^ 18 per cent acid to 100 lbs. of the spelter 
will produce 409 lbs. of 45 per cent ZncU equal to 
about 185 lbs. pure chloride of zinc. 

With acid at i^ cents and zinc at 56-10 cents 
would be 5 87-100 cents per lb. pure chloride of zinc 
The fused chloride, 98 per cent pure, is now sold for 
four cents, so that at the above price for the add 
and the spelter it is better to use die fused chloride, 
at considerable saving in frdght as well as in the 
convenience in its use. 

(c) The commercial chloride being most readily 
obtained and more convenient to use, is being gen- 
erally used, hence, in the rules here given, the com- 
mercial chloride will be understood. 

(d) The impurities in the salt should not exceed 
three per cent in weight, and are, with one excep- 
tion, quite harmless, except as an impurity. The 
presence of a small amount of iron, however, say 
one-half of one per cent, should condemn it, as the 
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iron neutralizes the chloride and at the same time 
is said to injure tiie wood fiber. 

(e) The commercial salt will often have a^ small 
amount of free, uncombined add, which is de- 
structive to wood fiber if present in any great 
amount, hence the dissolving as well as the storage 
vat should contain a liberal allowance of the zinc 
blocks to take it up, and the time allowed for its 
action should be as extended as possible. 

(f ) A graphic table of weight and specific grav- 
ity of chloride of zinc is here given, which gives 
the data on which the table for quantities, in Table 
^B," is computed. While it is not claimed to be 
exact, yet it gives a sufficiently dose approximation 
and serves the purpose. It is the summing up of 
numerous trials. 

PREPARATION OF CHEMICALS FOR USE. 

Sec. 14. The chloride of zinc. 

(a) Dissolving: The fused chloride (commer- 
dal) should be dissolved into stock solution, a con- 
centrated solution from 35 to 50 per cent strong, 
some little time before used, say 24 hours if prac- 
ticable, so that it shall be thoroughly dissolved, and 
that any free add it may contain will have time to 
be taken up by the spelter (zinc) kept in the dis- 
solving vat for that purpose. 

The drums or rolls of fused chloride should then 
be divested of the iron covering, weighed, and if 
the works are provided with a trolley carrier, be 
placed bodily in the dissolving vat. or in absence 
of the trolley, they should be broken into smaller 
fragments and dropped from planks placed over 
the vat, which should have been previous^r partially 
filled with water. In placing the pieces in the vat, 
care must be taken that the lead lining of the vat 
be not injured. 

(b) The following will guide as to the amount 
of the salt to be wdghed in, and as to the amount 
of water for dissolving, pirst fill vat about half 
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full, and then add the chloride and fill with water 
to the height indicated : 
For 35 per cent stock solution — 

6^296 pounds salt, and fill to 2a vertical feet 
For 40 per cent— 

7*865 pounds salt, and fill to 2.3 vertical feet 
For 45 per cent — 

9^5 pounds salt, and fill to 2.3 vertical feet 
For so per cent — 

10,860 pounds salt, and fill to 2.3 vertical feet 

(c) This computation is based upon a mixing 
vat ten feet square and two and one-half feet deep, 
and, being lead lined with half-inch sheet lead, has 
approximately an area of ^4 square feet. 

The above is a fair guide, remembering that the 
exact amount of the salt or the resulting strength 
of solution is not essential, as any intermediate 
strength can be used by the same means of com- 
putation. 

A solution of from 40 to 50 per cent is about the 
most convenient. 

(d) When this stock solution is well neutralized 
and dissolved, it is drawn off into the storage vat, 
a lead-lined vat the same as the mixing vat, except 
in dimensions. This vat is provided with a steam 
ejector by which the concentrated stock solution is 
forced into the solution tub or tank through a dis- 
charge pipe passing over the top and there dis- 
charging. 

PREPARATION OF DILUTED TUB SOLU- 
TION. 
Sec. 15. (a) Assuming the size of the storage vat 
to be 8 by 12 feet, area being 96 feet, and the sedation 
tub bein^ 30 feet in diameter, wood and iron bound, 
with a mean area of 664 square feet, then we have 
for putting up the stock chloride from storage vat 
to the diluted solution tub. Table "B," giving the 
number of cubic feet of stock solution for each tub 
foot required, hence by multiplying this l:^^ the 
number of tub feet to be charged, and dividing the 



result by the area of the storage vat (96 8q» ft)» 
gives the vertical feet to put up. 

Dilution of Chloride Solution. 

(b) To make up the first tub of solution, say two 
per cent strong, fill solution tub with water to, say 
17 feet, the tub being 20 feet deep, each tub loot b^ 
ing equal to 664 cubic feet (mean area of tub) by 17 
vertical feet, equal 11,288 cu, ft. multiplied by 62.3 
lbs. (weight of cu. ft. of water) equals 703,242 lbs. 
water. 

Then as 98 per cent of water is to the two per 
cent of chloride, so is 703*242 lbs. of water to 14.352 
lbs. pure chloride required. 

Then for cubic feet in volume of the two per cent 
chloride we have: Water, 703,242 lbs., which divide 
by 62.3 lbs. equals 11,288 cu. ft, and chloride, I4»352 
lbs., which divide by 200.0 lbs., equals 7i76» making 
total of 11,359.76 cubic feet, or about 17.2 vertical or 
tub feet 

DETERMINING STRENGTH OF CHLORIDE 
SOLUTION. 

(c) No more satisfactory means have been found 
for testing the strength of the chloride solution than 
the Beaume Hydrometer, using the coarse hydro- 
meter, one to sixty degrees for the concentrated and 
the fine hydrometer, one to six degrees, divided to 
i-ioth degree, for the highly diluted solutions. In 
the heavier solutions, say 30 to 60 degrees, the influ- 
ence of temperature is small, so that no account need 
be made for it, but with that highly diluted it is 
necessary to define the effect of temperature very 
carefully to get true measurement of strength. 

To meet this, the table (A), Figs. 32, 33 and 34, 
has been prepared by means of empiric tests sub- 
jected to a law of curve developed by trial, by which 
a close approximation has been made. Comparison 
of calculated quantities used in one month s run, 
with the actual quantity of stock usec^ has served 
to confirm the exactness of the tables. 



Figs. 30 and 31 give the same graphically, the 
curves described being true spirals both as to the 
variation under increased heat and for the points at 
which the per cent of strength agrees with the de- 
grees Beaume. 

The use of the hydrometer is impracticable with 
the glue and the tannin solution^ either being about 
the same specific g^vity as water. 

WATER FOR DILUTION. 

Sec. 16. It is here proper to notice the character 
of the water to be used in this connection in making 
up the chloride solution. 

In carrying through the process, a considerable 
quantity of water, variously estimated at 15 to 25 
thousand gallons per day per retort, including the 
supply for steam and circulating purposes as well, 
is used. Pure water is very desirable and its quan- 
tity is important, for, should it be bounteous* much 
may be saved in water saving appliances. There arc 
some locations where it is desirable to locate works 
that the quantity is meager and the quality is poor. 

GELATINE (Glue). 

Sec. 17. Commercial glue of good quality con- 
tains the gelatine which, under the Wellhouse proc- 
ess, forms a part of the plugging up substance bj 
its combination with the tannin. Glues vary con- 
siderably in the amount of gelatine contained, but 
60 per cent is supposed to be a fair estimate for a 
good commercial article. 

(a) The per cent in weight of water at 60 degrees 
Fah. that any glue will absorb, is said to be about 
the best test of quality. A first-class glue, it is 
said, will absorb 13 parts of water to i of glue, but 
it is found that some of the best cabinet glues will 
not take over 5 or 6 in the 2A hours' test 

(bJ) It has been, and now is, the practice to use 
a solution in combination with the chloride consist- 
ing of one-half of one per cent of the total in glue. 
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The tannin eolation, containing the same amount of 
tannin extract which will combine in abont equal 
parts, forming with the glue the leathery substance 
in the wood pores. 

(c) The specific gravity of a lair glue should be, 
when perfectly dry, about 1.42, and should readily 
take SIX times its weight of water when immersed 
in it at 60 degrees Fah. for 24 hours. 

To determine the specific gravity of any samole 
of glue, take a graduated tube, say a 200 c. cm. 
measure. First put in 100 c cm. water, then weigh 
out one ounce of the dry glue and drop it into the 
tube, noting, immediately, the point to which the 
water is raised by the addition of the glue. The 
difference in the height of the water in the tube be- 
fore and after adding the glue, will be the volume 
of the one ounce of glue in cubic centimeters, frcxn 
which its weight and specific gravity can at once 
be computed. 

(d) Then to determine the amount of water it 
will absorb, add to the above another 100 c. cm. of 
water, place it in a place where the temperature is 
constant ^t 60 degrees Fah. for 24 hours, when the 
proportion of water unabsorbed will appear clearly 
to the eye. Note this in c cm. and divide by the 
whole 200 c. cm. of water, thus determining the 
proportion absorbed. 

(e) In a one-half of one per cent solution of 
glue, the specific gravity will be inappreciably greater 
than pure water, so that the only means of deter- 
mining its strength is to carefully wei^ in the dry 
glue whenever the solution is renewed, the quantity 
of glue being always the one-half of one per cent 
by weight of water charged with the glue, and com- 
puted in the same ways as for the chloride solu- 
tion. 

(f) It is usual, on account of impurities in the 
glue, to discount these by putting in an excess, say 
where 100 pounds of tannm is called for, use no 
pounds of glue. While it is understood that the 
glue and the tannin combine in about equal quanti- 
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ties, yet it is safe to have a slight excess of the for- 
mer, for the reason that if glue should be entirely or 
even partially absent there would be no action by 
the tannin, and it would ?o back into the solution 
tub as strong as before used. In any case, if suffi- 
cient glue is not present, full action of the tannin 
cannot be expected. 

To determine the relative value of glues offered 
for use in the Wellhouse or Zinc Tannin process: 

(g) First prepare a four per cent solution of hemlock 
extract of known strength (25 per cent to 27 per 
cent), by putting one ounce of extract into twelve 
ounces of pure water. Then treat one ounce of the 
irepared glue, making this also four per cent strong, 
'he glue and water being brought to near a boil, 
say 175 to 180 degrees Fah. 

Take seven test tubes §^ inch by 6 inches, placed 
in a rack for convenience in filling and for observa- 
tion. Then with a 25 c. cm. measuring tube, put into 
the right-hand tube seven c cm. of the glue solu- 
tion; into the second, eight c. cm., and so on until 
they are all served. Then take the tannin solution 
in the same way and like quantities, except that the 
left-hand tube is to receive the c cm. of the tannin, 
and so on, increasing toward the right. Thus it will 
be seen that the fourth tube will have the same 
quantity of each, the glue and the tannin, and those 
on each hand having varying proportions. The so- 
lution should be freshly made and used while quite 
warm and each tube well shaken when adding the 
tannin to the glue in the tubes. Ordinarily it is 
desirable that the glue be such as will combine 
with an equal quantity of the tannin. Let the set 
of tubes stand in any safe place for an hour or two 
and the result in the tubes will be manifest to the 
observer, and the lesson easily understood. 

GELATINE. 

(Extract from letter of G. M. Hyams, chemist, to 
Chas. Dyer, July 7, 1889. relative to the use of glue 
in timber treating.) 
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In regard to the preserving process, from my own 
experiments and analyses, I have become convinced 
that the quantity of organic acids in the pine wood 
of onr western (Southwestern) country has been 
much overestimated. Now it is to be neutralized; 
these acids that some albumenoid substance, such 
as glue, has to be added to the timber before in- 
jecting chloride of zinc But as this glue, if left in 
the pores of the timber, would itself decay, it in 
turn has to be neutralized, and for this purpose 
tannin is added. If now we can lessen the quantity 
of glue to be added, we also decrease the amount of 
tannin to be used, and this makes a double saving. 

In order to find out the minimum quantity of glue 
necessary, I have saturated timber in small pieces 
with glue and then determined by appropriate meth- 
ods the excess from my results. I find that the 
quantity is only about one-fourth that ordinarily 
recommended. The most important fact, however, 
of this branch of the subject is the quality of the 
g)ae used, as we are seekini? here the soluble al- 
Iraminoid principle for a chemical reaction, namely, 
the coagulation of the vegetable acids of the wood. 
We must seek for a different test in our glue than 
merely adhesion (adhesiveness). To illustrate my 
meaning — in pieces from the same stick of timber 
I have used the following quantities for the same 
size: 

Olne ooeting 5c. 8c. tSc 17c blood tdb. pure alb. 

Took ISgrs. llgrs. 4grs. l.Sgrs. l.lgrs. 0.3gr. 

You will then readily see that, provided an easily 
soluble glue costing 17 cents is used, it is really 
much cheaper than a 5-cent article, which would 
not be the case if we looked to its adhesive qualities 
only. 

So-called liquid glue is a good illustration also. 
I believe you have tried this and found it not to be 
economical. The reason is simply that to render it 
soluble and liquid, it has to be treated chemically in 
a way which destroys the neutralizing qualities of 
the albumen and practically unfits it for our pur- 



I>ose. I am quite sure (confident) that with the 
right kind of glue a saving of 20 per cent can be 
accomplished. 

PENETRATION OF GLUE. 

The tannin and glue chiefly goes into the ends. 
At the Chicago works the absorotion of each varies 
from 0.017 to 0.034 cubic feet per tie, or i to 2 Its. 
per tie (lit eq. .035 cu. ft.), so that the solution in- 
jected would be 100 times enough to cover the whole 
surface 1-32 inch thick. But when the water evap- 
orates we have left only the percentage of leatheroid, 
say I to 2 per cent, which would cover surface 1-32 
to 2-32 inch. 

Oiicago, Dec. 3, 1900. O. Chanute. 

TANNIN EXTRACT. 

Sec. 18. The tannin extract of hemlock bark is 
mostly used in this process, containing from 15 to 
30 per cent of tannic acid, presumably about a safe 
mean of 22 per cent 

(a) As the amount of active properties in the 
combination, both as to the glue and the tannin, 
long practice has taught that they should be used 
in about equal quantities. As the glue is first ab- 
sorbed, and the tannin following neutralizes so much 
of the glue as it may reach, the overplus of the 
tannin being carried back with the returned solu- 
tion, there is no waste by having the tannin solution 
markedly stronger than the prescribed one-half of 
one per cent. The strength of the tub solution of 
tannin should be tested from time to time by com- 
parison of its action on a reagent, as will be ex- 
plained later on. 

(b) As regards the penetration of the tannin 
into the timber, although the tannin solution is com- 
plete, that is, the acid is held in complete suspen- 
sion and will go wherever the water will go, yet its 
action is and must be largely superficial from the 
fact that it has no such aid or favorable conditions 
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as does the chloride solution. That there is a por* 
tion of the glue not reached by it is a matter of 
speculation, and it is probable that owing to the 
viscosity of the glue its action is also largely super- 
ficial as welL Be this true, it is what it should be. 

(c) The hemlock bark extract carrying the tan* 
nic add is of a reddish brown color, hard when 
cold, but when under temperature of lOo degrees 
Fah. or over is the consistency of thin molasses 
and flows freely. 

Its specific gravity is about 1.22, but when a half 
of one per cent solution, there is no appreciable 
excess over pure water. 

(d) The commercial extract is put into barrels 
holding about five hundred pounds and over, four 
or five barrels usually making a batch. 

To thoroughly dissolve, a quantity of water is 
added and a moderate amount of steam is turned 
in by means of a small steam pipe in the tub, by 
which the extract is thoroughly agitated and mod- 
erately heated, after which additional water can be 
added, so that some fixed depth from the mixing 
tub will equal the quantity of tannin needed for 
each tub foot in the tannin solution tub. 

(e) When tannin and glue are combined the 
mixture^ after time is given for the combination of 
the two, and all unassimilated portions are washed 
out, and the residuum dried, gives a dark-brown, 
semi-transparent substance that is quite hard and 
brittle. It is insolvent in water and incombustible, 
simply charring to a cinder much as would be with 
charred leather. Under the microscope it has the 
appearance of an opac^ue resin, and a similar sub- 
stance by appearance is found in the sap cells of 
the treated timber, not in untreated timber. 

Sec. 19. Alkaline waters usually found in the 
western plains and mountains is, while undesirable, 
yet not unusable, as while the effect is to some 
extent deleterious, yet not to the extent that would 
forbid its use. One of the effects is its liability to 
combine with the zinc chloride, by which a fraction 



of the zinc is thrown down, reducing its effectiveness 
to the extent of such combination. 

Another effect of the alkaline water is to affect 
the specific gravity for which allowance must be 
made, the amount to be determined by a comparison 
with distilled water at 60 degrees Fah. and 8td>- 
tractin^ the difference from the hydrometric reading 
in testmg tub solution. 

CHARACTER OF THE WORK AND AP- 
PLIANCES. 

Sec 20. The business of timber treating is not 
new, neither has it been successfully employed in all 
cases. It has had to pass through the various stages 
of development like the manufacture of steel, Port- 
land cement and other lines of manufacture, with its 
modicum of failures and successes. Now, when 
success is to some extent attained, it is believed that 
the exercise of knowledge and intelligence is the 
only means by which recurrent failure will be 
avoided. This fact cannot be too deeply impressed; 
also that a thorough knowledge of the practical part 
of the business, the movements of the process and 
the nature of the agent used, and a thorough train- 
ing in the practical handling of the works are ab- 
solutely necessary to good results. In the operator, 
to all this must be added a determined nurpose to 
enforce all rules and requirements, otherwise fail- 
ure wiU he almost sure and very expenswe. 

Sec 21. To give the operator a fair show to 
carry the work properly, his convenience and the 
efficiency of his force, as well as the econo mi cal 
operation of the work, must be considered uid care- 
fully provided for. 

Every part of the works should be easy of access 
and compactly arranged so as to be under the qre 
and hand of the operator. 

Every part should be substantially built so that 
repairs will be infrequent. 

Ample store houses and storage for all material 
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and stock to be used, as well as a good stock on 
hand, should be provided. 

Each machine, pump, engine, boiler, should be 
selected to perform the kind and quantity of work 
that is expected from it, as the failure of any one 
to perform its functions promptly and properly enr 
tails a loss of time for the plant and its whole force. 
Where so much capital is involved, it is worth while 
to attend to these considerations at the start 

INSTALLATION. 

Sec 22. When the retort and all the machinery 
are in place and the works generally in condition to 
commence operation, the following preparatory steps 
are necessary to prevent confusion and to secure 
the data that is necessary for future computations 
and operation. 

All tanks, reservoirs, tubs and vats should be 
filled with water so as to cause the wood to swell 
to tightness; the steam pipes, with steam and aU 
other pipes, including the retort, with water, so that 
all leakage can be discovered and cured and that 
everything be permanently and reliably tight, 150 
lbs. cold water pressure to be put on as final test. 

The pumps and machinery should be connected 
and steam put on and everything tested as to its 
running promptly and in good order. 

The retort door should be carefully adjusted so 
that the gland will correspond exactly with the pack- 
ing groove in the retort flange and the door swing 
freely and truly on its hinges; that the locking 
levers radiate truly from the center and that the 
"Y*' bolts be well adjusted, so that, in closing the 
door, all the levers will come to bearing at the 
same time. 

VOLUME OF RETORT. 

Sec 23. In computing the amount of absorption, 
the amount of timber, etc., in volume, it is necessary 
to know exactly how much the retort holds. 

Qose the retort, note the indicator reading on 
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the solution tub, then open the main valve and en- 
tirely fill the retort with the water, again reading 
the indicator, and the vertical feet used by the area 
of the tub will be the volume of the retort It would 
be well to include such number of tram cars as are 
used in a charge of ties, as this will be used in case 
of ties at all times. This, if carefully done, is more 
exact than any computation that could be made. 

PREPARING THE CHEMICALS. 

Sec. 24. Before proceeding to start the works, 
each of the chemicals must be prepared in such 
quantities as will keep on hand a stock sufficient to 
prevent delay in the work. Each solution tub should 
be filled to near its full capacity with a solution of 
proper strength, ready for instant use. For this part 
of the work a carefully instructed assistant should 
be employed and held responsible for the proper 
handling and mixing, and also that sufficient stock 
is held ready for use. 

CHLORIDE OF ZINC. 

Sec 25. The preparation of the stock solution 
and its dilution in the solution tub is fully treated in 
lections 17 and 19, so that it is only necessary here 
to notice the method by whicL the stock of solution 
is kept up, both in quantity and strength, by more 
or less frequent renewals. If three retorts are sup- 
plied from a jo-foot tub there will be required some- 
thing like ten tub feet daily, hence this many tub 
feet should be supplied each day. This operation 
consists of pumping so many feet of water into the 
tub and immediately adding the required quantity 
of the chloride as indicated in Figures 30 and 31, 
multiplying this by the number of tub feet ^ut up. 

For example, suppose that 8^ tub feet is wanted 
and the water has been put up, the strength to be 
2^ per cent and the stock solution is 40 per cent 
strong. We see by table "B" that it requires aai73 
cubic feet of stock solution to bring each tub foot 
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tip to 2,y2 per cent, then 85^x30.173 equal 25647 
cubic feet of stock solution. Divide this by area of 
storage vat (96 sq. ft) will give 2.67 vertical feet 
of the 40 per cent chloride to be put up. 

Sec 26. If more than three retorts arc operated, 
an additional storage vat or a larger one will be 
necessary, as the above indicates very nearly the 
capacity of one of the size indicated, and another 
solution tub will be necessary. 

Sec 27. As before indicated, the solution should 
be tested by means of the fine Beaume hydrometer 
to check the strength, and should it, after being 
well agitated, be found too strong or too weak, then 
addition of water in the former or chloride in the 
latter case is required, the amount of each to be 
computed as before The deficit in either case 
will be proportional as the per cent. Table "B" 
contains quantities for an error of one-quarter of 
one per cent, which saves trouble sometimes, and 
is near enough for most cases. 

Sec ^. The matter of monthlv stock will be now 
noticed as the same computation comes in here. 
At the starting of the works, or at the beginning of 
each month, £ere is a certain amount of stock in 
the ware house and perhaps more arriving. To 
keep a proper account it is necessary to know how 
much stock has been used in the month, or perhaps 
in a separate lot of timber, hence the stock accotmt 
should show just how much is on hand at any mo- 
ment This will consist of stock in warehouse, 
stock in dissolving vats, in storage vat and also in 
the solution tub, and, knowing the strength of each, 
the whole can be summed up as if it was still in the 
original package 

The simple rule for solution anywhere near two 
per cent will be to call each cubic foot equal to 
63.4 lbs. Multipljring this by the total number of 
culnc feet in the tub and again by the hydrometric 
strength, will give the number of pounds pure 
chloride in the solution tub. For mixing and storage 
vats use table "B." 
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GELATINE. 

Sec. 29. Resuming the consideration of glue from 
Sec. 17, we will take up its preparation with refer- 
ence to its immediate use at the works. Glue comes 
to the works in barrels of 250 lbs. or thereabout, and 
is dissolved in a small tank or dissolving tub into 
which some water has been put The padka^es first 
being weighed, then broken, and after tummg the 
glue into the tub the empty barrel is weighed and 
me net amount of glue noted. 

Four or five barrels can be used at one time, 
filling the tub with water, so that the glue be well 
covered and left to soak for as long a time as the 
exigencies of the work will allow; preferably 24 
hours. A little steam is then applied so as to render 
the glue homogeneous, adding further amount of 
water to bring up the volume so that some fixed 
measure will indicate how much to throw up for 
each tub foot of the solution. 

If a tub foot contains 664 cubic feet of chloride 
solution, the weight of which is 634 lbs., then there 
will be a total weight of 42,098 lbs., of which one- 
half of one per cent would be 210.5 lbs. of glue re- 
quired for each tub foot. But remembering that in 
Sec. 17 ten per cent is to be added, bnngs the 
amount per tub foot to 250 lbs. 

Dividing the amount of glue put into the dissolv- 
ing tub by 230 lbs., will give the number of tub feet 
that it will supply with the required per cent. 

The strength of the glue, whether mixed with the 
chloride or used separately, is supposed to remain 
constant, only needing new supply in proportion to 
the water added in keeping up the stock of solutioa 

TANNIN. 

Sec 30. The tannin being applied separately and 
being the last application is prepared in its separate 
mixing tub or vat and used from there by means 
of the same ejector as the glue, diluting it in the 
tannin solution tub in like manner to the glue. 
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The tamun solution is absorbed to a very much 
less d^ree than the chloride (usually only about 
one-ten3i in volume), owing to the timber having 
already been well impregnated and to the less favor- 
able condition for absorption. The tannin solution 
actually loses much more of its tannic acid than is 
contained in the amount of absorption of the charge, 
it being remembered that some twenty times the 
amount absorbed has been in contact wiUi the charge 
with its quota of glue, and therefore is depleted to 
the extent of the tannin needed to neutralize the 
glue, therefore the following: Rule for keeping up 
Uie strength of the tannic solution: 

''To the amount in volume absorbed add the 
amount of chloride solution absorbed ; to the sum of 
these add tannin equal to one-half of one per cent 
in weight of tannin extract." 

COMPUTATIONS. 

DUBING OPERATIONS. 

Sec 31. During the operations of the works it 
is necessary to know how much timber there is in 
the charge how much of each solution has gone 
into it, etc., so as to be able to know that the work 
is being properly done and that accurate accounts 
may be kept of the amount of chemicals used To 
do this, the volume of the retort should be accu- 
rately tidcen as before noticed. (Sec. 23), and the 
various solution tubs should be provided with accu- 
rate gauges, by means of which the operator can 
note the amount in the tub before starting, at various 
periods between and at the close of the operation. 

These gauges should consist of a graduated board 
divided into feet and tenths, a good float on the 
solution in the tub and an indicator weight or 
pointer working freely by means of a cord up and 
down the graduated face of the indicator board. 
This indicator should be placed where it will be in 
plain sight of the operator and should be lighted at 
night so as to be easily read. 
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VOLUICE OF TDiBER. 

Sec 32. To compote the volmne of tiic timber in 
thediaxge: Take the lowest reading of die chloride 
indicator from tbe reading after tlie aolutioa is 
ioSf forced back. This difference is tlie nnmlKr of 
tab feet that was in the retort after absorption is 
connected, hence, when redaced to cnbic feet, wifl 
be dae nomber of cnbic feet ootnde the charge, and 
taking this from the known vofaune of the retoi^ 
the remainder inO be the volnme of the charge in 
crbic feet of tiwbrr 

ABSORFnON OF CHLORIDE; TANNIN OR 
GLUR 

Sec 33. Take the indicator readii^ after com- 
pleting forcing back from the reading at conuncnc- 
ing, &e remainder will be the tub feet of solntion 
abgcrbcd. Rednce this to cnUc itet, moltiplsr it bgr 
63^ Ibs.^ (dose a g p rojLima te weight per cubic foot), 
which gnres the nnmber of pounds solution absofhed 
bjr the charge Then again to determine the number 
of pounds pore chlonde^ multiply this bj the per 
cent of streogth of tbe solution (hjrdromctric, sajr 
jQ2 or J02S, as the case majr be), the prodoct is the 
number of pounds pure ^oride absorbed bf the 
charge 

Then, again, diride this by the total number of 
cubic feet in the chaige as before found, and the 
result will be the pounds or fraction of a pound of 
pure chloride per cubic foot of timber. 

Tbe same rule applies to absorption of tannin and 
also ^oe where it is applied separately from the 
chloride, only different in the last mult^Iier, ^^^^-m- 
is JO05 or one-half of one per < 



ABSORPTION BY VOLUME. 

Sec 34. A Tery useful and instructive test of tim- 
ber as to its adaptability to recciTe treatment Is de- 
termined by its ability to absoih the solutfon. This 
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is found by dividing the number of cubic feet of 
solution absorbed by the number of cubic feet of 
timber in the charge. 

RECORD OF ROUTINE WORK. 

Sec. 35. To have a complete record of the oper- 
ation a blank form should be provided for the oper- 
ator to record every move, the directing column 
being printed on the right hand with any convenient 
number of columns in blank arranged to the left, say 
six for the proper entries in ink, each blank column 
to receive the record of one run. 

The items to be entered are as follows: Run 
Number; Retort Number; Commenced steaming; 
Twenty pounds indicated (time) ; Blow off (time) ; 
Commence vacuum (time) ; Twenty-five inches indi- 
cated (time) ; Indicator chloride tank (feet and 
tenths) ; Chloride introduced (time) ; 100 lbs. pres- 
sure indicated (time) ; Lowest point indicator X^^tt 
and tenths^ ; Started forcing back (time) ; (Com- 
pleted forcmg back (time) ; Indicator chloride tank 
(feet and tenths) ; Indicator glue tank (feet and 
tenths) ; Introduce glue (time) ; Force back glue 
(time) ; Indicator glue tank (feet and tenths) ; In- 
dicator tannin tank (feet and tenths) ; Introduce 
tannin (time) ; Force back tannin (time) ; Indicator 
tannin (feet and tenths). 

Number of ties; Cubic feet of timber in run 
C computed) ; Absorption of chloride in vol. per 
cent (computed); Strength of chloride solution (per 
cent bvdrometric); Absorption pure chloride to cubic 
foot ot timber in lbs. Time consumed in run (hours); 
time consumed in shift; kind of timber treated. 

On left of last column should be date, temperature 
of solution when tested, hydrometric reading and 
signature of operator. 

With such a report filled out for each and every 
run, departure from the prescribed routine cannot 
be concealed, but will be apparent 

While the requirements atnove say feet and tenths, 
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it is iwmiblf widi care to read die indkator to 
dreddte ci a foot, aad tlitt should be done. 

MEASURING SAPS EXTRACTED. 

Sec ^ Recurring to tiic practicability of meas- 
viTing or dctermiiiifig tlie adtoal amount of saps 
extracted from tiie timber with any dcgitee o€ 
accuracy is doubted. It is found that rexj diy tinH 
ber, after beti^ stramed, is imrariably heavier if 
withdrawn at end of the Tacnnm than when mtio- 
duoed, diowing that the timber has absorbed a 
greater amount of moisture than replaces the s^s 
exttacted. On the other hand« ray green or water- 
logged timber will be markedhr lighter, the only 
ooodunon we can draw is that more moisture hak 
been withdrawn than went in in the form of ooo- 
dcnsed steam, but bow much sap came oat or bow 
m'Dcfa condensed steam pa^ffd in and remains in the 
timber it impossible to telL The fKt of the matter 
is that during the process of steaming laige amounts 
of the saps are blown out with the condensed steam 
in keeping the retort clear of condensations, the 
quantity being of sudi amount as to load the oat- 
flowing water highly with the juices of the timber. 
This is entirely outside of that collected by the hot 
well, and of much greater volume. 

KIND OF TIMBER AND CONDITION. 

Sec S7' 1^ *oit 2nd open grained timbers, sodi 
as the southern lowland pine and the mountain 
pines of the west, have been submitted to treatment 
with a hig^ degree of socons. The life of these 
pines arc, when laid withoot treatment, tom three 
to four jnd one-half years when cut from young 
growing timber in the form of pole ties. Later, 
hemlock, tamarack and even cottoowood have 
been nssd with gpod result, the life when treated 
by the Wdlhouse pr oce s s being prolonged voy 
nmdL While sufficient record as to the rdbtive Viit 
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in each case has not been kept, yet it is presumed 
that it would be found to be at least double, some 
estimating it at three times. 

In the case of heart timber that is sound and well 
matured the life can be safely placed at 50 per cent 
higher, as heart timber is more lasting on account 
of its maturity and firmness of fiber and greater 
freedom from fermenting juices. 

While it is true that sap and open grained timber 
will absorb more of the antiseptic solution than 
well-matured heart timber, and is, by some, con- 
sidered most suitable for treatment, yet it is not clear 
that the very best timber cannot be treated with 
rqual profit. 

The fact probably is, that any timber, not exclud- 
ing the best white or buroak, will be benefited to 
such extent as to be profitable and advantageous 
by the prolongation of its usefulness. 

That a compact timber will not absorb as large 
amount of the preservative is owing to the large 
amount of solid wood fiber and the smaller per cent 
of voids in the timber, which only serve for the 
lodgment of the preservative, hence this should be 
no reason tor barring it out, but, on the contrary, 
should be in its favor. 

The available voids in timber varies from 20 per 
cent in volumt for compact heart timber to over 
60 per cent for Texas short leaf pine. The compact 
timber is net confined to the oak, hickory, etc., but 
will be found among the pines. In almost all cases 
the best tunber is found in the lower part or butt cut 
of the tree. 

All in all it is true that the better the timber the 
better the tie, whether treated or otherwise, in spite 
of its inability to absorb so much of the antiseptic. 

SEASONING. 

Sec. 38. To secure the best possible results, any 
timber should have such an amount of seasoning as 
will free it largely of the green saps existing in the 
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live tree when cat, or to such eactent as may be prac- 
ticable by exposure to a dry atmosphere for perhaps 
from 60 to 90 days; more time m a damp, rainy 
climate than in a dry, sunshiny exposure. 

Practically speaking, the determination of condi- 
tion of timber suitable must be largely a matter of 
judgment with the further aid of actual results when 
put through the process. 

If perforce timber is treated while in a water- 
logged or green, freshly cut condition, then spe- 
cial means must be resorted to, prolongation of 
steaming, interposition of extra vacuum, prolonga- 
tion of pressure on solution, or all of these, but as 
a rule this should not be done if possible to avoid 
it, as the results will be uncertain. 

Kiln drying is recommended by some, but this 
adds too much to the expense and cannot be as 
good in any case as Nature's action with time. 

STORAGE OF TIES IN STORAGE YARD. 

Where it is desired to give a season of drying to 
incoming ties, a method of piling is advised where 
the air has fair access to most of the surface of tibe 
ties. In practice a course of four alternating with 
a cross course of seven in the case of average hewn 
ties will do this fairly welL Ties so cribbed in a 
dry climate have been known to lose the greater 
part of their water in one month. 

STORAGE ROOM. 

It is found that if storage tracks are spaced 64 
feet center to center six cril^ can be pUed, still 
leaving ample clearance for use of tracks by passing 
cars. 

UNLOADING AND PILING. 

Where taken from cars the piles can be made as 
his:h as the too of the cars, say 12 feet, and if piled 
as before stated there will be six inles of no tics 



each every lO feet of the space between tracks. At 
this rate the space required per tie would be one 
square foot of ground in the storage part of the 
yard. Hence, a yard 1,500 feet long and 350 feet 
wide would store 525,000 ties. If the ties to be 
stored are sawed ties, the amount that could be 
stored would be 25 to 33 per cent greater. 

Sec. 39. Live and growing timber with its natural 
saps and its sap cells in their normal condition 
will resist the introduction of any fluid, much on 
the principle that two bodies cannot occupy the 
same space at the same time. To be able to intro- 
duce any solution, the natural saps of the timber 
must be in some way freed and expelled from the 
timber either by being evaporated by drying or must 
be forced out by heating, loosening and expanding 
into vapor, as is done under the steaming process. 
The saps in freshly cut timber will immediately be- 
gin to evaporate when, under favorable conditions, 
the timber is exposed to the air, the action com- 
mencing on the exposed surface and gradually ad- 
vancing toward the center of the piece, but if, on 
the contrary^ it is exposed to much dampness and 
high climatic temperature, the evaporation pro- 
cesses very slowly and the fermentation of the 
juices of the timber will act quickly, forming at once 
the basis of active decay. The time required to dry 
the timber by exposure to the atmosphere alone wiU 
go far toward its destruction, the fermentation of the 
saps forming the fungi of decay, attacking the deli- 
cate cells and more delicate and less compact por- 
tions of the timber and then the firmer portions, 
until, in a few months, the timber becomes spon^ 
throughout. Timber that has reached this stage will 
take the solution freely, but if decay has gone so far 
as to allow excessive absorption, it will be of little 
value even if treated. 

Sec 40. Under the action of steam in the retort, 
the juices are heated to such temperature as will 
expel them rapidly, arresting any incipient decay 
and destroying the delicate mechanism of the sap 
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cells, clearing the way for the ingress of the solution. 
Microscopic examination proves this to be true. 

It is, therefore, important that the time the steam 
is held must be adjusted to the condition of the tim- 
ber, the most important consideration being that 
its action shall reach the center of the piece. 

The rule here adopted is for 20 lbs. pressure, which 
is equal to 250 degrees Fah., which is the highest 
degree of heat allowable to which the timber can be 
subjected without injury. The steam used should 
be saturated steam, as with superheated steam the 
temperature is imcertain, while no special advantage 
is gained. 

PENETRATION OF STEAM. 

To determine when the penetration of steam dur- 
ing the steaming process has reached the center of 
the piece,^ the following is proposed : Fix a con- 
necting pipe to the lower aome, so that the con- 
densation during the steaming can be frequently 
drawn, the pipe running to a sink in die machinery 
room, and provided with a small cock. Then at 
intervals of a half hour, draw from this saving a 
small quantity to fill a test tube. A rack holding 
10 or 12 tubes will suffice for six hours' steaming. 
The operator will then have before him a means of 
judging when the off-fall of the timber juices is 
complete. It is not expected to thus form a definite 
rule, but to give a hint that may aid very much in 
determining when the penetration is complete. 

The different timbers, of course, give different ao- 
pearances in the off-fall, hence the operator has to 
read the signs and draw conclusions. The main 
ooint is to know when the timber is cooked through, 
as on this will depend largely the thoroughness of 
the penetration of the antiseptic, whether it be oil 
or solution. 

THE ECONOMIES. 

Sec. 41. The following estimate is based upon the 
conditions existing on the A,, T. & S. F. Railroad 
line in New Mexico in 1^5. 



The prolongation of life of the Mountain Pine 
there used, from a mean of four and one-half years 
to ahout twelve years, is quite well authenticated. 
On this is hased the following estimate: 
For a period of twelve years. 
Untreated tie placed 2 2-3d times 

Cost of tie, 35C.X2 2-3 times $0.93 

Cost of placing in track, 2 2-3d ts. .40 — $1.33 

Treated tie, one, 35c $0.35 

Cost of treating, 15c 15 

Cost of placing, 15c 15— $0.65 

Making a saving in twelve years of 68 cents per 
tie or five and two-thirds cents per tie per annum. 

To more fully appreciate what this means, multi- 
ply this by 2640 ties in each mile you have $I49S0, 
or approximately $150 per mile per annum. As the 
works built in 1885 consisted of two retorts, with 
annual capacity of 400,000 ties, sufficient to renew 
300 tits per mile on 1,333 miles, the annual saving 
on this basis would be something like $200,000. 

The Las Vegas Works cost about $30,000, a small 
part of the annual saving (about 15 per cent). 

GENERAL OBSERVATIONS. 

Sec. 42. In a general way, the true value of the 
results must be deducted from the mass of and not 
from individual cases or of a few specimen pieces. 

The variations m density and other conditions are 
as various as there are varieties of timber or parts in 
the tree. Then again, even with the most careful 
inspection timber more or less unsound will come 
with the rest, to disturb the investigator should he 
resort entirely to chemical analysis on which to 
found an opinion as to the thoroughness of the treat- 
ment or the value of the results. 

Speaking from a practical point of view, the fol- 
lowing line of reasoning will apply: The agents 
used ire commercial commodities used in gross 
amounts as salt is used to preserve meat, a small 



variation cutting a figure only where large quantities 
are used, where system will conserve economy, but 
where no slight variation will affect the efficiency of 
the treatment In this the chemist can guard against 
the purchase of adulterated stodc 

Again, the rules and methods for the zinc-tannin 
and kindred processes are so well defined that the 
operator, with the exercise of good judgment, can 
get almost any desired result, and will know just 
what he is doing as to amount of absorption. He 
will know that when he puts in a tie weighing lOo 
lbs. and it comes out weighing 175 lbs. that it has 
absorbed 75 lbs., no more, no less, and knowing the 
strength of the solution, he can safely say that it has 
just so much pure chemical agent, whatever it may 
be in it To determine how much has been al^ 
sorbed by any or every particular piece in the charge 
is manifestly impracticable, hence only the gross 
result is manifest at the time. 

It must be remembered that eadi of the different 
processes have been carried on for years, and their 
effectiveness and value are no longer in the field of 
theory, the proofs of effectiveness having been se- 
cured after the lapse of sufficient time to amount to a 
demonstration. The chemist may find a tie that has 
been in service 15 or more years that has but a trace 
of the chemical, and he may find one of die same 
timber that has failed at less than five years, both 
having been treated in^ the same charge, yet for 
reasons before given this proves nothing as to the 
real value of the process or of its failure. 

The operator that is armed with a thorough knowl- 
edge of chemistry has something that will be of 
great aid to him, but he will find it of much more 
importance to study the mechanical and physical 
features of his work, for instance, whether his steam 
reaches the center of a tie, what the best temperature 
for his solution, how various timbers are best ren- 
dered penetraUe, and a hundred other matters vital 
to the success of the process. 



CAUTIONARY. 

Sec. 43. In conclusion, and at the risk of repe- 
tition, the operator is reminded that it is of the ut- 
most importance that every part of the work is 
carried out according to the rules laid down, that 
the condition of the timber be carefully studied and 
the best method be adopted to meet this, that every 
precaution be taken to detect any failure that may 
occur and to take the proper means to rectify this 
even to a repetition of the treatment, and to labor 
to instruct those under him in the highest possible 
degree to the same end. 

By no other means can good results be surely ob- 
tained, and any mistakes escaping his vigilance, 
while not immediately apparent, will tell seriously 
some time in the future. 

Extraneous influences will often be brought to 
bear to have received and treated timbers not in 
proi>er condition to be treated, but such should be 
received under protest if received at all, and a record 
should be made of these facts. In this way only will 
the process be protected against unfair charges of 
failure. 

The operator probably will have little control as 
to timber delivered to him for treatment, but it is 
his duty to see that /each different class or kind is 
treated separately as far as is possible, and to study 
the method of handling the process best adapted to 
each, bringing everv check in his reach to bear, not 
forgetting the weighing and other means of develop- 
ing the best methods. 

BURNETTIZING. 

For the Bumettizing process the appliances are the 
same as for the Zinc-Tannin except that the tubs for 
the glue and for the tannin can be omitted and that 
part of the pipings by which they connect to the re- 
tort are also omitted. The precaution is usually 
taken to put in connections for the piping so that in 
case of change to the other process, that much labor 
and expense is saved by so doing. 
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FOR CREOSOTING. 

(a) The additionb necessary to provide for creo- 
soting are the necessary storage tub, which should be 
ot metal, as well as a dumping tank in which the oU 
is dumped from the tank car in which it is usually 
shipped to the works. The capacity of the storage 
tub depends upon the desired capacity of the works 
or the portion of the works devoted to creosoting and 
the amount of timber that is to be treated. 

(b) The same pipes are used as with the Burnett 
except, of course, the main pipe to the header, but 
these pipes through which the oil is passed must be 
provided with inside steam pipes by which the oil 
shall be kept fluid by means of live steam passing 
through them. 

(c) In addition to this the retort must be fur- 
nished with a system of heating pipes (steam) of 
such heating surface as will quickly heat the oil in 
the retort to the desired temperature. This is done 
by manifold coils of iron pipes. As the oil must at 
all times be entirely fluid, the storage and the dump- 
ing tubs must also be provided with ample heating 
coils. 

The absorption is secured in the same way as with 
the Wellhouse or the Burnett process, first bv open- 
ing die pores of the wood by steaming, followed by 
the oil under pressure aided by a much higher tem- 
perature on the oil. 

UNITS IN COMPUTATIONS. 

Sec. 44. Line measure feet, tenths and hun- 
dredths, to three decimals. 

Cubic measure, cubic feet and fractions to three 
decimals. 

Tub or vat feet equal area of tub or vat x i foot 
(vert.). 

Weights, lbs. Avoirdupois to one to three deci- 
mals. 

Gallons U. S. equal 2'M cubic ins., not used as 
being less convenient than cubic feet 



Weight of water at 60 deg. Fahr. equal 62.4 lbs. 
per cubic foot, or .5775 per oz. Av. (Sea water said 
to be 64.1.) 

Pressure, steam and cold water is counted as per 
square inch in lbs. Av. 

Temperature, Fahrenheit Thermometer (always). 

Weight of concentrated sol. zncls. See table (B) 
Empiric. 

Per cents should be carried to three decimals. 

Means by weight except where otherwise speci- 
fied. 

LAGGING THE RETORT. 

The practice In regard to providing nonradiating cover- 
ing for tlie retort is quite varied. There Is no doubt that an 
economy of fuel results, but, on the other hand, experienced 
operators claim that there is a loss of time and more diffi- 
culty in securing a perfect vacuum, owing to the slow cool- 
ing of the retort after the steam is discharged. If the retort 
room is closed, the temperature Rets very high so that the 
radiation Is not very great after the heat in the retort gains 
the maximum and when steam Is drawn, and by the same 
line of reasoning the retort room should be opened. This is 
not usually done, however, and the practicability of doing so 
is doubted, as usually some one of the retorts reach this stage 
at almost any hour of the day. 

In case of the outdoor portable plant, the lagging seems 
advisable as the radiation Is necessarily great. More light 
will be necessary to decide whether the additional cost of the 
lagging is Justified in the covered works. 

TEST OP STRENGTH. 
ZINC CHLORIDE SOLUTION.-POWBR8. 

The apparatus necessary consists of a graduated glass 
burette and an ordinary coffee cup. The sketch shows the 
method of making the analysis. 

A is the glass vessel containing the zinc solution diluted 
with distilled water containing a little potassium monochro- 
mate. B holds the standard silver nitrate which is delivered 
into the cup (A) by means of the pinch cock . as long as there is 
any free zinc chloride left in A, the solution will remain yel- 
low from the potassium chromate, but the moment it has all 
reacted with the sliver nitrate, one drop in excess silver ni- 
trate solution reacts with the chromate to form a blood red 
solution, so If we take a definite volume of zinc chloride so- 
lution in A, and have the silver nitrate in B of the right 
strength all we have to do is to simply read off the number of 
c 0. of B solution used and we have the strength of the zinc 
solution direct. 

A correction has to be applied in making up the strength 
of the silver nitrate solution oecause of the presence of chlo- 
ride of sodium in the water used From Gflo. W. Notes. 
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The use of the metric Sfrtem will only be noticed 
so far as is applicable to the gradnated measmies 
used in testing laboratory, the Urger measures and 
vei^;fats nsnal in die metric system beinf lessooB- 
▼ement for the ordinary computations otvolome of 
tuiks, retorts, volume of timber, etc^ than the cubic 
foot (U. S.) as the unit. 

The plant of the Mexican Central Ry. Co. is ar- 
ranged for the metric s y stem and the foUowing eqnhr- 
alents will be convenient for converting these to oibic 
feet, pounds, etc 

Om GKAMME. 

1 gramme = 15.4322 zrains. 

1 " = 1 cjcm. of pure water at 395 deg Fahr. 

1000 " = 2.2(H6 lbs. Av. (= 1 Iciiogramme). 

1 - = .0023046 lbs. and 

1 " = .0352736 OL and 

1 « = 15.4322 grams. 

L.IHE. 

1 centimeter = .3SI3704 inches, = .(62809 fceL 
1 decimeter = 3.93704 « = .328087 - 
1 meter = 39.37043 « = 3.280869 - 

SQUARE. 

1 square meter eqoals 10.768 square feet. 

CUBIC. 

1 cubic centimeter = .0610254 cubic inches. 

lOOO - =1 litre. 

1 cubic meter = 35.3105 cubic feet. 

WEIGHTS. 

1 kilogramme = 2.2047 lbs. avoirdupois. 
1 gramme = 15.433 grains (1-7000 lb. av.) 

EXPANSION OF FLUIDS BY HEAT. 
Water expands in volome : 

Per degree Fahr.. nUUin <^ 0002^4 = 1. 

Creosote oil, nlllhn «* 0004727 = 2. 

Stock chlorideofzmc.46%.TYiiii^ or .0003171 = 1.3 



IMPLEMENTS FOR TESTING SOLUTION. 

Sec. 45. One avoirdupois scale, 4 lbs. down to 
grains. 

One graduated ^lass test tube, 200 c. cm. will do, 
i^ inch. dia. x 12 inch. 

One 1000 c. cm. graduated glass to set on scale, 
with counterbaL 

Two plain test tubes, 1^x12 inch. 

Two dozen test tubes, ^x6 inch, with cork stop- 
pers. 

Two glass funnels, 3-inch dia. 

One package filters, 6-inch. 

Two open glass jars, 4-inch dia. and 6-inch high. 

Two Beaum^ hydrometers, o to 60 deg. 

Two Beaum6 hydrometers, o to 6 degrees, test to 
exactly o in pure water at 60 deg. Fahr. (duplicates 
to meet accident). 

One floating thermometer, Fahr. zero to 250 deg. 

One argand lamp with stand. 

Six four oz. i^lass beakers. 

Three porcelam saucers, say 4-inch dia. 

Two galvanized iron pails, 4-inch dia. and 12 
inches deep, with wire bail to handle samples of 
solution. 

A half dozen or more glass bottles holding a pint 
or more and having ground glass stoppers will be 
useful to hold various reagents used for testing the 
solutions, some of which are noticed below. 

REAGENTS. Methyl Orange, a i-iooo solution 
for testing for free acid in the chloride solution. 

Ammonia for testing for iron. 

Barium chloride for sulphates. ^ 

Alum and glue for tannin solution, etc. 

TO TEST STRENGTH OF TUB SOLUTION OF 
TANNIN. 

(i.) Prepare reagent as follows: 
Pure water, one liter (1000 grammes). 
Best glue, three grammes (50 grains approxi- 
mately). 
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Ahmi (snl^liate), one gramme (i6 grains). 

Heat to lOO* Fahr. and let stand 24 hoars to dis> 
soItc; then bottle. 

(2.) Make up a small qoantitj of one-half of ooe 
per cent tannin solution as follows: P rcsupposiqg 
that a sample quantity of known strength in tannic 
add is kept on hand, then take 12 ounces pore water, 
add to this 26% grains tannin extract (30 grains is 
close enough), warm and taix well, then fiber wdl 
throng^ two sheets of filter paper and bottle for 
farther use. 

(3.) Then take a small sample of die tub solotioo. 
filter well as with the testing solution, then take 
from each ten cubic centimeters and pat each into a 
test tube by itself adding the same amount of the 
recent (No. i) to each, shake well and cork. 

'nie glue will combine with the tannin in eadi, the 
combination settling to the bottcMn so that the rela- 
tive amount will be apparent to the eye in two or 
three hours. If the tannin is all taken op, the sc^cr- 
incumbent water will be nascent and clear of color; if 
not. and the amount of glue is insufficient, the water 
will be tinged red, and if on the other hand there is 
more glue than tannin, the water will be turbid and 
of a whitish tinge. If, however, the tannin is any- 
thing near the standard the above will do. 

For the following, we are indebted to Octave 
Chanute, C E.: 

FOR TESTING PURITY OF ZINC CHLORIDE. 
(ZncU). 

For Sulphates. Taking two or three per cent 
solution, add a little barium chloride. If the result is 
a milky white precipitate it shows presence of sul- 
phates. The precipitate is barium sulphate. 

For Free Add. To a two or three per cent solu- 
tion of Zncls, add a few drops of methyl orange solu- 
tion (i-iooo solution), and if the metfajd orange 
changes color it shows presence of free aod. 

To remove this, one of the most objectionable fea- 
tures and most easily removed, place sufficient zinc 



spelter (metallic zinc) in the neutralizing vat to 
combine with and take up the free acid. 

For the ]^resence of iron, one of the most injurious 
of impurities, add ammonia, and shake well. If 
there is a reddish brown fiocculent precipitate, it indi- 
cates the presence of iron and the precipitate is fer- 
ric hydrated iron. The presence of over one-half of 
one per cent, should condemn the chloride. For 
timber preserving even less than this sometimes 
considered sufficient to condemn. 

VISUAL TESTS OF THE VARIOUS 
CHEMICALS. 

Ordinarily it is difficult to obtain an operator who 
is sufficiently proficient in chemistry to test the vari- 
ous chemical agents in use and at the same time hav- 
ing the requisite experience in the practical part of 
the operation, and it is here questioned whether it is 
at all necessary. 

With the ordinary intelligent business man visual 
tests easily understood and quickly applied are the 
most desirable. 

Some of these are here given and more will be 
developed by intelligent operators from time to time. 

VISUAL TEST OF DENSITY. STRENGTH AND 
PURITY OF FUSED CHLORIDE OF ZINC. 

FOR DENSITY. 

Put 140 cubic centimeters of pure water into a 
200 c. cm. tube, equals 8.8456 cubic inches, then add 
two ounces of the pure chloride fresh from the drum. 
After the chloride is fully dissolved and the heat gen- 
erated in dissolving it has been given off and the so- 
lution reduced to the original temperature (60 deg. 
Fahr.), then note the reading in the glass. The in- 
crease will be the volume of the fused chloride in 
cubic centimeters, from which the density can be 
calculated. 

Reading equals 156 c. cm. equals 2.0483 ounces 
per cubic men or 350 lbs. per cubic foot. 



STREHGTH. 

If the chloride is measarablypare, the total wei^H 
of the 140 c cm. water (4.9339 oz.), plus the tvo 
ounces of fused chloride divided into the two ounces 
chloride will give the per cent of strens[th, the hvdro- 
meter reading 29 per cent while the figures wfil be 
28 84-100 per cent 

PURITY. 

If the water is pure and the chloride also, the coo* 
tents of the tube will be clear as crfstal, bat usaallj 
it is difficult to get water entirely free from lime or 
other sli|^t impurities, which will be shown in a 
white Booculent deposit at the bottom of die tube. 

If the chloride is not pure this will show itself by 
iettii^ the tube stand for a number of hours, the im- 
purities settling to the bottom, when the proportioo 
of impurities can be read on the graduation tube. 

Some of the zinc spelter used in the manufactore 
of the chloride, espedallv the Missouri zincs, have a 
considerable amount of lead which produces a dilo- 
ride of lead of heavier specific gravity, causing it to 
settle to the bottom, the une of separation being clear 
and distinct Some chlorides have been found to 
contain near 10 p>er cent of this with other like i 
purities. Pure chloride of zinc will alwa3rs rem 
clear and pelludd. 

Example : Using 200 c cm. graduated cylinder. 

Take pure water 5.2861 ozs. (equal 150 c cm.), add 
4^3250 ozs. pure Znd, (fused) for a 4i5per cem an- 
Intion. Let itdiasolveand remain in 200cLcm. tnbe 
and observe the settling. 



January 5 all diawilved 184j6 c an. 

Hyd. Be. 45 per 

Impurities equal 26.5 c cm. divided by 184j6 c cm. 
equal 14 35-100 per cent. 



TEST OF TANNIN AND GLUE. 

The basis of such tests will be a |^alloD of the 
tannin (hemlock extract), the strength in the tannic 
acid being first carefully determined, say from 23 to 
28 per cent usually, then for a "suitable glue." 

Take 12>^ ounces of the pure water and one-half 
ounce of the tannin, heat to 180^ Fahr. and stir well. 

Take the same amount of water with half ounce of 
the dry glue, boil until glue is thoroughly dissolved, 
requiring 180° Fahr. Bottle both and use before 
cooling. Then measure this four per cent solution 
into test tubes as described below, and set in 
warm place, say from 80° to 110° Fahr., each tube 
being well shaken. Set over night and combination 
will be complete, the condition making it manifest in 
which proportion it is most complete. If the combi- 
nation IS complete with equal parts, we have the suit- 
able glue; on the other hand, if most complete with a 
less amount of tannin and a larger amount of glue, it 
is deemed undesirable. The value of glue for the 
purpose is in the amount of gelatine it contains. The 
higher grades lose some of the gelatine in refining. 

It is probable that this same method may be found 
practicable in determining the approximate strength 
of tub solutions of either glue or tannin, as the affinity 
between these two chemicals is so strong that they 
will combine even when mixed with any amount of 
other impurities. 

To make this test, take seven tubes, }i inches diam- 
eter and 6 inches long is the most convenient, setting 
them in a proper rack. With a 26 c. cm. graduated 
cylinder, measure into No. 1 at the right hand 8 
c, cm. of the glue solution, nine in the second, ten in 
tiiie third and so on to 14 in the seventh. Then take of 
the tannin solution 14 c. cm. for No. 1, 13 for No. 2 
and so on reversing the quantity to that of the glue. 
The middle tube having equal quantity of each, the 
tannin will combine ana throw down the glue leaving 
the water quite clear as long as the combination 
is complete and the amount of leatheroid will settle 
to the bottom of the tube in a quantity in proportion 
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totheamoant of gloe. gradually incxeasiiig toward the 
left until the quantity of glae becomes too great wfaca 
the glue or the unconsomed portkm of it will remain 
in suspension rendering the water tnibid and ledoc- 
ing the deposit of the leatheioid. 

TO DETERMINE WHEN THE TIMBER IS 
COOKED THROUGH. 

The plant shonld be so constmcted that the con- 
densation during steaming can be drawn oflF fre- 
quently, say every thirty minutes. A small pipe 
leading from the blow-off to the sewer can be brought 
to a sink in the engine room so that a small quantity 
can be secured and placed in a test tnbe in a lack 
placed in the window where it is easily obserred. 

Usually the operator can judge very closely when 
the timber juices are exhausted smd dius avoid 
wasteful continuance of the steaming. With most 
timbers three and a half hours is suffident. 

TO DETERMINE THE EFFECT OF STEAM- 
ING AND VACUUM. 

It will aid the judgment very much by weighing a 
car or two in a chaige before introduction, again 
after vacuum, and again after withdrawal at the com- 

Sledon of the treatment. Timber very dry on intio- 
uction will be found slightly heavier after the 
vacuum, bat very green fresh cut timber will be 
found lighter, havine given off more of its saps than 
it has a&orbed of the moisture of the steam. 



BURNETTIZING, CREOSOTING AND 
OTHER PROCESSES. 

BURNETTIZING. 

We think it worth while to insert a paper written 
by Harry Grimshaw in 1885, in full. His descrip- 
tion of the " Burnett " process is too concise and com- 
plete; so free from technicalities, and couched in 
terms easily understood, and his paper is so complete — 
a compendium of the state of the timber preservation 
of that time — that it is deemed worthy of reprint 
here. — Ed. 

ON THE PRESERVATION OF TIMBER 
FROM DECAY. 

BY HARRY GRIMSHAW, P. C. S. 

The perishable nature of wood, especially when 
placed in situations where there is an excess of mois- 
ture in the surroundings, has led to many experiments 
with a view to discover a process of treating timber 
with salts or oils that would preserve it from decay. 

Dry rot, sometimes called sap rot, the most formi- 
dable disease to which timber is subject, is commonly 
attributed to a combination of the acids found in the 
sap with the oxygen of the air, which produces fer- 
mentation, followed by decomposition. Unseasoned 
timber, placed in damp situations, with partial ven- 
tilation, will soon show signs of dry rot. Beams, 
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wikjdi presented die zpptstTMOCt of 
the ootsuie, hare beca tdtnd cmiiplcteij i 
inside, Tbe diell fematiw ioand b ccju i c it 1 
scasoQcd and reifcred from the sapu 

Wet rot (as distingnisbed firooi diy rot) ii 
ndered to be occassoned by alternate eijio—i c to 
■MMStnre and drypeaa, begmniiig at the surface of tbe 
timber and workiw iDwanL Piles and ocbcr timber 
placed m salt or &esh water will ^ow signs of wet 
rot at tbe water line before it attacks ocber parts. 
Posts, set in the grocmd, first begin to rot at ^le 
ground line. 

Amopg die earlier imrririgators oo die subject of 

gre^rring timber ma^ be mentiooed Jobann Chas- 
er, the famous chemist of Carlstadt, Germasj, who 
in 1657 experimented with vegetable tar and pyrQ*- 
ligneoas acid, the wood having been 6nt carboaued 
by die action of fire, then covered witb a coating of 
tar and immersed in pyroligneoos acid. Since this 
period many processes have been tried, but most 
bare not surviyed. either through cost of materisd or 
dif&cnlties in their application. Since tben, vp to 
1846, no less than forty-serren (41) different processes 
adapted for the preserratioo of wood are recorded, 
besides others of more recent date. Of dicse peoc- 
esses, many of them woald, no doabt, proTe effectfi-c» 
provided ^ej coald be carefully and ecoaoatically 
applied. It is a diificnlt problem to treat timber in 
large quantities and meet with reasonable irmw 
The condition of the timber that is to be treated 
Aoald alwavs be considered. It sfaoold be socmd. Tbe 
trees shocilcf be exit daring the season when die least 
amount of sap is flowing, which in this ooantry is in 
die winter, sav from November to February. It Aoahd 
not be treated in a frozen state, and it is advisable to 
shape the timber to the form in wbidi it is to femais 
before the treatment is applied. 

Seasoning is a very important factor. A few 
montiis of exposure to the air and sim will nnterially 
add to the durability of the wood. The p fo cc s s of 
treatment must be rigidly and faithful^ pertemcd^ 
Tbe opportunities of gross fractds wfaicb c imiijl 



readily be detected, are many, and the numerous 
instances on record, where cheating has been system- 
atically carried on at works established for the pur- 
pose of treating timber, prove that the safest course 
for parties using preserved timber is to do the work 
themselves. 

Three of the well-known processes for preserving 
timber are the following, viz.: 

1. Creosoting, Creosote oil (so called) being the 
antiseptic. 

2. Bumettizing, chloride of zinc being the anti- 
septic. 

3. Kyanizing, corrosive sublimate being the anti- 
septic. 

CREOSOTING. 

The creosoting process consists of injecting timber 
with hot creosote oil, in a closed cylinder, under pres- 
sure. It was invented in 1838 by John Bethel, who 
iound that by forcing at least seven pounds of creosote 
oil iiito eacn cubic foot of timber, the process was 
satisfactory for railroad sleepers and other railway 
work, but that for marine work it was better to have 
not less than ten pounds per cubic foot. In other 
•countries, experimenters have used from ten to twenty 
pounds of creosote oil per cubic foot, and the esti- 
mated cost is from sixpence to a shilling per cubic 
foot, or fifty to one hundred shillings per thousand 
feet, board measure. Creosote oil (such as is most 
•commonly used in this country and abroad for the 
treatment of wood) is distilled from coal tar. It is a 
lieavy oil which will sink in water, and contains car- 
bolic acid, creosote, and other constituents considered 
effectual for the preservation of wood. Creosoting 
is far from being a cheap process, and for this reason 
perhaps more than any other, it has failed to be ex- 
tensively adopted in America. Creosoting meets 
with favor in England, and at the present time it is 
the only process that is carried on with any degree of 
magnitude and success. 
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BURNETTIZING. 

Bametdzing was introdaoed by Sir William Bur- 
nett, in 1838. The inventian consists of destroying 
the tendency of certain Te^etabie and animal sub- 
stances to decay, by submitting them to the action of 
chloride of zinc The degree of dilotion reoom- 
mended by Burnett is one part by Fc^nme to fiiiy 
parts of water. The method of impregnating the 
wood under a pressure of seven to eight atmospheres; 
as is done in the creosoting prooess, is most com- 
monlT used. The cost of bumettizing is less than 
one-third of the cost of creosoting. There are no 
bumettizing works of any extent m America at the 
present time. Some of the railroads in various parts 
of the country have experienced good results from 
the bumettizing of ties, especially ties of soft wood, 
such as pine, tamarack, hemlock and ceder. Among 
diem may be mentioned the Rock Island and Pacific 
Railroad, the Lehigh and Susquehanna Railroad, and 
the Vermont Central Railroad. The process was in- 
troduced at Lowell, in 1850, and conducted faithfully 
ior about twelve years/iuring which period a very huge 
amount of timber was bumettized for bridges and 
other s tru ct u re purposes in exposed situations. 

In Germany, bumettizing meets with more favor. 
The Stuttgart Technical Convention of 1887 e x pr es se d 
itself as foiiows : 

" As the experience of those railroads that have 
from twenty-five to twenty-six years impregnated their 
sleepers with chloride of zinc, under pressure, after 
steaming and abstracting the sap, has b^m very sat- 
isfactory, and as this s y st e m costs only one-third or 
less compared with impregnation with creosote or 
corrosive sublimate, many of the railraads have 
adopted the chloride of zinc process." 

Steaming the wood under a pressure of sixty to 
seventy pounds per square inch, as <lone in Genuany, 
preparatory to bumettizing, no doubt adds to its 
durability. Tredgold considers that steamed timber 
shrinks less and stands better than that which is 
naturally seasoned. Bariow, another good authority. 



18 of opinion that the seasoning goes on more rapidly 
after the piece is steamed. 

KYANIZING. 

This process was invented and introduced into 
England m 1832, by John Howard Kyan. It consists 
of steeping the wooa in a solution of corrosive subli- 
mate, and the degree of dilution is usually one pound 
of the salt to ninety-nine pounds of water. 

It is a very slow process compared with those in 
which the wood is impregnated under pressure, and 
requires about as many days for treatment as creosot- 
ing or bumettizing would require hours. 

The usual rule in America is to allow the timber to 
steep in vats for a leng^th of time, depending upon its 
least thickness, thus, if the timber is ten by twelve 
inches thick, it would remain in the vats eleven days; 
if six bv nine inches, it would steep seven days. 
Bichloriae of mercurjr, which is the antiseptic in this 
process, contains muriatic acid, which acts upon iron, 
^nd it is found impracticable to attempt to impreg- 
nate the wood under a pressure in iron cylinders, as 
can be done when creosote oil or chloride of zinc is 
used. K^anizin^ was introduced in Woolwich by the 
royal engineers m 1836, but has gone out of use in 
England. The great cost of the material no doubt has 
been the chief cause of this, as a material costing 
3d 6s per lb. has small chance of adoption where 
creosote is about dd. per gallon, and pure chloride 
of zinc under 2d per pound, although in America, 
where these two latter named substances are not so 
readily obtainable, the kyanizing process of impreg- 
nation with bichloride of mercury has recently been 
carried on. 

The onlv rival therefore to creosote as a preserva- 
tive of timber, is the chloride of zinc, and now that 
the means of production of the latter have rendered 
it so cheap, it is becoming largely adopted on the 
continent, and the English railway companies, mine 
owners, and other users of timber should, in their own 
interests, study the application of this substance as 
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presenralnre from dtcaj^ At the prices mlin^ at tJhe 
present time, the chloride of zmc proccai (arwoailljr 
denominated bomettizing; is less than one-tnud of 
that of creosoting, and in view of the fact tbat 
cre«i80te and other heavy oils are destined to be moie 
largely used as fuel, the economy effected by the one 
of the chloride of zinc will become greater. 

Railway companies especially would benefit, both 
by the lower cost of the process and by die fact tlmt 
large quantities of creosote would be released fram 
use for timber preservation, and so be available lor 
fuel under their locomotive boilers. 

As to the cost of the process, it is foond that the 
solution of chloride of zmc, of the rig^ strength for 

? reserving of timber, is of about four per crent 
'waddle's hydrometer, or 1j02 specific gra v ity, aad 
the price of thi% to-day is about seven shillings per 
ton. The price of creosote oil in most places will be 
at least two pence per gallon, which is equal to thirty- 
seven shillings per ton, or five times that of ^e 
chloride of zinc solution. 

There can be no question, therefore, of the initial 
advantage, L e., that of the actual price of the one 
materialover the other. Should there be any neces- 
sity to transport the material to a distance, the ad- 
vantage becomes more pronounced. The chloride of 
zinc is now manufactured in a solid form, which isjifify 
times as strong as the solution used for " bumettiz- 
ing," the freight being thus reduced to ome-JifHeUL 
In case of export, this is; of course, an immense ad- 
vants^e, whidi is further added to by the fact that 
chloride of zinc v^ absolutely lumm/lammabU and is 
noncorrosive, and can be packed m sitfaer wooden 
casks or iron drams of an inexpensive d e s cri pt i on. 

As to the mode of application, exactly the same 
plant as that used for creosoring is adapted to the use 
of chloride of zinc, and the same " modus operandi'' 
is followed out, namely, that of injection under pies- 
sure in closed vessels, preferably after pieviona ex- 
haustion of the air from the vessels. 

In cases where it is not practicable to employ the 
usual apparatus for creosotmg, and the timber lias to 



be submitted to simple immersion in the fluid for a 
longer or shorter time, the chloride of zinc has a great 
advantage over creosote oil on account of its greater 
fluidity and greater affinity for the soluble matters of 
the wood, which causes it to penetrate more rapidly 
and deeply into the pores. 

Where simple "soaking" or "pickling" of the tim- 
ber is adopted, the vessel used may be a tank of wood 
or iron, or may be of brick or stone sunk in the 
ground. At one establishment there are used two 
tanks or vats built in the ground with bricks. They 
are fifty feet by eight feet six inches and four feet 
six inches deep. The inside course is best of blue 
bricks, set in pitch, or ordinary bricks soaked in 
melted pitch. Such a tank will last for years without 
repairs, and will hold from twelve to fifteen thousand 
feet, board measure, of timber. 

It is a noticeable fact that in the treatment of 
timber by absorption in this way, if it is immersed 
while containing sap, i. e., in a more or less ^reen 
state, the chlonde of zinc penetrates more quickly 
and farther than when dry, but the amount of material 
taken up is not so great. 

After treatment with the chloride of zinc, it is the 
practice of some of the continental railway com- 
panies to give an outside coat of hot tar oil, in which 
some pitch has been dissolved. 

The great importance of an extremely cheap and 
efficient mode of preserving timber, is apparent when 
it is borne in mind that in the form of railway 
sleepers and similar objects, soundness and durability 
are prolonged to some two to four times that of 
timber in its natural state, and seeine that the forests 
and timber supplies of almost all countries are 
rapidlv decreasing in extent, the question of economi- 
cally lengthening the period of usefulness of wood 
used for railway, minmg, and other outside work, 
becomes one of almost national importance. 

The object of this paper is chiefly to point out, 
that in this country it appears to have been quite 
overlooked that the admirable process discovered by 
Sir William Burnett, has now, through the develop- 



ment of the manafactiire of chloride of zac^bcooaie 
the most ecoDomical method extant, for die ftrcserva- 
tion of thnber from decomposition and decay. 

For information as to processes carried on in 
America, the writer is much indebted to Mr. James 
Francis, of Lowell, in a paper read before the New 
England Cotton Manafactnrers Association. 

PATENTED PROCESS OF TREATING 
TIMBER. 
cxBOSomrGL 

The m^proved process hetem described of impie^" 
natsng timber with preserrattve fluids, consisting in 
phtdng the timber in the retort with tcdIs left open 
to the air, then intrododn^ creosote in snffinenr 
quantities to sabmerge the tmiber in the same, then 
hcatins the timber and the creosote to a tempcn- 
tnre abore the boiling point of the s^ at arSaaiy 
atmospheric pressnre whereby the s^ is cxpriled 
from the timber, then closing the Tcnts of the retort 
and by the application of prcssore forcing the creo- 
sote into the pores of the timber to take the pfaoe of 
the c f aporale d sap, substantially as described. 

Corered by Letters Patent No. 11,515 !>«. 3, 1895, 
issued to W. G. Curtis and John Isaacs of San Fran- 
cisco, CaL, to whom application for r%ht to use 
should be made. 

This notice of this patentgd p nc ma Iglmertgd 1>y permiB^ 
8ion of tlie pAt«iit«es, the author destrlng to emhivee an pos- 
sible information of interest relating to ttmlier pre&erwwMkm, 
The standing of these men— John D. I— ac«, CL B., and W. G. 
Cnrtia, C. E. (deceased), piovieers in the h n.Mu w e , Is so^ as 
to Touch for the ratne of the pro cess . If, as ft Is f laliimd , the 
steaming can he omitted, there Is a distfnet saTlng of tlsM 
and a eorrespondlng saving in cost. It must he hsid In mind, 
howerer, tiiat timber differs so radically in d lfl ete ai parts of 
eren the United States that its valne can only he detormiBed 
hy actual urlaL The statement of operation and of eoa« of 
tzeatingp both Bnmettlzing and ereosoting, here 1 
furnished by J<^m D, Isaacs, C. E„ engineer of i 



of way of Southern Pacific Railway, and Is so complete and 
well arranged tliat it is thought proper to give it place here. 
The cost of treatment varies considerably with locality 
This is net cost to the railroad company and does not cover 
investment. Interruption of operation or oiMrators' profits, 
when the business is conducted as a conuneroial enterprise. 



SOUTHERN PACIFIC COMPANY. 

(Pacific System.) 

Statement of Cost of Burnettizing Cross 
Ties for the Year Ending June 80, 1902. 

At Dietze, Col. (Portable Plant.) 
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Cost of Treatment Per 
Tie— Cents. 



July.. 
August. . 
Sept.... 
October. 
Nov..... 
Dec 



40,052 
9,776 
118,428 
16,900 
06,096 
11,196 
99,302 
19.412 
91,184 
10,049 
42,466 



4.58 
8.7» 
3.72 
8.85 
3.90 
4.07 



1.47 



..06 



1.29 
.41 



2.82 
8.09 
8.22 
8.00 
3.12 
8.13 



.67 
.10 
.12 
.09 
.09 
.67 



658,319 



.60 



3.89 



.88 



8.06 



.19 



9.44 
7.54 
8.11 
7.72 
8.40 
8.26 
8.05 



Oost of moving and setting up. 



26 

8 dO 
401,612 7x8 inch ties 
66,807 6x8-inch tles^to 548,780 7x8-inchties : oost per ties 8 . 20 
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M iMtMam, On, (Portatale Flaat) 



f§ 



1^ 






Oort ofRwummt Per 



(7x8) 
FebL rexS) 

fTxg) 
April.... (6x»> 

(Tx«) 
Maj (fa») 

(7x8) 
June.... («x») 

t7x»; 



am; 

97,777 
;5J07 

njM7 

68.490 

«.oo j 
eouns 



3.13 
3.ft 
3.18 
2.tt 
4.51 



ttOCTTBl 



3JT 






^ I 



( i !■§ 



ill -5 



.84 
.13 



.51 



2.19, 
2.flD 

2.43' 
2.« 
3.42 
2.« 



.12 



! 



7.» 

5.flr 



Cost of moTfoc aadaettiiisvp-- 



2»^i TzS-meh cte*-«o4fi»»107zS4aek 1 
MOatiamd, Cat, 



7jr 




Sept (7x8) 

October.. (7x«> ».151 .60 

Febt'Oe.. rrxg) 56.a8l .« 

Marcli.,. (7x8> 9a.M> .80 

April.... '7xff> W-flOl .80 

Miy /7x«> 54306 .80 

June..... r7x8; 84.JM .80 



3.771 232.301. 

3801.812.80) 
3.«1.Q8.2.»( 
3.1V1.1I3 46 
3.50 .«>2.3«. 
3.m.0g2.8». 
3jai.332.48. 



.47 ' 



.21 

.12 7.88 

.18 8.M 

.14 7Jm 

.11 , 8.88 

.O ( 7.81 

.O I 7.71 



40O.M7 
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CREOSOTED TIMBER. 

THE NOSFOLK CREOSOnNG COMPANY^S METHOD OF PRE- 

SERVING WOOD FKOM MOLLUSKS AND THE 

ELXlfSNTS. 

The preservation of timber by the Dead Oil of 
Coal Tar process, as carried on by all well-equipped 
creosoting plants, consists of two distinct operations 
— ^the preparation of the wood, and its impregna- 
tion with the preservative. The preparation of the 
wood necessary for the proper reception of the pre- 
serving substances is the removal of all those por- 
tions of the tissue which are subject to fermentative 
action. This consists of the extraction of the liq- 
uids and semi-liquids occupying the interfibrous 
spaces, and constituting the very immature portions 
of the wood, without softening the cement binding 
of the febrillae, or bundles of cellulose tissue, form- 
ing the solid or fully matured part. Upon the suc- 
cessful accomplishment of this entirely depends the 
value of artificially preserved wood for structural 
purposes. If this step of the operation is conducted 
at too low a temperature, or for too short a time, the 
sap or liquid part nearest the surface will only be 
extracted, the consequence of which will be an in- 
sufficient space for receiving the preservative. If, on 
the other hand, the operation is carried on at too 
high a temperature, or for too long a time, the resi- 
nous portion of the bundles of fibrillse will be soft- 
ened and the wood lose its elasticity in just the pro- 
portion that the coherence of the fibrillae is less- 
ened. The temperature should never be less than 
loo" C. or exceeding 130" C Of the two possible 
methods^ for the removal of the undesirable portions 
of the timber, exposure to currents of dry air, and 
steaming under pressure with an after drying in a 
vacuum, the latter is now the universal practice. 
While the first named plan may seem the more ra- 
tional, and the one least likely to modify injuriously 

m 



tbc physical structure, such is not the case. Under 
proper manifmlation, a more thorough d esi c cati oi^ 
without harmful change of the organic stmctnre; 
can be accomplished in twelve hours less hy the lat- 
ter process, than is crer possiUe with air drying 
whidi, ondcr the most ^nroraUe cirannstanoes, is a 
lof^'diawn-ont operation^ and cannot do more tinoi 
cxtraa the water from tint portion of the sap whidi 
has not yet reached the semi-scrfid stage, thns tear- 
ing in tbe tissues of the wood a Tcry oonsidefahie 
amount of resinous matter which occupies space 
should be readjr to receire the creosote oiL The 
sequence of this is a failure of the oil to reach i 
of the interfibrous passages^ whidi are cidier left 
empty or are filled with the gdatinous part of die 
half-matured growth cells in which are to be found 
the conditions diat make putrefaiction possible. In 
order to remote die sap from wood, it is first nec- 
essary to Taporize it and then to bring about sndi 
eztenial circumstances whidi shall allow outflow of 
all gaseous matter from the interior of die wood. 
In order to Taporize the sap it is necessary to bresk 
down the walls of the cells containing the liquid and 
semi-liquid substances. This is readily accomplidied 
through the agency of heat applied throng the me- 
dium of a moist steam bath, at such a pressure as 
to keep the temperature of the wood, and its sur- 
rounding atmosphere, somewhat abore the haSsnf 
point of the sap. The maintenance of this condi- 
tion for a few hours is found to be quite sufficient to 
break down the sap-cell tissue and to Taporize all 
those constituents that it is desirable to withdraw. 
This point having been reached, die steam badi is 
discontinued, and the temperature being maintained 
at, or slightly abore, the vaporizing point of the sap, 
the pressure of the atmosphere surroundmg tbt 
wood within the chamber is reduced below that of 
the interior of die wood. The resnh of this comfi- 
tion is an outflow of rapor and air^ continuing mitfl 
equilibrium is restored. This equilibrium is pie- 
Tented by the use of an eadiaust punqi until die ab- 



sence of aqueous vapor in the discharge from the 
pump indicates the completion of the operation. At 
this stage of wood tissue is in a state very like that 
of a sponge cleared of hot water ; every pore is gap- 
ing open and ready to receive the oil. 

In the practice of the Norfolk Creosoting Com- 
pany the most carefully dried lumber is steamed and 
subjected to the action of the heated "vacuum" in 
order that there may be had that thorough and uni- 
form penetration of the preserving liquid that is es- 
sential to the highest efficiency of the product. The 
timber having been thus prepared the creosote oil is 
admitted to the chamber, which is still kept under 
the influence of the vacuum pump, at a temperature 
somewhat above the boiling point of the sap, at the 
pressure then existing in the chamber. As the hot 
oil envelops the wood and enters the interfibrous 
spaces, the aqueous vapor yet remaining in the wood, 
by reason of its less specific gravity, rises to the top 
of the containing chamber and is withdrawn by the 
pump. By the time that the chamber is entirely 
filled with oil, all the remaining moisture has es- 
caped. The exhaust pump is stopped and, in order i^ 
to facilitate the absorption of the oil by the wood, a !' 
pressure pump is set to work supplying oil to the 
chamber at such pressure as may be desired. This 
operation is continued until the requisite amount of 
oil has been put into the timber. The chamber is 
then opened and the timber withdrawn. The appa- 
ratus is then ready for further use. 

The successful conduct of the operation above 
outlined exacts the most careful attention and skill- 
ful management, supplemented by adequate and 
suitable appliances. The wide divergence in the 
characteristics of timber; the varying amounts of 
sap, due to the lapse of time since, and the season in 
which the tree was felled ; its possible subsequent im- 
mersion in water for a longer or shorter time; the 
character of the soil and the conditions under whidi 
the tree grew, whether in a dense forest or a com- 
paratively open country, whether it is of a rapid even 
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growth, or a slow intcnnittcnt one, arc all futois 
contrilmting to a more or less perfect prodncL To 
die cxperinced operator these oonditioiis indicate^ 
in each ease, the proper eonrse to be p Tsu cd, Fail- 
ore to obscTYe and to take them into considefatioa 
is to invite indifferent, uncertain and in the end mi- 
satisfactoiy results. Of eqoal importance is a proper 
miderstanding of the circnmstances under whidi tbe 
finished product is to be used. Tiniber for piers» 
wharves and other structures in tropical waters de- 
mand processes and degrees of thoroug^bness of 
treatment that are unn ecc ssa nr in the harbors of 
more temperate cUmates, which are, in turn, mote 
exacting than land and fresh water construction. 

The success of the Dead Oil of Coal Tar pr oces s 
owes its virtue to the presence of insoluble non- 
volatile substances indifferent to the attacks of oxi- 
dation or putrefaction, under the conditions to whidi 
its product is normally exposed. Of these substances^ 
by far the most abundant are the Naphthalene coos- 
pounds which occur in commercial dead oO 
of coal tar to the extent of from thirty to sixty 
per cent by weight. Naphthalene proper, the most 
abundant of the series, is in its pure state a white 
substance in the form of closely adhering rfaom- 
boidal crystals. It fuses at 79^ C and vapo- 
rizes at 212-220. Its ^>ecific gravity is OU9778 at its 
boiling point. It is insoluble in cold water; spw- 
ingly so in hot ; it is slightly volatile at normal tem- 
peratures. 

SPECIFICATION FOR CREOSOTED TIMBER. 

MATERI.\LS.— Timber shall be of the dimension 
specified, straight, free from windshakes, large or 
loose or decayed knots, red-heart or anjrthing impair- 
imr its strength or durability, and to be cut from 
sound live trees, and to be . . . 

OIL.— All oil shall be the heavy or dead oO of 
coa! tar, containing not more than i^ per cent of 
water, and not more than 5 per cent of tar, and not 
more than 5 per cent of caroolic add. 
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It must not flash below 185° F. nor burn below 
200® F. and it must be fluid at ii8* F. It must be- 
gin to distill at 320° F. and must yield between that 
temperature and 410*" F. of all substances, less than 
20 per cent by volume. 

Between 410 and 470* F. the yield of naphthalene 
must be not less than 40 nor more than 60 per cent 
by volume. At two degrees above its liquefying 
point it must have a specific gravity of maximum 
1.05 and minimum 1.015. 

PROCESSES OF TREATMENT.— Seasoning : 
This is to be accomplished by subjecting the timber 
to the action of live steam for a period of from 
five to seven hours at a pressure of 35 to 55 pounds 
per square inch, the temperature not at any time ex- 
ceeding 275^ F. tmless the timber be water-soaked, 
in which case it may reach 285^ F. for the first half 
of the period. At the expiration of the steaming 
the chamber shall be entirely emptied of sap and 
water by drawing off at the bottom. As soon as the 
chamber is cleared of all sap and water a vacuum of 
not less than 20 inches shall be set up and maintained 
in the chamber, for a period of from five to eight 
hours, or until the discharge from the vacuum pump 
has no odor or taste, the temperature in the cham- 
ber being maintained at between 100 and 130*^ F. The 
chamber being again emptied of all sap and water 
the oil is to be admitted, the vacuum pump being 
worked at its full speed until the chamber is filled 
with oil. As soon thereafter as is practicable such 
a pressure shall be set up as shall cause the entire 
charge of timber to absorb . . . pounds of oil 
withm . . . per cent more or less (at a mini- 
mum penetration of i^ inches in round timber for 
a treatment of 12 pounds of oil per cubic feet, con- 
stituting a basis for determining the penetration due 
to a treatment of any specific Quantity of oil) . . . 
inches from all exposed surfaces. The depth of the 
penetration being ascertained by boring the treated 
piece with an auger, making a hole not more than 
$i inch in diameter, such pieces as are found not to 
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have the r e quir ed pcnctntioa bem^ i rl i i nird to tke 
cittmbcr with st sobsenttcnt oxMt^t tot lafther trcst- 
menL 

INSPECnON.—Iiispectkm shall be made as the 
woik progresses^ asd at as carijr a date as is pac- 
ticablc, in order that there may be a minimum loss 
of time and materials dne to reiecfinnSb 

The inspector, or other authorized ascot of the 
ptnchaser, shall haTe rcasooahle mitice of flie tnteo- 
tioa on the part of the oaotnctor to bcigm oie treat- 
ment of a chai^ of timber, and be diall bare at all 
tinifs dorin^ the treatment of the tnnbcr under Ins 
charge access to the works, and all reasonaMe and 
necessary facilities for ascertanung that all the re- 
ijnirements of this spccincation are conipiied wiHl 
Such reasonable facilitiesr proridmg opportunity, 
at the proper tune, for measurmg au fiiiibf r, treat" 
ment-chanj>ers, oil-tanks, etc, and for 
pies of the oil being nscd, for analyss, as 
he ma^rdecm necessary. 

N^OTE. — AH cot ends, mortises, tenons, and < 
mcisions of nie original snrrioe of creosoted ' 
sbonld be protected br not less than four coats of 
creosote oil, applied boiline hot with a bmsh or mopL 
In the case of mooring piles, fender piles, and other 
timber having the cut end exposed to the weather, 
the portions so exposed should have, in addition to 
the creosote cii. a heary final coat of a paste made 
of equal parts of unslaked fime and creosot e oi^ 
applied hot 

NOTES ON CRBOSOnNGL 
SOUTHERN PACIFIC PROGRAlOfE. 

Naphthalene, requires 170 dfg. Fahr. to fiqne^. 
Spec Grav. at 60 dcg.— uoso Be. 

Progianmie. 

(i) VacTimn 24 inches ten mimitrt 
(2) Steam to temp, i^ deg. Fahr., 15 to JO nnb- 
utes. 
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(3) Vacaumi 15 to 20 minutes. 

(4) Live steam at 30 Ibs.^ 40 minutes, and kept up 
five (5) hours, temp, not above 250 deg. Fahr. 

(5) Blow off steam, 40 minutes. 

(6) Third vacuum to 24 to 26 inches for 90 min- 
utes. 

(7) Introduce creosote oil at 170 deg. Fahr. and 
hold at 100 lbs. two hours. 

(8) Then force back and withdraw charge. 
Charge requiring about 11 hours to complete, in- 
cluding introduction and removal of charge. 

Notes. — The Great Northern Railway of Ireland 
requires temperature of oil to be 120 deg. Fahr. and 
to be held under pressure of 100 lbs. for three hours. 

RECORD OF CREOSOTING SOUTHERN 
PACIFIC RY, 

The table given on the following page is compiled 
by John D. Isaacs, C. E. Engineer of Maintenance of 
Way of the Southern Pacific Railway. The table is 
a volume in itself in the way of valuable and author- 
itative information. The absorption of 1.15 gallons 
to 1. 18 gallons is equal to about ten pounds to the 
cubic foot and $15.90 to $17.38 per M. B. M. is about 19 
to 20 cents per cubic foot. Taking the mean, 20 cents, 
a 6"x8'' 8-foot tie would cost 53.4 cents and an aver- 
age tie of 3.2 cubic feet, 64 cents each. 
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Statement Showing Cost op Creosoting Ma- 
terial AT the Southern Pacific Com- 
pant Wood Preserving Works 
FOR THE Year Ending 
June 30. 1902. 
AtOaJdamd. Oal. 
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Geat of Treatment per 1.000 Ft. 
B. IC— m DoUars. 
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Jnly 

August.. 
Sept .... 
October.. 

Nov. 

Dec 

Jan. 1902. 
VeXfj.... 
ICarch... 
April.... 

May 

Jane.... 


889.128 
8B2.580 
112,286 

Not In 
546.100 
912,792 
880,964 

Not In 

Not In 
478.439 
98.780 

Not In 


1.15 

1.12 

1.16 
operati 

1.16 

1.13 

1.15 
operati 
operaU 

1.5 

1.15 
operati 


1S.46 
12.84 
12.86 

on 
12.58 
12.27 
2-47 

on 

on 
12.46 
13.19 

on 


.75 
.06 
.78 

.71 
.75 
.« 

.67 
.06 


l.tt 
1.87 
2.10 

1.68 
1.48 
1.87 

1.94 
1.23 


.12 
.66 
.98 

1.42 
.24 
.09 

1.91 
6.17 


.06 
.08 
.06 

.06 
.04 
.06 

.06 
.12 


16.07 
16.66 
19.86 

16.42 
14.71 
16.80 

17 J6 
29.86 


Total.... 
M Latha 
Jane, '02. 


42iail8 

m. Ore. 

806,613 


1.15 
1.16 


12.68 
12.88 


.77 
.61 


1.80 
3.90 


.91 
.01 


.06 
.02 


16.96 
17.36 



RUTGER PROCESS. 

ZINC CREOSOTE PROCESS. 

Impregnation with Chloride of Zinc solution with an 
Admixture of Tar Oil Containing Carbolic Acid, 
According to a Process Invented and Introduced by 
Julius Rutgers. 

The process consists of three operations: 

1. Steaming the timber. 

2. Producing a vacuum and admitting the pre- 
serving fluid. 

3. The application of the pressure pump. 

The impregnation is to be carried on by exactly 
the same process as prescribed for the chloride of 
zinc solution alone, in the preceding part A of this 
specification. The same conditions will obtain con- 
cerning the composition of the chloride of zinc solu- 
tion and ^arantee for the absorption of the pre* 
serving fluid. While the chloride of zinc solution is 
being heated, an amount of 2 kg. of tar oil shall be 
added to the solution for each tie of a length of 2.50 
m. and over, or 20 kg. tar oil for each cubic meter 
of timber. 

The mixing of tar oil with chloride of zinc solu- 
tion shall be done by means of an eflicient me- 
chanical device, and a jet of steam and air. 

COMPOSITION OF THE TAR OIL TO BE 
USED. 

The tar oil must contain not more than one per 
cent of oils that boil below 125 deg. C. (257 deg. P.). 

The boiling point of the tar oil as a whole must 
lie between 150 deg. and 400 deg. Celsius (302 and 
752 deg. F.) and not more than 25 per cent must 
become volatile below 235 deg. Celsius (^55 deg. F.). 

At least 20 to^ 25 per cent of its constituents must 
be acids dissolving m caustic soda lye of 1.15 spec 
grav. (oils of the creosote or carbolic acid type). 
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At 15 dcg. Cdsiiis (59 deg. F.) the tar oil mast be 
completely flnid and most be free as possible from 
naphthalene, so that when distilled in glass yessels^ 
in groups of 50 degrees each (fractional distillation), 
it should jrive off not more than 5 per cent of naph- 
thalene The specific gravity of the tar oil at 15 d^g. 
Celsius (59 deg. F.) must lie between IJ020 and 

0. Chanute, M. W. S. R Mardi 21, 1900. 

"CREOSOTING- BY JULIUS RUTGERS. 

Impregnation with Heated Dead Oil of Tar Con- 
taimng Carbolic Add, According to a Process 
Invented and Introduced by Julius Rutgers. 
The treatment consists of two parts: 

1. The drying of the timber-— L e^ withdrawiqg 
the moisture from the wood by means of heated oil 
of tar and the action of an air pump. 

2. Pressing the oil of tar into the wood by means 
of a pressure pun^. 

I. DRYING THE TIMBER. 

The timber to be impregnated is introduced into 
the impregnating cylinder whi^ is then hermetkally 
sealed. A vacuum of 60 cm. (23JS in.) of mercury 
is then produced and kept up for 10 minutes. The 
oil of tar, previously heated, is then introduced into 
the cylinder, to such a height tliat it cannot be 
"sudced over^ b;y the air pump, the vacuum being 
continuously mamtained. 

The adnussion of the heated oil of tar is com- 
pleted at a single operation or with interruptions, 
according to the dryness of the timber. 

During or subsequent to the filling, the oil of tar 
in the cylinder is heated to a temperature of not less 
than IQS deg. C (221 deg. F.) and not more than 
IIS deg. C (^39 deg. F.) by means of steam, using 
a coil lying in the lower part of the impregnating 
cylinder, or a tubular boiler placed underneath. This 
heating should occupy a period of at least three 
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hours. After the required temperature is reached 
in the cylinder it must be kept up for a further 
period of 60 minutes, either with or without a 
vacuum, according as it may be necessary in order 
to ensure the absorption of the specified amount of 
oil of tar. 

As soon as the filling of the impregnating cylinder 
with heated oil of tar begins, it must be connected 
with the condenser, which serves to condense all 
the aqueous vapors that escape from the wood and 
to conduct all the water of condensation into a vessel 
intended to receive it. This vessel is provided with 
a water gauge on which the amount of water evap- 
orated may be read off. 

II. PRESSING IN OF THE OIL OF TAR. 

After the drying of the wood — i. e., the removal of 
water from the wood is completed— the tank is 
filled completely and a pump is put into operation 
which will produce a pressure of at least 7 atmos- 
pheres (103 lbs. per sq. in.). This pressure must be 
kept up at least 30 minutes for pine or beech wood 
and 60 minutes for oak, or longer time if it shall 
prove necessary, in order to insure the absorption 
of the specified quantity of oil of tar. 

This completes the impregnation of the timber 
and the oil of tar is then drawn off. 

COMPOSITION OF THE OIL OF TAR. 

The oil of tar must be made from mineral coal tar 
and must contain not over one per cent of oils that 
boil below 125 deg. C. (257 deg. F.). The boiling 
point of the oil of tar as a whole must lie between 
150 deg. and 400 deg. C. (302 and 752 deg. F.), and 
the larger part of it, at least 75 per cent of the whole, 
must not boil below 235 deg. C. (455 deg. F.). 

At least 10 oer cent of its constituents must be 
acid dissolving in caustic soda lye of 1.15 sp. gr. 
(Oils of the creosote or carbolic acid type.) 

At IS deg. C. (59 deg. F.) the oil of tar must be 
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compldely flaid and free from lattj coostitticiits^ to 
that when poured out on the dry end surface of a 
timber it will soak into the wood immediately and 
leave only an oily residue. It must further be free 
as possible from naphthalene and at 15 deg. C (59 
deg, F.) must ipve oQ no naphthalene. 

ft must contam no oil of specific gravity less than 
M (or at least not over one per cent of such oils), 
while the specific gravity of the tar oil itself at 15 
deg. C (59 deg. F.) must lie between 1x45 and 
l.ia 

It must also be of such consistency that it is re- 
tained in the pores of the timber as much as pos- 
sible after impregnation. Oils made from bitumi- 
nous substances may be added to the mineral tar 
oil to an amount not exceeding 15 per cent, but the 
mixture must possess the same properties as arc 
specified above for mineral tar oiL 

O. Chanute, M. W. S. E. liardi 21, 190a 

THE RUPING PROCESS, 
i EMULSIONS OF TAR OIL 
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Owing to the &ct that tar impregnation is far tiie 
best, but that its general use is ^evented by its hiidi 
price, triak have been made with the view of mak- 
ingthe process cheaper. 

These triab are based on the undoubtedly correct 
opinion that, considering the hs^^ antiseptic qtudi- 
ties of tar, only minor quantities would be sufEScient 
to protect wood against decay in all its parts canable 
of mipre^nation. 

The tnals began with the object of introducing 
vaporized tar into the wood, but they failed mere^ 
because tar oil vaporizes at from 250 to 300 centi- 
grades of heat Wood being unable to stand such 
a high temperature and bo:ause the vapor con- 
denses on the outer layers of the wood. 

Therefore the trials were changed inasmuch as 
the tar was thinned — ^i. e^ diluted with water. 



At the same time two methods have been proposed 
in this respect 

According to the first, the wood is impregnated 
in a tar-oil emulsion obtained by mixing the tar-oil 
with a watery solution of resinous soap. The water 
of the emulsion is later removed from the wood by 
drying, the other ingredients remaining in it. In 
this emulsion the tar is distributed into innumer- 
able globulets enclosed in soap, and by this means 
prevented from reuniting. But the tar enclosed in 
this manner is hardly able to come in direct con- 
tact with the walls of the cells and therefore cannot 
produce its high antiseptic effect. 

According to the other method resinous oil is 
treated with concentrated sulphuric acid and the 
produce obtained in this manner is used as a dis- 
solving means for the tar-oil, which then can be 
mixed with water. But this is questionable, whether 
the acid has not so bad effect on the tar-oil that the 
latter loses its quality as a first-class antiseptic. 

Both the processes, however, have a commoc 
fault. 

In thus impregnating wood, water is the only in- 
gredient of the emulsion that penetrates into all 
parts capable of impregnation, not the tar itself. 
The globules of tar can on certain places only 
nenetrate a few centimeters into it, owing to the 
filtering capabilities of the wood. 

How powerful the filtering qualities of wood are 
can be seen by the fact that it is capable of separa- 
ting the salts from salt solutions, which is all the 
more surprising because there does not exist any 
salt in concrete particles, as is the case with emul- 
sions. This quality of wood has been applied in 
trials to make water drinkable by pressing it through 
wood. 

Under these circumstances it should be clear to 
anybody that, as already mentioned, in impregna- 
ting with an emulsion the particles of tar are al- 
ready kept back by the upper layers of the wood and 
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that consequcnUjr ooij the water can penetfate inta 
the interior of it. 

THE PROCESS. 

According to the previous explanation a practical, 
lasting and at the same time cheap preservation of 
wood, especially of railway sleepers, telegraph poks 
and mining timber, can be effected neither by the 
noted metallic salt impre^^nation nor by the above 
mentioned tar impregnation. Knowing this, €mr 
firm tried to solve the problem by another way and 
after many attempts of the land, our partner, M. 
Raping—owing to the encourao^ement of Geheimer 
Postrat Christiani— finally succeeded in inventing a 
method of tar impregnatioii, which is exempt from 
the faults of the other methods. 

Whilst by the former methods of tar impregnation 
the celk, pores and other cavities are entirely filled 
with tar, m consequence of which it may be called 
full-cell tar impregnation, or for shortness, full cell 
impregnation, our process is devised to do exactly 
the reverse. 

The cells are intended to remain more or less 
empty, just as is wanted, and only their walls are 
to be coated or impregnated with tar-oil, a process 
which can be called empty cell tar impregnation, or, 
for shortness, empty cell impregnation. 

Before entering upon the explanation of this new 
process we ought to shortly mention the usual tar 
impregnation in order to explain more definitely the 
differences between the two processes. 

In the so-called full cell impregnation the wood, 
after drying in the open air, is put into an iron 
boiler, which has to be made a vacuum, so that 
even the air enclosed in the cells of the wood be 
removed. Then the tar-oil is caused to enter the 
impregnating boiler, and afterward the fluid is 
kept under a pressure of from 5 to 8 atmospheres, 
by which means it will be forced into the cells of 
the wood. Finally the pressure is ts^en away and 



after removing the unabsorbed tar remaininff in the 
boiler the process of imprefmation is finished. 

In the new Rupinfr process the seasoned wood is 
for some time (from about a half hour to an hoar) 
esroosed to a pressure of 5 atmospheres in the boiler 
— F--SO that all the cells must be filled with air. 

This is the principal difference between the old 
and the new method: with the former the air was 
removed from the wood cells by vacuum, whereas on 
the contrary with the latter, the wood is filled with 
compressed air. 

Without reducing the pressure in the impregnating 
boiler F, the wanned impregnating fluid is then 
forced from the tar reservoir T into the impregna- 
ting boiler F by means of a somewhat higher pres- 
sure, say of about 5^ atmospheres. In proportion 
to the amount of tar entering the impregnating 
boiler F, air is permitted to escape through the valve 
V, in order to make room for the required amount 
of fluid. At the same time, however, it must be 
kept in mind only to let such a quantity of air 
escape as cannot impair the consistency of the pres- 
sure of 5 atmospheres. 

When the wood in the boiler F is completely cov- 
ered with the fluid, Ibe pressure, accordin|^ to the 
(timensions and qualities of the material, is to be 
increased up to 15 atmospheres. Under this in- 
creased pressure the fluid will enter into the cells 
of the wood. 

Now, one should believe that though the violent 
advancing of the fluid ([in this case of the tar) 
the compressed air contained in the wood must be 
forced into the interior of it and there form a kind 
of basin which would render an impregnation of 
this part impossible, but this, according to trials 
made on a large scale, has proved not to be true. 
Owing to the high pressure, the tar-oil, in conse- 
quence of the capalarity of the wood and the ad- 
hesion, moves along the cell walls into the inmost 
parts of the wood, soaking them entirely, by which 
the compressed air contained in the cells will be 
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more com pr e ag ed and at the same time cntirelj 
enclosed bj the a dvancin g tar. 

When the material is saffidentlf imprrgnated, the 
pressure is to be reduced and the flnid is p c inuU c d 
to go back into the reservoir T. 

'Die compressed air enclosed in the oeOs wiO, with 
great cnergXf thronj^ its expansion, foice as nrach 
of die inq>rq;nating flnid ont of the wood as does 
not stidc to the cd walla. 

This is what forms the principal effect in the 
Raping process. 

Accordingly there can remam no more fluid m 
the wood than is exactly necessary for impregnating 
or coating and soaking the cell walLs^ etc, which is 
the only important object in Tiew in the preserva- 
tion of wood. 

The oozing of the superfluous tar can be still 
increased and accelerated by exposing the in^reg- 
nated wood to the effects of a vacuum for some 
time. Of course, in each case the pressure can be 
fixed in sudi a way that only the guantiQr of fluid, 
which is wanted, remains in the cells <k the im- 
pregnated wood. 

Refer to ''The Rnping Process," hv Mr. M. Ro- 
ping. Patented in Germany, No. 1581933; patented 
in Ei^land, Na 6844; patented in U. S. A., No. 

THE HASSELMANN PROCESS. 

COST OF CHAMGIM6 BARMSTT PLANT TO USE THE 
SYSTEM. 

First and most important in cost, will be two 
large bricked and plastered cisterns to hold the sohfr- 
tion used. These cisterns should be 20 feet in diam- 
eter in the clear and 8 feet deep, with plaidc cover- 
ing about at level of the ground. These could be 
placed outside the rear of the building and will 
have to be connected with the retort to be used 
for the purpose, by a system of ample large pqie 
by whidi the solutions will be quickly conveyed 
bade and fordi. 

ISO 
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A pump of considerable size will be required in 
connection wtdi tbese dstems to discard the solu- 
tion for a new lot It can be a lifi^t lift cheap 
form of pmnpw 

Second--The stetm provisions you bare are am- 
ple, so is the steam connections to the retort* am^le; 
but I think it would be well to add anodier pipe 
connection, entering the lower dome throufi^ the 
3>foot plugged tap and terminating in a nozzle en- 
tering the end of an open 3-foot pipe six or eiidit 
feet long; securely fostened to the bottom sheet of 
the retort, all to be covered with strong netting to 
prevent injury from moving the charges over it. 
The nozzle need not be over one indi diameter, 
and its action will be to cause a strong current 
lengthwise of the retort and at the same time aid 
in bringing the solution to the boiling point (This, 
I believe, would serve a good purpose with the 
chloride solution as well in the zinc-tannin process^ 
preventing the chloride from settling while it is 
quiescent under pressure.) 

For the purpose of proper agitation of the solu- 
tion in the dstem, an air pipe should be brous^ 
from the compressor for this purpose, saj i^ 
inches. 

No pressure pumps are needed, as the pressmre is 
produced by the use of live steam introduced di- 
rectly into die solution in die retort 

The retort is charged with the soltition by means 
of the vacuum and to fill the retort suffidoitlv the 
vacuum pump must be kept running until the nlliiig 
is quite complete. 

Third— Two iron tanks are required for mingling 
the chemicals ; should be 10 feet diameter and 8 feet 
deep, set on the ground and connected with the ds- 
tems, so that their contents may be quickly trans- 
ferred. 

Other minor items will probably come up during 
the undertaking, but they will probab^ be trifling 
in cost 

The process, as I understand, contemplates two 
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distinct treatments or boilings to be separated by an 
interval of two to three days that the first applica* 
tion have time to disseminate through the piece; 
consequently eight or ten runs of the first can be 
made, then the other can follow. If plenty of cars 
are at hand, the charge can be held on the cars, 
otherwise they must be unloaded and reloaded.^ 

The first application consists of the salts of iron 
(presumably Fe-2), sulphate of aluminum (pre- 
sumably alum.) and sulphate of copper (presumably 
blue vitriol), in the proportion of one of the chem- 
icals to 30 of water (presumably in weight). 

The second application is composed of calcium 
chloride (Calc-2) and milk of lime (calcium hv- 
drate), in the proportion of one pint to 50 of the 
former and one to 40 of the latter. 

REPORT OF THE HASSELMANN SYSTEM 

OF IMPREGNATION OF TIMBER. 

OPERATION. 

First, the timber is loaded on cars and put in the 
retorts, same as other systems; the retorts are then 
closed and a vacuum is pumped for one hour or 
more; after which the solution is turned in with the 
vacuum still on. When retort is very near filled 
the main valve is closed, and live steam is turned 
into the solution and distributed through by a per- 
forated pipe; the solution is then heated to 245 
degrees to 260 degrees Fahr., which will indicate a 
gauge pressure of about 35 lbs. The timber is then 
held in this boiling solution for a time from two to 
three hours, and then the solution is drawn off; or, 
as in practice, Mr. Weinier, the man in charge, says 
is changed from one retort to the other in waiting, 
then the timber is taken from retort and is ready 
for shipment. The process is very simple. 

SOLUTION OF BATH. 
Is a mixture of one and one-half per cent solu- 
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tkm of solpliate of copper, m one-ball per cent solo- 
tion of sulphate of almninmn, and potasnnm of snl- 
pbate. in proportion accordingly to the condition of 
the timber, whidi seems to be one of the secrets of 
the system. 

"THE CREO-RESINATE PROCESS." 

This process* differs from the ordinary creosoting 
process in that instead of using live steam to ster- 
ilize the blocks* whidi are 4 fay 4 tqr 8 inches, dry 
heat applied at a temperature of 250 degrees Fahren- 
heit, amid mider presswe of one hundred pounds to 
the square inch is used. The air pressure prevents 
the checking of the block, and the heat and pres- 
sure are held until the center of the Uocks reaches 
212 degrees, thereby destroying all germ life in the 
timber, whidi is the primary cause of decay. The 
heat is then reduced to 150 degrees, after whidi a 
vacuum of 26 inches is created, under whidi the 
cylinder is run full of creo-resinate mixture, whidi 
consists of 50 per cent creosote oil, 48 per cent resin 
and 2 per cent formalddiyde. Pressure is then Bp- 
plied by means of force pumps, and the mixture is 
forced into the blocks until every pore is pene- 
trated and 22 pounds per cubic foot of the mixture 
is absorbed. The blodcs are then run into another 
cylinder and treated with a solution of lime at a 
temperature of 212 degrees^ and under pressure of 
150 pounds to the square mch. They are allowed 
to cool off gradually, and are then r«uly for mar- 
ket 

Note. — ^The author has examined spedmens of 
paving blocks treated by this process and would think 
It a very good process for paving blocks. No infor- 
mation as to mode or cost of treating has been ob- 
tained. 



^Controlled and used by the United States Wood 
Preserving Conqnny, New York. 



THE VALUE OF TREATMENT OF TIMBER 

It is our desire here to give a conservative view, 
as we in searching for the truth can hardly afford to 
deceive ourselves or the interested public and those 
especially concerned. On the other hand, it would 
be equally foolish to depreciate results when we have 
the means to arrive at what is demonstrated as 
probably near the truth; as near as human intellect 
can discern and near enough to be accepted as prac- 
ticallv true. 

What is here advanced is the summing up of ob- 
servations and study of the subject. This investiga- 
tion has required many months of close study, durmg 
which the closest and most searching analjrsis of the 
recorded results with the various collateral influences, 
have been considered and allowed for. To the manage- 
ment of the A. T. & S. F. Railway Company is due 
the highest degree of credit for the careful and com- 
prehensive record that has been kept and to this in a 
great measure is due the conclusion now proposed to 
be given. The record here dealt with closes with the 
record of 1902, none later being available, seventeen 
years from the start in 1885, an elapse of time suffi- 
cient to give something sufficiently definite on which 
to base measurabl)r reliable conclusions. Unfortu- 
nately the record of tie removals was not taken up until 
1897, twelve years after the first ties were treated, so 
that the number of ties failing during that interval 
will necessarily have to be estimated. 

The removals of ties treated in the years subse- 
quent to 1897, down to 1900, however, will give us an 
approximate rate of removal in the earlier years that 
will guide somewhat. By means of this record a close 
approximate is made of the percentage of the treated 
ties removed each year. We take it for granted that 
measurably correct conclusions can be derived from 
the mean of a larg« number of results for the same 
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lapte of time, and further, that causes acting as does 
the decay of timber under similar conditions, m yarious 
periods during its history will, if {graphically recorded, 
form a curve. In line with this we have first laid 
down a line showing the percentage of ties removed 
each year, being the mean for all uie years recorded, 
that portion not covered by the record being derived 
from the mean of removals in the early years of those 
subsequently treated. The bottom line of the table 
shows the percentages so derived, and the curved line 
** a ** on the diagram the same graphically disposed. 

We find, however, that according to this the ties 
treated in 1885 should have been exhausted in the 
seventeenth year, while it has lieen found by some- 
what extended inspection that many of the 1885 ties 
are still in service and good for many years longer. 
There areprobably 90,000 of these ties in yet, cer- 
tainly I5,006, hence we are obliged to reduce the esti- 
mated percentages for the earlier years where we 
have no record, and apply it to the 1885 ties alone, as 
shown by the line " b ** on the diagram. A careful and 
extended inspection of the condition of all the ties 
so far as extended shows that those treated in the 
earlier years are giving a better record than most of 
the subsequent years, so far as now determined. It 
is not for me to say here what are the reasons, but the 
result as shown in the present conditions of the ties of 
the various years is patent. The 1885 ties and those 
treated in the three or four years subsequent (1886, 
1887 and 1888) are almost identical in general appear- 
ance, with condition as to soundness almost m the 
same ratio, and can safely be expected to jgive a rec- 
ord eventually about equal to those of 16»5. They 
are characterized by the manner in which decay pro- 
gresses, commencing at the surface in contact with 
the earth, and continuing, the fiber being destro^^ed 
regularly in succession as it passes upward, leaving 
many of those ties now fourteen to seventeen yearr 
service, with almost half of its timber sound enon^ 
to make good fuel 

Those of subsequent years show that decay spreads 
through the body of the tie at a much eariier period. 
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Whether this is due to poorer quality of timber, leav- 
ing the timber on the ground withotit being piled to 
dry, or to improper or hasty treatment, cannot now 
be said. The two former are the most probable 
causes, however. 

That the results here shown by these earlier treated 
ties should be taken as a sample of what can be done 
seems reasonable. All but a few of these ties were 
treated by the "Wellhouse" or Zinc-tannin process, 
and have given a record that should not have been 
lowered in subsequent treatment. Here we have up to 
1900 enough treated ties to lay 1,883 miles of track, 
33*72,500 ties treated, removals in same time at an 
average of 8 year or 11,000 year miles ^ equal to 
961,654 ties, or 87.4 ties per annum per mile, the mean 
number of ties removed in ordinary practice being 
from 250 to 300 where ordinary run of ties is used. 

In this tabulation all ties removed, whether on 
account of decay or of breakage from derailments or 
from premature removal in relaying rails or in ballast- 
ing are included. It is well known in practice that 
many ties that may still serve for several years are, 
after being disturbed by relaying rails or in ballast- 
ing, removed to give place to new ties. The propor- 
tion of removals for other causes than decay is 
estimated at not less than five per cent and may be 
as high as ten per cent, but as this loss is common 
in allcases, it is deemed best not to consider this in 
connection with this matter, but to include them all 
in this estimate. 

Right here it will be proper to survey the subject 
of inspection with reference to the " personal equa- 
tion," that effect that creates a variety of impressions 
almost as varied as the number of observers. The 
writer believes that the searcher must trust to ex- 
tended and repeated observation until the mind has 
absorbed and assimilated every aspect of the subject 
so that instinct is trained, as it often becomes, in, for 
instance, the recognition of the great variety of tim- 
bers, as often occurs with experienced lumbermen, in 
which case he can unerringly name each variety 
without being able to put this description into words, 
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This If found to be equally true in reoognizmff the 
variout condhioni shown dorinff the yean <n ex- 
posure by the ties in track. Verifying dus is the 
corroborating^ experience of otheiSi who have aided 
much in this investigation* 

In nuking the recent inspection of the Santa Fe 
it was found that Mr. Daniel Elliott, the roadmaster 
who had been on his division ever since a short time 
previous to the commencement of using the treated 
ties* could walk a\<mf the track and almost invariably 
name the year the tie was treated without looking at 
the brand of the stamping hammer* On the odier 
hand, a large majority of those that had equally good 
opportunity to observe could see little or no difference 
between one and another. In one case a section 
foreman who confessed to have been engaged on a 
section for over ten years» where treated ties were in 
the track from some previous year, to the extent of 
twenty-five per cent, was unaware of their presence 
and could tell nothing as to their value compared with 
cedar ties along side of them, which were cot one* 
quarter of the oepth by the rail, while the treated ties 
were almost invariably sound and but little rail-worn. 
We thus can easily conceive bow the valne of the 
results can be beclouded by lack of careful intelligent 
study. 

In the inspection of treated ties care has been 
taken to gather all the information possible from 
those treated by the same process outside of that on 
the Atchison, Topeka and Santa Fe Railway. Those 
treated at Chicagro by the Chicago Tie Works and 
distributed on various portions of the Chicago, Rock 
Island and Pacific, some of which have been in serv- 
ice for fifteen to seventeen years, the result seems to 
be equally good as those on the Santa Fe. The 
methods lised in treatment are essentially the same 
as those introduced at Las Vegas in 1885, and it is be- 
lieved will make just as good a showing. Some 
samples of treated nemlock on tiie C. R. I. & P. and 
also in the Rock Island and Peoria Railroad with a 
number of samples from tiie A. T. & S. F. were ex- 
hibited at the last spring meeting of the American 
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Railway Eng^eers and Maintenance of Way Asso- 
ciation m which the fiber of the timber was still sound 
at fourteen to sixteen years. 

The treatment of Texas pine commenced in 1807. 
After six years of exposure, some begin to show de«* 
cay, but this is mainly confined to the lowland short 
leaf pine (Loblolly). A careful inspection of two 
miles of the Dallas branch showed one in sixty of 
these ties to be decayed so as to justify removal. The 
roadmaster, however, thinks that a much larger pro- 
portion are failing. It is, however, too early to draw 
anything like definite conclusions in this case. The 
climatic conditions there are not so favorable as in 
New Mexico or Colorado. Ties made from this kind 
of timber in Eastern Texas have been known to rot 
so as to be worthless in two years and not one in a 
thousand fit to put in track in three years. 

On the same line at six years, the treated ties 
which were cut from heart timber or well matured 
trees were very much better than the Loblolly pole 
ties before mentioned. It will be seen that a small 
percentage of the treated ties in New Mexico eive 
out in the sixth year and scarcely any before Uiat, 
while from the recent inspection some of the 1885 ties 
will be in service from appearance np to nearly 
twenty-four years. 

The value of the treatment by the "Wellhouse" 
process must be conceded, taking such records as 
are now available both as to this process and that of 
the Burnett or simple chloride of zinc, to be the best 
probably in proportion of near twelve years for the 
former and eight years for the latter, or fifty per cent 
in favor of the former. It must, however, be remem- 
bered that the statistics are also subject to the "human 
(not personal) equation** and that it may be years 
before this question can be settled, but, to go back to 
the main question of the economic value of either; 
the one's relation to the other, depending as it does 
somewhat on climatic conditions may be indetermi- 
nate for the present. 

Whether it is determined or not, the reduction of 
renewals from "twenty-five per cent to five,'* as onct 
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stated by a railroad official who has been in a position 
all the time to judge as well as an>[body living, even 
if proved to be too sanguine, which it does not appear 
to De at the present time, and in view of the foregoing 
figures, diouid go far to settle the question of economy. 

The renewals now seem to be under four per cent, 
or about 100 ties per mile per year. ^ It is, however, a 
fact that the untreated mountain pine ties first laid 
in New Mexico, did come out at the ratio stated 
and the tie question at that time was such as to appall 
the management 

The appearance of the treated timber is found to 
oQide somewhat as to the condition as to progress of 
decay and may guide in determining the reasons of 
failure, whether due to failure to carry out the proper 
treatment or to other causes. 

As before suted, the 1885 to 1888 ties are char- 
acterized by a certain freedom from longitudinal and 
end checks, while those of subsequent vears have the 
checking quite marked, giving the tie the appearance 
of being split into many strips. When these ties are 
taken out they go into strips sure enough. Another 
feature is the manner in which the decay progresses. 
A case in point will illustrate the way that decay 
progressed in the 1885-1888 ties. A large number of 
these ties after three years in track in one marked 
case, were broken in two pieces by the engine driver 
wheel flange in a bad derailment Examination 
showed a layer of decayed wood on the bottom and 
up the side as far as the earth was in contact, about 
one-quarter of an inch in thickness in which the wood 
was entirely decaved, the balance of the tie remain- 
ing entirely free irom appearance of decay, not even 
incipient This applied to every tie, nearly a hundred 
in number. 

Quite a number of the ties treated the same year, 
1885, or the two or three following years, when re- 
moved in the course of the recent renewals after from 
fourteen to seventeen years' service, showed the 
same method of progress of decay, i. e., from the 
bottom upward so that about half of the volume of 
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the tie was gone, but the remaining upper half was 
still sound enough for good fuel. 

Ties treated in some of the' subsequent years 
showed decay permeating the body of the tie irregu- 
larly and the tie when removed would go all to pieces. 

The mean life is that which represents the sum of 
the life of all divided hy the number, and this 
method is here used and is evidently the only prac- 
tical measure. 

Perhaps the best illustration of this manner of 
progress of decay will be the facts as they occur. 

The ^ear in which the ties are put in the track is 
the starting point. The year in which the first ties 
fail is anotner step, the rate from there on is the curve 
of failure and the year at which the last are removed 
is the culmination. It is here attempted to place a 
close approximate value to these various terms. If 
every piece was exactly alike in texture, density or 
soundness, all should fail at once, but this is never 
so. It would be very interesting to know what the 
curve representing the life of the untreated timber 
of various kinds really is. This so far seems never 
to have been recorded so far as we know, and here 
is a difficulty we encounter when comparing the 
treated ties with the same untreated. The life of the 
Rocky Mountain pine has been variously estimated 
at from a mean of from five years down to four or 
even below, and the fact, according to some of those 
best versed, is that four and a half years is about 
right. Then if the " Wellhouse " treatment gives a 
mean of near twelve years, we have nearly trebled 
the life. Mr. Elliott is quite sure that this estimate 
is a conservative one, and the figures so far indicate 
nearer fourteen years than twelve. 

The Wellhouse process, it is claimed, derives its 
advantage over the simple chloride of zinc (Burnett) 
process, in this, that the leatheroid produced on the 
surface and in the end pores of the wood by the com- 
bination of the glue and the tannic acid retards the 
ingress of water. That it does so seems to be quite 
well authenticated. 

In the simple process of immersing one sample 
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block of wood after beiog treated and a smular block 
say from the same tie withoot treating will conrobo- 
rate this, It being found that the ontre^ed block will 
at first absorb the water the most rapidly^ aitfaoagh 
eventually the treated block will absorb the most. 
The latter effect seems to be doe to physcal changes 
in the wood during treatment, the soiobies in die 
timber having been dissolred and remoTed by the 
cooking. 

Critics claim that the deposit of the gloe is so 
superficial that it cannot do much good. It is true 
that owing to the viscosity of the glue it cannot pNcne- 
trate the wood to any appreciable depth on the sides, 
but yet it does penetrate to a considerabie depth at 
the ends by means of the sap ducts. It is the result 
that justifies its use, however, after all, and no spe- 
cious theorizing can upset the factSw 

The writer has felt it a duty to embody the result 
of observation and study of this matter of timber 
preservation, using the utmost candor, giving facts as 
they seem to be well authenticated. 

Time and further experience mav show some of 
these conclusions to be fallacious ana as regards the 
figures given and the resulting conclusions and de- 
ductions may prove sanguine but what the figures say 
cannot be sainsaid without future data only to be 
gained by tne lapse of time. For instance the figures 
seem to show that the mean life of the treatea ties 
shown might be twenty years. 

This is, however, not conclusive as the next few 
years may necessitate as much greater renewal of 
ties from causes such as heavier rolling stock, traffic, 
etc, or by reason of larger renewals due to lax re- 
moval previous to this time. 

A great many ties may be still in track that should 
be out or poorer quality of timber may only be avail- 
able owing to the exhaustion of the supply of the bet- 
ter class (3 timber. It is most probable that the Santa 
Fe estimate of eleven to twelve years is a near ap- 

g roach to the true life of the pine tie, although, as 
Ir. Mudge properly says, the longer mean life of the 
later renewals will teiid ta increase the general 
acrerage. 
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NOTES AND EXPLANATIONS. 

(a) fnils. No. 44, tea typical specimen of the TezaflLotiloIly 
Pine. The hewn pole Uee at SomervUle and at azeenTiUe mn 
lanreW of this character. 

(1? No. 66 is short leaf Tazas Pine, mostly heart timber, Imt 
havinflr what is termed ** red heart.'* a condition in which three 
or four Inches of the timber encircUnK the heart of the tree 
has reached a dead and softeniner oonditibn, in which the spring 
wood is wasted quite away and the solid layers of the snmmer 
wood much impaired, specifications should sod nsnally do 
reject timber so affected. 

(c) Na Mis a three-inch section of a NewMezloo Moontain 
Pine, mostly heart timber, which was treated in 1886, the tie betns 
in track over thirteen years and only remoyed on aooomitm 
rail wear. At the time it was immersed, it was seemingly as 
sound and stronir as the day it was cut from the tree. It was 
treated by the Weilhonse process. 

(d) No. 8S is cnt from the middle of a 88-foot pile, much the 
same character as Na 44, Iioblolly Texas Pine, in which nearly 
thirty pomids of creosote oil had been injected per cable foot. 
Although not Immersed for several months after treating, the 
lighter portions of the oil readily gave place to the water, smear- 
ing the BJSCtMce of the block and floating on the surface of the 
water. 

(e) Nos. n and 34 were blocks cut from chord pieoeB of the 
Idetta (Atlantic and Pacific Bailway) some time after the re- 
moval of the bridge, to be replaced by a steel structure, after a 
service of over twelve years. 

The specimens were cut from the end of the chord piece wlsare 
packed. 

This timber was treated after framing and before erecting 
and was treated by the Wellhouse process. 

(O Nos. 60 and Se were untreated blocks of southern yellow 
pine, compuiion pieces of Nos. 61 and 63, the latter being 
treated by the Creo-resin process as paving blocks, mie same 
effect of the absorption of the water as in the case of No. S3 
(d) the creosote oil and also the resins being forced out durtng 
the process. The difference in the specific gravity is probably 
the measure of the percentage of creoeote olland resin injected 
into the wood and uie difference in the amount of moisture in 
the blocks at the time of Immersion is a means for guessing the 
amount forced out by the water, although not all, as the surface 
of the blocks were well smeared over with the exuded resin to 
such an extent as to render it mere guesswork. 

(g) The anomaly of the greater wei^t of the sap timbflr 
over that of heart timber in case of Nos. 96 and 27, is accounted 
for by the superabundance of resins in No. 27. 

(h) Nos. 54 and56are specimen blocks of dead pine supposed 
to have been killed by a peculiar disease or insect. The tmiber 
seems strong and sound, but largely discolored, the discoloration 
being greatest at the outside next the bark and gradually de- 
creasing toward the heart, leaving the latter in some cases per- 



fectly sound. In transverse strength it seems to be unimp 
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but under compression lengthwise, its strength Is 20 to 30 per 
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ABSORPTIVE POWERS OF TIMBER. 

A wide ranee of experience in treating timber for 
the purpose of preservation from decay, or at least 
for prolongation of its life by resistance of decay, has 
taught that the physical structure and (ondition of 
the timber is important in connection therewith. 

It is in view oi this that the investigations embodied 
In the tables (A) (B) and (C), are compiled. Much 
expense and labor has attended this work, prolonged 
as it has been through several consecutive years. 
Much valuable assistance has been rendered by 
various civil engineers and, as the work will be and 
is now being continued, further interest is invited for 
which due credit will be given. Without question, 
much can be learned in this way that is important to 
the operator of works now and to be engaged in the 
timber treating business, by a careful study of this 
matter. It will aid the judgment of the operator in 
adapting the process to the character of tne timber 
coming to him and result in an economy of both time 
and expense. 

EXPLANATION OF METHOD. 

For the test of absorptive powers of the timber by 
immersion, the timber is procured cut to length as 
nearly as practicable, four inches, so as to present the 
best possible condition for the action of the capilla* 
ries. The blocks are first dried to nominal dryness, 
that is, to such degree of dryness that the wooa will 
absorb or give off the moisture of the atmosphere suc- 
cessively as the air changes. When this is not prac- 
ticable, the specimen is dried to this condition after 
it has ^one through the immersion and the moisture 
at the initial time is determined and added to the ab- 
sorption as shown as the total at thirty days. The 
thirty-day column is the quantities for comparison. 
The samples are weighed, the initial weight being 
noted, then immersed m pure Lake Michigan water 
and securely weighted down and there kept continu- 
ously except during the brief time used in weighing 
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at intennediate times until the thirty days have ex- 
pired. The Toiume of the block is determined by 
measarements and by the farther check of weight in 
water at the close of the test. The unit weight of 
water is taken for 06 to 70 deg. Fahr., being the oni- 
form temperature of the laboratory, at J5771 oz. per 
cu« inch or 02.327 lbs. per cu. foot 

OBSERVATIONS. 

It is not the purpose here in the limited condition 
of these investigations to go into an analysis of results 
in an extended way, and only such pomts as bring 
out the principles hmted at as are most noticeable as 
relates to their application to the treatment of timber. 

Perhaps no way will better illustrate the effective- 
ness of the modem plant than a comparison of the 
results attained with these thirty-day tests widi the 
ordinary one and a half or two hours exposure of the 
timber to the impregnating solution in the retort. In 
the one case a block four inches long, exposing all 
the natural sap ducts of the timber directly to the 
entrance of the water in the first case, whereas in the 
latter case the timber never less than eight feet long 
lacks this facility in a hiffh degree, yet it absorbs 
more in that brief space of time, and an amount in 
volume at least 75 per cent of the total voids of the 
timber. In this connection it must be remembered 
that durii^ the process of steaming that a considera- 
ble amount of the condensed steam remains in the 
timber after the vacuum is drawn and before the so- 
lution is introduced, and it is altogether probable that 
this with the solution absorbed, fully occupies every 
bit of the voids of the timber so that to pat in more 
would be a phsrsical impossibility. A comparison of 
these results at thirtv days corresponds very nearly 
with the absorption obtained with the same timber at 
the various treating works now in operation, and it is 
believed to be of sufficient valae to offer to those in- 
terested. 



THE THREE-MOVEMENT PROCESS. 

The Wellhouse process as taught and practiced in 
1885 consisted of two applications, one of the chloride 
of zinc (one and one-naif per cent strone) with the 
gelatine (one-half per cent) incorporated with the 
chloride. This was applied to the timber in the retort 
tinder lOOpoands hydraulic pressure for two and a 
half hours. Following the cnioride, the tannin solu- 
tion ^one-half of one per cent strone) was applied un- .\ 
der like pressure and conditions. No provisions were 
made to mcrease the temperature of these solutions 
above what was acquired by contact with the hot tim- 
ber in the retort. : 

Under these conditions, with a one and one-half 
per cent solution, the Rocky Mountain pine absorbed J 

from one-quarter to one-half pound of pure chloride | 

per cubic foot, the former for sawed heart pine and i 

the latter for hewn pole ties. This practice was inr 
troduced by Wellhouse and Mr. Joseph P. Card, M. j 

Am. Soc. C. E., at that time associated with Mr. Well- 
house, at the time that the Las Vegas Timber Pre- 
serving Works were installed, and has been followed, 
with Slight exception, in all the work at those works. 
The results are perhaps as well determined and defi- 
nite as in case of any known process and practice 
and perhaps the most satisfactory in results of any 
except the more expensive process by creosote oil. 

To distinguish this practice from others consisting 
mainly of a modification of this, we will call this the 
"two-movement" process. 

There are several modifications suggested by sub- 
sequent experience, among which are: 

1st. Application of the gelatine in a separate so- 
lution, thus requiring another movement, hence the 
designation ** three-movement." 

2d. The application of much higher temperature 
to the various solutions. 

3d. The increase of the strength of the chloride 
solution used to the end that a greater quantity of the 
chemical be injected. 
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Practically, these three points cover those of great- 
est moment at this time, and we will take them up 
in the order given. 

The grounds upon which the three-movement 
practice is advocated is that with the j^elatine added 
to the chloride solution, the former bemg of a viscous 
nature, retards the ingress of the chloride and renders 
it difficult to get enough into the timber. 

It is true m the gelatine that it is impossible to re- 
duce it to such consistency as that it will penetrate 
the solid parts of the wood. It can never be reduced 
to a true solution so that it will be carried into the 
wood by the water in which it is dissolved, and the 
greatest possible penetration is where it fellows the 
more or less open ducts of the wood, or cracks and 
checks that result in or during the drying of the tim- 
ber. The addition of chemicals to cut or render the 
gelatine as fluid as possible, or the application of a 
igh degree of temperature, are the sieents that will 
induce the greatest penetration. If Sie gelatine is 
used in simple soluticm, the heat is the agent most 
effective, and without the heat the glue will spread oo 
the surface of the timber like a coat of grease or 
paint, and very slightlv penetrating the pores or 
checks of the timber. It is equally true that when 
the gelatine is incorporated with the chloride, that the 
latter helps to hold in solution. It also follows, that 
the large volume of the chloride solution absorbed 
(about ten times that of either that of the gelatine or 
tannin when applied alone), that the slue would be 
more thoroughly introduced in the suriace of the tim- 
ber than is possible if applied separateljr. 

It is claimed to be possible, too, that if introduced 
incorporated with the chloride, that a portion of the 
gelatine will penetrate be3rond where it will be 
reached by the tannic add, and therefore it will be 
left in the wood as a seed for decay on account of its ex- 
treme perishable nature. When tne tannic add is pure 
it is as thin as water and is a solvent in the true sense, 
and will penetrate as far as the water goes. Then if 
we cipher a little, using every day experience as to 
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the amount of the tannin solution that must enter the 
timber under the 100 pounds pressure, we find that 
the timber must be penetrated nearly one inch over 
its whole surface; more where pores and checks offer 
free access and less where solid and compact wood 
prevents. 

The fact that the high results were attained under 
the process as initiated by Mr. Wellhouse himself, 
and the further fact that by proper means applied, 
almost any desired quantity of the chloride can be in- 
jected under the two-movement process, and in less 
time for the whole treatment of a charge of timber* 
would seem to be a sufficient answer. 



Note. — Since the foregoing notes were written the 
writer has had some experiences with timbers of the 
Pacific slope. The fir and the tamarack, especially 
the latter, is imprepiated with difficulty, the volume 
of absorption being meager as compared to the 
western and southern pines, hence if high amount of 
chloride is desired, unusual means must be resorted 
to. While it has not yet been satisfactorily proven 
that the glue does reduce the amount of absorption 
of the chloride, yet in view of this possibility, the 
separate application of the glue may be justinable. 
with these exceptions there is not sufficient reason to 
prolong the process for the separate application of 
the glue. 

A careful test at Greenville, Tex., showed no ap- 
preciable retardation of the absorption of the chloride 
by the presence of the glue in the chloride solution. 
This is true wherever the open grained timber is 
treated, notably the pines of Texas, Colorado and 
New and Old Mexico. 
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INCREASE OF STRENGTH OF SOLUTION. 

^We have seen that heart timber with one-qoaiter 
poand of the chloride per cubic foot of timber when 
m the shape of a 6 in. x 8 in. sawed tie, resulted in a 
measurably sound tie after it had become useless 
from rail wear. We may therefore conclude that a 
less amount would have served equally welL Then 
we find that the pole tie, mostly sap, having one-third 
of a pound, has its usefulness prolonged from two to 
three time« the life of an untreated tie of the same 
character. 

Then why increase the cost of the chloride fifty 
per cent simply to make sure to get in enough? 

Let us examine the philosophy of the process. It 
consists of three essential parts or effects. First, the 
steaming, then the impregnation and lastly the plug- 
ging up of the outer part of the timber by wfaicn the 
antiseptic introduced is protected from waste. The 
first frees the timber from those juices that cause the 
inception of decay and which feed it after it has com- 
menced, the second introduces the antiseptic proper- 
ties which, while present in the timber, effectually 
prevent decay, ana the third aids in retaining and pre- 
venting waste of the preserving properties. 

Not all, by any means, depends upon the antiseptic 
The steaming must be prolonged sufficiently to allow 
the heat to reach the center of the piece, but if this is 
not done, there will be a section at the center of the 
tie in which the objectionable juices of the timber will 
remain and which the antiseptic, when introduced, 
ooth by the steam and by the antiseptic must be had, 
otherwise the work is imperfectly done. The permea- 
tion by the steam is the paramount result to be 
secured and even should the amount of the antiseptic 
be reduced by oversteaming, yet, its permeation is 
more complete and a little less well distributed, is 
better than much more confined to the outer portions 
of the piece. While a stronger solution may put in 
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the desired poands» yet such practice cannot be 
characterized except as waste. 

Fifty per cent increase in the amount of chloride 
can be figured and amounts to a sum that it is not 
cared to name, and if it is unnecessary, would not be 
justified by anything but "speculative reasons," which 
would hardly pass with busmess men. 

GREATER AMOUNT OF HEAT. 

As before stated, little attention was paid to the 
temperature, of the two solutions then used. Later 
investigations by experienced observers have strongly 
impressed the conviction that heat is a very active 
element, not only in its application to the charge in 
the shape of steam by which the saps of the wood are 
dissolved and expelled and the timber prepared for 
the free ingress of the solutions, but in the shape of 
increased temperature to the various solutions as cre- 
ating more favorable conditions for the desired and 
necessary chemical actions. In using the two-move- 
ment process the heating of the chloride solution is 
important from the fact that with it is carried the gel- 
atine to which hig^h degree of temperature is neces- 
sary for best results. Where the eelatine solution is 
used simple, high temperature is aosolutely necessary. 
With the two-movement process the temperature of 
the chloride solution keeps measurably high from 
the heat derived from the steamed timber, hence less 
heating appliances are necessary. The tannin solu- 
tion requires some heat to promote its chemical com- 
bination with the gelatine though not so great a degree 
but its temperature should be controlled as well as 
that of the others. 

The improved heating coil for the solution tank 
shown on page 25 and the retort coil, page 118, en- 
ables the operator to fully control the temperature so 
that 150** to 180° F. can be secured, and the retort coil 
will bring the creosote oil to the boiling point, at 190° 
to 200° F. 
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DOES CHEJSICAL TREATICENT OF TIES INCREASS. 

THE HABDNESS OF THE WOOD AND THE 

HOLDING FOWEB OF THE SPIKE ? 



J. S. iTHSIIi, B. M., SOVTBKBa CAUVOlUfTA &. B. 

£eport of a oommittee presented before the 19th annnal 

oonyention of tba BoadmasterB* and Maintenance 

of Way Association. Wasliington, D. C, 

Oct. 8-10, 1001. 

This paper refers onlj to the zinc-tannin or WeHboose 
process of timber presenratlon, and the committee to whom 
the subject has been assigned, has made sereral testa with 
the treated ties ayailable, and has received the written 
opinions of persons in different parts of the coontrj who 
have had ezperleooe in the treatment and use of treated 
timber. 

The consensos of opinion, supported 1^ the tests made 
t^ your committee, is that treatment does not Incraasethe 
hardne^ of the wood, but does increase its density and 
transverse crushing strength In proportfton to the amount of 
treating material absorbed. But, while the timber is not 
hardened 1^ the treatment. It is made more flexlUe and 
tough, and will, 1^ reason of the increased density of the 
wood and action of the chemicals used, prevent the rail from 
cutting into the ties, in proportion to the amount of preserva- 
tive absorbed, or about SO per cent in coarse grained pine. 

Common mountain pine, such as is found in New M#»ipff 
and Arizona, now largely used as tie timber on western lines, 
is an open grained, coarse wood, and absorbs, when treated, 
about 80 per cent of the preservative. Close grained, firm 
timber absorbs less of the chemicals than does the open 
grained soft wood, and is, therefore, proportionately lees 
affected by the treatment. 

We find that the spikes, when driven, damage the fiber 
of the timber less in treated than in untreated timber. The 
holding i>ower of the spike Is not noticeably increased at the 
time the tie is treated, but increases as the timber dries out* 
until at the end of from six to nine months, when the timber 
has become seasoned, a pine tie which has absorbed the 
asaal amount of chloride of zinc, tannin and glue, will have 
.*ncreased the holding power of the track spikes not less than 
80 oar cent. 
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ROLLING BEARING FOR JOURNALS OF 

TRAM CARS. 

TIMBER TREATING PLANT. 

The impossibility of presenring any oil lubricant in 
consequence of the high degree of heat to which the 
cars are exposed during steaming, suggests the appli- 
cation of the rolling bearing. The drawing here deline- 
ated is one of pernios many plans for its application. 
It has the element of simphaty which shbula prevail 
throughout the whole car. 

With what degree of success it will cover the diffi- 
culty can only be determined by trial, both as to ease 
of draught and of standing the wear. The wheels on 
these cars are necessarily of small diameter, as it is of 
the first importance that the area of the load be as 
near as possible to the full area of the retort, hence 
a reduction of two inches can be made without appre- 
ciably increasing the draught, then a corresponding 
gain IS made in mcrease of the possible loading. 

The cars as now made for the 72 inch (dia.) retort, 
have wheels ten inches in diameter and two and a 
quarter inch axle with the ordinary provisions for oil- 
mg, which are only available after the charge is 
drawn. The fact is tiiat if the diameters of the wheels 
were considerably reduced, they would sled and not 
turn at all, and the whole load would be sledded out. 

When, as heretofore, a powerful wince is used, this 
heavy draught has not been so appreciable, but now 
diat other and peihaps better kmds of power are 
being sought, it becomes necessary to meet it. 

Electriaty and compressed air now vie for a place 
or means of power with probability in favor of the 
latter eventually, both for the yard wince and the 
locomotor for distant yard service. The steam loco- 
motive beine ruled out by danger of sparks in a large 
collection ofmaterial ii^ Uie yard, and also for operat- 
ing the wince owing to 4he difficulty of conveying 
steam so far. Electricity is well adapted to both the 
wince and the yard locomotor. Equally well can the 
compressed air be applied to each of these purposes 
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While the latter is more promi>t in responding and 
better in consequence for moving the charge to or 
from the retort than the electric motor, the two in 
common have their limitation in the amount of trac- 
tion they can command. For charging or discharg- 
ing, the wince is transcendently the oest adapted, as 
this should be done with the greatest care or omerwise 
serious damage may result to the retort and attach- 
ments. The charge including the tram cars will 
weigh more than the empty retort, hence if the engi- 
neer of the motor is obliged to make a run to get his 
charge in, serious damage is almost sure to result 
first or last With the wince a stop within a few 
inches is practicable. It is claimed by the manufac- 
turer of the air motor that their locomotors are equally 
under control. As regards the electric motor it is not 
In any case, a remedv for the heavy draught of the 
tram train is being called for and must be provided. 

The relative merits and cost of installation of 
these two means of power are as yet unsettled but 
probably will be settled in the near future, as each 
nas its advocates; and really the best method, and 
about the only one, will be that of results after trying. 
It appears, however, at this time that the compressed 
air is both the best adapted and the cheapest to 
install and to operate. 

The compressed air motor seems the best in the 
respect that its installment can all be placed in the 
ground, its feeding points so located as to always be 
m easy reach when the motor needs to recharge, aiid 
the motor is free to go quickljr to any part of the yard 
as needed, whereas the electric motor can only oper- 
ate where the tracks are wired. For the wince, the 
electric power is an ideal one as is also the com- 
pressed air. One difficulty in using the compressed 
air is that the high power necessary to operate the 
locomotor is unsuited to operate the wince, or so 
at least was apprehended, but later this has been 
overcome by usmg the compressor that is used to 
move the solutions. 

The C, B. & Q. R. R., at their works at Sheridan, 
Wyoming, are now doing this quite successfully, thus 
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doing away with the necessity of a special engine for 
the lower pressure. 



THE PROPER PROPORTION FOR 
THE RETORT. 

In the first place the diameter of the retort should 
be such as to receive the car of the most convenient 
dimensions for loading and unloading. The most 
common diameter is that of even six feet which 
receives a car the load of which will be near six feet 
from ground level, which is about as high as men 
can load economically. The cars best adapted to this 
service must be as light as practicable and strong, 
above all, strong, and as simple in construction as 
possible. In proportioning the car all these requisites 
must balance as nearly as possible. 

Any effort to strengthen by increase of weight is 
likely to defeat its purpose, as in use these cars 
receive much harsh handling that is made still more 
destructive from the added weight. 

The door for sealing the retort would have to be 
stronger in all its parts if the diameter is enlarged, 
and me door, if self sealing, is quite an important 
part of the cost, and when adaptea to one dimension, 
and that the most suitable, any change is to be 
deprecated. 

Much has been said in favor of the bolted door, but 
a little observation must satisfy the observer of the 
superiority of the " Spider Door," both for economy 
of time and labor. 

A retort of this diameter is amply strong to stand 
the service, both for the necessary pressure and for 
its stability in form. 

The length can be made to suit the conditions or 
fancy, but should not exceed 180 feet and may be 
anytning down to 40 feet. 
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SHOULD TRAM CARS HAVE COUPUNG? 

While recognizing the necessity of keeping up with 
the times, the fact that the tram cars have heretofore 
been handled without difficulty without the coupling 
appliances, there seems to prevail an impression 
aoroad that the omission of these appliances is a 
grave one. Why ? 

The only seeming result where couplfligs have 
been provided^ is that their use is neglected and a 
lot of surplus chains are around in the way. The 
fact that the cars with loads or without can be pushed 
ahead with any power, or can be drawn by means of 
a suitable cable, even to the charging and dischaiging 
of the retort, seems to point to lack oi any necessity 
for them« 

The provision of light cables of about the length of 
the retort, any train of loads or of empties can be 
hauled safely by the motor over any part of the yard. 
The same is true with any lesser number of carL 

Perhaps ninety-nine i>er cent of the labor in con- 
nection with the plant is in handling the material, 
including the handung of the tram cars m placing them; 
dangerous enough in itself to hands and linios and 
the additional risk in coupling should not be incurred 
without better reasons than now appear. The extra, 
expense of the couplings cannot be neglected as it is 
considerable, saying nothing of the time required im 
coupling a loaded train, which at best is a tronbleaQaie 
anaadangeiousopemtion. "AwocdtoUiewiae^etc'* 



THE TIE LOADER. 
nmtoDVCiNO a labor saving appliance. 

The most severe labor connected with the open- 
tion of a timber preserving plant is the unloading of 
the treated ties into box cars. 

For economic reasons a large part of the output is 
thus delivered, and the fact being that these freshly 
treated ties have from fifty to seventy-five per cent chF 
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weight added to the nonnal weight, renders them 
veiv heavy, requiring from two to tkree men to lift 
ana carry them into the car. For two men the labor 
is so severe that it requires an athlete to stand the 
labor, and it is very difficult to secure men to do this 
part of the work. Much delay always results from 
this difficulty when organizing a force. 

The illustration given on the preceding page shows 
"The Angier Tie Loader** (patent pendmg), which is 
now ready to offer to those desiring such an aid. It 
is claimed that two men will load more ties into a box 
car than four men can do by hand, and that the labor 
is brought within the strengtii of any ordinary wc rlc- 
ingman. 

TABLES FOR CONVENIENCE IN 
COMPUTATIONS. 

FOB. LABORATORY WORK. 

Meastires. Cubic feet, (1728 cu. in.). Cubic centi- 
meters, (eq. .0610254 pr. in.). 

Weights, (Avoirdupois) lbs. ozs. fractions of oz. to 
4 dec and grains. (7()00 grs. to 1 lb. av.) Using ozs. 
as units generally. 

For temperature. Fahrenheit thermometer. 

For liquid density. Beaume hydrometer (in gross 
jO to 60 aeg., and for fine .0 to 5.00 deg.. Be.). 

Table op Ounces and Grains in Fractions 





of an Ounce. 






1 grain equals 


.0023OZ8. 10 grains equal 


.0230 OZS. 


2 grains equal 


.0046 •« 15 


u 


M 


.0343 « 


3 « 


.0068 - 20 


M 


m 


.0457 " 


4 " 


.0091 - 26 


M 


M 


.0571 " 


6 - « 


.0110 •• 90 


M 


1 


.0686 " 


6 - 


.0137 - 35 


M 


w 


.0800 " 


7 - 


.0160 " 40 


M 


w 


.0014 •• 


8 - - 


.0183 «< 45 


M 


« 


.1028 •• 


9 " 


.0206 " 50 


M 


« 


.1143 " 



One oz. av. equals 437 grains. One-half oz. equals 
218.75 grains. One-quarter oz. equals 109.4 grains, 
and one-eighth oz. equals 54.7 grains. 
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DRAWING A VACUUM. 

Computations by Prof. S. W. Robinson, Professor of 
Mechanical Engineering, Ohio State University, Co- 
lumbus, Ohio, Nov. 24, 1900: 

Answering your letter, I found it to take quite a 
little study. I assume that your pump has a clear- 
ance to be filled at each return stroke as if the piston 
had a hollow spot, or that a valve required a space, 
or something, so that at end of return stroke there was 
this clearance vol. that cannot be rid of; represented 
by the vol. e. f. on sketch. This is always constant. 

These values 4", 8.55, 3.12 and 2.78 are the limit 
to which your pump lowers the barometer column to, 
at limit of exhaustion by pump, and are proportioned 
to the barometric columns at the stations before pump- 
ing. That is, the above figures are proportional to 3(r , 
26.62" 23.38" &c., in a given air pump, whatever the air 
pressure. 

It may be the air pressure to lift the weight of valve 
&C. > 

Fine physical laboratory air pumps require this 
valve to be lifted by force automatically. 

Now as the piston of your pump lifts, assume first, 
that the air under it remains constant temp., and that 
the vacuum is about completed as far as your pump 
will do it, then, at any stroke or two, the pressure will 
be, say 30" mercury at sea level where, for now, as- gi 

sume the pump to be. On lifting piston from C. to B., h 

the stroke (O. C. being clearance ), the falling pressure I 

with increasing stroke will, for air at constant temper- | 

ature in pump, describe the curve D., F., G., L., &c., ji 

stopping at L., actually, as end of stroke; but if piston i| 

kept on, the line would continue as to x. | 

At 3,500 feet elevation, the curve would be at H. M. i 

At 7,000 feet elevation the curve would be at I., N., l 

or at top of Pike's Peak at 14,500 feet elevation the | 

curve would be at J., O , and so on. * 

In your letter you speak of the terminal mercury 
column being 4" shorter or 26" instead of at air pres- 
sure, 30"; or really, I suppose the column connected 
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with the clearance side of pump will stand at 4' when 
the pump has reached its limit This 4*^ will be found 
at L., on the curve when the pump has completed its 
stroke, <^ a stroke at finish ot pump's practical 
vacuum. 

Now these curves will be equilateral hyperbolas ol 
air expansion, where equivalent of curve is xy=tcon* 
stant, or say eq. ADxCDssxy. Consequently the 
values BL, BM» BN, etc., will be proportional to 
CD, CH, CI, etc., respectively, so that when the 
barometric heights are SO** 86.62, 88.38, etc., the 
heights BL, BM, BN, etc., become known. (For 
sudden or quick pumping, the curve is adiabatic) 

The values, 26.62, 23.88, etc, are to be determmed 
by some barometric formula from the heights such as 
you gave as 3,li00 feet and 7,000 feet elevation. This 
formula is the well-known Laplace barometric for- 
mula you may be familiar with, which is: 

X. (ft m el.) « 60846 (1.+.00866 Cos. 2*) (1+ ~^^ 

Xlog^) ^^ 

T and Ti are centigrade temperatures at two stations, 
and H, Hj, bar. hts., I drop out the (0.) whole paren- 
thesis or latitude term in my calculation here, giv- 
ing: 

X. in feet, == 60346. (1 +22jtTi:)(Iog ^) 

With this data I now arrive at a set of figures thus: 

At 800 ft. el. 80 In. meroury tem. 60 d«g. Fab.— 10 d«g. C. 
" 3,600 " •• as.SB*' " " 110 " •• -10 " " 

*• 7,000 " " Sd.SS*' " " 40 ** •« — 4.4 " " 

•* 14,500 " •• 17.40 " •* " si " •• — 0.0 •* " 

Now allowing for the residual mercurial columns, 
measuring your vacuum* at the different altitudes of 
r.BMJ^ir and 2.78^ etc, you get 

fiA^onulA^' fiS 07" I ^^ indicating the mercurial 

MlKitLSiS^vacZL^^^^^ ''^'^'^''' ^''"' 
17.40— 8.'»«14.62''J vac^^'ns. 
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Thete figures in last oolmnn are really exactly the 
same as you have given in yimr letter for the highest 
▼iz. W at sea level, SS'' at 3,500 feet elevation and 
W at 7,000 feet elevation. You say 24' to 26% 2r to 
21", 18' to 20', as if yon readilv got the lower values 
at eaich place, and that the larger values at each 
place were the limits. These exactly agree with my 
results. I used joos Al' as from iff to 26', 4' at 
lower station. This treated by the diagram gives the 
other figures. 

To go fardier witih the columns toward the perfect 
vacuums will require a more perfect pump or one 
with less clearance. One way with same pump is to 
have oil or water to stay in pump to fill clearance 
e. L at each return of stroke. 

Prof. S. W. Robinson, 

Nov. 24, liWO. O. S. U., Columbus, O. 

THE DETERMINATION OF LIFE OF 
TREATED TIMBER, IN RAILROAD TIES. 

The determination of life of timber when exposed 
as in cross ties or sleepers in a railroad track with 
any degree of precision is, for several reasons, very 
difficult. To approach anythmg near it requires a 
careful record in detail, which is very difficult to keep 
for a sufficient length of time as thmgs po. Even if 
this was done ever so carefully and defimte data were 
secured in one^ locality, the differences in climate, 
soils and conditions would give something quite dif • 
ferent at another location. 

This being the conditions, we will have to be satis- 
fied with an approximation. 

The following sketch is intended to show some 
deductions from the limited records in reach as 
furnished b^ the A. T. & S. F. Ry. on the treated 
mountain pine ties. The percentages as shown by 
line A. as regards the first eight years. Is derived 
partially from the early periods of subsequent years 
(after 1896), where number of rotten ties removed 
have been reported. From 1897 to 1900 we have 
full record. 
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It will be seon here that the mean life is near eleven, 
and one-haU years, and that the rate so far as to life 
is the minimunia We do not know how many ties of 
each year's treating have been removed previous to 
the commencement of the record in 1897. Referring 
to table compiled in October, 1900, compiled on, the 
presumption of twelve years mean life, we find that 
not nearly so many rotten ties are beingremoved as 
should have been. (Only from 50 to 75 per cent.) 
Should the same be true as to the years from 1885- 
to 1896, then it is presumed that our line is too hieh 
at first and that in the end a year or two more can be 
added to the mean life here shown for treated ties. 

Awaiting the time when the record shall have been 
completea, we shall have to rest content on what we 
have. 

The line B. B. is intended as an approximate for 
untreated hemlock and C. C. that tor mountain 
untreated pine ties, presuming that much the same 
law will govern as with the treated ties. 

Granting that the diagram is anything near right,. 
It speaks " graphically " for itself. 

ON THE ECONOMIES OF TIMBER PRESER- 

VATION. 

(Copy) 

On Line, Sept. 14* 1902. 
Mr. H. U. Mtjdge, 

General manager, A, T. & S. F. Ry., 
Topeka, Kam 
Dear Sir: — I beg to acknowledge receipt of your 
favor of September 8, which was forwarded to me 
while on the line west, giving figures showing the 
average life of treated ties taken out of track during 
the year 1901. It would seem from the statement 
that the best results you receive from your Rio 
Grande division, next coming the New Mexico divi- 
sion. From the divisions east of the Western divi- 
sion, it would seem there was not much economy in 
the use of the treated tie, the average life being 
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practically eig^t yean. Of coone, this is oonnder* 
ably over the life of the tie iiiitieated« still at the 
same time the additional cost of the treated over the 
ordinary pine without treatment woald« in my mind, 
make up the difference. I should be verv glad in- 
deed to hear from jrou on this subject, and whether 
you consider the tie economical to use east of our 
Western division. Yours truly, 

(Signed) Russell Hakding, 
3d Vice-Pres. and GenX Mgr. Mo. Pac Ry. 

(Copy) 
ToPEKA, Kan., SepL % 190L 
Tie Treating Report. 
Mr. Russell Harding, 

3d Vice-Pres. and C^enX Mgr. Mo. Pac Ry.« 

St Louis, Mo. 

Dear Sir.- — I am in receipt of yours of the 14th tnst., 
hereon, and note contents. It would probably have 
been better when these reports were sent out if 
special attention had been called to the fact that the 
^^res represented only the average life of treated 
ties taken out on account of rot during 1901, and not 
the average life of all the ties treatra during each 
year. 

We conmienced wood preservation in 1885 at our 
Las Vegas plant, treating only mountain pine and 
laying the ties west of Dodge City, Kansas, out prin- 
cipally in New Mexico. Unfortunately, it was not 
until 1897 that we realized the necessity of keeping 
record of the service obtained through this worx, so 
that from 1885 to 1896 inclusive, while we put in 
2^528,746 treated ties, we have no record of how many 
were taken out each year or the reason, consequently 
cannot give any present average life of service, to 
those stnl in, and must, until our present records are 
old enough, be content with knowing the average 
life of those taken out. 

In 1898 we commenced getting treated Southern 
pine ties from the Texas plant at Somerville, but 
these have not yet been in long enough to g^ve us re- 
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liable data from which to determine the percentage 
of saving, although the Southern Pacific, who have 
been treating loblolly sap wood since 1886, using the 
same system of treating that we have, that we now 
use, claim that it about doubles the life of the tie at 
less than one-third its cost. This is practically our 
own experience, even judging by the ties which 
have come out of the Western end where we have 
had long enough time to base an opinion upon. You 
will see by the record sent that in 1901 we took out 
4,472 mountain pine ties which have been in the 
track since 1885 — sixteen years' service, when at the 
most without treating we could not have expected 
more than six years, and I am satisfied there are 
quite a few thousand ties of 1885 yet in the track and 
good for two or three years more service. 

Answering your remarks as to the economy of 
treated ties east of our Western division, in consider- 
ing this it would not be fair to include the number 
taken oat from "other causes," which cover those 
broken in accidents or removed for reasons entirely 
outside of the question of treatment; but when the 
number removed on account of rot is considered 
alongside of the total number put in, it will be seen 
that it bears a very small proportion to the number 
inserted in track, as you will see by figures given: 

In connection with these figures, and with our 
averages as a whole, it must not oe overlooked that it 
is the " weak sisters *' which come out first; the strong, 
sound ones remaining in a much longer time under 
the principle of the survival of the fittest. 

I certainly consider that our experience and econ- 
omy also warrants us in the use of treated ties on the 
whole of our road, and believe good results will be 
apparent in course of time from those put in on the 
Eastern end, as well as on the Western. This year 
we had to put in a good many ties not treated, but it 
is because we are unable to get all of the other kind 
that we called for. 
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STATEMENT. 

Trkatbd Pinb Tixa. 

Eftitem endf east of Western and Colorado Dirisions. 

Taken out between March 1, 1897 and December 
31. 1901. 
Entered against year in whioh they were treated. 



Tear tn wtaJch txwited and 
jmtlatraek. 



Ties in 

Track Jan. 

1, 1002 



I 



4 






1897 27,831 

1898 814,123 

1899 668,775 

1900 787.377 

1001 658.894 



Total. 



..2,44d3» 



27.818 
814.066 
668,664 
786.780 
668,678 

2,446.018 



11* 
87t 



2 

23 

111 

583 

18 

787 



13 

00 

111 

688 

18 

790 



Western end. 



1807 


242,750 


242,300 
833,727 
361,399 
375,121 
402.483 

1,704.990 


305* 

lOlt 
21 

"i"' 


136 
230 
190 
11 
56 

6^ 


441 


1308 


834.068 


831 


1899 

1000 

1901 


861.970 

875,132 

402,540 


211 
11 
57 


Total 


1,706,060 


1.051 



Total on A. T. and S. F. proper. 



1807 270,581 

1896 648.184 

1899 1,010,346 

1900 U08.509 

1001 1,061,234 



Total. 



..4,152,863 



270.127 


816* 


138 


647,798 


188f 


263 


1,010,028 


21 


891 


1,161.910 


5 


604 


1,061.160 


2 


78 


4,151,017 


482 


1,360 



454 
301 



600 
75 



1,041 



«Meaa for 4 years rotten .000041 
tMean for 8 years rotten .00021 ( " 
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We expect to have more and special attention 
given to tnis wood preservation matter in the future, 
and through our own experiments in a small plant 
put up here for that purpose, and are in hopes of so 
improving our treatment as to get even better results 
than in the past. (Sig.) H. U. Mudge. 

General Manager, 
A. T. & S. F. Ry. 

COST OF TREATING TIES. 

The appended table gives the average cost of 
treating ties at the several plants. This is the net 
cost covering chemicals, labor, fuel and supplies only. 

The character of the timber varies so that the 
strength of the chloride of zinc solution also varies 
from over four per cent in some cases to one and 
one-quarter per cent. 

TABLE. 





Cost of 


Process. 


1 


i 


1 


01 


i 


A. WeUhouse 

B. " 

C. Burnett 


90.0680 

.«. 

.0616 
.0886 
.0716 
.0664 
.0877 
.0082 
.0960 


$0.0848 
.0460 
.0709 
.0303 
.0346 
.0820 
.0706 
.0066 
.0270 


$0.0068 
.0043* 
.0087* 
.0038 
.0064 
.0066 
.0801 
.0086* 
.0063 


80.0026 

.0062 
.0021 
.0015 
.0066 

.0083 


$0.1107 
.1354 
.1362 


D. WellhoTiBe 

E. •• 

F. Burnett 

G. WeimoQse 

H. Burnett 


.1258 
.1166 
.0964 
.1730 * 
.0015 


L " 


.0764 







*Sai)plle6 included. 
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Fig. 24— bstobt no. 2, showing causb of bbsakagb. 
178 



INTRODUCTION OF STEAM TO THE 
RETORT. 

In 1886, when the Las Vegas plant was first hi> 
stalled, the steam was introduced through the upper 
dome near the middle of the retort. Great distortion 
of the shell of the retort was at once apparent and 
several breaks by tearing the steel sheets succeeded 
each other at short mtervals. These failures were at the 
bottom of the retort near the middle and were quite 
expensive to repair, requiring large patches. 



T 









H;*l;7h: * f ^?t 



jrrirjijr-tTT* 









-"Tp- 






s 







A 




P 


T-r-r -; t— r -;- t r* ■ r 3 ^ 


2 


' J i Jf' 


■iJHui UM^-i^T^ 



It was evidently due to the sudden heating of the 
top of the retort before the steam reached the bottom, 
the top sheets being expanded so as to throw it into 
an arch, causine tension on the bottom sheets beyond 
what they would stand. 

The whole difficulty was remedied by introducmg 
the steam at the lower dome and carrymg it to each 
end and there discharging it, thus filling the whole 
area of the retort with steam, the air being allowed to 
escape through the top dome as fast as the steam from 
each end displaced it. 

The diagrams here given, with one ^iven on page 
57 of the hand-book, will sufficiently illustrate the 
causes of breakage as well as suggestive of the rem- 
edy to be applied* 



MEASURING THE SAPS EXTRACTED DUR- 
ING THE PROCESS OF STEAMING. 

In seeking a method of determining^ the amoant of 
saps or soluble matter extracted durmg the process 
of steaming, the only practical method would seem 
to be b3r observine the changes in weight of the wood, 
and taking careful note of the effects produced. 

Assuming that the wood is dry when introduced, 
the steam is introduced and held under the required 

f pressure until the wood is heated to the boiling point, 
n practice we find that much of the steam required 
to heat the wood condenses and falls to the bottom of 
the retort and from thence is blown into the sewer at 
short intervals. At first this outfall is pretty nearly 
clear water from condensed steam, then later some- 
what loaded with timber juices and later heavily so 
and finally again bearing nearly pure steam conden- 
sation. Then the vacuum follows, drawing the 
vapors from the timber and from the retort If at 
this stage the timber is withdrawn from the retort, if 
introduced dry, will have increased in weight, but if 
introduced |^reen and sappy, will be lighter, but we 
cannot tell m either case how much steam has con- 
densed in the timber during steaming and how much 
is drawn away during the vacuum. But if we weigh 
the timber before treated and then again after, we 
have the increased weight, and by the tub gauge we 
have the amount actually absorbed. 

Invariably this latter quantity is much greater 
than the increase in the weight of me timber by treat- 
ment. Then the difference is evidently the amount 
of sap or soluble matter drawn from the timber. In 
no other way can this be determined during the ordi- 
nary process of treating timber. 

SuuL— Subtract increase of weight of timber from wetebt 
of solntlon absorbed. This difference Is the weight of BOlwile 
matter drawn out. 
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NoTB.— With more perfect instmments the bolHirgr point Is 
between the line riven and the ellipse, perhaps very near the 
latter. 
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The table here given is resultjs ot invettigation made by the 
aid and co-operations of three operators of Timber Preserving 
Plants, F. J. Angier of Sheridan, Wyoming, H. J. Whitmore of 
Oranville, Texas, and P. H. Stewart of Alanogordo, New Mex- 
ico, at request of the author. The primary purpose was to de- 
termine as near as possible just what takes place as regards 
pfay»cal conditions during the operation. Each one, aside from 
the program furnished^ carried through the operation entirely 
independent of each other an4 the untformity of mean results, 
Ivlly attest the care and ability with which each conducted the 
experiment. 

One question recently brought to the front by the theorist, 
has been the amount of heat attained by the timber during 
steaming and vacuum, it being urged that during the producing 
the vacuum, the temperature of the steamed timber became re- 
duced, so that a portion Of the vapors in the timber would again 
condense and thus fail to be drawn out. It is, therefore, urged 
that a coil of superheated steam should be used to keep the tem- 
perature above the vaporizing point until the vacuum was fully 
drawn. 

Now let us see: In any case the vacuum drawn is never less 
than 22 inches and at this point water boils at 140o Fahr. against 
2120 at atmospheric pressure. Referring to the table, we find 
that the mean temperature at completion of the vacuum is 158o 
F., and the minimum 1850, nowhere as low as the boiling point 
in 22 inches vacuum, except in one run. It would seem, there- 
fore, that a superheater coil is not needed. 

Another point brought out is, that daring the steaming the 
boiling point is reached in a majority of cases, allowing for the 
elevation above the sea and the imperfect method resorted to, 
that of withdrawing the car and pushing the thermometer into 
a hole previously prepared. 

Then again, it will be noted that dry ties age almost invari- 
ably heavier after the vacuum is drawn by about 4 per cent, and 
green ties are lighter by about 2 per cent, than when introduced 
and that some very green are slightly lighter after steaming 
and before the vacuum is drawn. This is due to the large 
amountof water boiled out during the steaming, overbalancing 
the steam absorbed. 

There are other significant matters brought out that will 
interest the experienced operator, and will, it is hoped, encourage 
further investigation in this direction. 

Referring to matter of saps drawn from the wood as per 
page 180 (Hand Book, the column R.-J), is significant where none 
is shown in very dry ties, whereas very green ties give off over 
20 lbs. per tie. 
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APPENDIX. 



THE CREOSOTE AND ZINC-TANNIN 
PROCESSES. 

It is deemed desirable that place be given to the 
following matter from one of the best, if not the best* 
posted men in regard to the matter here treated 
Octave Chanute, C. E., has that extended experi- 
ence that must give his statements such degree of 
authority as to remain undisturbed except by. the 
very best substantiated proofs. 

WORKING INSTRUCTIONS. 
MATERIALS NEEDED FOR IMPREGNATION. 

Before the worics are put into operation the neces- 
sary materials for injection have to be ordered and 
placed in their appropriate receptacles. Order as 
follows: 

CREOSOTE. 

Order in the ratio of i >^ gallons per cubic foot of 
the quantity of timber which it is intended to creosote 
and to the following specifications: 

**The creosote to oe a pure coal tar distillate of the 
very best quality, free from water and all impurities^ 
and on anaiyBis to give the following results: 

"I. To be entirely liouid at a temperature of 120 
degrees Fahrenheit, ana to remain so on cooling to 
95 degrees. 

"2. To contain not le&s than 25 per cent, of con- 
stituents that do not distill over at a temperature of 
600 degrees Fahrenheit.. 

"3. To yield to a solution of caustic soda not less 
than 6 per cent by volume of tar-acids. 
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"4. The specific gravity at ^ degrees Fahrenheit 
to range between 1.040 and 1.065, water being taken 
as 1.000 at the same teini>erature." 

This is the English specification, and London gov- 
erns the price for creosote, all over the world. The 
firm of Burt, Boulton & Maywood are large dealers in 
England, and the Barrett Manufacturing Co. lead m 
the United States. The price fluctuates greatly. 

The creosote will probably be received in barrels; 
these should be rolled over a gangway to the creosote 
storage tank and dumped therein. TTie oil will prob- 
ably be fluid, but if it does not flow easily, a closed 
Steam lance with flexible stieam connection inserted 
inta the barrel will cause its rapid emptying. From 
the storage tank the oil will be transferred by gravity 
or pumpmg in needed quantities to the creosote reser- 
voir, under the retort. 

Steam coils are placed in the creosote storage tank, 
in the creosote reservoir in the retort, and in the meas- 
uring tank if one is used. In addition to this, the main 
pipes connecting these various receptacles have a 
small internal pipe through which steam or its con- 
densations circulate in order to ke^p the creosote hot 
and prevent clogging. 

The tests of the creosote received will have to be 
made from time to time by a chemist, and it is recom- 
mended that he shall procure a copy of the book by 
Lunge, "Coal-Tar and Ammonia." 

CREOSOTING. 
This process consists of three operations: 

1. Steaming the • timber. 

2. Producing vacuum and admitting creosote. 

3. Application of pressure pump. 

I. STEAMING THE TIMBER. 

The timber being in the herm^ically closed retort 
is first subj«cted to the action of steam, unless the 
wood is so thoroughly seasoned as not to reqtiire 
this. The time necessary for steaming depends Upon 
the season and the kind and conditioA ^1 the wocnL 
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The object of this steaminR is to put the timber in 
a condition to absorb the greatest possible amount of 
the preserving fluid, by dissolving and removing as 
much of the sap as Dossible, as well as whatever dirt 
there may be on. the faces of the wood. 

The admission of steam to the retort is to be so 
regulated that the gauge attached thereto shall in- 
dicate a steam pressure of 20 pounds at the end of 
not less than 30 minutes after beginning the process. 
This steam pressure is then to be kept up, without 
increase, for a further period, varying from 30 min.- 
utes to three hours, in accordance with the condition 
and kind of the wood The p'reener it is the longer 
must the steaming be continued to extract the sap. 
The denser the wood the more does it require long 
steaming in order that the sap in the heart of the 
timber shall reach the boiling point Very dense 
woods, with small and infrequent sap cells, should 
not be treated at all, as this will be a waste of 
money. The fact may be determined by weighing 
thoroughly seasoned specimens and rejecting the 
woods which weigh 50 pounds or more to the cubic 
foot when in that dry condition^ or over 55 pounds 
to the cubic foot when half seasoned Experience 
will have to guide. 

In order to expel the air from the retort at the 
beginning of the steaming, a valve attached to the 
lower part of the retort must be opened until steam 
begins to escape; this valve must also be opened 
from time to time, or left with a very minute open- 
ing during the process of steaming, in order to draw 
off the water of cotidensation. 

Alter steaming the wood for a sufficient length 
of time, the steam is allowed to escape from the re- 
tort. The steam valve and all. escape valves are then 
closed befpre proceeding to pump a partial vacuum. 

3. F«>DUaKG VACUUM AND ADMITTIKG CSEOSOTE. 

After the steam is exhausted from the retort, a 
vacuum of 18 to 24 inches of mercury, as indicted 
on the vaf Mmn gaugei is produced, and this amount 
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of rarefaction must be kept up from lo minutes to 
one hour, as experience with the kinds of wood oper- 
ated upon shall indicate. Then, without decreasing 
the vacuum, L e., without stoppinjr the air pump, 
the creosote, previously heated to lao degree P., li 
admitted. This is done by opening the valve lead- 
ing to the creosote reservoir under the retort, when 
the fluid rises through the action of atmospheric 
pressure, so as to fill the retort partially, the re- 
mainder of the filling and the application of pres- 
sure are effected by means of the pressure pump; 

3. APFUCATION OF FRBSSUSB PUMP. 

The pump is to be put into and continued in action 
until the pressure is raised to 100 pounds to the 
square inch, and this must be mainfamed, until the 
requisite amount of creosote has been forced into 
the timber^ the air pump being shut off as soon as it 
is ascertamed that the retort is full of creosote. 
The time requisite to produce absorption by the 
wood will vary from 30 minutes to three hours, and 
the amount to be injected will vary from ten pounds 
to the cubic foot for timber to be exposed only to the 
weather, to sixteen to twenty pounds per cubic foot 
for timber to be exposed in the sea to the action, of 
marine worms, i. e., the Teredo Navalis or the Lim- 
noria Terebrans. If necessary the time of pumping 
must bie prolonged until the required amount of cre- 
osote has been absorbed. 

In order to determine the amount of oil absorbed 
by each charge, two methods are employed. ' The 
first is to read accurately the gauges or indicator 
boards attached to the creosote tank and the creo- 
sote reservoii* before and after the injection of the 
timber. From these readings the amount of oil ab- 
sorbed by the charge is computed, and knowing the 
number of cubic feet in the charge the quantity per 
cubic foot is easily ascertained. If through any 
cause it is impracticable to measure befdrehahd the 
volume of charge, the amount of cubic f*et whldi 
it contains may be ascertained approximately by 
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first gauging the cubic contents of the retort with 
only the empty buggies and the wire rope therein; 
then iqr reading the gauges, first, before admitting 
the creosote: second, when the retort is just full, 
and, third, after the creosote has been forced back; 
the displacement of the charge in cubic feet may then 
be computed, as more fully explained hereinafter. 

The second method of determining the amount of 
oil absorbed by each charge is to weigh each buggy 
load just before and just after creosoting; the dif- 
ference showing the weicrht ab^iprbed, and this is pre- 
sumably evenly distributed among the number ol 
cubic feet in that buggy charge. This is probably 
the more accurate way, but it reouires the introduc- 
tion of a weighing scale in the track, or the handling 
and weighing of each piece of timber, separately. 
In computing the result, the amount o£ sap pre- 
viously extracted by the vacuum must be taken into 
account^ and be added to the increased weight shown 
by weighing. This extracted sap can be measured 
through the hot well of the condenser, and its weight 
thus ascertained. 

In case of any charge in which the timber fails 
to absorb the requisite quantity of creosote, the proc- 
ess may be repeated. The tar-oil, or creosote, is to 
be kept at a temperature of at least 120* F. during 
the- whole operation of injection. 

After the requisite quantity of oil has been ab- 
sorbed by the timber, and this may be most accu- 
rately determined by adding a measuring tank to the 
works, the tar oil is then drawn off. 

. CREOSOTING. 

. The creosote or "dead oil" is to be stored in 
a metal tank (iron or steel), in which is placed 
a . steam heating coil to bring and keep the oil at 
such temperature as shall be necessary to keep it 
entirely fluid or liquefied (say, 120 to 130 deg. F.). 

The suction pipe of the pump by which the oil 
is to be handled enters the side of the store tank 
and has its inlet very near the bottom, by means 
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of which the oil is drawn to the pump and b^-it 
forced into the reservoir placed immediately tui.der 
die retort or into tiie retort itself as during presmre 
on the charge. " • 

The reservoir is also furnished with a heating coil 
by which the temperature of the oil is still v|ui;ther 
raised to such temperature as may be found de* 
sirable, not so high as to prevent or destt<^' the 
vacuum in the retort by which it must be caused to 
flow into the retort. 

. In case the vacuum should fail to fill t!he retort 
around its charp;e, then resort must be had to the 
force pump to nil the remaining by drawing prefer- 
ably from the storage tank, although if the reservoir 
contents are not too hot, from it. This as well 
for creating proper pressure on the charge during 
its exposure to the oil. 

INTRODUCING THE CREOSOTE TO THE 
RETORT. 

The charge having been carried through the 
steaming process, the same as done in section i 
for the zinc-tannin process, and the vacutnn drawn 
and held for the desired time to exhaust the freed 
saps from the timber, the creosote is allowed to flow 
up through the five-inch valve and connecting- pipe 
joining the reservoir with the bottom of the retort 
by opening the valve "R," and at the same time 
openmg an air pipe with which the reserVoir iS to 
be provided in order that atmospheric pressure sh^ll 
act on the liquid in the reservoir, which should lift 
so much of it as Will fill the retort, the full force 
being kept up by continuing the cse of Iht vacutim 
pump. 

"Wlien the retort is filled as nearly as practicable, 
then the valve "R" should be closed, the vacuum 
pump stopped and the pressure pump immediatdy 
started and the remaining space in the retort filled 
and pressure brought on the charge, preferably 
drawing from the storage tank, as this will tend 
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to keep up the supply and replace the amoant ab- 
sorbed by the timber. 

DURING EXPOSURE OF CHARGE TO THE 
OIL. 

When the charge is all in and the pressure 
pump in operation, steam is turned on the heat- 
ing coil in the retort and the temperature of the 
oil is raised to that prescribed, say 170 to 190 deg.. 
R, and so held until sufficient absorption is had, 
which bein^ done, the residue of oil is allowed to 
flow bade mto its reservoir through the pipe and 
the valve "R" through which it entered. The 
charge of timber is allowed to drip until quite free 
from the clinging oil, the operation is complete and 
the charge is withdrawn. 

OPERATION OF THE HEATING OIL. 

The store tank, the reservoir and the retort 
have each its independent steam supply pipe 
from the main steam pipe in the machinery room, 
with a valve in each, convenient to the hand of the 
engineer by which each coil is operated as needed, 
and the outlet of condensations leading from each 
coil, enter one common steam trap, whidi in its turn 
has a discbarge pipe leading to the hot water reser- 
voir or the boiler feed tank, as may be desired. The 
operator should be guided by the necessities, being 
indicated by the thermometers placed upon the stor- 
age tank, the reservoir and the retort. 

Read the gauges and the indicator boards at the 
proper times, and also the glass, tube of the hot- 
wdl to the condenser, and fill out the blanks in the 
report of run. 

Much of the knowledge necessary to be entirely 
successful must be derived from experience and 'a 
considerable exerdse of judgment and careful ob- 
servation. As regards the matter of temperature 
of oils or sohitions, strength of solutions, time, steam 
or pressure shall be held and many other pertinent 
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matters; this depends so largely on the cbaracter 
of timber to be treated, to climatic conditions and 
to the specifications and methods to be used, that 
it would be impossible to exolain this through the 
present means, and it can only be done by an ex- 
perienced operator on the ground. 

CHLORIDE OF ZINC 

The chloride vats are lead lined, so that the 
chloride can be made on the spot by bouring hydro- 
chloric acid over metallic zinc (spelter) in case those 
materials can be procured, but it is assumed that it 
will be preferred to use the "fused chloride of zinc/' 
which comes in iron drums. Order the latter in the 
ratio of one-half pound per cubic foot of the quan- 
tity of timber which it is intended to treat there- 
with. Fused chloride is made by a number of firms 
in Germany, which are well known to the chemical 
agencies, and by one or more firms in the United 
States. 

A convenient way of handling the drums will be 
to roll them over the gangway above the chloride 
vats, there to chop off the sheet iron, which is quite 
thin, with an axe, and to chop the chloride into suit- 
able pieces to throw into the vats, using each alter- 
nately. By adding about the same weight of pure 
water as there is of the chloride and letting it stand 
a day or two, this dissolves into a "stock solution,'' 
which should read about 50 degrees with the. Beau- 
me hydrometer. From this "stock solution" appro- 
priate quantities are to be thrown up by the steam 
jet into the chloride storage tank, to produce the 
strength of "working solution" desired, which will 
vary probably from 2^ to 5^ Beaume, in accordance 
with the condition of the timber to be treated, as 
more fully stated hereafter. When the general con- 
ditions of the working have been arrived at, mudi 
labor of computation will be saved by preparing a 
^able showing how many tenths of feet from the 
chloride vat, should be mixed per foot of water in 
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the storage tank in otder to produce the strength of 
'Sirorking solntion" required. 

The testing of the cmoride of zinc will have to be 
made from tune to time b^ a chemist It should be 
as free as possible from impurities, and espedaUf 
from iron. The diemist will indicate what simple 
tests can be appfied at the works to test for tron» 
free acid, sulphates or basic chloride when he is not 
present 

GELATINR 

Order dry glue in the ratio of i-io of a pound ^er 
cubic foot of the quantity of timber which it is m- 
tended to treat by the zinc-tannin process (some* 
what less will be used). If moist ^lue is to be had, 
order twice the above quantity, as it contains about 
50 per cent of water. It is not requisite that the 
glue shall be refined and the cheaper grades will aur 
swer very well, provided they are rich in gelatine. 
This is to be ascertained by testing a san^le dis- 
solved to a syrup between the fingers, and noting its 
degree of adhesiveness, and also by making a solu- 
tion 2 per cent strong and mixing in a test tube with 
a solution of tannin of the same strength. The glue 
which will yield the largest volume of pellicles of 
insoluble artificial leather is the best to use. 

The glue is to be dissolved in the appropriate 
cooking tub with hot water (best obtained by steam- 
ing) into a "stock solution" of convenient strength, 
whence it is to be thrown up by the steam jet into 
the gelatine storage tank so as to produce a ^work- 
ing solution" I per cent strong, in terms of dry 
flue. The exact strength is not essential, as the of- 
ce performed by the |^elatine and the tannin is to 
produce pellicles of an insoluble substance which ob- 
structs the washing out of the chloride of zinc. 

• TANNIN. 

Order fiquid extract of tannin in the ratio of i-io 
of a pound per cubic foot of the quantity of timber 
wfaidi it is intended to treat by die zinc-tannin pro^ 



^8s (somewhat less will be used). The most suitable 
is the extract of hemlock bark which is made in 
Pennsylvania and in Michigan, and which contains 
about 30 per cent of tannic add (in terms of oxalic 
acid), and is sold by the pound. It is psacticable, 
however, to use other varieties of tannin, such as 
extract of oak-bark, of willow bark, or of chestnuti 
catechu, sumach or gambler. If tarniin containmg 
barks are to be obtained locally it may be cheaper to 
make the extract on the spot«. the essential point 
being that the "stock extract" shall contain about 30 
per cent of tannic acid,Jn terms of oxalic acid. This 
"stock extract" Is to be emptied into the appropriate 
cooking tub, steamed, and thrown up by the steam 
jet into the tannin storage tank in such quantities 
as to form therein a "working solution" containing 
2 per cent of the tannin "stock extract." The exact 
t>roportioh is not essential and a little practice will 
enable the operator of the works to get at the correct 
proportion of water to be added to obtain a "work- 
mg solution." 

CONDITION OF TIMBER. 

The condition of the timber before treatment is 
the most important element of success. The wood 
should be . seasoned, or at least, half seasoned, and 
this can best be ascertained before beginning opera- 
tions by measurinjg and weighing samples of wood, 
two or three cubic feet in contents, when fresh cut 
and when thoroughly seasoned; so as to ascertain 
their weight per cubic foot. The difference between 
the two weighings will indicate the amount of the 
watery portion of the sap which has evaporated, and 
of the amount of solution which can probably be in- 
jected; this serving as a guide in selecting those 
woods which should preferably be toployed. After 
these datas have been obtained, experience will guide 
as to the length of tfme and the mode of seasoning 
which are- requisite to obtain good results. In Eu- 
rope wood is seldom .treated befbre it has been sea- 
soned from 6 to L2 months. -In the United States 
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is generally treated some 4 to 6 months after 
it ham mbk taU but the results are inferior ; save 
on the Pacific Cbni;, ivbere it is said that Oregon fir 
seasoned in the air a^yeafS^wiU take double the time 
for treatment which rs requk^ed te one freshly cut 
This probably, results frcxn the presence el resin in 
the wood, which gums upon seasoning. 

PREPARATION FOR WORKING. 

The first requisite is that the engineer who is to 
operate the works personalis shall thoroughly know 
and understand all parts of the plant. The retort, 
the working tanks, and especially the piping and 
▼aires, so as to know what motions to make to pro- 
duce certain results. After he has mad6 adequate 
studies of Aese and the tanks have all been charged 
with the liquids of the requisite working strength, 
the operation consists essentially in the following 
actions : 

1. Charging buggies^ pUcing in retort, closing 
door. 

2. Steaming not over 20 lbs. pressure. 

3. Producing vacuum of 18 to 24 inches. 

4. Introducing solutions and applyihg pressures. 

5. Forcing surplus solutions back into tanks. 

6. Opening door of retort and withdrawmg 
charge. 

The details for these actions are given under the 
appropriate headings in the instructions to the engi- 
neer, but general instructions for some of them arc 
as follows: 

I. CHARGING BUGGIES, ETC 

The loads on the buggies should fit the interior of 
flie retbrt as completely as practicable. This is best 
attained with green operatives by using the index 
Irame, with rotating arms, which will sweep the cir- 
cle of permissible loading when placed on the track 
against the buggy. In a short time the men will 
learn lo do without it. Oare should be taken that 
Ac toads should present square faces front and rear 
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on the buggies, as thty are to be switched about 
with the wire rope attached to the rear buggy, aU 
the others being pushed by it. When hauling the 
load into the retort the "pulling in^' rope attaches to 
the last buggy, passes into the retort, and through 
the hand hole and sheave to the winch, while the 
"pulling out" rope is attached to the then front 
buggy, is dragged in with the train, and remains in 
the retort during the treatment, ready to be fastened 
to after opening the door. 

The door is closed by inserting and screwing up 
the hook bolts, going over them, round after round, 
to ensure even pressures. Before closing the door 
the packing in the groove is to be lightly gone over 
with moistened soapstone powder to prevent stick- 
ing. The door is opened by unscrewing the bolts. 
Some practice is required to avoid leakages, the in- 
sertion of the packing being an operation which 
must be carefully done. 

a. STfiAMING. 

The pressure gauure and the thermometer are to 
be carefully watched during the steaming, as the 
pressure may not be allowed to go over 20 pounds 
to the square inch, and the temperature over 340 de- 
grees Fahrenheit, without danger of injuring the 
strength of the wood. The length of steaming will 
vary with the condition of the wood, and must be 
obtained by experience. In the case of thoroughly 
seasoned wood (an article which will seldom be 
treated) the steaming can be omitted altogether with 
profit 

3. PRODUaNG VACUUM. 

The air pump produces both pressure and vacumit 
The latter is employed to exhaust the air luid sap 
from the wood, and should range from 18 tp .44 
inches of mercury, in accordance with the conditioo 
of the wood, and the amount of solution it is de- 
sired to inject. The higher the vaccum the better the 
wood is prepared. The amount of vapor pumped 



otft of the retort and condeoscd in the condenser as 
measured in the hot well nnder the latter, and read 
o£F in the glass tube; If creosoting, the condensed 
vapor is saved, if working the anc-tannin process it 
is run to waste. 

THE ZINC-TANNIN PROCESS. 

This process consists of five operations : 

1. Steaming the timber. 

2. Producing a vacuum. 

3. Admitting chloride of zinc Pressure. 

4. Blow back, admitting gelatine. Pressure. 

5. Blow back, admitting tannin. Pressure. 
The steaming of the timber and the vacuum are 

to be carried out in exactly the same manner as for 
creosoting, and the remarks already made will apply. 
The third operation consists in admitting the 
chloride of rine solution, previously heated to 150* 
F., from the chloride storage tank, and in applying 
pressure with the zinc pump. The time during 
which this pressure is to continue will vary with 
the condition of the timber, but will generally be 
two or three hours, during which the pressure must 
be maintained at 100 pounds to the square inch, 
watching the gauge, and regulating the pump. When 
the wood has been fully injected the chloride solu- 
tion is to be forced back with compressed air into 
tt^ tank. The strength of the solution should gen- 
erally be 3.5* Beaum6. If the timber is refractory 
this may be increased to 5^ Beaum^ 

4. BLOW BACK AOHITTIKG GELATINE PSESSUBE. 

The chloride of zinc solution bavin? been forced 
back from tihe retort, the gelatine is next admitted, 
and upon this a pressure is applied of 100 pounds to 
the SGuare inch mr 30 to 60 minutes. The wood has 
already been filled with the chloride of zinc, but 
upon the removal of its pressure a certain portion 
has been driven ont by the re-expanding of the air 
included in the sap cells, thus making some room 



for the j(elatine. This penetrates pei^iape qne inohv 
under the renewed pressure, but a portion of this is 
aRain driven out by re-expanding, thus making room 
for the fifth operatioa 

S. BLOW BACK, ADMITTING TANNIN. PRESSURE. 

The gelatine having been forced back into its ap- 
4>ropriate tank, the tannin is next admitted, and pres- 
isure is applied of loo pounds to the square inch by 
%he pump, for 30 to 60 minutes. Thrs jMnetrates 
^rom H to K of an inch, and on doming into can- 
>tact with the gelatine forms an insoluble substance 
which obstructs the dragging out of the chloride of 
icinc during the alternate soaking and drying out of 
timber when exposed to the weather. 

This last operation having been performed, the 
tannin is forced back into its tank and the treatment 
is completed. :, 

The time occupied by these various operations • as 
carried out at works in Chicago is as follows ; 

Hours. Min. 

Charging two retorts with ties (read tank . 

gauges) o , 30 

Piroducing steam pressure to 20 lbs. (read 

steam gauge) • . , . o 30 

Maintenance steam pressure (read ther- 
mometer) 3 ; — 

Blowing off steam o 15 

Working vacuum pump to extract sap. .. . i • -r- 

Admission chloride solution (red indi- . 

cator) , o 30 

Duration pressure on solution (read indi- 
cator) ...; 8 . — 

Forcing back chloride solution (read indi- 
cator) '. • ao 

Admission gelatine solution (read indi- 
cator) ; . • - . . . . vO . .15 

Duration pressure on gelatine.... l *-« 

Forcing back gelatine solution (read indi- 
cator) ..w.,. .......0 15 



Hours. MIq. 

Admission tannin solution (read indica- 
tor) o 15 

Duration pressure on tannin....". o 50 

Fbrcing back tannin solution (read indi- 
cator) o JO 

Discliarging the retorts o 20 

12 — 

The time of these Yarious operations may be some- 
what varied, and can be shortened to 8 hours if the 
timber is wdl seasoned. In Europe, where the wood 
has been seasoned 6 to 12 months, the treatment witii 
chloride of zinc (omitting gelatine and tannin) is 
done in about 5 hours. It is desirable to arrange the 
time occupied so that the discharging and recharg- 
ing the retorts shall be done when the timber han- 
dlers are at hand to help. The works are generally 
run night and day. 

CHECK OF WORK DONE. 

The most accurate way oi checking off the work 
done is to weigh each buggy load just before and 
just after treatmenL The difference in weight 
shows the number of pounds of- solution iajectodL 
and as the strength of the chloride of zinc. solution 
is known before hand» th^ amount of dry chloride 
injected is computed by multiplying the weight In 
the percentage corresponding to die degrees Beaumc: 
The following uble gives those percentages: 

' FSftCENTAGES OF ZINC CHLORIDE. 

Fractional degrees may be obtained by ialerp^- 
tion. 

This method involves patting a trade scale sit 
some convenient -pointt wd passing erery baggy 
over it, stopping long enough to weigh it» and re- 
cording the results in a .book. The buggies have 
also to be identified at each weighing; ai^ tabular 
statements have to be mad^ of the results. All 



this takes time, and costs something for labor, so 
that it is somewhat cheaper to rely wholly upon tiie 
fecords of fi^auging kept by the engineers, which 
should be kept in any event, and which may serve 
as a further check upon the weighing, should thQ 
latter be done. 

The operating engineer ia to keep a record about 
as follows. It may be modified to suit circum- 
stances : 

RECORD OF OPERATIONS.* 

From which record the results may afterwards be 
entered into a book under such headings as may be 
deemed most desirable. 

The left'hand set of blanks gives a record of the 
time of each operation, and the right-hand set gives 
the data for calculating the results. 

The computations are made in this way: 

The retort has previously been gauged with the 
empty buggies and "pulling out" wire ro^e inside, 
and it is therefore known how nsany cubic feet it 
contains when in that condition. This will be about 
1,210 cubic feet. The reading of the index or indi- 
cator on the zinc chloride tank has been taken at 
the beginning of the operation, thus showing how 
many vertical feet thei'e are in the tank. The "re- 
turn point" of this indicator has also been read after 
the chloride has all been forced back. Hence the 
difference between those two readings will show 
how many vertical feet from the tank have been 
absorbed by the wood; and this multiplied by the 
number of square feet per foot of tank^ which will 
be 1 13.10, if it is just 12 feet inside diameter, will 
give the number of cubic feet of solu^n whidi 
has ^one into the wood. From this the pounds of 
solution, or pounds of dry chloride, may be deduced 
by applying the appropriate factors. 

To arrive at the cubic feet displaced by the 
charge, it is necessary to deduct the reading 0I 
"lowest point indicator" from the ^'return point in- 
dicator^ the difference, multiplied as before by the 

♦See page 78.— Author. 106 



sqnafe feet of area, giTes the nmnber of osbic feet 
which the retort still conUined after the wood had 
heen injected, and t^ deducting from this the nmn- 
ber of cubic feet which the retort holds when only 
empty cars are therein, we obtain the displacement 
of the load in cuImc feet; from which the pounds 
of wood may be calculatel by applying the proper 
factor. Both calculations will be greatly shortened 
by preparing tables corresponding to each vertical 
foot ox tanks, after the latter and the retort have 
been accurately gauged. 

The amount of gelatine and tannin solutions ab- 
sorbed may be computed in the same way, but there 
is little interest in doing so, as the chloride of sine 
is the real preservative. 

The^data for each run should subsequently be en- 
tered m a book, in such order as the nature of the 
work requires. 



CREOSOTING TIMBER. ; ." .. 
DESCRIPTION OF OUR PROCESS. 

*'The timber is first loaded on cars and run into 
cylinders which are then hermetically sealed with 
immense iron heads. Steam is then admitted into 
the cylinder and surrounding the timber.^ Superheated 
steam is also introduced into the cylinders by means 
of large coils so that it does not come in' contact 
with the timber, and the heat is maintained until 
the timber is heated all through at a low temperature 
so as not to injure the woody fibres. The cylinder 
is then freed of all vapors, and the vacuum pumps 
are put to work to exhaust all the sap and mdisture, 
which is then in the shape of vapor, from the 
cylinder. Heat is maintained in the coils to prevent 
the vapor from condensing and thereby remaining 
in the timber. As the vacuum pumps are constantly 
removing the hot vapor from the timber it is abso- 
lutely necessary to keep the heat above the con- 
densing point. To do this requires practical expjfe- 
rience and means of knowing what such heat is, 
and as said before, those two parts of the process 
are the most important, and if properly done, the oil 
will be readily forced into the timber. After this 
has been done the oil is admitted into the cylinders 
while they are under vacuum, and when all air has 
been withdrawn they are subjected to pressure until 
the requisite amount (which is determined by cor- 
rect gauges and thermometers) has been forced 
into the timber, which, if the timber has been prop- 
erly prepared, is only a small part of the process, 
but if this has not been well done, the oil cannot 
be put into the timber. The cells of^ healthy timber 
are full of different substances, which, when sub- 
jected to heat, can be changed into vapor, and, un- 
less the vapor has been completely removed, you 



cannot force the oil into the timber, no matter how 
long the pressure has been applied. It is only by 
practical knowledge and delicate instruments that 
we determine when the heat has readied the center 
of the timber, and the vapor there formed has been 
removed. 

"There will be no decay in any part of the timber 
that has been permeated with the oil, but to have 
all parts saturated is expensive and useless ; for, after 
the timber has been thoroughly- treated by the heat 
and vacuum process^ it will last a long time without 
any oil, and if the crevices and pores are sealed 
up with the oil to a sufficient depth, the timber is 
as good as if the whole part has been thoroughly 
permeated with the oiL The quantity of the oil to 
be used sthould be determined by the use to which 
the timber is to be subjected. 

"The Dead Oil of Coal Tar used by us in the 
treatment of timber contains carbolic and cressylic 
adds which were the only two substances out of the 
thirty-five examined by Dr. Calvert which perfectly 
prevented the growth of fungus life, while it is an 
established fact that timber impregnated with Dead 
Oil of Coal Tar offers perfect resistance to the 
ravages of the Toredo, the other insects, wet arid 
dry rot 

"Dead Oil of Coat Tar is the only known material 
that effectually prevents the ravages of the marine 
wonns and prevents decay/' 

EPPINGER & RUSSELL CO, 

First street and Newton Creek, 
Long Island City, N. Y. 



"THE GIUSSANI PROCESS." 

The process consists of submitting the tie to a hot 
bath of anthracene and pitch, heated to about 140*^ 
C. (284** F.) This anthracene and pitch having a 
high boiling point, shows no signs of ebullition at 
this degree of heat. Immediately upon the introduc- 
tion of the tie into this hot oil, ebullition takes place 
and steam and moisture passes^ off, showing con- 
clusively that some of the constituents of the wood 
are passing away. After a period varying from 2 
to 4 hours, this ebullition ceases, showing that the 
sap and moisture have completely passed off. 

After the above heating process, the tie is trans- 
ported mechanically into a cold bath of heavy oil 
of tar; remaining in this bath for a period of about 
10 minutes, again, it is mechanically carried into a 
bath of cold chloride of zinc, and remaining there a 
variable time, according to the amount desired to 
inject into the tie. 

If it is so desired, the tie can be treated with oil 
of tar alone. In fact, anything in a preservative line 
can be so injected into the ties. 

A guarantee that Beech ties shall last as follows: 
About 75 p. c must last 10 years, 25 p. c. 12 years, 
and IS p. c 15 years. 

F. W. Drury, Secy. 
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The Martin Oil Joint is ado{>ted in this case to give 
flexibility at three difiEerent points. First to allow the 
reach of the connection to be held by the tower in a 
nearly vertical position when not in use; to allow it to 
be lowered to connect with the pump on the vessel 
and to accommodate itself to the varying position 
of the vessel. The joint has a rotary motion on the 
erpendicular of its axis and also a limited movement 
Tom the axis. Three joints are here used. 
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SPECIFICATIONS FOR THE TREATMENT OF 

TIMBER. 

nmoDucroRy note. 

From the nature of the business and tbe yaiying 
conditions, few irondad provisions can be fixed. So 
many matters are the subject of judgment derived 
from extended experience and tiie varying diaracter 
of timbers in the various sections of our country 
that, aside from a few plain rules, suggestions only 
can be dealt with. 

Then, again, only those processes that have been 
found, effective by the test of time, and this st^ 
dendy extended to give results suffidendy definite to 
satisfy the business public 

When the followmg have been named the fidd 
seems to be covered, at least to date, to-wit: 

The Burnett or Zinc-Chloride process. 

The Wdlhouse or Zinc-Tannin process. 

The Creosote process. 

And probably the Zinc-Creosote or Ru^r process. 

Those processes above noted are treated as prac- 
ticed twenty years ago, and such modifications as 
have been sugg e st e d liy subsequent experience will be 
noticed in appended notes. 

With r^:ard to the CREOSOTE process, the cost 
of the oil has heretofore, and is still, a bar to its 
general use for the treatment of railroad ties widiin 
the scope of economy. To overcome this two proc- 
esses are being exploited by which a fair penetration 
is secured by a much restricted use of the oil, with 
the view to getting a ^r treatment at a much re- 
duct:d cost The Ruling process seeks this end by 
compressing the air in the timber, and with an in- 
creased pressure forcing the oil into the timber so 
as to permeate it, and tihen allowing the compressed 
air to force out a considerable portion, leaving what 
is claimed to be a su£kiency. The second, that of 
the Giussani, seeks the same end only by a different 
means. 

The question whether this reduced amount win 
give as good or better result than die chloride is only 
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to be determined b^ trial on the ground and in the 
track. The probabilities are such in each case that 
it is well to notice the matter in this connection. 

SPECIFICATIONS FOR BURNETTIZING. 

PROCESS. — ^This process consists of impregna- 
tion of timber with a diluted solution of Chloride 
of Zinc. 

METHOD OF APPLICATION.-^Thla is done 
by introducing the timber into a hermetically closed 
retort, and the impregnation is induced by steaming, 
drawing a vacuum, and is expedited by pressure. 

STRENGTH OF SOLUTION.^Tht strength of 
the zinc-chloride solution must be such that is found 
necessary to secure the prescribed amount per cubic 
foot of timber, this amount having been determined 
by careful test of the timber being treated. 

ZINC-CHLORIDE, HOIV^ M^DR— The zinc- 
chloride is made by combining zinc spelter with 
hydrochloric add in such proportions as will com- 
bme perfectly, leaving no free add. The fused chlor- 
ide now manufactured or a concentrated solution 
can be used, both of which are being used. 

QUANTITY REQUIRED. -^The quantity of 
chloride required per cubic foot should be approxi- 
mately one-half pound per cubic foot of timber. 

PURITY — ^The zinc chloride, if made from good 
zinc spelter, will be measurably pure. If fused should 
contain not over 6 per cent of all impurities and not 
over one-half of 1 per cent of iron. 

METHOD OF IMPREGNATION, ---Th^ material 
to be impregnated is loaded on tram cars or buggies 
and run into a retort and subjected to : 

1. Steam (saturated and not superheated) filling 
the retort and held until the timber is heated com- 
pletely through to the boiling point under a steam 
pressure of not exceeding 20 pounds per square inch, 
for not less than such time as is found necessary to 
bring the timber to such temperature as above stated. 

2. A vacuum shall be drawn on the charge to 25 
inches if at or near sea level ; for 3,500 feet dfevation, 
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not less than 23 inches, and for 7,000 feet, not less 
dian 20 inches of vacuum — said vacuum to be held 
not less than one-half hour after such degree of 
vacump shall have been secured. 

3. Without releasing the vacuum the chloride so- 
lution is let in to the retort, and when the retort is 
filled pressure shall be ap^ed by means of a force 
pun^ until a pressure of one hundred pounds is 
attained, and so held until the desired impregnation 
is secured. The retort is then opened and the charge 
removed. 

SPEaFICATIONS FOR THE WELLHOUSE 
OR ZINC-TANNIN PROCESS. 

PROCESS.—The Wellhouse or Zinc-Tannin proc- 
ess consists in impregnation of die timber with tfie 
chloride of zinc solution, essentially as in the Bur- 
nett process, with a prescribed amount of dissolved 
glue added, followed by an application of tannic acid 
in solution, by which the ^ue, absorbed widi tiie 
chloride, is neutralized and changed into a 'Heather- 
oid," the two serving to some degree as a plug in 
the pores of the timber and as a deterrent to the 
passage of water into or from the timber. 

GLUE — Ordinary glue of commerce is used, that 
highest in Gelatine being preferable. Such glue as 
will combine with about an equal amount of tannin 
extract should be selected. 

TANNIC ACID.-^The extract of hemlock bark is 
usually employed, although there seems to be no 
reason why other tannin extracts should not be 

[ually efficient The tannin extract containing from 
to 30 per cent of pure tannic add is used, but if 
lower in the add, more of the extract can be used. 

AMOUNT OF EACH.— The glue and tannin to 
be used should, in the first place, be proportioned so 
as to combine completely, increasing that less strong 
in the essential qualities in larger proportion, each 
being made into a solution by adding pure water, 
the glue being added to die chloride solution and 
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applied with it, and the tannic solution being applied 
after the fonner solution is forced back. The amount 
of the glue and tannin should be not less than one- 
tenth of the amount of pure chloride used (ei|^). 

STRENGTH OF SOLUTIONS.^Tht strength of 
the chloride of zinc solution should be such that is 
found necessary to secure the absorption of the pre- 
scribed amount of pure chloride per atbic foot of 
timber, this amotmt having been determined by care- 
ful test of the timber being treated. 

The amount of flue should be not less than one- 
half of 1 per cent m weight of the whole amount of 
^loride solution to whidi it is added. 

The strength of the tannin soltuion should be one- 
half of 1 per cent in weight of the whole contents 
holding the tannin solution. 

TO MAINTAIN STRENGTH OF.-<;iue, unlike 
the chloride solution, is depleted by contact with the 
charge, hence should be reinforced after each expo- 
sure, and with the tannic add it is the same; hence 
each should be renewed according to the following 
rule: 'To the amount of tannin solution absorbed 
add the amount of the chloride solution absorbed, 
and for glue and tannin add one-half of i per cent 
by weight each to its proper receptade, preparatory 
to the next charge of timber. 

PROGRAM OF OPERATION.'-The Wdlhouse 
process consists of: 

1. The application of saturated steam under 20 
pounds per mch pressure until the timber has been 
heated to the boiling point to the center, for sudi 
length of time as is necessaiy to bring the heat of 
the timber to not less than 196 degrees Fah. 

Z The steam bdng rdeased, a vacuum is produced 
to 26 inches at or near sea levd, 23 inches at an 
deration of 3,500 feet, and 20 inches at 7,000 feet 
above sea levd, all as indicated by mercurial gaage, 
and this held for not less than 30 minutes. 

3. The vacuum bdng still hdd, the diloride, car- 
rying also the |^lue in solution, is introduced, com- 
pletely sufamergmg the timber charge, and when tiie 
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retort is full, pressure is applied by means of a force 
pump until 100 pounds per square inch is attained, 
and so held until the desired or prescribed amount 
of impregnation is secured. 

When die chloride solution is forced back into its 
proper receptacle, the tannin solution is introduced 
and pressure brought to bear to a maximum of 100 
bs. per square incn and so held for about one hour 
and then forced back. 

This completes the operation and the charge is 
withdrawn. 

APPENDIX. 

Non (a) — Heating Solution. — Originally in the 
Wellhonse process no special heating appliances were 
used. During the steaming process the chloride 
solution was heated to about 100 degrees Fah. and 
maintained something like this temperature under 
moderate climatic conditions. Subsequent experience, 
however, indicates that all stages of the treatment 
are facilitated by heating the solutions before or dur- 
ing application to the timber. 

A still ftuiher and weightier reason is that the 
combination of the chemiods are much more com- 
plete. The appliances should therefore be adequate 
to raise the temperature to 140 d^rees Fah. in the 
tubs, this being as hot as can be pumped, and then 
by means of heating ooil in the retort the tempera- 
ture should be incroised 40 degrees more, or to al- 
ni€>st boiling point 

NoTB (b).— Another modification of the Well- 
house, or rather of die zinc-tannin process, has been 
recommended and to some extent adopted, may be 
here noted. 

THE THREE JfOFElfEJ\rr.— Wherein die glue 
is made into a separate solution and sailed after 
the timber has been impregnated with die chloride 
of zinc, and then followed b^ the tannin solution. 
Where timbers are vei^ difficult to inipre;nate a 
larger amount of the chloride may be absorbed than 



with the glue added, or at least such is the basis of 
this modification of the process. 

Note (c). — ^Another modification of the above men- 
* tioned process is suggested by ex^rience, i e-, that 
of drawing a slight vacutmi on finishing the impresT- 
nation with the chloride solution, witfadrawins[ a 
portion of the chloride from the outside of the tim- 
ber, where it is superabtmdant, thus allowing a 
greater penetration by the succeeding application, 
whether it be glue or the tannin, as in the first de- 
scribed Wellhouse process. 

The same will apply to the Burnett process, where 
complaints have been made of much waste from the 
drippings after removal of the charge from the re- 
tort 

Note (d). — ^As before noticed, the action of the 
chemicals is found to be much accelerated hj having 
the solutions hot, then with the same heating coils 
in action, after forcing back the solution and com- 
pletion of the operation, why not allow the action to 
continue, thus rapidly drying the timber by vaporiza- 
tion, which does not affect or withdraw the chem- 
icals, while it does withdraw the water rapidly. 

It is well that this be tested, as the drying to any 
extent, small or great, tells in the after handling of 
the timber. 

We discovered this fact in our small laboratory 
plant 

Note (e). — ^Another modification of the Burnett 
process is that of first boiling the charge in the oil 
without pressure for such time as will extract all 
the saps or moisture from the timber, then drawing 
out a portion of the oil by the vacuum pump and 
then introducing the zinc-chloride and putting it 
under the usual pressure of 100 pounds per square 
inch. This method of preparing tne timber (season- 
ing) instead of using steam seems to commend 
itself. See post., pp. (^) Beal on Saturated Steam. 



SPECIFICATIONS FOR CREOSOTING. 

PROCESS,— The creosote process is understood 
to be the impregnation of timber by the use of the 
heavy extracts of ooal tar, which in turn is a product 
of coal distillation in the manufacture of illuminating 
gas. 

CREOSOTE consists of all the poisonous by- 
products of the coal distillation, and hence are de- 
structive to all animal and v^:etable life, and seems 
particularly adapted to the preservation of the wood 
and in no degree injurious to the wood fiber. 

PREPARmC FOR IMPREGNATION. -^Tht 
timber is prepared for the reception of the creosote 
oil first by steaming the timber, as before described 
in Bumettizing and in the Wellhouse process, and 
following with the vacuum and introducing the oil 
while the vacuum is held. 

PRESSURE, — ^As soon as the retort has been 
completely filled, pressure to not exceed 100 pounds 
per square inch is applied and held until the desired 
or prescribed amount has been absorbed. 

HEAT OF OIL, — ^As the creosote oil hardens par- 
tially at a moderate temperature it must necessarily 
be heated, first in the receptacle in which it is stored, 
to a degree that will allow it to be pumped into the 
retort by the pressure pump by means of heating 
coils in the said storage receptacle, and then to a 
much higher degree after let into the retort by means 
of further and ample coils fixed in the retort 

CREOSOTE STORAGE TANK.-Owing to the 
volatility of the creosote oil and the tendency to 
waste, the tank or receptade must be of metal. 
(Steel,) and be covered. 

AMOUNT OF OIL REQUIRED, -^In making 
specifications as to the amount of oil per cubic foot 
of timber to be required in treating, it is usual to 
require about as follows: For railroad cross-ties, 
10 to 12 pounds ; for dimension timbers, 15 to 20, and 
for piles, 20 to 30 or more per cubic foot of timber. 

As timbers vary so much in density and absorbent 
powers, it would seem better and to be almost the 
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only practicable method to base the requirement upon 
this quality of the timber and let it be determined 
b^ actual triaL^ It is well known that the oil, espe- 
cially the heavier and more valuable portion, cannot 
be forced into the timber to the extent that is possi- 
ble with the aqueous solutions without undue pre»> 
sure that will injure the timber and restdt, after die 
pressure is removed, in a great waste of the oil. 

CREOSOTING. 

NoTB (a).— Another method of imprecating with 
creosote oil is that of boiling the timber m the retort 
without pressure until the impregnation is complete. 
This is covered with patent 

Note (b).-— Then, again, we have the Giussanni 
process, the creosote being contained in an unsealed 
vat of sufficient length (jSSO feet or more) supplied 
with heating coils, oy which the oil is maintained 
at a high (boiling) temperature and the ties are 
loaded in sets of four or eight and carried through 
the vat at a very slow rate, allowing time enough to 
drive off all moisture, and finally the ties are plunged 
into a vat of cold oil for a few minutes and men 
discharged. In the process proper there is a tank 
of chloride of zinc solution, mterposed between the 
hot immersion and the cold, the diloride solution 
being cold, by which the inner part of the tie is im- 
pregnated with the chloride. The whole process is 
carried through automatically from the time the sets 
of ties are clamped in until uiey are discharged with 
treatment completed. 

Note (c). — "The Rueping process" consists sim- 
ply in pressing the oil into the timber. It is operated 
on the principle that bv the application of air pres- 
sure the air m the timber is reduced to one-half of 
its volume, then the oil is let in at that pressure, 
and then, by means of the force pump, the air is still 
further compressed, the oil forced into every part 
of the piece, then all pressure is released and the 
compressed air is allowed to force a part of the oil 



out again, leaving tbe timber fiber coated, but retain- 
ing only about half of the oil. 

Note (d).— When charge, having been treated by 
the ordinary process, comes from the retort, espe- 
cially if it has been subjected to overpressure, it will 
be all of a drip with clinging and oozmg oiL In such 
case it will be found practicable to dean the surface 
of oil and to save much of it by turning on live 
steam so as to fill the retort and hold for a few 
minutes. Not only is there a saving of oiL but the 
condition of the tunber is much better for handling. 



THE USE OF SATURATED STEAM. 

The following address of Mr. F. D. Beal before 
the Wood Preservers' Association at New Orleans, 
January 18^ is thought to be worthy of reproduc- 
tion in this work. Mr. Beal is superintendent of the 
Southern Pacific Timber Treating Plant, West Oak- 
land, Cal. We reproduce it by permission and com- 
mend the freedom with which tiie matter is treated. 
This shows that the association is proving very use- 
ful. S. M. R. 

Of late years the demand for ties and structural 
timber has been so great for immediate use that 
manufacturers are unable to furnish a natural sea- 
soned product Therefore to a great extent it is 
necessary to season our material artificially in order 
to supply the demand placed upon us. 

The question arises as to the best method of sea- 
soning, also as to what constitutes the preliminary 
handlmg of timber to prepare it for the mjecdon of 
tiie preservative fluid. A great deal of discussion is 
arismg at the present time concerning the season- 
ing of timber, as to the best methods of carrying it 
out, etc 

Some maintain tiiat all timber should be seasoned 
natursdly, and not artificially, in order to secure the 
best results, which n^uld mean only the evaporation 
of water contained in die wood. Others that, to 
insure perfect results, all wood adds and resinons 



matters should be extracted, which would necessitate 
the artificial treatment to prepare it for the reception 
of the preservative liquid. Both sides are fortimate 
enough to be able to produce records covering the 
best of results in support of their arguments. 

Characters and conditions of timber vary so greatly 
that one has to be governed by the immediate sur- 
rounding conditions and do the best tmder the cir- 
cumstances. In the Bumettizing process, when green 
material is used for treatment, it is necessary to 
season artificially in order to prepare it for the in- 
jection of zinc solution. I found in my experience 
that the manner of seasoning had to be varied 
greatly, according to the character of the timber. On 
some classes of material I advocate air seasoning, 
on others I do not 

On the Pacific Coast we have a sa^ pine which 
we term "Shasta sap pine," running /5 to 90 per 
cent sap wood. On this dass of material I think it 
would be policy to thoroughly air-season before 
treatment, as this dass of material when green con- 
tains a large percentage of sap water and wood 
liquids, also a large percentage of resinous pitchy 
matter. By air seasoning a large amount of this 
liquid would be diminated, which would shorten the 
process of treatment to a large extent. 

But I think the process of seasoning should be 
carried further after the material has been placed in 
the cylinder, if for no other purpose than expelling 
the air in open cdls, which would act as a resisting 
force against the injection of the preserving fluid. 
This, of course, can be accomplished by appljring 
saturated steam, heating the timber thoroughly 
throughout, forcing all air out and any liquid matter 
remaining in the wood which would act as food for 
any destructive fungi, also killing all diseases pecu- 
liar to tree life. 

As to safe temperatures, it would be pretty hard 
to set a standard that would be applicable to all 
dasses of material. Some woods can stand a higher 
temperature than others without materially affecting 
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the strength of the fiber. Some classes of material 
which I have had occasion to handle I have carried 
as high as 280 degrees Fahr. without affecting the 
strength of the wood. On some classes of material 
this, possibly, would be pretty high. 

On the Pacific Coast we have occasion to treat 
with the Bumettizing process a large amount of 
Oregon red fir ties, whidi you all know to be a 
firm, close-grained wood. On this dass of material 
we obtain much better results by treating in the 
green state. In allowing these ties to air season the 
resinous matter becomes congealed and so hard 
that we find difficulty in dissolving this matter in 
order to allow our solution to penetrate readily. To 
do it the steaming has to be carried to sudi an ex- 
treme that, as a result, the material is practically 
burned up and worthless. We found that we ob- 
tained much better results by treating these ties 
green, steaming them from three to four hours, 
and not allowing the temperature to exceed 280 de- 
grees Fahr., thus eliminating the resinous matter 
(which is to a certain extent in liquid form while 
the wood is green) much easier than if it had been 
allowed to harden by air seasoning. 

I do not wish it to be understood that I believe 
in steaming timber as the best method of artificially 
seasoning it, but of course in the Bumettizing proc- 
ess, when zinc solution alone is used as a preserva- 
tive, steaming is about the only way of applying our 
preliminary treatment I believe that the process of 
using saturated steam as a means of seasoning tim- 
ber, so universally carried out in this country, can 
be improved greatly by using other methods. Al- 
though good results are being obtained by using the 
steaming process, espedallv on the more open- 
grained, spongy woods, yet in treating the more 
denser woods, such as Oregon pine, red fir, etc, the 
steaming proposition has proven to be a con^Iete 
failure when it is applied to large dimension timber 
and piling in the creosoting process. On account of 
having to be carried to sudi an extreme, in order to 



thoroughly sterilize and remove the sap, moisture 
and other destructive matter in the wood, the 
stren^ of the material was so reduced that it was 
practically worthless. 

There are a great many concerns using the steam- 
in^r and vacuum process on these denser woods by 
usmg a limited amount of steam and then injecting 
the preservative. When applied in this manner good 
lasting results will never he obtained, for the mois- 
ture and destructive agents contained in the wood 
have not been removed, and the consequence is that 
the center of the material decays, leaving an outer 
shell of treated wood, the thickness of the depth to 
which creosote oil or other preservative liquid has 
penetrated. 

It has been found by long experience in treating 
these denser woods that most perfect results are 
obtained by carrying on seasoning similar to Boul- 
ton's method of boiling the timber or piling in creo- 
sote oil, an improvement being made m the process 
b^ cutting out the operation of a vacuum ptunp and 
simply allowing the vapor to come off of its own 
accord, discharging^ into a surface condenser, through 
which cold water is circulated, thus creating its own 
vacuum by the elimination of sap and moisture con- 
tained in the timber. 

In this manner, by carrying a low temperature, say 
212 to 220 degrees Fahr., all the moisture can be 
extracted, the wood thoroughly sterilized throughout, 
and, one of the most important features of all, the 
exact dryness of the material can be ascertained by 
the amount of condensation collected in the hot well 
of the condenser, as all condensation collected rep- 
resents moisture from the wood alone, and is not 
mixed with condensed steam, which would be fhc 
case when saturated steam was used in seasoning. 

Seasoning timber in this manner has proven to be 
the most satisfactory method in existence, on account 
of its being supplicable to any dass of material witfi 
the best results, which cannot be said of saturated 
or superheated steam directly applied. It is the 



most effective way of applying the heat, and you can 
accomplish the result widi low temperatures, thus 
eliminating the possibility of injuring the wood fiber 
in anv way by subjecting it to intense heat, whidi 
would be necessary were the seasoning carried out 
by steaming. 

The length of time required is no greater than 
when treating with a steaming process, and on some 
classes of material the time of treatment runs con- 
siderably less. There is one important feature in 
connection with seasoning timber m the above man- 
ner; in instances when close-grained, firm, hard 
woods are what we term "water seasoned"— that is, 
the natural sap and moisture has been displaced ty 
water absorbed on account of piling lying in the 
water in rafts for a long period. Ordinarily it takes 
a long time to extract this water, espedsdly when 
piles run in large diameters. I have treated some 
of diis dass of material when the time of extracting 
the water alone was 75 hours on a single charge. 
After remaining in this condition for so long a 
time, one would naturally suppose that the life would 
be taken completely out of die wood, but quite to 
the contrsuy is the case. The piles come out in per- 
fect condition, with hardly a sign of checking or 
crackincr in any manner, and with nearly as much 
life and elasticity in the wood before treatment 

I firmly believe that instead of steaming our pine 
ties to season them we should give them a bath in 
creosote oil, maintainins^ the temperature above the 
boiling point of water for the length of time neces- 
sary to extract the sap and other injurious ingre- 
dients, and then inject our zinc solution, we would 
have a far superior j>roduct, besides having an oily 
coating on the extenor of the tie to turn the mois- 
ture and prevent to a certain extent the leaching of 
soluble salts. 
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AS TO PROCESS AND AGENTS * 

Perhaps one of the most important questions to 
be considered is the process you will decide to use. 
The whole trend of opinion seems now to be that 
only creosote or some modification of that agent, 
combined with other known preservatives, can be 
considered. With this view I concur as to effective- 
ness, but it must always be held in mind that to 
the extent that creosote is used there has to be the 
added cost of the creosote at the rate of three-quarters 
of a cent per potmd, or nearly this over and above 
any mineral salt that may be used in combination 
with the oil. 

For a tie impregnation with 12 pounds of oil, 9 
cents per cubic foot, or 27 cents per average cross- 
tie, is added to the other items of cost Were this 
alone to be considered, 35 cents instead of 12 cents 
(cost of zinc-tannin), it might be borne, but it is 
only inferior timber that will take this much with- 
out applying UNDUE PRESSURE which INJURES 
the texture of the wood, in which case the excess 
of oil will flow out again and be wasted, although 
technically the prescribed amoimt has been injected. 
Then, again, this same timber is scarcely ever pene- 
trated throughout half of its voliune, it being im- 
possible, for well-established physical reasons, to 
penetrate the piece to the center, unless it be the 
very poorest and most porous timber (say Loblolly 
pine) over dried. Good, well grown timber of the 
better grade will not take 15 pounds to the cubic 
foot except by OVER-PRESSURK 

Some process that combines the oil with the more 
easily injected chloride of zinc, the oil acting after- 
ward to protect the zinc, would seem to be in the 
direction of a better result than with the zinc chloride 
alone. 

Among all the suggestions that of Mr. Beal, man- 
ager of the Southern Railway Timber Treating 

♦Extract from report, August, 1905. 



plant seems to be the most feasible — namely, to boil 
the timber in the creosote oil mitil the water ^mois- 
ture) is expelled, then fill it with chloride of zinc 
This method has not, so far as I know, been tested 
for a series of years, yet it is in line of common 
sense and is worthy of trial. Much more so tiian 
most of the new processes now being forced into 
public notice in advance of the TEST OF TIMK 

The penetration is slight, but it has the advantage 
of small expense of the oil, and as a more or less 
retarder of the absorption of water and a protection 
of the chloride of zmc, which will easily penetrate 
the coating of oil and fill the whole area of the piece. 

The Rutger or zinc-creosote process is quite well 
authenticated and may well be used in the treatment 
of both ties and timber. 

The process known as the "Allcrdyce," in which 
the timber is subjective to the zinc-chloride first and 
then subjected to the oil under pressure, I do not 
think can be of much value, as very little oil can 
be forced in, and that only the lij^test and least 
valuable portion of the oil 

Several other processes are being promoted indus- 
trially, among which the "Rueping^ and the '"Gius- 
sani, the latter an old one revised. If (as seems 
well authenticated) the high pressure used injures 
the fiber and solidity of the wood, then there is one 
instq>erable objection to it, as from 220 to 230 pounds 
of pressure is used in the Rueping process. (See note 
page 233.) 

In the practice of impr^;nating with chloride after 
steaming and the vacuum, as with the Burnett, zinc- 
tannin or the plain creosote oil, the rule has been 
well established that 100 pounds, or even less, will 
impregnate as well and as completely as a higher 
pressure, while a much higher pressure will separate 
the fiber and check the timber. 

Let us look at the matter from another stand- 
point If we subject any timber to immersion in 
clean water, we find that the water is absorbed first 
quite rapidly, and then more slowly. The very open 

239 



wood, when well dried before immersion, will cease 
to take any at the end of about sixty days and will 
not exceed 55 per cent of the volume of the timber, 
and the more compact will take less, until the most 
compact will take but 15 to 20 per cent; the mean 
of some fifty different specimens will be less dian 
30 per cent When fully impregnated by natural 
capillary absorption, all die voids are presumed to 
have been filled and have become water-Jogged. 

In creosoting sound piles or timber omy about 
one-half of the volume is reached, and the voids of 
one-half of each cubic foot would not be more than 
IS per cent, or 259.2 cubic inches, while 15 pounds 
of creosote would be about equal to two gallons or 
some 460 cubic inches, or 44 per cent greater than 
the voids in the timber. Anything in excess of this 
will be injected by over pressure and will gradually 
ooze out and be lost 

In the matter of treating piling there is no ques- 
tion that the injection of creosote oil in the greatest 
practicable quantity is the true policy, but in doing 
so its absorption should be induced rather than 
forced, which if handled intelligently will be equally 
effective. An ironclad specification as to quantity, 
if made at all, should conform to good judgment, 
taking into consideration the above facts. 

I have gone into this phase of the matter more 
fully in consequence of many misleading theories 
and statements that have been current tending to 
throyr discredit on well attested results of the less 
costly and more economical methods of treatments. 
COST OF VARIOUS PROCESSES. 

Taking tiie actual cost of the zinc-tannin process 
at four of the standard works in the United States 
as a basis, we have for a 3 cubic foot tie : 

Chemicals 7.81 cents 

Labor 4.61 cents 

Making total net cost 12.42 cents 

For a 3Ji cubic foot, this is equal to 15.26 cents — 
$3.45 per M. B. M. 
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In like manner the Rueping process would be, with 
5 pounds per cubic foot, at H cents per pound for 
oil, for a 3 cubic foot tie, 15.85 cents, and for a 3^ 
cubic foot tie, 19.78 cents--$4.40 per M. B. M. 

The zinc creosote would be two or three cents 
more, as in addition to the 5 pounds of oil there 
would be about 1^ pounds of chloride. 

For full creosote with 15 pounds of oil per cubic 
foot a 3 cubic foot tie would cost 38.36 cents, and 
the 3^ cubic foot, 47.95 cents-410.66 per M. B. £1 

The Ruet8[er or zinc creosote has Uie advantage 
that the partial impregnation bv the creosote is sup- 
plemented by the half-pound of chloride, which does 
completely permeate the timber. This is especially 
true with regard to dimension timber, such as bridge 
stringers and caps, and only less so with piles. I do 
not know what, if any, change there may be as 
royalty on the zinc-creosote process, but its records 
in the past and the character of the operation seem 
to demand that it be considered. 

In conclusion I would earnestly advise that in in- 
stalling works that it be made to cover each and all 
of the most tried methods. The zinc-tannin, the 
zinc-creosote, the Rueping and the straij^t creosote 
all require much the same layout, and when the 
latter is provided for, very slight additional cost will 
cover all the others. 



TO THE WESTERN SOCIETY OF ENGI- 
NEERS.* 

It has been a work requiring much attention on 
the part of the managers of the Santa Fe Company 
to get the record, so far as to actual results, as to 
the effect of chemical treatment of their cross-ties. 

The records are not as complete as could be de- 
sired, but are so carefully kept; so far as kept at 
all, that we should not complain. These records are 

♦Report to W. S. C E., Chicago, Mardi 30, 1905. 
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perhaps of more value than most that have been 
kept, on account of the large number treated and 
the extended time covered. It is here undertaken 
to restore approximately the lapse of record of tie 
removals during the first twelve years, and the 
method it is thought can hardly be questioned. The 
result is conservative at least, and within the proba- 
bilities. 

This statement is now offered for the purpose of 
showing in a concise form the facts in relation to 
results of the Wellhouse, or zinc-tannin, process for 
treatment of railroad cross-ties on the A., T. & S. F. 
R. R. The timber treated was the Rocky Mountain 
pine of Colorado, New Mexico and Arizona, with a 
slight sprinkling of pinon. The treatment was com- 
menced in 1885 under the supervision of the writer. 
Reports were furnished by the courtesy of the various 
officers of the railroad company, from which these 
tables are compiled. 

Unfortunatelv no records of removals were kept 
until 1897, twelve years after the treating was com- 
menced. In compiling the accompanying tables the 
probable removals are sought to be estimated by 
using[ the overage removals for the subsequent vears. 
For instance, the diagonal for the first year, d" to 
"c," added together and divided by the number of 
years gives the average of the eight years from 1897 
to 1904, inclusive, giving one-hundredth of 1 per 
cent, the second year four-hundredths, the third year 
one-tenth of 1 per cent, and so on, so that in the 
fifth year only one and two-tenths per cent have been 
removed. This is less than are destroyed by acci- 
dent outside of that of decay. It is then fair to say 
that practically none fail until the sixth year. The 
same class of ties untreated were exhausted tx> nearly 
75 per cent in the sixth year, many failing at third 
year. Tables 1 and 2 are approximately correct, 
being compiled from, in some cases, fragmentary 
but still full enough reports to give a sufficiently 
close approximation for all practical purposes. 
Through President E. P. Ripley, General Manager 
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H. U. Mudge and Timber Agent £. O. Faulkner 
the annual reports have been furnished, so that most 
of the data is correct Table 1 gives Uie percentage 
and table 2 the number of ties. This rate per year, 
as deduced from the later eight years, proves too 
high in the case of the 1885 ties by about iS per cent, 
as those treated in that year sufficiently exhaust the 
ntunber treated. To determine this quite definitely 
the percentage and the ntunber also for the unre- 
ported years are correspondingly reduced With sub- 
sequent years this reduction can only be done when 
they also approach exhaustion. 

The present condition, however, enables us to 
further judge as to the probable mean life of those 
treated ties. 

As none of the treated ties come out before the 
sixth year, we will take the ties treated in 1885 and 
1899, inclusive, numbering 4,567,588, rejecting all 
those treated subsequently; 1,283,552 have been re- 
moved. That is less than 30 per cent at mean life 
of nine years. Of the 11,091774 ties treated up to 
and including 1904, less tiian 12 per cent were re- 
moved No reflections are intended, but in justice to 
the railroad company and to the Wellhouse process 
due credit should be given. A limited number of 
these ties were treated by the Burnett process in 
1890, 1891 and 1892, but not enough to furnish defi- 
nite data to make a comparison between that and 
the zinc-tannin. Perhaps when these approach ex- 
haustion this may be done. 

Since the matter of page 229 in relation to the 
Rueping process as to the pressure required to inpre^- 
nate the timber, the Author has been able to investi- 
gate the operation and finds that most of the softer 
timbers are successfully impregnated with a maximum 
pressure of not to exceed one hundred and thirty 
pounds. Hence this process can be carried out in 
any of the plants now operating on the Burnett or the 
zinc tannin processes. 
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SUMMARY OF THE TIMBER PRESERVA- 
TION AT THIS DATE. (1905.) 

In this country, the treatment of railroad ties and 
timber onlv dates back twenty years with a few ex- 
ception efiforts in a tentative way and in but limited 
quantities. 

The chloride of zinc and creosote (dead oil of coal 
tar), taking the lead as the agents, the former owing 
to the cost coming within the limit of economy has so 
far outstripped the use of the former that to-day 
scarcely one great railroad can be found using creo- 
soted ties systematically. On the other hand, ten or 
twelve of the largest railroad systems are fast filling 
their tracks with treated ties almost to the exclusion 
of untreated. These railroads are using either the 
Burnett, the simple chloride of zinc process or a 
modification, in which glue and tannin are employed 
as a retardent to help to conserve and to prevent in 
some degree the waste of the chloride by leaching. 

Mr. £. O. Faulkner, of the Santa Fe, estimates that 
up to last year, near 14,(XX).00O ties had been treated 
and placed in track in the United States up to and in- 
cludmg 1904, which is probablv a conservative esti- 
mate. While this is but a small proportion of all ties 
in use, only about two and one-third per cent, even if 
all the treated ties were still in, probably about one- 
third of these have been removed in the case of the 
earlier years. 

The records are not as perfect and complete as 
could be desired but even in the face of imperfect 
records and with indications of imperfect treatment 
as a possible element, the zinc chloride has shown a 
great economy in the maintenance of the roadway. 

The summing up will undoubtedly closely parallel 
the estimate given in Hausser of the Midi Railway 
in his report to the Seventh Session of the Railway 
Congress, summing up the results in France, to-wit : 

"Although it is very difficult to give a rule at all 
generally applicable, it may however be said that 
were is a unanimous opinion that pickling materially 



increases the life of sleepers; approximately the life 
is doubled in the case of oak sleepers, tripled in that 
of pine and quintupled (?).in that of beech." 

The interrogation point is interpolated as the as to 
quintuple, for the beech may be too high for this 
country. We know that with the hard maple (sugar 
tree), that the sugary saps cause incipient decay to 
proceed rapidly from the moment the tree is cut and 
the same may be true of the beech. 

Creosote, where full impregnation can be had, has 
almost invariably proved effective in prolonging life 
of the timber ana in certain lines has been resorted 
to where prolonged life was very essential, notwith- 
standing tne excessive cost. 

Two new processes are being experimented upon 
•recently to impregnate using less of the oil so as to 
bring the cost down to the line of economy. 

The "Rueping" process does this by simple pres- 
sure, the timber to be well dried before treating. The 
"Giussani" process reaches much the same result by 
boiling in oil and suddenly cooling the timber by 
plungmg into a cold oil or solution, trusting to natural 
laws to complete the impregnation. By either of 
these an impregnation to the amount of 4 to 5 lbs. of 
oil is forced in. 

This of course will cheapen the treatment but only 
the lapse of considerable time will demonstrate the 
degree of success. 

Whether it is wise to go largely into experiments 
of this kind is for each party mterested to say for 
themselves. 

The records of the chloride treatments has been 
scanned carefully in the last few years and thus far 
we have little reason to believe that we in this coun- 
try are behind the old country either in method or in 
results. 

The " Rutger " or zinc-creosote process seeks the 
same result with a small additional cost, that of the 
three to five pounds of the creosote oil. (Editor.) 

Chicago, Oct. 12th, 1905. 
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CREOSOTE. 

IVitA reference to where and how creosote oil or 
dead oil (if coal tar is Produced, the following extract 
is taken from a report made to the 7th Engineering 
Confess held in Paris in 1900, by Mr. Haasser, Chief 
Engineer Permanent Way, of tne French Sidi Rail- 
way, to-wit: 

"In the case of Creosote, the specifications vary to 
a greater extent (than with the chloride or the cupric 
snlphate) as the substance itself varies, according to 
its origiiL 

Most organic substances, if ignited in the absence 
of air, give volatile hydrocarbons (acetylene, ethylene, 
etc.), TOnzine, etc, and finally liquid and solid hydro- 
carbons (naphthaline, anthracene, etc.) 

When ordinary coal is distilled, the volatile hydro- 
carbons form coal gas, and the liquid and solid hydro- 
carbons go to the tar. 

The tar on distillation g^ves hydrocarbons and the 
bodies containing oxygen. In the distillation two 
phases are to be distinguished. 

At first, below 200 deg. C. (392 Fahr.), WAX oils dis- 
till over, they consist chiefly of hydrocarbons and of 
phenols. 

Subsequently, between 200 and 300 C. (392 and 572 
Fahr.), heavy oils come over; they contain phenols 
and are also rich in naphthaline (c 10 H. 8). 

Phenols differ from naphthaline in containing oxy- 
gen. Generally speaking the phenols may be con- 
sidered as alcohols capable of forming ethers with 
adds; but with sodium or potassium they form a car- 
bolate. 

It is true that the latter are not very stable, but this 
reaction shows that the phenols resemble acids. 
Hence phenol is sometimes called carbolic acid (C. 
6 H. 5 OH) 

Hence creosote is a mixture of light and heavy tar 
oik and in order that it ma^ act as a preservative of 
timber it should consist chiefly of heavy oils. 

What the relative value of phenols and its homo- 
logues and naphthaline are as preservative agents 
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TIMBER TREATING AND TESTING 
LABORATORY. 

The establishment of a testing laboratory for the 
investigation of principles involved in the practical 
treating of timber by the Bureau of Forestry will 
meet another line of inquiry heretofore but imper- 
fectly provided for. 

Even among those most experienced in the matter 
it often occurs that differences arise in the interpre- 
tation of the nature of the physical agencies involved. 
It is important that each and every one of these 
should be carefully and systematically studied and 
that authorative conclusions be arrived at» the same 
as is done in other lines of inquiry. In addition to 
this, all agents for the chemical treatment of timber, 
both known and such as may hereafter be suggested 
from time to time should be treated in the same 
manner, carefully and exhaustively. 

To enable this to be done, provisions should be 
made to cover every possible phase by the most per- 
fect appliances and machinerv with the widest scope 
of functions for experimental treating and for tne 
study and analysis of the agents used. 

The preservation of timber is one of the most im- 
portant measures toward the conservation of the 
forests of this country as it applies directly to one of 
the heaviest drafts on the timber supply, that of 
cross-ties and bridge timber for railroads. Treated 
as here proposed, it certainly is a proper line of in- 
vestigation by the department and must result in 
[reat benefit to all concerned and to the country, at 
arge. Heretofore, in applying to chemists for aid in 
the study of the chemical agents, the lack of a 
thorough understanding of the methods of application, 
has been a distinct embarrassment. The treatment 
and stud)r of the chemical agents should go together, 
the most intimate relations being maintained between 
the operator and the chemist so that each shall co- 
operate having a thorough understanding of both 
parts of the investigation. 

244 



f; 



The practical operator of the day, mav be able to 
carry out the various functions accurately and with 
skill while he may know little of the nature of the 
chemicals; on the other hand the chemist cannot fully 
comprehend the relation of the chemical agent to the 
practical handling of the appliances during the pro- 
cess unless he understands the practical workings. 

When, as here proposed, the two lines of inquiry 
are carried forward jointly, the result should be defi- 
nitely valuable if followed by a systematic study of 
the result on the timber by subjecting it to the action 
of the elements, both in use on some convenient 
track under heavy traffic and under such forced tests 
as are practicable at the laboratory. 

Intimately connected with this investigation is the 
matter of record of state of the treated timber from 
time to time during coming years, in which the pro- 
gress of decay is noted. 

It would be of sufficient importance, too, in this con- 
nection to have untreated timber laid at the same 
time, as thus one important element in the inquirv 
would be determined, that of relative life by wnich 
the value of any treatment can be determined. 
There is little definite knowledge as to this at this 
time, authorities differing widely. 

Chicago, Oct 24th, 19CS. (R.) 

t 
Some orignal studies relating to laboratory plant 
are here introduced so as to preserve this record. 
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RETORT No. 2 STUDY. 
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FOSTER SUPERSTRUCTURE. 
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SPECIFIGATIONS FOR THE TREATMENT 
OF TIMBER 

On page 215 ante the author has called attentlaa 
to the fact that owing to the wide range in the 
diaracter of the timber desired to be treated, no 
fecial mle as to the qnantity to be injected can 
be fixed upon. The common practice has been to 
fix the amomit per tie or cubic foot of timber, where 
coniracl s are being made between a railroad com- 
pany and a private company who contract to treat 
the ties. 

The implication follows that when the contractor 
has pnt this much in, he has satisfied the specifica- 
tion. With the zinc-chloride it will be seen that 
a wide open door is left by which merely by rais- 
ing the stren^ of the solution, the specified amount 
of the chemical can be secured while but a small 
part of the tie is impregnated. This also applies 
where creosote oil is used in ocmnection with the 
diloride of zinc 

We have always kept it before our readers that 
THE MATTER OF FIRST IMPORTANCE IS 
TO SECURE THOROUGH IMPREGNATION^ 
the matter of quantity being of secondary import- 



In making contracts, this should be considered and 
guarded first of all both in the specifications and by 
rigid inspection by a competent inspector thoroughly 
competent and experienced and well paid; because 
sudi experience cannot be acquired except at the 
expense of much time and monef on his part This 
he can well afford as by attaining such skill as he 
should have, his value will be doubled. Thus it 
win be up to tiie contractor to do his work right, 
and not to be able to fall back upon a provision of 
the sp^ifications that are feulty, as above shown. 

It is a oomnMm practice when quantity is specified, 
to stop the process when the re qui r em ent is met, 
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and before the receptivity of the charge is ex- 
hausted, and the impregnation incomplete. This is 
radically wrong and shows such a specifiOEtf on to be 
faulty. 

PILING AND SEASONING BEFORE TREAT- 
ING, AND DRYING AFTER TREAT- 
ING OF TIES. 

Much has been written in relation to this niatter 
kiiiely baaed upon theory* 

First; it is urged that tne timber eannot be impreg- 
nated without seasoning, and then again that th^ 
cannot be put into trade until dried again. Then 
againi it is claimed by the same authority that the 
tici should not be dried tob quiek^ as the timber 
would check in consedUeoce. What are we to be- 
lieve? 

Query. Does not the checkitig take place largely 
during the air seasoning and not after treating and 
should not this be attended to before treatmg? 

It is not prc^osed to enter into a oontfinrersy on 
these points but to say that by following these theor- 
ies» large expense is incurred to no purpose. 

With regard to this as well as many other ones- 
tloos, it is well to leave them to the mskiajeer of the 
works with freedom of judgment as tiie best guide, 
only specifying that the report as to conditions and 
reasons shall be truly reported 

li ties cannot be well dried as is often tkt cnae, 
th^ should be treated so as it eati be known tint 
th^ are wdl impregnated. The amount of cr e oa g te 
must be a matter as to what the timber will tidce 
after being Koperly prepared lor iitipregnatton» md 
li the ties wiU dry out quickly as tlti^ will, this too 
Should be Itit to the judgment ol ^kt tnategsr. 
Tliere Is no reason why treated ties will dry «ill as 
they often will, before they oan be laid, should be 
earelully piled in the yard and again telettdcd. All 
tlMSe matters are lacgriy a matter •! judgment With 
At o|fensk>rs» experienee fumislmig tiie guide. 



r 




A treatiiig Plant for any process may be designed 
and operated successfally^ but it most conform to 
the following: 

FUNDAMENTALS TO BE CONSIDERED IN 
PLANS 

First That the works should be proportioned 
throughout to secure the desired output 

2nd. That each part should be proportioned to do 
the desired work, still each proportioned to all the 
other parts so that there be no useless or surplus 
capacity or useless cost 

3rd. That each part perform its function in the 
most direct and in the simplest manner. 

4th. That every part be of the best manufacture 
and the most reliable for lasting service so that re- 
pairs shall be infrequent, saving loss of time and 
expensive maintenance. 

5th. That the working parts be so arranged as 
to be promptly operated with the least manual labor. 

6th. That plans of all the essential parts be fully 
planned and prepared so that there be no extra 
labor or delay during erection. 

7th. That the arrangement of the works be sudi 
that accurate measurements and weights shall be 
provided for so that it shall be possible to know 
what is being done, at any or all times. 

8th. That the operator of the works shall be 
thoroughbr competent, experienced, thoroughly hon- 
est and taithfuf, so as to be a safeguard between 
tiie two parties concerned. 

In the practical part of the operation of timber im- 
pregnation entire good faith between the railroad 
Company and those who contract to treat their tim- 
ber, IS in all respects the best If the spedftcationa 
are rije^ht and the works properly arranged, the com- 
mercial instinct should cut no figure, as the work can 
be rushed to full capacity of the works without detri- 
ment or prejudice to either party. 

The records of past treatment nave been lowered by 
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"niBh woile" undoubtedly, whereas first class work 
would have been done at no additional cost. 

Thorough and competent inspection is the onW 
safef^uard and will redound to the advantage of botn 
parties. 

It has been the principie of the author to hold to 
straight, honest work based upon correct principles 
and hereafter as heretofore to strike at every depar- 
ture towards slack work or erroneous notions and thti 
will be done witiiout fear or fayor. 

COST OF A TIMBER PRESERVING PLANT 

We are able here to give a fair approxunate cost 
derived from past experience by accumulating the 
a^^gregate of cost of the various contracts with the 
manufacturers^ the three retort being most often 
called for, at the same time the most economically 
operated and is here tabulated for the several pro- 
cesses^ the figures g;iven being deemed a safe net 
cost covering a possible advance in prices of metal 
and machinery, etc. 

The first item in the table is net cash cost, the 
second, a conservative estimate of capacity to treat 
^erdge railroad cross-ties of three cubic feet each, 
and the third item, the weight of machinery on 
which to coQipute cost of freight 



Tannin 

8.000 

749,60011)1. 



PxocMi Burnett 

2 Retort Wks ilM90.ao 

tft. iMk., elk '. ■ l7O7.ii0Olbi. 



Zinc- 



$56,600.00 
4,200^ 
749,( 



),6001be.l786, 




164,260, 



This should cover a complete plant with the best 
and most suitable wooden buildings, concrete foun- 
dations and everything ready to operate, not in- 
cluding lands or the standard railroad trapks in 
yard. 

Any excess in cost we would deem due to un- 
sldllful designs or miscalculations. 

*Note, When creosote oil is used there should ht 
added for storage of stock of oil : first, a tank well 
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proiK>rtioned for accurate tank measurement and for 
special heating appliances called usually the "work- 
ing tank" which must be of steel and of sudti ca- 
pacity as to keep on hand hot oil sufficient for ^e 
operatkm of the plant 

Secondly, a steel tank of sufficient capacity to 
store three months' stock of creosote oil. The cost 
of this stone tank, estimated at about $3>500, should 
be added to them marked with star. (*) 




CAST STBBL HIGH PRESSURE RETORT DOOR AND FLAN6B. 

(ROWB * ROWB.) 
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CHEMICAL TREATMENT OF TIMBER 

[Engineering News] 

The stress now bearing on the railroads of this 
coontry, owing to the increasing difficulty hi procnr- 
ing wooden cross-ties and their rapidly increasing 
cost, has forced attention to the necessity of method 
of prolonging life and to broadening the field of snp- 

piy- 

The question of still further broadening the field 
by resorting to metal has been, suggested, but it is 
to be apprehended that the greater cost of metal and 
the superiority of the wood will bar this for a long 
nme yet. 

While the chemical treatment of the wood has been 
resorted to in this country for a comparatively short 
time and only in isolated cases, enough has been 
learned to demonstrate its value and to prove its 
economy and its adaptability to a great number of 
timbers not heretofore suitable or valuable for this 
purpose; thus very much broadening the field of 
available supply. 

Maipr tentative efforts in this direction have been 
made in this country during the last half century by 
various processes and by various agencies, but owing 
to the less amount called for and the abundance of 
timber of the best quality, of tie timber there was 
but little advance made. 

Now that the railroads are, using a slang but very 
expressive term, ""Up against it," attention and inter- 
est compels action and no one subject connected with 
railway maintenance is being more generally dis- 
cussed. Not only discussed but action is being taken» 
and a strong desire evinced to take the best means 
to make the action effective. 

Up to this time, two agents have been employed^ 
that of Chloride of Zinc and Oil of Coal tar (Creo- 
sote), the latter the most effective but the former 
most economical. 

Results so far in this country show that by the 
Zinc-Chloride treatment the life of the soft woods 



is more than doubled, meaning a mean life of Irom 
eight to twelve years lor pine that usually lasts from 
two to five years. It must be understood that this 
is the meaxi lile« the actual life being from five to 
over twenty yeatti for the treated pine tics against 
two to seven jrears for the untreated ties. 

Th^ treatoMct with creosote gives perhaps twenty^ 
five to fifty per cent more life than with the cblo* 
ride treatment, but at from three to four times ^bt 
eoat wftii the same timber in both cases ititk the 
further difficultgr that many of the timbers that it 
aaajr be desired to treat, cannot be penetrated except 
superficially. 

We propose here to notice the various methods 
resorted to^ and proposed to be resorted to in the im- 
pregnation loi the timber : 

First: The Chloride of Zinc 

SecosKl: The Zinc*Tannin. 

Third: The Creosote or dead oil 

These comprise all that have been tried in this 
country of which we are able to offer extended 
records that are authentic enough to be gainsaid : 
the first, that of the Southern Pacific Railroad with 
a mean of eight and a half to nine years lor Burnett- 
ized pine ties and in the second case near tw^e 
^ears £or pine ties on the Atchison. Of ties treated 
m 1885 and removed in 190s, twenty years in track, 
4,600 are near four per cent., and there are dotibtless 
stiU some of the 1885 ties still in track in spite of 
mechanical wear and notwithstanding that a laiye 
pnrt of the line on which these 1885 ties were USd 
nM been ballasted wiiJi crushed limestone ballast 
lyy which some were prematurely removed. 

Of course efforts are being made to discredit tUs 
agent by those whose disinterestedness is open to suS" 
xacion, and the statement is being made that the 
chloride treatment has been abandoned in the old 
eoii»tries,^**for what reasons ?--and dtat creosote 
alone is effective. We will surmise thnt tibere nxagr 
be another reason for its abatfdontnent,-*-that of the 
eheapneis of creosote oil which but a few years ago 



was almost tinsaleabk, there being but a limited de- 
nand for it This is a suraiise by no means discred- 
iting the chloride process, and a condition no longer 
possible nnder present conditions and so valuable 
an agent as the creosote can never be mudi cheaper 
than now. 

Unless the price of creosote dl can be hdd below 
present prices its use cannot be economical for rail^ 
road ties where ten to fifteen pounds to the cubic 
foot is required, and even twice this is sometimes 
absorbed by the softer pines. In case where piles 
are treated especially used in salt water to protect 
^lainst the Teredo, the largest amount is justified 
both for eflFectiveness and on account of the limited 
quantity of timber used. 

There is no question but that the creosote oil is 
a valuable agent for the purpose. My attention was 
called recenSy to a case where Soatiiem short leaf 
l^e ties were treated with creosote in t88o-8a; near 
sevra per cent, were still in service at twenty-four 
years. In 1885 Zinc-Tannin treated ties, four per cent 
were still in at near twenty years, a parallel which 
seems to be about the relative value of tiiese agents. 
It would be well to remember that these soft wood 
ties are likely to fail under rail and spike wear at 
kss thaoi twelve years. 

The combination of these two agents is a newer 
field that is well worthy of exploration, holding in 
ifund however, that sound business policy which we 
expeet from railroad managers, will require results 
before employing such an amount of capital for a 
plant commensurate with the great quantity of thn- 
ber to be treated as well as the cost of operation 
and diemicals, without some assurance of the desired 
result when they have done so. It would hard^ 
be safe to assume that the reduced amount of 09 
proposed (four to six pounds per cubic foot) couM 
be relied upon as effective until demonstrated by 
time and test 

Two of these methods are the Rutger Zinc-Creo* 
sote and the Ginssanni in which both creosote and 
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chloride of zinc are intended to be combined; the 
former is an emulsion; in the latter by first boiling 
the timber in hot oil and then plunging it into a 
vat of cold chloride of zinc solution. The Ginssanni 
process would seem to be a fair treatment for rail- 
road ties if the absorption of the chloride is com- 
fktt, but seems to be only effective as to penetration 
m very soft open wood. Were the penetration of 
the chloride complete even if the oil penetration was 
only partial, between the two it should be a very 
fair treatment for the soft timbers. 

The Rutger or zinc-creosote process has been 
under trial for many years and as the oil penetration 
even in the red oak seems to be quite complete and 
that of the chloride quite as complete as in the 
Burnett and the Zinc-Tannin, there is no reason why 
it should rank with them with a strong probability 
of even better results. I have not the records at hand 
to show what the average life of these treated ties 
is. Mn Octave Chanute estimates mean life above 
that of the Zinc-Tannin. 

The Ruepin^ process is also a process seeking com- 
plete penetration by a partial dose of oil. It is based 
upon the principle that the only way that complete 
penetration can be secured is by means of a strong 
compression of the air in the wood (usuall^r 35 to 40 
per cent of the volume of the tie), applying 60 to 
80 jpounds of air pressure on the charge and then 
while holding this pressure forcing in the oil by us- 
ing twice this pressure on the charge until the wood 
is impregnated, thus releasing the pressure and al- 
lowinpr the compressed air to force out a portion of 
the oil. The result is when six pounds of oil per 
cubic foot is introduced, or rather forced in, about 
two pounds will be returned, four pounds re- 
maining in the wood. My observation shows that 
the softer and open grained woods are well impreg« 
nated but that some of the more compact woods 
cannot be well impregnated, when it is practicable to 
permeate the same woods with chloride of zinc as 
in the Burnett or Zinc-Tannin, Zinc Creosote, etc 
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The means taken in the Rueping process to ertnct 
a portion of the oil are the best and most effective 
known, but the doubt still remains as to the utility 
of using a limited dose of oil. When we have a 
few years' time to observe results we shall be better 
able to judge, but it would seem worth while to try 
it by those that have the means and are willing to 
incur the expense. The probability seems to be that 
the results should be equally good with the chlorides. 

The use of a vacuum for the extraction of oil otioe 
forced into the wood will not do it beyond the amount 
that will paint a dry tie, say one pound per cubic 
foot, we judge as with the aid of the hardly com- 
pressed air as applied by the Rueping operation will 
only bring out 30 per cent of the six pounds intro- 
duced. A larger amount can be forced in if a higher 
pressure is applied and the compression of the air in 
me wood be omitted, but it will be done to the seri- 
ous injury of the wood fiber by forcing in more than 
the natural voids of the wood will hold. Immedi- 
ately on removal of the high pressure the oil will 
commence to reject this surplus and will continue to 
do so until the timber returns to its normal condition, 
the surplus oil meantime going to waste. The tme 
policy in timber impregnation is to induce ratiier 
than force permeation. This is believed to be largely 
due to the steaming. 

The methods used for securing impregnation of 
the timber by indudng the absorption with a moder- 
ate amount of heat and such degree of pressure upon 
the solution or oil has been quite generally followed 
lor man^ years, in the Burnett, the Zinc-Tannin 
and in Creosoting. It consists of: 

First, steaming; second, application of the vacuum; 
third, the introduction of the solution or oil. That 
this has been the best and most effective seems to 
be quite apparent It must be remembered that tMs 
program was established and practiced for the last 
forty years and its correctness has not been seriondy 
questioned until recently. And furthermore, those 
disputing its propriety or correctness as meetmg the 
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fkf^cal ItLwn and conditions seem to be (]ae8tioned 
dl&ttr by new students of the matter withont suffi- 
dent experienee to grasp the matter m all its bear- 
ings, or by parties with some new patent or device 
and with self interest as the main impelling motive. 

The application of steam to the timber is claimed 
to be both unnecessary and injuriousi especially tmder 
high pressure. In the above cases experience shows 
that above about twenty pounds per square inch is 
Injurious, hence this was made the rule. It is, and 
has long been known that the fiber can be destroyed 
by steam as the fact is known that under very high 
pressure steam pipes will show a red heat. 

It has been claimed and loudly proclaimed that 
twenty pounds steam pressure will reduce the 
itrength of steamed timber 25 per cent. More recent 
careful tests by a well known and capable chemist 
seem to indicate that the injury is nothing like this 
and proves so small that it may be safely ignored. 
Farther investigation may show the entire fallacy of 
this too hasty conclusion. 

But no matter. We know that the steaming per- 
forms a very essential part of the process, fitting the 
wood for absorption of the chemicals, heating and 
diiksolving the juices, and filling its place with ex- 
jpanded vapors by which the air is largely exhausted 
by the aid of the vacuum following. No other agent 
can be uted to bring this condition about so effec- 
tually. Not only this, but the fiber of the timber 
is softened for the time and eventually toughened 
ttvch as if the timber had been air-dried for a long 
time. Subseciuent examination of the timber Of rail- 
road cross-ties shows that the spike drives with less 
ifljvry to tfie wood, hol<fo better and that rail wear is 
ynty orach reduced. This is believed 16 be larjpdy 
due 10 this ^teaming. 

Then, again, while much haa been ^afd about the 
necessity w air-drying ties for sevetal months before 
afiowing the thnber to be treated, which is conceded 
ss desirable in some cases, in Othefs, impractleitUe 
9t wtlh the kbt^ly of the south hi whkh ease as 



wcfl ts with tics irotii the moaMains dC tiie Rqmb- 
tic of Mexioo, rot so as to be nsdess in two years 
if not treated, as decay wiU comnieiioe in a wedt and 
progress far before they can possiUy be air-dried. 

Any one well versed in the matter knows that 
Older ordinary concfitions where a lars^e plant is in 
operation that it is impracticable to diorou^hly air- 
drf all the ties before treating. Some ties dry in a 
eomparatiyely short time, while others require much 
more time. It is hardly worth while to argue the 
matter farther as we know that the bttflc of ties 
treated to-day are not all dry and that the enforce- 
ment of such a rule is impracticable. 

Then again, there are many timbers that are more 
easily impregnated when freshly cut than dried, 
snch as the pines and fir of the Northwest as well 
as those of the Pacific Slope. 

Then again, there are timbers that can be impieg- 
nated by steaming and the use of the Chloride of 
Zinc with the greatest difficulty and with creo s ote, 
not at all. Conceding this view, then it follows that 
not only can green f re^ cut ties be impr^inated but 
any mixed lot can be brought to a uniform condition 
by steaming. 

TlKie can be a gallan of dissolved timber juices 
per cubic lool of tiiid>er, or in other words somediing 
like twenty poands tidcen from the tie Tins is sop- 
posed to be solid matter dissolved and drawn out 
■Sf the steaming, and we have a right to suppose diat 
it consists of germ food, largely. 

The rule ol allowable prtssure of one hundred 
pounds per s^re inch while in solution or <Al has 
also been criticised and the assertion has been very 
emphaticaVy made, that higher pressure will not iflt- 
juie the timber fiber even up to 600 pounds per square 
iBch. We know diat floo pounds will come near 
opening ttf « piece of oak and will diedc an ordinafy 
railroad tie and admit more solution than wifl mi 
eveiy vDtd twice over. While this would not maler- 
■iiy inhm ^e strengtb of fiber it wM cavse 



parting of the wood and admission of water later 
to the more rapid decay. 

Those who are using the Zinc-Qiloride have been 
somewhat concerned by the claim made that the 
Chloride of Zinc leaches out of the timber rapidly. 
An effort has been made to do this by long contmued 
and oft repeated ^ series of immersions in water, 
dr3ring and analyzing, shows that a small* regularly 
decreasing amount does waste out but after near 
eighteen months only 28 per cent of that absorbed 
originally, was extracted. 

The writer has worked for many years in the in- 
terest of honest and effective work in relation to this 
subject, giving to everjr phase of the conditions to 
be met and to the solution of every phase and condi- 
tion and to every principle involved. Long and pa- 
tient experiments have been made in relation to eveiy 
point involving every one of those embodied in this 
artide and it is believed that while their correctness 
in many cases is denied and by others criticized as 
incorrect, yet it is believed that they will be sus- 
tained eventually. The Forestry Service has been 
organizing a force to systematically investi^te the 
whole matter with a view to settling authoritatively 
many or all the disputed points and to this we wiU 
look forward with much confidence. In advance of 
such however, we are willing to stand by what we 
have written even though overridden by a flood of 
objections. 

From present knowledge we will not believe that 
a better knowledge of the matter exists in any for- 
eign country, even Germany, as knowledge has never 
come freely from that source in particular. 

Goethe, the great poet, over 100 years ago exclaimed 
with impatience, "The Germans have the art of mak- 
ing science inaccessible,'' and Baron von Humboldt 
supplements this by explaining that "An edifice can- 
not produce a striking effect until the scaffolding is 
removed." 

If in fact men of high abilities have built up the 
industry under consideration, what was true xoo 
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years ago is jret measurably true to-day, and those 
essentml principles and methods involved in the art, 
and art it is, have been very careful to obscure their 
knowledfi^ and are not in condition to-day to prove 
tiieir pre-eminence in knowledge or in priority of 
discovery. What we have been favored with has 
been through our scholarly Octave Chanute, C E^ 
and we doubt whether any more thorough knowledge 
and experience has been attained in Germany than 
here. 

A revived candidate for favor that is being pro- 
moted is that of Vulcanizing, or in other words, 
roastii^ the wood. Whether student heat can be 
en^lpyed without burning the timber seems doubtfuL 
It seems protebly that the same result, to wit, thor- 
oughly seasoning, can better be secured by judidons 
steammg whidi Is about the only method that wHI 
guard against burning the fiber In kiln drying 
lumber resort is being had in moist air; (Or in other 
words, steaminff under light pressure) instead of 
using dr^r hot air. 

More fight is needed before we can judge as to the 
value of the Vulcanized process. 

Chicago, Dea 7, 1906. 

THEORY OF STEAMING TIMBER 

Chicago, April 30, 1905. 
Mr, A, A, Robinson, President, Mexican Cenirai R. 

R. Co., Mexico City, Mex, 
DBAS Sir and Friend: 

Introductory to the subject of your letter, I think 
It well to refer back to the time over twenty years 
ago, when all the information I was able to acquire 
was mainly from the patentees who then owned the 
•Wellhouse Process" as to the whole method of the 
operation and the philosophy and physics; and when 
^e whole responsibility for the proper operation was 
placed t^on myself, I considered it my duty to do 
as I have done in every case in my many 3rears of 
active duty on questions of railroad engineering and 
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oonstructioQ^ to go to the bottom of it if pot$iUe. 
In this case X was able to enlist my son who succeeded 
me the following year. This study formed the Imts 
of the journal then commenced as a necessity to tte 
direction of the operator of the plant To this h$$ 
been added the information derived since by years 
of labor and thousands of dollars of expense and 
which I send you under separate cover, as igo6 £di* 
tion of "Preservation of Timber." Undoubtedly, 
there are many errors, of some of which I am wol 
aware, which should come out in a revision. This 
I can find neither time nor means to do at present 
You will see that almost eveiy essential element and 
physical principle involved in the operation of im- 
pregnating timber under the Burnett, The Wellhouye 
and almost all other processes, have been investigated 
with great care and I believe that m^ condusiotti 
win be found correct and that they will benefit the 
honest student 

Since I have fallen back on the planning and in- 
stalling works for a living and have erected some 
Tery good plants, most of which are in efficient and 
effective operation, the tendency oi humanity to ex- 
periment has led to questioning some of Uie ndes 
laid down originally by which good results have been 
attained, among which is the one in band* I think 
however, that the preponderance of evidence is still 
in favor of the Correctness of those laid down includ- 
ing the steam seasoning. 

A man goes to Germany about three yeara ago 
and talks with the timber treaters there, returns and 
iinmediatelv enters the field as an expert in the busi- 
ness and ano immediately concludes that the chloride 
Of rinc treatment was a failure in this country. 

Ope of the hardest things to understand Is that 
he, through governmental backing, impliedly U oat 
actually succeeded in holding up the whole bnsmess 
fn this country in a measure, and not only this, to 
ftrow discredit, both on the many workers and upon 
results obtained. Not only this, but the scheme; of 
various promoter^ have been taken up, and exploited 
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fome nonsensical and some that when properly prov- 
en tnr time, may be of value, but that any one widi 
so short an experience should set himself tip as an 
authority b almost incredible and shows but litde 
conception of the broadness of the whole question. 

By a series of experiments he proves that steaming 
weakens the timber. This was known many yean 
Mgo, as was the fact that excessive heat applied by 
steam or by any other means would bum up me 
timber. Witness the effect often seen in creosotiMl 
timber where super-heated steam had been used. 

Therefore, the conclusion by implication is that 
Creosote and Creosote alone is to be the successful 
agent 

It is well to mention in this connection, that he has 
lost sight of the fad that many of the timbers that 
should be treated cannot be impregnated without 
steaming, and again, that some timbers like the 
k>blol]y and the old field pine cannot be dried for 
any considerable time without going far toward de- 
Then again the universal use of dead oil is im- 
possible first, because but a mmor portion of the 
timbers that should be treated, can be impre^pated 
by any known practicable means, and agaui, it has 
long been known that creosoting is too expensive 
except for special cases where specially long Ufe it 
sou^t 

Now kt us see that all is thus ruthlessly brushed 
aside. In iS8s, you ordered the Las Vegas works 
erected to use the diloride of zinc, or rather tiie 
Wdlhouse or Zinc-Tannin process in the impreg[iUH 
tioo of the Rocky Motmtain Pine ties. At that time 
yon gave me a sample of a cross tie treated for die 
most perishable timber which had seen seventeen 
vcars' service in track, yet perfectly sound which in 
Itself was a fair assurance for the future and an 
ap p ar e n t justification for an appropriation for works 
and the necessary stock of chemicaJs, etc, yet a large 
sum for those days. 
How, as to the results to-day. 
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The mean life of the untreated ties (pine) 1880 
to 1886, five years, was computed to be four and a 
half years as in 1886, over three quarters of the ties 
laid in 1880 were taken out rotten so completely as 
to be entirely worthless for fuel. The next point to 
note is that the treated ties were found to remain 
entirely sound until the sixth year with a very small 
percentage on the sixth year principally from break- 
age and mechanical wear. 

Then again, assuming that removals do not com- 
mence until the sixth year as is also true as to hem- 
lock ties treated by the same process by the Qiicago 
Tie works, we take all the ties laid and removed 
from track from 1886 to 1900 previous to 1905, some 
4,560,000 or about 28 per cent, of the total treated 
and laid, including failure from^ all causes at an 
average of life of ten and two-thirds years.* 

The Santa Fe record is not as complete as we 
could desire, but its trend is unmistakable, showing 
that we get a mean life of nearly twelve years as 
against four and a half years for the same kind, of 
ties untreated. 

From time to time, appeals have been made to 
me as to the admissibility of the omission of the 
steaming. I can only point to the above record, 
as beyond this, I DO NOT KNOW. In my ex- 
perience I see much to lead me to believe that loss 
will be incurred by its omission, or in fact, any 
omission from the original Wellhouse program. 

Quoting from your letter : "From the very nature 
of the case, it seems to me that the idea that the 
ties must be seasoned is fallacious for the reason 
that the chief point in securing good treatment is to 
draw from the timber the juices, saps and acids con- 
tained in the wood, and it seems to me this pan be 
more readily done before they are dried out and 
while they are in their liquid state." 

^NoU, I have removals just reported by Mr. 
Faulkner for 1905 showing that \fxxi of the 111,000 
ties treated in i^s were taken out in the twentieth 
year of service. 
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Confinning your views above quoted it is a fact 
that the timbers in the west slope of the continent 
are best treated direct from the mill and these tim- 
bers cannot be penetrated without steaming. My ex- 
perience at Kalispell, Mont, confirms what Mr. W. 
G. Curtis and Mr. Isaacs of the Southern Pacific R. 
R. Co. have long insisted. 

Another omission, should be mentioned, that of the 
glue and tannin. 

It was early complained that nobody could find 
the leatheroid. The trouble was that they looked in 
the wrong place. In Wellhouse treated ties in Texas 
it was early observed that with the loblolly (the most 
perishable timber) in ties where the corrugated 
tie plate rested, that the surface of the tie was cut 
into, presumably breaking the protected tie so that 
the timber rotted away in the form of an inverted 
bowl leaving the body of the tie measurably sound. 

The true place to discover the protecting quality 
of the leatheroid is in the general appearance and 
condition of the tie after six or eight years' escposure 
in Service and comparing it with the Bumettized or 
even with the untreated tie. To those able to read 
as they run, this will be quite apparent in what I 
call the "integrity of the tie." I know no better 
name for it, where the tie is full and sotmd long after 
untreated ties have started to go in pieces or even 
those Bumettized. 

Further omissions may be suggested with a view 
to saving any expense whatever, but it seems as if 
the economies secured at the expense of ten to 
twelve cents per tie. that the rules under which the 
before mentioned results are secured are best ad- 
hered to until something better is devised and 
proven. 

By the careful observer, the omission of the steam 
seasoning as suggested, comes largely from the com- 
mercial side in tibe discussion. Mr. Phillippi's quo- 
tation from my book which^ expressed the belief that 
the steaming was an essential part of successful im- 
pregnation as well as a seasoning of the timber, 
drew forth "left-handed applause" from the com- 
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mcrcial crowd that, unfortunately, due to the reason 
mentioned at the opening: of thi$ letter, seemed to 
dominate the convention. 

Certain matters in relation to timber impregnation 
seem to be fundamental, among which are : 

First: No iron clad rule or specification can be 
drawn to cover the handling of every timber condi- 
tion and every part of the country; to believe it pos- 
sible will indicate but a limited conception of what 
such an undertaking comprises. Only honest study 
and extended experience with the added COMMON 
SENSE will meet each and every case. 

Second: That some timbers can only with the 
greatest difficulty be impregnated by the aid of steam 
and the vacuum; without, not at all. 

Third: That if desired, timber cannot always be 
secured uniformly dry, and that some timbers cannot 
be treated at their best when delayed to be thorough- 
ly dry, as before stated. 

Fourth and lastly: Creosote cannot be utilized to 
the exclusion of the Chloride of Zinc and other 
agents; first, because many timbers cannot be im- 
pregnated by any known practical process; secondly, 
as to railroad cross-ties on account of excessive cost 
with timber that can be impregnated. 

In conclusion I call attention to the fact that we 
have thirty-seven years' evidence of the value of the 
Wellhouse or Zinc-Tannin and it seems the prober 
^ing to keep it until something better is offered with 
at least a reasonable record. 

I must beg your pardon for this long dissertation 
but you must understand that is done under severe 
provocation and in a case where a man feels like 
sharing the stress with another. 

With kindest personal regards, I am. 
Most respectfully yours, 

(Signed) Saicuel S. Rows. 
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PROGRAM FOR TESTING AMOUNT SOL- 
UBLE MATTER REMOVED BY STEAMING 

In the impregnation of timber, whether with oil 
or with anc chloride, the present practice is to sub- 
mit the timber to the action of steam, the vacuum 
and finally to direct contact with the oil or solution 
with a certain degree of pressure. We can weigh 
ISbt charge between and after the treatment and the 
increased weight may be taken as the actual amount 
absorbed, but it will invariably be found that this 
excess or increase in weight will not equal tiie 
actual amount drawn from the tank. To account 
for this, we should inquire what takes place during 
the process, it being evident that so much of the 
solution or the oil is lost in some way, or that during 
the process of steaming something is extracted from 
the timber during its contact with the steam. The 
latter is the most probable and indeed it is easy to 
see that much of the timber resins and juices appear 
in the off*fall to the sewer during the steaming, but 
how much of this is timber sap and how much is 
condensed steam cannot be easily determined. 

Ordinary observation will show that the steam 
does not disturb the insoluble cellulose or wood 
fiber matter in the wood. If we weigh very dry 
timber after drawing the vacuum we find that it 
is slightly heavier than before, but if we do the 
same when the timber is green and sappy, we 
find it considerable lighter; hence we have reason to 
infer that a larger amount of sap has been extracted 
from the green than from the dry timber. 

Further than this what takes place during this 
part of the process is not known, or at least has 
never been published by those knowing. 

If we weigh before introducing again after steam- 
ing, again after vacuum and finally after withdraw- 
ing, we may gain some knowledge. 

The temperature of the timber at each stage if 
carefully taken might aid too, as it is quite im- 
portant to laiow this in connection with the former 

277 



facts and the time required to treat the wood dear 
through. 

The thermometer could be introduced into holes 
previously prepared, deep enough to allow the bulb 
to reach the center. This of course would give only 
an approximate, but near enough to give a fair 
knowledge of the temperature of the wood at each 
stage. 

Various experiments are being made, at what cost 
remains to be proven, among which are the substi- 
tution of the Burnett for the Wellhouse process and 
the omission of the steaming from each. One more 
omission would bring us back to the point of start- 
ing, where 20 per cent, renewals are required in- 
stead of 6 per cent, as has been demonstrated. 

The omission of the steaming, even where the 
wood is exceedingly dry still leaves something lack- 
ing in the process. The absorption of so much 
chloride may be attained without difficulty, but the 
juices of the timber remain— one of the important 
matters at which the steaming is aimed and which 
cannot be reached in any other way. 

This is more important with some kinds of timber 
than others as the sugary saps go much farther in 
the promotion of decay than the turpentines, but in 
case of the latter there are elements that are better 
removed. It is hardly conceivable that a railroad 
company will experiment in this way, and I believe 
that if the facts as to results so far were closely 
studied and more freely disseminated, that its un- 
wisdom would be apparent 

There has been so much tendency to pare down 
and belittle results under the idea of being con- 
servative, that the whole matter has been thrown 
under a cloud of doubt. 

A more sanguine treatment would seem genial 
and wiser, particularly as in keeping the records, 
failure from other causes than decay are inseparable 
in the summing up. Ties destroyed by derailment 
and from decay taking place before treatment and 
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breakage or crushing from overloading swell the 
^ilures even in the earlier stages. 

The purpose of this paper is to encourage this 
investigation by the co-operation of several of the 
operators of existing works and to be able to com- 
pare the results for the benefit of all. 

The following program is suggested as meeting 
the case, to wit: — 

First; weigh the last two cars in, these being the 
most convenient to get at, before closing retort 

Second; take out and weigh, when steaming is 
completed, at the same time taking temperature. 

Third; again weigh after vacuum, again taking 
temperature. 

Fourth; again weigh immediately after with- 
drawing charge. 

The Fahrenheit thermometer requires a quarter- 
inch hole with a bit cutting a clean hole to the 
center of the tie and can be introduced and read in 
a minute or two, giving at least an approximate. 
Suggestions are in order. 

(For results, see Table on Page 184, ante; also 
New Tests at Evansville.) 

CHICAGO TIE PRESERVING COMPANY 
Terse Haute, Inb.^ Nov. 8, 1906. 
Mr. Samtiel M. Rozve, 

Chicago, in, 
Deas Snt: — 

In reply to your letter of Nov. ist, I have made 
several experiments within the past month on red 
oak ties, in order to ascertain the amount of creo- 
sote oil that can be withdrawn from the wood by 
means of a vacuum. In these experiments the oil 
was admitted to the cylinder without exhausting the 
air from tiie wood first 

Where oak ties are well seasoned and weigh from 
forty-five to fifty pounds to the cubic foot, I have 
been able to withdraw from one to two and a half 
pounds of oil per tie with a twenty-six inch vacuum 
maintained for one hour. The wood in this case, 
being well seasoned, will yield but a very small 
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amount of oil when the vacutun is applied. Where 
the wood is not so well seasoned, and weighs in the 
neighborhood of fift^-five pounds to the cttbie foot, 
more oil can be withdrawn, as the oil does not 
penetrate to a very great distance. In this case I 
have been able to withdraw from three and a half 
to five pounds per tie in one hour, with a vacumn 
of twen^-six inches. 

Oak ties will absorb from two to three times as 
much oil if the air is first withdrawn from the wood 
than thqr will where the oil is forced into the wood 
without exhausting the air; and for this reason it 
is impossible to withdraw but a small amount of 
oil by means of a vacuum. A tie that is in con- 
dition to absorb fifty pounds of oil, will take only 
from twenty to twenty-five pounds of oil if the air 
is not first exhausted. Therefore it will yidd but a 
small amount when the vacuum is applied after 
treatment. 

In the Rueping process where eighty pounds' pres- 
sure of air is first maintained for one hour and the 
oil then admitted without destroying the air pressure, 
I have found it impossible to inject into a red oak 
tie more than from five to ten pounds of oil per tic 
with a pressure of i8o pounds per square inch for 
three hours. 

Average volume of the ties used in this experi- 
ment =2.75 cubic feet 

Very truly yours, 

J. B. Card. 

N'ote: This letter is here deemed worthy of 
preservation, as Mr. Card is a son of J. P. Card, 
deceased, one of the eariiest and best authorities on 
timber preservation in this country; and his ex- 
perience has been long and continuous. What his 
tests here given show, is well worth pondering as 
relates to ttie amount of oil withdrawn. 

(Refer to P.— Over pressure.) 
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WASTING AWAY OF CHLORIDE OF ZINC 

In the treatment of timber by the use of the Chlo- 
ride of Zinc almost the first imi>ression that strikes 
tiie new investigator is that owing to the extreme 
solubility of this chemical salt it is liable to 
qaiddy waste away. Without farther argument the 
conclusion is drawn that it is quickly exhausted and 
that decay at once sets in, and the fact is that the 
arrival at this conclusion is generally considered 
soflteient to condemn it as a preservative. 

This conclusion is fallacious from the fact that 
it is based upon wrong premises. That there is some 
waste is conceded, but that this waste is of suffi- 
dent importance to condemn the Chloride of Zinc 
as an agent to prolong the life of the timber is all 
wrong. The Wellhouse process (Zinc-Tannin) is 
based upon the idea of reducing this waste. 

The amount of this waste may be judged by ex- 
posing the treated tie to frequent exposure of the 
piece to a series of exposures to the most severe con- 
ditions possible, that of placing the piece in water, 
removing and drying, the analysis as to loss and then 
repeating this for a long time.* The waste shown 
by analysis was found considerable at first, but gradu- 
ally reduced at each trial so that after several tests 
the loss almost ceased and the total loss proved that 
less than 28 per cent, of the original amount had been 
extracted. 

By relying on test of treated ties after long expos- 
ure, is often misleading. A tie in which decay has 
far progressed before being treated will be found in 
after years to contain much of the Chloride still 
present, while a sound, well impregnated tic will be 
still sound after many years of exposure, retaining 
but a trace. The fact is that a well grown, dose 
grained wood does not take anything fike the quan- 
tity of the chemical in the first place, and does not 
need it Common sense should make evident the 
futility of treating wood where decay is more or less 

'(Experiments made by F. J. Angier» when the 
test was carried on over a jrear). 
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present already and to treat such is a foolish and vain 

expenditure of money. 

To Whom it may Concern : 

The question has been asked: "How long will the 
antiseptic sap combination of chemicals stay in the 
wood after it has been injected?" 

The answer to this question is, that the effect of the 
chemicals on the wood will remain as long as the 
wood lasts, for the reason that it destroys the germ 
upon which the agencies combine to cause decay. 
Tne absolute penetration of the chemicals into every 
part of the wood, destroying the germs, is what prevents 
the heat, air and moisture from having anything to 
work upon to generate the growth of fungi, or to 
cause fermentation, which means decay. 

In treating green lumber, the cells of which are 
filled with sap, the chemicals combine and oxydize 
the sap, making it a part of the preservative. 

In treating seasoned lumber, where there is no sap 
to be combined with the chemicals, the chemicals be- 
ing a preservative within themselves, act only to kill 
the germs remaining in the wood. 

The chemicals are of such a nature and combina- 
tion that either green or seasoned lumber can be 
treated without the use of the dry-kiln, which so often 
impairs the value of lumber by overheating. 

After the solution has done its work of destroying 
the germs, evaporation takes place which leaves the 
wood filled witn the oxides and carbonates, chlorides 
and sulphates to act as a preservative to prolong its 
life and lessen its liability to check and warp. 

Should climatic conditions reduce the amount of any 
of the chemicals, it will not reduce the effect pro- 
duced, for the reason that the chemical action so 
changes the original condition of the wood that all 

Serm-matter which generates a fungus growth is 
estroycd. 

We should rather look to the results of the treat* 
ment as shown by the records of results in the pro- 
longed life of the tie under service, and by taking 



into consideration all the conditions under which the 
tie has passed in being treated, and deduce there- 
from a much more philosophical explanation of 
what has taken place. Even if there is some waste 
during subsequent years, it is not clear but that the 
diloride has done its work in the resolution of 
the elements of decay thus preventing decay for a 
long time. The result seems to indicate that this is 
true when we take into consideration the well at- 
tested fact that very little decay takes place in six 
years and an average of near twelve years' life is 
secured with a timber that decays beyond any use 
in six or seven years and a mean life of not over 
five years. 

Possibly this same philosophy may be applied to 
Uic action of creosote, particularly as relates to the 
more volatile ingredients popularly supposed to be 
of little value. Like the work of the chloride, it may 
do valuable work while it is evanescent and entirely 
disappears. 

The primary effect of this may be somewhat as 
the dismfectant used in cases where an infectious 
disease has existed; it does its work at once in the 
fumigation of the clothing and the premises, no 
repetition being needed. 
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OVER PRESSURE ON TIMBER 

Chicago, Sept 17, 1906. 

My Dear Angisr: Your welcome letter of the 
loth inst. came to hand to-day. The main point of 
your letter is in regard to effect of pressure to which 
the wood is exposed in the sealed retort under h^ 
pressure. I do not think that wind pressure on the 
standing tree is a parallel at all. We know that 
overstrain on the tree results in what are temoed 
•^Wind-Shakes,*' but that they arise from that press- 
ure that gives place to inflow of a liquid far beyond 
the natural capacity to absorb, or in other words, 
beyond the natural voids of the wood we cannot sec. 

One of the first experiments made on my small 
laboratory plant showed that with 300 pounds^ press- 
ure on pavmg blocks ^ of similar dimensions, an ex- 
cessive amount was injected, so much in excess of 
the known capacity of water-logged wood and in ex- 
cess of what can be retained that the solution was still 
flowing out twenty-four to forty-eight hours after 
removal from the retort Of course diis effect would 
be magnified by the short length of the blocks over 
timber of considerable length, but it demonstrates 
the effect only of the increased degree, the pnnciple 
and the effect bein^ the same. 

In the case mentioned where the blocks were sub- 
jected to 300 pounds' pressure to impregnate, the ab- 
sorption was 58 per cent, of the volume of the timber, 
while the average absorptive power of the pine is 
about 27 per cent, in volume. This is twice what 
the timber will hold, consequently the over-plus will 
waste out 

If you will visit some of the Creosoting Works 
where piles are treated under 150 pounds to 180 
pounds pressure, you will see the same effect only 
m less degree. 

Similarly in treating paving blocks where the 
creosote was loaded with an equal amount of bitu- 
men, one charge was impregnated under 200, the 
amount ultimately held did not differ greatly except 
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that the oil could be presstd out of the end by the 
streo^ of the hand in case of the temer, white the 
latter was quiescent 

Over twenty years ago I had the advice of Mr. J. 
P. Card and Mr. Wellhous^ the patentee of the 
''Zmc-Tannin" process, as my tutors in the business 
of timber impregnating^ the latter having tiien some 
eighteen y^rs' ex]penence in the business. As a 
result of tins eacperience was the iroandad ml^ "not 
to exceed lOO pounds' pressure.*' Since then I haeve 
found a tendency to try to hurry absorption by usiii^ 
a hi^er pressure. I confess to allowing the trial 
but m no case has the result been found appredabte 
as to expediting absorption. 

I wotud call attention to a marked characteristic 
of ties treated under this rule and those subsecpienUy 
treated, where attempts have possibly been made to 
hasten the operation by using the higher pressure. 
The former, even in later years of life, eight to 
twen^ years after treating remain sound on t<^ 
but wkh one swn cheek in the middle of the u^pef 
nde. while those of the latter treating part wta> 
omnerons strips. Of course this might have pfO« 
cerded from some other cause but the presaimption 
is strong in my mind, as I know of no other cause so 
likely tp have produced this particular effect. 

I cannot help as to the Rueping or the Lowry pro- 
cesses you mention, where as high as i8o pounds 
per square inch is used; in the former, however, 
the required pressure has been reduced to a point 
where it would not be very excessive and a little 
damage to the timber may be allowable if thereW 
good impregnation and cheap treatment is secured. 

I have always labored to treat every question 
candidly, pxi4 have labored many years, (ftnding my- 
self) and have given to all the results of my labors, 
but when anyone tells me that I am all oft in this 
matter and that 600 pounds wHl not injure the tmn* 
W, I feel like challenging this most emphatically. 
Toct old rule of 100 pounds i^ given as the limit of 
all allowable pressure, the presumption being that 



the 100 pounds will not materially injure the fiber. 
I have tried the injection of oil into a pile with an 
appliance by which I hoped to impregnate it at the 
ground surface and found that even the most solid 
oak would split at 150 pounds, but this is a differ- 
ent condition. 

The 300 pounds of retort pressure may not mater- 
ially affect the strength of fiber, but it is the after 
effect developed in the course of years by exposure 
to the elements, where the effect becomes of con- 
sequence. 

In the summing up of the whole matter of timber 
impregnation, I think that it resolves itself into m- 
ducing rather than forcing, and that success largely 
depends on producing conditions by which the timber 
will take up the oil or the solution by the action of 
natural laws. 

In the cases herein mentioned, short blocks were 
used, hence the effect was greater than with long 
sticks, yet this serves to demonstrate the principle 
in question. Under the 500 lbs. pressure the volume 
was increased five per cent, on withdrawal, while 
those subjected to 100 lbs. pressure were about one 
per cent. In both cases after two months' drying the 
volume returned to near the original volume. 

Samuel M. Row«. 



Note: In creosoting it requires from 150 to 180 
pounds to impregnate even the most open timber 
when in the shape of piles ^ and even this pressure 
will not penetrate sawed dimension timber to any 
considerable depth, and in no case is the timber 
permeated to the extent that it is with the chloride 
treatment. 
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THE USE OF COMPRESSED AIR FOR SHIFT- 
ING SOLUTIONS AND OILS. 

In the treatment of timber, the solutions and oils 
should not only be quickly shifted but what is still 
more important is that they should not be scattered 
and wasted but should be kept at all times so tiiat 
the quantity shall be easily determined at each stage 
of the operation. 

The practice of dumping from the retort and re- 
taming hsr means of a pump is not only clumsy and 
nneconomic, but renders measurement less prom^ 
and less accurate. By means of compressed air it is 
cheaper and more promptly done and less subject 
to error. 

The notes appended are from good authority, and 
are introduced here, as well as a very useful table 
for computations relative to air machmery and ap- 
pliances. 

With a view to increase the accuracy of tank 
measurement, where practicable to use a woridng 
tank of smaller dimensions, increased accuracy may 
be secured by reducing the diameter. 

TEMPERATURE OF COMPRESSED AIR. 

Atmosphere at 32 deg. F. compressed to 100 pounds 
pressure per sq. inch a temperature of about 340 
degs. at point of discharge from compressor. When 
discharged into a reservoir confined in a pit whose 
temperature is from 80 to 90 deg^rees, it loses about 
40 degs. As applied to a Timber treating plant and 
ased for forcing back oils and solutions, it is from 
15 to 20 degs. higher than atmospheric pressure when 
15 pounds per sq. inch is used. 

ECONOMY OF COMPRESSOR VS. PUMP. 

Under a total head of 18 ft the pump is the cheap- 
est; 18 to 22 ft the same, 22 ft and above Economy 
in favor of the Compressor. 
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INGERSOLL-RAND CO. 

Table showing the relative volumes of compressed air at 
various pressures. 
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INSPECTION OF T/ES 
IN TRACK. 

Tkb form t» iiit«iide^ f»r wt* wlicrc tmdt»d Ci«« 
«re vsmT P«hIj or vvh^llj^. Tht fiVaC cofumvi to 
OBv#r «ilW« Met«««, i-A-a wp to 10,000 'tf dmimd, 
#qual to tw* or thre« miles. 

This p«j|« to £ivc «U>reirtc1io« of iMinct cf 
ti«ib«r. 
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CONDITION: 
Columas 7, 8, 9, f o and 1 1, degree of deciy. 



C«fK 


■MVOP-imOKV 


OOOC 


nMorioiHt 


A 


Ask.Wk;fe 


L«.f 


Loctfff. Wkife 


Ai 


AA.tfd 





Qalc. W»;* 





BMdt 


Ro 


Orft.t«2 


c 


CiAr.Kirfcfifr 


■• 


0«imu<K 


Ic 


OidftnllMl 


VMo 


O^fMM^ 


Ck. 


o««t«»t 


aa 


Ori^t«»*AT« 


Or 


eyrn$9,y^u 


ro 


©•k.F^Mf 


€r 


Cff,W,Ud 


r 


Kiir.Hft«iMm 


Cw 




SI 


f^SWfUor 


n 


KW^mtA 


Ll 


rntU-ylMtf 


Wl 




tp 


PbM; Lodfr rwic 


F 


F;nO«|iitt 


ft 


FMtn 


« 


OviakltoA 


Kn 


fmon 


«Mr 


fi*OT.«nHfr 


S 


5^»Krg. 


No 




4r 


Sp~ct.w>.>-Me 


•1^ 




»- 


SfnM»,ftM 


N 


Mry»«'t 


T 


l^mmck 


Hi 




•w 


"WbiKt BUrft 


I. 


UcMSf.auek 


Ww 


W^liM^^fMIr 



289 



B. 

INSPECTION OF Ties 
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INSPECTION OF TIES IN TRACK. 
RECORD OF RESULTS. 

No matter what theories may be promulgated as 
to value of treatment of timber for prolongation of 
Ufe, or how plausible these may be, after all, the facts 
are what count and are conclusive. Many attenmls 
have been and are being made to determine the -vune 
of each method, but so far they are desultory and in 
a measure, unsatisfactory. 

Tlie subjoined forms are offered that some con- 
venient aiid concise system may be adopted at small 
cost of time and money, by which a record may be 
kept that will secure the desired result 

The inspection and record may be made on short 
representative sections of the line from year to year 
by any competent section foreman. The section fore- 
man who is competent to say when a tie should be 
removed should be competent to make the inspec- 
tion. 

One or two sections of one mile or even less should 
give the data desired for any line of railroad. This 
would give some idea of the life of untreated ties 
vidiicfa we heretofore have only by guess. 

The blanks ''B" should be securely wire bound 
at the top on stiff backing fifty in each pad on tihe 
back of which sheet ''A" shall be pasted so as to be 
easily refered to. 

The sheets "B" should not be detached and the pad 
should be returned intact 

It is believed that to secure the most accurate 
record that all treated ties should be plainly stamped 
and notwithstanding there has been much controversy 
in regard to the best method of doing, we still believe 
that the stamping hammer shown on Page 37 is the 
best The cost of stamping at the works before the 
cbaree goes into the retort is small and has the ad- 
vantage of avoiding the neglect or imperfect per- 
formance of this necessary part of the operation. 
See Section 12, page 14. 
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It is easy to see that the value of any treatment can 
only be judged by carefal record of conditions from 
year to jear. 

At this writing, no or very little record is found and 
even this is discredited by many writers who possess 
but limited knowledge of the fatcts, and seem to be in 
too many cases impelled by self-seeking motives, 
and too often accompanied by little or no practical 
knowiedge. Now, how is it possible for those desir- 
ing the facts, and how is it possible to know them 
without an honest and accurate inspection long con- 
tinued? 

It is believed that any writer on this subject who 
has the ^Qod of the work at heart will avoid misre(>- 
resentauon, secure in the belief that time will vindi- 
cate their position and can afford to wait while those 
who write without knowledge will find their record 
marked with signs of their mistake and a revelation 
of their motives. 

THE ZINC CRESOTE (RUTGER) PROCESS. 
Joseph B. Card. 

It is the desire of the writer to call attention in 
this article: 

First: To the zinc-creosote process which is used 
extensively in preserving railway tics for the Prus- 
sian Railway Service, and to some extent in France. 

Second: to an inexpensive inethod for agitating 
chloride of zinc and creosote Qil while under pres- 
sure, which will enable the use of the above men- 
tioned process in this country at a very reasonable 
cost 

In 1872 the German chemists agreed that by addinjg 
a small amount of creosote oil containing carbolic 
add to the chloride of zinc solution, much better 
results would be obtained in the preservation of ties 
than by the use of the chloride of zinc solution only. 

As both the individual merits of chloride of zinc 
and creosote oil were well known, a combination of 
the two solutions was recommended, based upon the 
fact that the carbolic acid contained in the tar oil is 
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soluble in considerable quantities in a chloride of 
zinc solution, thereby the imprecation fluid could 
be made to penetrate more easily into the interior be- 
cause with the addition of carbolic add it has the 
capacity in a degree to dissolve the resinous con- 
tents of the wood. This cannot be accomplished with 
the pure solution of chloride of zinc. 

In a paper by Mr. A. Schneidt, formerly Superin- 
tendent of the Imperial Railways, Alsace Lorraine, 
which was published in part by O. Chanute, C. E. 
the following theory is advanced: 

**In the watery solution of the chloride of zin^ 
the carbolic (Phenols) acid contained in the tar oil 
added, is partly dissolved; and in this diluted form 
it penetrates the cellular tissue of the ligneous body 
for more readily and surely than the less readily fluid 
tar oil." 

'The presence of carbolic acid also produces a 
potential solubility in the resinous constituents of the 
wood, whereby the chloride of zinc soluti6n is better 
enabled to penetrate the fatty resinous woody strata, 
and into the heart." 

"In the jud^ent of chemists it may also be as- 
sumed that owmg^ to the greatly attenuated degree of 
the chloride of zinc solution, and in the presence of 
the carbolic acid, a basic zinc "phenylate" is formed 
from the chloride of zinc oxide, through the agenqr 
of the bases of the salts which occur in wood ashes ; 
and that this "phenylate" of zinc, being insoluble 
in water, favors duration by opposing the leaching 
out of the impregnated ties. 

••The preservative action of the dissolved carbolic 
acid is decidedly more potent than that of the chlo- 
ride of zinc; and as carbolic acid is also much less 
soluble in water than chloride of zinc the addition 
of a small quantity of tar oil containing carbolic acid 
will also arrest the decay of the wood which absorbs 
it The heavy oils of the added tar oil do not as 
readily penetrate the wood as the^ more fluid solu- 
tions of chloride of zinc when reinforced with the 
dissolved carbolic acid; the former oils remain Jn 
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the outer woody layers of the tiCt and form a tery 
thin stratuniy more or less obstructive to the entrance 
of water.** 

In 187^ Julius Rutger who operates most of the 
tie treating plants in Germany, introduced for the 
ftnt time what is known to-day as the Rutger pro- 



At the present writing the process consists of in- 
jecting the equivalent of not less than one-third of 
a pound of the dry salts of chloride of zinc per cubic 
foot, and in addition to the four and a half pounds 
of creosote of oil per tie. At the expiration of the 
first ten years after the process was mtroduced, the 
Prussian Railways b^ian to see that the^ results ob- 
tained from ties treated by the combination of chlo^ 
ride of zinc and creosote were giving much better 
satisfaction than ties treated with chloride of zinc 
alone, and the new process rapidly grew in favor, 
so much so that at the present time all of the pine 
and beech ties used throughout Germany are zinc 
creosoted. The average life of ties treated by the 
Rutger process on the Prussian Railways is from 
twelve to sixteen years. 

The French State Ry. at the International Rail- 
way Congress in 1900 reported a life of sixteen years 
for zinc creosoted beech ties. The records of the 
road show that ties treated by the Rutger process last 
^ per cent longer than those treated with the chlo- 
nde of zinc only. 

The Rutger process was introduced in this country 
in 1904, by the Chicago Tie Preserving Co., at Paris, 
111., on the Big Four Ry. The use of this process, 
(when the solution is not agitated while under pres- 
sure) necessitates the importing of a special oil made 
by Rutger, in order to obtain a mixture which will 
not separate during the time the pressure is api^ied 
to the ties. This has been found to be expensive 
and at times hard to obtain. 

This objection can be overcome by the use of a 
centrifugal pump the suction being taken from the 
top of die treating cylinder and the discharge en- 
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tering the bottom, being distributed uniformly the 
entire length of the cylinder by means of a perfor- 
ated pipe. The pressure on both the suction and dis- 
charge side of the pump is the same as the pressure 
on the treating cylinder, therefore very little power 
IS required to handle large quantities of the mixture. 
A perfect agitation can be obtained in this manner^ 
and any good grade of oil can be injected into the 
wood together with the chloride of zinc solution, re- 
gardless of the specific gravity of either. 

As it has been demonstrated beyond any doubt 
both in Germany and France, that a small amount 
of creosote oil injected simultaneously with the 
chloride of zinc solution, will increase the life of a 
zinc treated tie 25 per cent, it can be readily seen 
that the small increased cost of the zinc creosote 
process will more than pay. 

The records in the United States compare very 
favorably with the German records where the chlo- 
ride of zinc process is used and it is reasonable to 
assume that by adding five pounds of creosote oil 
per tie to the chloride of zinc solution, the same in- 
creased length of life will be obtained in this country. 

The Santa Fe Railway shows eleven to twelve 
years' life for Burnettized ties, and the Chicago Tie 
Preserving Co. shows about the same on over 6,000,- 
000 hemlock ties treated for The Chicago, Rock Isl- 
and & Pacific Ry. On the Chicago, Eastern Illinois 
Ry., over 2,500,000 red and black oak ties have been 
treated by the Chicago Tie Preserving Co. in the 
past eight years about 950 ties have been removed 
for decay to Nov. ist, 1906; undoubtedly the average 
life of the treated oak ties on the road will be not less 
than twelve years. 

If the life of these ties can be increased 25 per 
cent, by the addition of a small amount of oil the 
extra cost will more than pay. 

The cost of a zinc creosoted tie is but a trifle over 
one-half the cost of a creosoted tie which contains 
from twenty to twenty-five pounds of oil, and the 
results will be the same, as the creosoted tie in the 
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United States will fail from mechanical wear in 
fifteen years the same as the zinc creosoted tie. 

It has never been demonstrated either in this or 
the foreign countries that the creosoted ties where 
feeble doses of oil were injected have given good 
results. 

A report by M. V. Harzenstein showing the amomit 
of oil injected per tie, and the average length of life 
obtained from treated ties on about one-half of the 
English roads was presented to the International 
Ry. Congress in 1895. At that time the practice on 
the various roads was to inject from seven to ten 
pounds of oil per cubic foot, where ten pounds of 
oil per cubic foot was injected the life obtained was 
from sixteen to twenty jrears, where from seven to 
eight pounds per cubic foot was injected the average 
life was from twelve to fifteen years. 

The life of the treated tie in the foreign countries 
is materially increased by the protection given it 
from mechanical wear. 

Since 1895 the English roads have further in- 
creased the amount of oil injected per tie, at the 
present time the practice is to inject from thirty to 
thirty-five per tie. 

The French inject still larger amounts of oil than 
the English, and obtain better results. In a letter 
from the Western Ry. of France published by O. 
Chanute in Bulletin 78 American Ry. Engineers & 
M. of W. Association, ties on the road treated with 
from twenty-six to thirty-three pounds of oil per 
tie failed in twelve years. The present practice con- 
sists of injecting 48.4 pounds per tie as a minimum. 

Creosoted ties have been sent to this country from 
England at various times for exhibitive purposes. 
The dating nail showing that they had been in service 
twenty to twenty-five years. In no case to my knowl- 
edge is the information given as to the amount of 
oil originally injected. An examination of any of 
these ties will show that a perfect penetration has 
been obtained throughout the tic. As the foreign 
practice on treating ties is to withdraw the air from 
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the wood before introducing the oil, those familiar 
with the operation of tie treating plants know that 
the injection of oil must be pushed to refusal before 
a thorough penetration is obtained. Therefore it is 
letsonably sure that these ties originally contained 
between tiiirty to sixty pounds of oil per tie, as there 
are very few woods suitable for treating, where 
thirty pounds per tie cannot be injected when the 
air is removed from the wood. 

One record of failure where small doses of oil 
were used took place on the C, B. & Q. Ry. In iB6S 
and 1869 20,000 creosoted ties were laid on the New 
Boston Branch of this road and failed in seven 
years. They were treated by the Seeley process, and 
contained from three to four pounds of oil per cubic 
foot The failure was due to dry rot in the interior 
of the tie, the ouside of the tie being sound. This 
treatment failed also on the Chicago, Rock Island & 
Pacific Ry. That a very good penetration was ob- 
tained by the Seeley process was demonstrated at 
the St. Louis Fair by a similar process. 

Red and black oak ties will decay in the center first 
in most all cases, for this reason it is necessary that 
the anticeptic solutions should be thoroughly dis- 
tributed throughout the tie. Where chloride of zinc 
or zinc creoste are used this can be accomplished at 
a reasonable cost, but where creosote oil is used the 
cost will be large if a thorough penetration^ is ob- 
teined, if a thorough penetration is not obtained in 
creosoting oak ties then either the Burnettized or 
the zinc creosoted tie will give better results. 

It has been suggested that the creosote be injected 
without first removing the air from the wood, and 
afterwards the surplus oil withdrawn from the wood 
by means of the vacuum pump. A thorough pene- 
tration can be obtained in this way only where tics 
are exceptionally well seasoned, but where they are 
well seasoned they refuse to give up but a very small 
portion of the oil injected, where the vacuum is after- 
wards applied. 
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Von Schrenk— 1902: 

'This is a red oak tie into which the tar oil hat 
penetrated very nicely into the heart of tlie tie, as 
It has also in the next one. By using a special land 
of tar oil^ one of the same specific p^avity as the 
zinc chloride solution, the process is without question 
▼ery much superior to the anc-chloride treatment, 
but it is still in its infancy. 

Here is another, red oak (fig. i8). You see the 
tar oil and zinc chloride have penetrated to the heart 
These photographs were made from middle section 
of the tic. 

Here is a vei^ good one showing the same thing. 
Here the tar oil has penetrated for a considerable 
distance. This treatment will probably make these 
ties last longer than zinc chloride alone, because it 
will prevent the reaching out of the salts.** 

These ties are treated by the Chicago Tie Pre- 
serving Co. 

Chicago^ Jan. 7, 1906. 

Mr. T. W. Calvert, C. E., 

Chief Engineer, C, B. & Q, Ry., Chiea<'0. 
Dear Sir: The ties mentioned in the letter en- 
closed of Robt. J. McClure were treated by th^ Scely 
process and contained from three to four pounds 
of creosote oil per cu. ft. They also failed on the 
C, R. I. & P. Ry. in about the same time as on the 
C, B. & Q. Yours truly, 

J. B. Card. 

Chicago Burlington & QxnNCV Ry. Co., Chut 
Engineer's Office. 

Chicago, Aug. 28, 1882. 
O. Chanute, Esq., C. E. 

Dear Sir: In answer to inquiry concerning the 
preservation of timber I have from Mr. Bislet that 
2OJ000 creosoted hemlock ties were laid on the New 
Boston Branch of the C, B. & Q. Ry, in 1868 and 



'6g. These were all taken out before they had been 
in the track seven years. A hard shell from one- 
half inch to three-fourths inch in thickness was 
formed, but the interior crumbled from dry rot. 

A tank of iron was put up at Aurora in 1870, and 
ties and plank were treated with creosote. These 
ties lasted about the same time as those on the New 
Boston Branch, but the plank which was used in car 
floors and in platforms was removed after a few 
months on account of injury to merchandise coming 
in contact with it. 

I regret that I cannot give you details of the pro- 
cess of treatment. 

The men say that the liquid was boiled, but that 
an attempt was made at producing a vacuum or par- 
tial vacuum in the tank before the admission of the 
liquid. They do not remember the proportion of 
creosote to each tie. Yours truly, 

(Signed) Robt. J. McClure. 

STEAMING TIMBER BEFORE IMPREGNAT- 
ING. 

I quote from letter of A. A. Robinson, President 
Mexican Central Railroad, April 19th: 

"From the very nature of the case, it seems to 
me that the idea that the ties must be seasoned is 
fallacious for the reason that the chief point in se- 
curing good treatment is to draw from the timber 
the juices, saps and acids contained in the wood, and 
it seems to me this can be more rapidly done before 
they are dried out and while they are in their liquid 
state." 

I think that the observation of many experienced 
operators will coincide with me in saying that the 
steaming is an essential part of the process, not only 
as to the effect on tiie timber, extracting the juices 
and toughening the fiber of the wood find in a gen- 
eral way preparing it to absorb^ the chemicals what- 
ever they may be. While dry ties may be desirable, 
in practice dry ties or ties of uniform dryness can 
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rarely be secured. Three hours of steaming at 
twenty pounds pressure will not injure the fiber and 
the general condition of the whole chargjje will be 
measurably uniform and at the same time in fit con- 
dition to absorb the chemical when exposed to it in 
the retort 

When the steam is discharged and the vacuum 
drawn the timber is about as devoid of air as it is 
possible, the pores bein<T filled with expanded vapor 
and a remnant of air, possibly, and in much better 
condition to absorb the solution than it can possibly 
be when the ties are dry and the vacuum alone is 
relied upon to extract the air from them. We do not 
suppose in either case that the air is all withdrawn 
but we can be assured that the condition of the tim- 
ber is much more favorable for impregnation when 
exposed after steaming and vacuum in the former 
case. 

When ties are dry and exposed to the vacuum a 
considerable amount of air will still remain in the 
tie and when this is compressed by the forced en- 
trance of the solution it will on removal of the 
pressure, be again forced to the surface. 

Ties thus treated are giving oflF more or less for 
many hours after removal from the retort all of 
whidi goes to waste, whether chloride, oil or what- 
soever. 

It is undeniable that steamed timber will bear 
railwear better and it is also true that some timbers 
cannot be impregnated without the use of steam. 
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The foDowing aitide for the Wood 
Association is deemed worAy of i _ 
connection. Octave QuuraCe C E^ is one of tte 
hifl^est atitliorities on the subject treated, and wtiSkt 
the author may differ with him on some minar poinli^ 
yet the article is all the more valuable, sermg* as a 
basis of further investig at ioiL 

(Published by permission.) 

THE STEAMING OF TIMBER. 

By O. Chamrte. 

Having been asked to prepare a paper upon the 
Steaming of Timber I think that it is well to beipni 
with a glance at the evolution of that prooen. 

The original method of applying antiseptics for 
the preservation of wood was by soaking it in solu- 
tions, chiefly those of mineral salts, and that was the 
way in which ship timber for the 'Wooden Walls 
of England" was treated with fair results ovw a 
century ago. With the opening of the railway era 
more expeditious methods were called for and in 
1 83 1 Breant, a Frenchman, was the first to fofoe 
antiseptics into wood by hydraulic pressure. He 
used a closed, vertical cylinder in which the wood 
was placed upright on end and pressure was applied 
with a pump. He indicated, moreover, that better 
penetration might be obtained by producing a pw^ 
tial vacuum in the cylinder before the admission of 
the antiseptics. Those which he employed were sal- 
phate of iron, linseed oil, and a mixture of linseed 
oil and resin. 

Burnett patented the injection of chloride of zinc 
in 18^. He first employed the soaking method bat 
subsequently he used pressure in closed cylinders. 
Bethel in the same year patented the use of cre»* 
sote and used the Breant method, but his cylinder "wis 
hofizontal and he produced a partial vacuum t h e i e in 
•Emitting the creosote. His apparatus and his 
'ere substantially the modem ones and have 
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continued in use to this day» but some difficulties were 
loimd when operating upon any but thoroughly sea- 
soned timber and in 1840 Pain introduced the process 
I of previous steaming. His method for the injection of 

I sulphate ol iron anasulphate of barium, consisted in: 

I 1st. Steaming fifteen minutes. 2nd. Vacuum for 

I ten minutes. 3rd. Introduction of antiseptic 4th. 

j Pressure of eight to ten atmospheres, the latter being 

continued forty to fifty minutes. 
This was thought to be a notable improvement, 
I more especially when operating upon imperfectly or 

I half seasoned timber and it rapidly grew in favor. 

In 1857 Messrs. Lege and Fleury-Pironnett pat- 
ented an apparatus for injectinp^ railway ties with 
sulphate of copper by the steammg-vacuum-pressure 
process and tried a great many mtelligent experi- 
ments upon fresh cut, half seasoned and fully sea- 
soned wood of various species, to establish the exact 
advantage of each step in the process. A commission 
to examine these results, appointed by the Agricul- 
tnral Society of Sarte (a French Department), tried 
farther experiments and thus summed up the as- 
certained advantages of steaming. 

"Wood, in seasoning, loses a good deal of weight 
and yet shrinks but little. The sap ducts lose the 
evaporated water and their walls become incrusted 
with the non-volatile portions of the sap, among 
which is vegetable albumen, constituting the princi- 
pal cause of decay. The albumen dried at ordinary 
temperature, hardens into a horn-like substance, but 
the application of moisture and gentle heat again dis- 
solves it and thus re-establishes the continuity of the 
sap ducts. It is important to reach this result with 
the least possible amount of condensed water, so as 
to leave as many voids as practicable to be permeated 
by tiie antiseptic solution. This is best accomplished 
1^ steaming at temperatures from 212* to 240* F. 
for ten minutes to three hours according to the kind 
and condition of the wood, and by following this 
up for some ten minutes with as great a vacuum as 
possible. The steam penetrates and dampens all the 



fibers of the wood; it heats and swells it consider- 
ably; it carries off, moreover, by a sort of washing, 
various volatile or soluble substances, and yet it 
condenses in the wood in such small quantities that 
the increase in weight is negligible and sometimes 
more than overbalanced by the weight of the matters 
extracted." 

This, it will be noted, was predicated upon the in- 
jection of sulphate of copper. It is believed that 
steaming before the vacuum was then universally 
adopted in Europe by all the establishments which 
injected mineral salts, but those injecting creosote 
early recognized that tiie small amount of condensed 
steam left in the wood resisted to some extent the 
injection of this oily substance, and the writer be- 
lieves that the present practice in Europe is not to 
steam wood intended to be creosoted. In England, 
the timber, much of which has been rafted, is very 
thoroughly air seasoned. In France and Germany 
ties are stacked in open piles for ten or twelve 
months, during which some sixteen to twenty-five 
per cent, of the weight is lost and then they arc in 
many cases dessicated further in drying ovens (not 
dry kilns), during which latter process they lose 
three or four per cent, more of weight before being 
transferred warm into the creosoting cylinder. 
Another method is to boil the ties in hot creosote 
so as to evaporate the sap and make room for the 
creosote which is injected by pressure. This is per- 
haps the best method, laboratory experiments show- 
ing that there is still eighteen to twenty per cent, 
of moisture in so-called thoroughly air seasoned tim- 
ber. 

For wood to be injected with mineral salts steam- 
ing is generally resorted to in Europe. These^ salts 
being in watery solutions the condensed steam is not 
objectionable as it merely weakens the solution, 
which is made a trifle stronger than would other- 
wise be the case. 

In the United States Hayford took out various 
patents for steaming in 1859-1870, 1872 and 1877 
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which were hailed as great improvements and went 
into extensive use even for creosoting. For a time 
every wood preserver steamed before injection and 
it is only within the last two or three years that the 
question has been raised whether better penetration 
with mineral salts cannot be obtained by omitting 
steaming altogether. 

The writer having tried hundreds of experiments 
during the first ten or fifteen years of his practice 
in the injection of mineral salts, believes that whether 
it is advisable to steam or not to steam depends al- 
together upon the condition of the wood when it 
becomes necessary to inject it. The best practice is 
to season it thoroughly, but customers are generally 
impatient and urgently require the treated wood for 
immediate use. So the operator has often the al- 
ternative of either incommoding his client or of not 
doing the best work of which he is capable. He not 
infrequently unloads timber on the ground at his own 
expense in order to season it a little more. 

Wood structure generally contains 30 to 50 per 
cent, of cells by volume. In the living tree these 
cells are filled with sap, and the problem is how to 
replace this sap with some preservative substance. 
In rafting a small part is washed out by diffusion 
and in air seasoning perhaps over one-half of the 
watery portion of the sap slowly evaporates. It is 
obvious enough that in order to inject satisfactory 
amounts of any antiseptic a place for this must be 
found in the wood, and if the sap cells be filled with 
sao or with water, it is clearly impossible to fill them 
with another fluid. To clear the sap cells, therefore, 
we must produce some motive force inside of the 
wood. This motive power may consist of steam gen- 
erated inside of the wood, or it may consist of air 
which has replaced so much of the watery portion 
of the sap as has evaporated in seasoning, which air 
is heated and expanded by steaming. 

Proceeding upon this theory the writer tried very 
many experiments with various species of wood, 
fresh cut, quarter seasoned, half seasoned or wholly 



reasoned, by steaming them various lengths of time, 
they being weighed in and out at each stage of the 
operations. He found that where the wood was fresh 
cut and full of watery sap it required no less than 
eight hours of steaming at twenty pounds pressure 
(258'*F.) to bring the center of a tie six by eight 
inches section to the boiling point or 2i2'F., at which 
the sap would begin to generate steam so as to drive 
out some of the watery portion. It is understood 
that the creosoters who operate upon fresh cut or 
waterlogged piles are sometimes compelled to steam 
for twenty-four hours, at more than twenty pounds 
pressure, m order to clear the wood for injection. In 
that case it is probably safe to begin the operation 
with steam as high as thirty pounds pressure (275*F) 
because the water in the wood which first evaporates 
protects the fiber from immediate injury, but towards 
the close of the operation the pressure should not ex- 
ceed twenty pounds, which has been found the point 
(258" F.) at which small injury to the strength of 
the fiber is likely to result 

With half seasoned ties, i. e., air-dried from four 
to six months, according to the time of the year, 
the writer ascertained the perhaps surprising fact 
that more sap could be extracted by one to three 
hours' steaming than could be gotten out of fresh 
cut ties by three to five hours of steaming at twenty 
pounds pressure. Of course there was more of the 
watery portion of the sap in the fresh cut ties than 
in those half seasoned, but it could not be extracted 
satisfactorily without much longer steaming. It was 
concluded that when the wood was half seasoned 
some air had flowed in and that this, being moder- 
ately hastened by the steaming, expanded so as to 
drive out a good deal of the remaining sap, and this 
view was confirmed by the examination 01 the tics 
immediately upon their withdrawal from the treat- 
ing cylinder, when minute bubbles of air and sap 
were observed issuing from the ends of the ties. 

With fully seasoned ties, say six to twelve months 
from the cutting, the effect of the steaming was some- 
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times to increase the weight of the ties, and some- 
times to diminish it, sudi increase or loss being; 
however, very small and well within two per cent 
It was fomid that when the ties were in that condi- 
tion it was best to dispense with the steaming alto- 
gether, and to begin with the vacuum; as more solu- 
tion (chloride of zinc in this case) could be injected 
than when the ties were previously steamed, which 
latter operation, leaving some condensed steam in the 
wood (say perhaps five per cent of its weight re- 
duced to two per cent by the subsequent vacuum), 
diminished by just so much the quantity of solutioa 
which could be forced into the tie. 

These experiments were made from 1890 to 1900 
and were fully confirmed by experiments made in 
1904 by Mr. S. M. Rowe. From the results and from 
experience gained in regular working, the following 
practice has grown up at the works of the writer : 

1st To refuse to treat fresh cut ties, but to put 
them down on the ground to season. 

2nd. To begin the spring season's treating by 
steaming, unless the ties are of the previous year's 
cutting. 

3rd To omit steaming in the summer and autumn 
when the ties prove to be well seasoned. 

This practice leaves open the question whether it is 
important for the best results to first sterilize the 
germs of decay by heat, either that of steam or that 
of hot air in drsring ovens. Some bacteriologists hold 
that the germs of decay exist in the sap of the wood 
before it is cut down, and some believe that these 
germs penetrate into the wood after it is treated. The 
writer's experience with the results of ties previously 
steamed or treated without steaming is not sufficient 
to enable him to adduce any facts bearing on this 
question, but he believes that the European practice 
of heating wood in drying ovens just prior to its 
injection is good and that this may be the next im- 
provement which should be introduced in this comitry. 
Be this as it may, he hopes that the members of this 
association will contribute dieir experience to the dis- 
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cussion of this paper, and that the result will be to 
produce still better work in wood preserving. 

CONSERVATION OF FORESTS IN AMERICA, 

Prest. J. J. Hill of the Great Northern Railway in 
speaking of the exhaustion of soil, timber, ores and 
coal, while presenting a startling possibility in a 
humanitarian sense, yet in each case there is a 
large element of truth. That improvidence pervades 
in the several cases that cannot but mean ruin to 
civilization in the course of time and not very far 
distant as measured by human history. 

Confining ourselves to the two most imminent 
sources of peril, that of exhaustion of the soil and 
the woods, we can look back not beyond the space 
of the life of our great-grandfathers and view our 
whole territory from its eastern limit to a line far 
west of the Mississippi river, now essentially de- 
nuded of its forests, and at the same time large in- 
roads are being made in the far west and in the 
timber centers of the south. 

As to the soils, Mr. Hill only repeated what every 
well informed agriculturist knows. Minnesota and 
the Dakotas were for many years noted for both 
the quantity and the excellence of the wheat crop. 
Now we hear of trouble from rust and other kindred 
evils ; only what should be expected after taking off 
and putting nothing on for the last thirty or forty 
years. It means poverty of soil; soil impoverished 
by wasteful methods and human greed. 

In 1840 Illinois raised just as fine wheat for a few 
years, then the crop began to fail generally except 
where the land was fed by its own products such 
as manure from stock — ^and by intelligent rotation 
of crops, and was thus rendered prolific for wheat 
indefinitely. That this can be done in any and all 
the agricultural states will hardly be questioned. 

The same improvidence seems to be the rule in our 
forests. The forests of this country are the product 
of several hundred years previous to its occupation 
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by our people; some trees now being cut are the 
natural growth of a thousand years, over thirty 
generations, and many trees are being cut that cannot 
be re-grown in ten generations. The remaining sup- 
ply of timber is being still further imperiled 1^ fires 
more numerous and destructiYe from year to year as 
the cotmtry is being invaded and the increased de- 
mands of trade, calls for more wood. The amount 
of timber required for railroad ties alone is such 
as to tax present supply and to accentuate the ex- 
haustion of our remainmg forests. It is not neces- 
sary to call for statistics as the ever increasing de- 
mand as to this one item of supply and increasing 
cost will sufficiently attest 

The forces of nature can be depended upon to 
replace the waste to the extent of llie existing area 
for growth only, but it is constant and persistent 
and in the aggregate it will go far to repair the 
loss if given a feir chance. Perhaps the most fKJwer- 
fnl influence that can be employed to aid is the 
building up of the sentiment of love for the tree 
among the masses of our people. This interest is 
easily awakened and if cultivated will show results 
after a time. Arbor day if generally kept in the 
schools of the country will make its influence felt, 
espjedally with the young. Tree planting where con- 
ditions are right while tending the same way is 
but puny compared with the forces of nature. We 
must look to other measures to conserve nature. 

Once in a while we come across a timber lot or a 
bit of the original forest in some of die older states 
where it has been carefully preserved in its primeval 
state and where we consider that this is what ex- 
isted over half of the territory now covered by our 
country, we can better appreciate the destructive 
forces at work. 

Where human greed is unrestrained we see the 
main cause of unnecessary waste by the reckless de- 
struction of everything, except the tree bodies that 
are cut into lumber^ and to which much of the 
destruction by fire originates and may be attributed. 



Another cause of waste consequent on the fore- 
going manifestation of human greed is in the pro- 
miscuous bleeding for turpentine, where premature 
destruction is carried out on the young and fast 
growing second growth trees too small to produce 
much, and causing the trees to blow down uius de- 
stroying what in the next generation would produce 
valuable trees. The thought suggests that tree econ- 
omy would require that the production of turpentine 
be confined to that which can be extracted from the 
matured tree or from the waste part of trees cut 
into lumber. Just how far the Government can law- 
fully interpose to avoid this unnecessary waste is 
something we 'cannot here say, but it would seem 
right that such power or influence as it does possess 
should be exerted to this end. 

The Forest Service Bureau of the Department of 
Agriculture it is presumed is the proper party 
through which all the powers of the general Gov* 
emment are brought to bear, and to this we must 
anchor our hope and trust that such influence ms 
thejr possess joined with the sound sense and far 
seemg judgment of those engaged in the lumber 
producing business, will at least partially prevent this 
almost criminal waste in the future. A proper 
understanding between this Department and the lum- 
bering interest will go far to prevent destructive 
fires. The responsibility for carelessness or wanton 
setting of fire should have heavy penalty attadied 
and should be enforced whenever possible. 

Tree Planting: Over sixty years ago, the writer 
then but a boy, found no greater pleasure than that 
of roaming the then primeval forest with its growth 
of noble trees : Oak, Walnut, Hickory, and almost a 
complete list of those trees of the temperate zone 
with its concomitant herbage, forming a book, the 
study of which caused almost a feelinsr of reverence 
for those noble trees, and impelled the planting of 
the Walnut as it dropped from the parent tree. The 
result of this boyish impulse is a tree eighteen inches 
in diameter above the stump and this in a situation 
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not at all favoraUe to the Walnut With favorable 
soil and conditions as to moisture, doable this 
growth would have resulted. 

Two trees seem to be adapted in a commercial 
sense, for profitable planting on account of rapidity 
of growth; the Black Locust and the Osage Orange 
(Bois d Arc) especially the latter on account of its 
freedom from insect attack, a source of almost com- 
plete destruction of the locust, which should com* 
mand attention of our Forest Bureau. Both these 
trees will grow in almost any soil or situation, pro- 
ducing the most lasting of wood and growing very 
closely. The Osage Orange, if planted very closely 
and given dose attention during the first five to 
eight years in trimming away side branches, should 
produce the highest and earliest return for the 
ground and the labor expended. 

Railroad Cross Ties: The call for railroad ties 
is one of the most severe drafts on the timber supply 
and this has been confined thus far to the White 
Oak, but the time has now arrived when railroad 
managers are forced to relax and resort to the 
softer timbers simply because the white oak ties 
cannot be had. It is apprehended that tiiey will be 
equally obdurate as to the use of steel for the same 
purpose as long as wood can be had at almost any 
price on account of the superiority of wood for 
this purpose. Even if steel or other substances are 
adopted, the wood must be interposed in the shape 
of blocks or shims to ease the rigidity of the bear- 
ing of the raiL 

Chemical Treatment of Timber: If the softer 
woods which have heretofore been rejected on ac- 
count of their shorter life when exposed to tiie 
elements in the railroad track can be utilized, tiie 
fidd of supply is infinitely enlarged and mudi that 
has heretofore been considered useless and being 
destroyed can be utilized. 

Mudi has been offered pro and con as to wfaedier 
the methods of treatment in this country have been 
successful, but the writer bdieves that the best 
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authorities of today as well as future results will 
justify in saying that many of the woods heretofore 
rejected can be made to last longer and make better 
ties than even the white oak. 

IVood Pulp: This is another source of depletion 
of the forest and no doubt a legitimate and useful 
one, but confined to a few of the most valuable 
timbers. The thought occurs whether the remnants 
of other woods may not be utilized instead of the 
more valuable tree bodies as suggested in the ob- 
taining of turpentine from the pine. These renmants 
may not be so cheaply reduced but considering that 
the material will otherwise be wasted, does it not 
come within the line of policy of the government to 
forbid further waste? 

In view of the fact that all wood fiber is of much 
the same consistence does not this view seem reason- 
able? 

Tree planting, while as before stated, carried on 
by human effort now in its infancy, is puny compared 
with the results of nature, may grow in time to be 
of much importance. A combined effort by all par- 
ties whether individuals or railroad, or other cor- 
porations will result eventually in an increase worthy 
of the eflFort 

One great advantage will be in the awakening of 
eflFort that will increase both interest and knowledge 
on the part of the people with an increased dis- 
position to not only add to the volume of the 
product, but to avoid waste and to create a feeling 
of sacredness toward the noble plants that banish 
the desert wherever they are grown. 

Aside from the conservation of existing forests 
their reforestation seems to be the most important of 
all, and eflForts in this direction are being stimukted 
by the aid of the Forest Service under the able 
direction of that department of the government. 
There is hardly a doubt but that the vast area of the 
white pine in Michigan could with proper care have 
been far along toward this reproduction and that it 
is not due to the impoverishment of the ROil, but is 
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dne to the improvident burning over, and not to any 
great extent to stock pasturage. In the south where 
the pines have grown the second growth it is grow- 
ing vigorously, but the Old Field and the Yellow 
pine growing vigorously as to defy stodc very 
quiddy. Reproduction of forest in this way can of 
course be aided by extended planting in connection 
with those growing naturally, the latter furnishing 
the^3roung plants for resetting in open spaces. 

iree planting on desert or some desert lands 
seems to be of uncertain utility, we see on the great 
plains over a stretch of many hundred miles almost 
treeless with the one exception of the cottonwood, 
and that only along the streams, even then of but 
little value except to relieve the eye. 

Only long patient study will determine how far it 
is practicable to encroach on the great plans, and 
what useful timbers can be grown. The absence of 
any other timber is strong evidezice that it will be 
difficult to grow other timbers with any degree of 
success. 

But let reforestation be attenqited, the original 
primitive forests of this country can never be re- 
produced. Human effort directed by the Imowlolge 
now being so acquired and prepared by the United 
States government through the Forest Service can 
be used to direct the impulses of all possible effort 
in the most practical methods. Desultory and lim- 
ited efforts can be utilized with the esthetic sense, 
impelled by that innate love of beauty among the 
people, will only beautify the country. 

Tlie commercial spirit can hardly impel extensive 
tree planting exclusively, because the reward or 
commercial return is so long coming. We will take 
a case of the production of one tree, say that of the 
western yellow pine where it requires 200 years to 
produce a tree thirty inches in diameter at the 
stump having a volume of wood equal to 2,000 feet 
board measure producing 1,200 feet B. M. of sawed 
lumber. This same tree is one-tenth grown at 70 
years, one- third grown at 100 years and three- 
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quarters grown at i6o years; so we see that the 
reward is so remote that it is of little interest to 
people now living. Large corporations managing 
ten thousand miles of railroad perhaps might enter 
upon this humanitarian scheme with a remote hope 
of succeeding in beautifying their property remotely. 
It is true that some timbers mature or at least be- 
come of such size as to be used at a much earlier 
period, the Catalpa for instance, but this can only 
be done in the south or on a soil much too valuable 
to be given over in the face of rapid filling up of 
the country by the natural increase m population. 

In view of this, it would seem proper to first save 
our forest by ceasing wasteful methods in cutting; 
second, by increasing available stock by drawing 
from contiguous countries, inviting rather than re- 
pelling trade by too high tariff on importations; 
or lastly, and not the least, by any means, saving our 
remaining forests by elaborating the first mentioned 
means, that of broadening the field for supplsring 
railroad ties and timber by treatment chemically as 
is now coming somewhat into favor. For ties alone 
the railroads in the United States call for annually 
somewhat over sixty million cross ties, 2,160 million 
feet B. M., leaving out of consideration bridge tim- 
ber and piles. 

By use of preservatives the field is broadened, first 
by bringing into use many of the less valuable tim- 
bers, and secondly by at least doubling t^je life in 
service. Until very recently only a few of the 
most valuable trees were accepted, such as the white 
oak, cedar, etc., now there is scarcely a wood fibre 
but may be made as lasting as the best 

I will not say that efforts in tree planting will be 
in vain. It is a work our government may well take 
up and should do so, and the progress toward doing 
it understandingly is such already as to give hope 
of great good to posterity at least. Its influence will 
tend to foster the love of the tree among the people, 
will do more to curb wastefulness among lumber- 
men and is ab^ut the only influence that will do this 
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€£Fectaally. The many mUlioiis of forest reserva- 
tions and their management as well as the extension 
of tiie same systematic mam^^ement to the private 
piesenrers with the constant improvement of dus 
service is a hopeful topic on which every one should 
second heartily. 

Reforestation is a matter in which g overnm ent aid 
and hiflaence should he exerted as the most practical 
means to the desired end Soil and climate have 
mnch to do with the success. When the pines have 
grown they will grow again as in the northmost 
bounds of the temperate zone for the white pine^ 
on the mountain breast below the snow line for the 
Fox spruce, etc, and on the alluvial plains of the 
south for the southern yellow pine and the kindred 
trees and on the allnvial valley almost everywhere 
for the walnut, maple, hickory, beach, etc. The 
I lesson taught is where they eadi grow best there 
fibnt them. As nature furnishes the plant this can 
he done most easily with the best assurance of 
success. ^ 
j Statistics have been avoided from paucity of data 

! at hand. The work of the Forest Service will in 
time give this in a shape not possible by the efforts 
of the writer. A mass of detail matter has been 
gathered but it will require much time and labor 
to make it available. 

"Great oaks from little acorns grow; Great rivers 
from little rivulets flow." This couplet whether 
rightly quoted, covers in a humanitarian sense, mat- 
ters of vital interest to the human race. Destroy 
Ae tree, and the rivulet dries up^ and the river be- 
comes a dry desert The tree is the noblest and 
most useful of all plant?. It is doubtful whedier a 
man ever willingly pr.t his axe into one without 
a sense of violation of his ideal of life or enjoy- 
ment unless impelled with a sense of gain. 

When the instinct of gain is present, the foiest 
is ruthlessly invaded with no other thotttfat Only 
the interposition of government control wul save tiie 
country from becoming a desert from total destrue- 
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tion of the forest and the drying up of the waters. 
A natural veneration for this noble plant, the tree, 
such as will not only deny its destruction but will 
impel the planting of the tree will aid in ameliorating 
the conditions. Nature has stored up in advance a 
bountiful store of forests which inside of 300 years 
is threatened to become largely depleted in the near 
future, and it will be indeed fortunate if the un- 
necessary waste can be arrested before its scarcity 
reaches acute conditions. 

AN ARRAIGNMENT 

WESTERN RAILWAY CLUB, MEETING AT AUDITORIUM, 
CHICAGO, DEC. 1 6, I9O2 

From an address by Dr. Herman von Schrenk, in 
charge of the Missouri Valley Laboratory of the 
Bureau of Plant Industry of the U. S. Department of 
Agriculture, we quote: 

a. "... and leave out the costly and ruinous 
steaming process which is generally used in this 
country." (P. 155 rep.) 

b. "I do not go into a discussion as to the value 
of the glue-tannin treatment to any great extent but 
I might say I am distinctly opposed to that sort of 
treatment from the bottom up because it is based 
theoretically as well as actually, on a great many 
false factors." (P. 177 rep.) 

c. "I believe that a great many railroads will 
follow the lead of the Atchison road in dropping 
the zinc chloride glue treatment and reverting 
to the straight zinc chloride process. (P. 177 rep.) 

d. "Mr. Tratman (referring to claim that the glue 
does not penetrate the wood) "Does that same ob- 
jection apply to the subsequent creosote process?" 

We want to say right here that any one at all famil- 
iar with the process knows that the zinc chloride does 
penetrate the wood fibre quite completely, more so 
than any other known solution and that this is not so 
with the oil which, except in the very soft and open 
woods, will not penetrate the wood except under very 

816 

Thib Pawao^af'H Should Go In 

At STAK.ON OPPOfelTt PACit.J 



high pressure and then only penetrating the wood 
fibre in strips and bands where the high pressure has 
parted the wood by the radical cleavage and not large- 
ly by way of the natural wood ducts. 

Mr. Yon Schrenk : "No sir, that not only penetrates 
into the holes but completely penetrates the fibre, 
whereas in the other process it does not penetrate the 
wood fibre itself, so that I consider the subsequent 
tannin-glue process a distinct waste of money." p 

The author has heard this address mentioned but 
had no opportunity to read it until very recently, 
and now considers it a duty to notice it and by the 
lis^t of subsequent developments to weigh its value. 

The implication, taking the address as a whole, 
is that nothing has been done in this country to the 
advance of the business of timber preservation, of 
any value 

The position we always assumed in the matter of 
"Preservation of Timber" is that after the practical 
benefits of any process have been demonstrated, to 
hold to it until a better has been proven. Subse- 
quent events indicate that Mr. von Schrenk has fol- 
lowed every new process, — the Barchall, the Aler- 
dycc, the Rueping, and the Rueping reversed, etc., 
the value of none of which have yet been proven. 
When their value has been proven we will be only 
too glad to acknowledge this value. 

Answering Mr. von Schrenk's address, we use the 
quotation as shown at the head of this article in 
torn. 

a. "In regard to steaming timber to prepare -for 
impregnation, we refer to previous articles published 
herewith. Mr. von Sdirenk claimed a year ago 
'that steaming reduced the strength of timber twen- 
ty-five per cent.* Subsequent careful observations by 
one of the most careful chemists, Professor Hatt, 
fail to prove this. 

b. "The zinc-tannin which is condemned in toto, 
is one that has been the means of saving millions 
of dollars, not only to the A. T. & S. F. Railroad, 

*At tweDty poirnds steam pressare. 
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NATURAL OILS AS A PRESERVATIVE 

Some recent experiments seem to indicate that 
some of the natural oils, a heavy petroleum carrying 
a large porticm of asphaltum can be used to impreg- 
nate ties. According to Mr. Faulkner, of the Santa 
Fe Railroad Company, that oxnpany are proposing 
to stdbstitute tiiis oil in its crude state, for creosote 
oil It has been tested for several years with indi- 
cations of good results. Should it prove effective 
it will be most im]^rtant in the face of early and 
rapid advance in prices undoubtedly impending. ^ 

We have made examination of a Mexican oil of 
much the same character as the California oil and 
found its penetration as quite equal to that of the 
coal tar product. If it holds out as it seems now to 
promise, the new agent will prove a boon indeed. 

The analysis of the San Louis Potosi Oil is as 
follows : 

Color Dark brown 

Odor Tarry 

Consistency A thick fluid semi-liquid 

Appearance A liquid asphaltic mixture 

Reaction Slightly alkaline 

IS* 
Specific gravity, at C 04fy 

Degrees Baume at C I2.4*B* 

IS* 

Viscosity, Redwood's at 21* C. 48»90O* 

Flashes at 4i*C. or lOS^S'F. 

Bums at lao'C or 248''F. 

Sulphur 3^ per cent 

Calorific Power, by Calorimeter 14,648. i B. T. U. 

Weight of I gallon of the crude oil 8.1953 Ibe. 

I IGlo of oil 1.017 Liters 

Distillation of the Crude Oil:<^ 

Begins to condense at 65'C. or I49*F. 

First /drop over at 74*C. or W*F. 
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IS' 15* ^ 

Distillates Sp. Gr. at C Baume at C 

IS- rs\ ^ 

Notes. 
By Engler's method of fractioning the crude oil 

give as follows: 
aphtha Essences 3.20 per cent 

Illuminating oils 16.50 ** 

Lubricating oils & paraffins 66.58 ^ 

Coke heated to dryness , 13.72 ** 

100, per cent. 

Coke as taken from the retort was a black glisten- 
ing mass. 

Analysis of the Coke was found to be as follows: 
(after burning off all Volatile & Combustible matter) 

Fixed Carbon 89.81 per cent 

Ash 10.19 ** 

100. per cent 
Resume : ... As a burning oil for fnd tills 
oil could hardly be used to advantage in engines on 
account of the high viscosity, which would nee 
extra heating to liquefy the oil to force it to En 
gine from the tank in which it is kept; on acoocmt 
of the hign sulphur value which would need fr e qu e n t 
repairs to the fire box and adjoining parts; and ^e 
calorific value is hardly high enough to recommend 
in the place of coal which is on the market and wludi 
gives Its equal or better in B. T. U. 

The loss by evaporation in 24 hours at lao'F. is 
6.22 per cent The loss will entirely depend on the 
volume of the oil as well as to the depth of the mass 
as stowed. Yours very truly, 

(Signed)' Jas. M. B. Haxd. 

ToPEKA, Kan., Feb. 26th, 1907. 

Mr, Sam'l M. Rowe, Room 364 Monadnock Block, 

Chicago, IlL 
Dbas Snt : I have your letter of Feb. 25th, in refer- 
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ence to the experiments in treatment of tics by cinde 
oil, and beg to say the analysis shows as follows: 

Flashes, open test 242* R 

Bums 300* F. 

Degrees Baume 15.00 

Specific Gravity 966=60.28 lbs. per cu. ft 

Percentage of Sulphur 241 

Gasoline Trace 

Illuminating kerosene 22 per cent 

Residuum, (chiefly Asphaltum) 78.00 per cent 

B. T. U 17,000 

In case the same should be of any interest to you, 
I herewith attach copy of letter which I sent a gen- 
tleman the other day, who had been making inquir- 
ies in reference to this matter. 

Yours very truly, 

E. O. Faulkner, 
Mgr. Tie and Timber Dept 

Enc 

We, (The Atchison, Topeka & Santa Fe Railway} 
have been using crude oil in our engines in Ca5i- 
fomia since 1891, and a few years thereafter began 
sprinkling the roadbed with oil to keep down dust; 
so that a coating of oil was spread over the tops of 
the ties, which seemed to add to their life (thqr 
were untreated) by keeping the moisture off the 
tops, at all events this was the belief of the track 
men. 

In the vicinity of Bakersfield in Kern county, Cali- 
fornia, we get an oil, costing about 25 cents per 
barrel of 42 gallons, of low gravity, which has an 
asphaltum residuum of about jyVi per cent., the bal- 
ance being mainly light oils, so that when Dr. Von 
Schrenk, of the Government Service, asked our peo- 
ple for a length of track in southeastern Texas to 
conduct a number of experimental tests on the differ- 
ent wood preservative processes then in common use, 
we took the opportunity of putting in a few ties of 
each kind of wood treated with nothing but this 
same crude oil, alongside the others, in order to ob- 
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tain a practical comparison of the results. These 
were treated in the Fall of 1901 and put in the trade 
in March, 1902. Where ihty are laid an untr eat e d 
loblolly pine tie lasts abont two years, and a loog- 
leaf pine less than four years on account of heat and 
moisture, so that we use this piece of track for our 
wood preservative experiments with the surety that 
if a tie will last from decay down there a certain 
length of time, it is good for at least three times the 
life in other places on the System, judging by the life 
there of similar wood untreated. 

The timber experts claim that, in order to produce 
decay, moisture and heat must be present at the same 
time, with access to the air. We therefore took 
thoroughly well air-seasoned ties, in whidi, of course, 
the cells would be more or less open, and filled them 
with this crude oil heated to 180 degrees F., forced 
in under a pressure of 150 lbs. to the square inch; 
at this temperature I am inclined to believe that a 
good proportion of the light oils had evaporated, 
leaving only the asphaltum residuum, which was 
then as fluid as creosote. The ties took up from 
four gallons up to eight gallons per tie, ofily one 
taking the latter amount, and the oil ajypears to have 
hardened in the cells under atmospheric temperature, 
so that up to the present (five years' service) they 
are in first class shape so far as preservaticm and 
wear are concerned. In November last we took one 
out of the track and sawed it in two in tihe middle 
and under each rail base; the wood was as sound 
and firm as when laid in the track, with less rail cut- 
ting than with the other treatments, the spike holding 
firmly, and when drawn was as bright and clean as a 
newly made one. We have since taken out another 
pine tie of a different variety* but sawed, and found 
on sawing it the same as before, that tiie wood was 
just as sound and firm. In one place the saw^ig 
developed a decayed place in the tie, which had taken 
up more oil on account of its decay. This had not 
spread or caused any trouble, presumably on account 
of the ring of oiled wood surrounding it 



In this experimental track we have a number o£ 
different kinds of wood treated with different pro- 
cesses. They all show up well excepting one, (the 
Hassdhnan) which has practically gone to pieces; 
and as a contrast, in each case we also have m num- 
ber of the untreated woods inserted for comparison. 
We do not claim there are an^ antiseptic properties in 
the crude oil« but we do believe that by BitopgSng up 
the open wood ceUs with a substance which solimfies 
under ordinary temperature^ we prevent heat, moist- 
ure and air from getting into the wood and tfaerdyy 
affording an opportunity for the decay-producing 
organisms to begm work. This seems to be proven 
in our case, and as a result of the test, borne out by 
general experience on the divisions where oiling 
has been done; in the new treating plant we are pre- 
paring to erect in New Mexico, Uie pine ties will 
be treated with this same grade of crude oil forced 
in under from 150 to 200 lbs. pressure at a temper- 
ature of 180 degrees F. We will probably introduce 
the oil under vacuum, and at the end apply a low 
vacuum before drawing die ties out of the cylinder, 
in order that the drip may have a show. By this wdj 
the ties are reasonably dean and easily handled after 
treatment I am also arranging to put in a lot more 
in the Texas Experimental track, and sending some 
to the Tampico Branch of the Mexican Central 

I give herewith a list of the untreated woods which 
were laid in the track alongside of these oil treated 
ties in the early spring of 1902, the oil ties bdng all 
in first dass condition at last inspection (four years 
and ten months after they were laid), while the mi- 
treated ones laid at the same time and all inspected 
together show up as follows: 

196 White Oak Ties.— 41 show decay, 3 others 
have fungus on, balance in good condition. 

24 Black Oak Ties.— 22 removed 4 years after lay- 
ing, rotten; 2 still in track, but both show decay. 

20 Willow Oak Ties.— 15 removed 3 years after 
treatment, rotten; of the 5 still in track, i shows 
decay, 4 are in good condition. 
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20 Spanish Oak Ties.— 4 remored 3 Tears after 
laying, rotten; of the 16 in track, 7 show decay 
with heavy fongus growtii on^ the rest in fair con- 
dition. 

ao Yellow Bott Oak Ties.— 18 removed 4^ years 
after laying, rotten; 2 in track in good concfition. 

91 Red Oak Ties.=82 removed 3 years after hay- 
ing, rotten; of die 9 still in trad^ 7 show decay, 2 
in good condition. 

49 Tamarack Ties.— All removed 2 years and 9 
months after laying, rotten. 

100 Loblolly Pme Ties.— All removed 2 years afker 
laying, rotten. 

93 Longleaf Pine Ties.— 85 removed ^ years after 
laymg, rotten; 8 still in trade, of whi<» 7 show de- 
cay, and I in good condition. 

100 Shortleaf Pine Ties.— 95 taken up 4^ years 
after laying, rotten; the i in track shows decay. 

loi Hemlock Ties.— All removed 2j4 years after 
laying, rotten. 

100 Beech Ties.— All removed rotten. 

(Signed) E. O. Faulkhib, 
Manager Tie ft Timber Dep't 
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TREATMENT OF PAVING BLOCKS 

As is well known, creosote as a preservative of 
paving blocks not only increases ^e life of the 
wood but also increases its wear under traffic The 
addition of a heavier oil or a large percentage of 
asphaltum added, gives still better results. The 
asphaltum combines with the oil readily and be- 
comes sufficiently fluid to secure quite complete 
Ijenetration filling the grain of the wood at the same 
time increasing its solidity and resistance to the 
penetration of storm water after laving. 

Blocks so treated, laid on a good concrete base 
makes an ideal pavement, with less noise and jar 
on the passing of vehicles. 

When we compare the various kinds of pavement 
with its quality for wear, utility and economy, the 
tendency seems more and more toward the wood. 

The primitive cobble stone and granite blodc we 
have is undoubtedly the most lasting and most con- 
venient, especially if it is often disturbed for reach- 
ing subutilities such as water, gas, etc., as wdl as 
anording footing for heavy dray service. 

Next in order of utility is a good vitrified brick 
equally favorable for foothold for draught animals, 
less lasting but less noisy, the granite in this respect 
being the most distracting of all, that of the noise 
caused by the elevated loop being in no way com- 
parable. 

Next we have the asphalt laid on concrete footing 
and no more lasting than the brick, but of sad 
character as to be absolutely unusable at some period 
of the season. 

It seems that a good wood block laid on concrete 
base should be the ideal pavement, especially if im- 
pregnated with Creosote or other good preservative 
filler. 

It would seem from our present knowledge that 
such a block can be cheaply made, would eluninate 
the noise, give good footing and be equally sanitary 
with any other. 
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THE USE OF S IRONS 

We think it worth mentioning that the use of 
S irons made of thin strips of metal prevents in- 
cipient checking or splitting of any timber that is 
liable to split badly during the drying process. 
They consist of a rolled strip half inch or so wide 
to be cut into lengths to grasp sufficient of the 
wood on each side of the check. Some timbers will 

Slit to an extent that renders a tie useless, notably 
e hidcory elm and some other timbers. These 
should be applied when the dieck appears early. 

A TYPICAL TREE 

It is often convenient to have some knowledge of 
the operation of nature in the production of tiie 
tree, especially as to rate of growth in height and 
volume of wood produced from year to year. Of 
course eadi variety will vary so Uiat it is desirable 
and the only practical way to choose one somewhere 
near the mean of useful timbers. We therefore 
select one such for which we find a record of 
growth each ten years, that of the Northern Yellow 
Pine and secure a general analysis about as follows : 

This table can be used to approximate closely to 
the actual volume of a 25-foot tel^;raph pole, a 35- 
foot pole, a 50-foot pile or the body of the tree. 

At "d" we have diameter 4.3 inches, at *'f we 
have 9 inches and length of 25 feet Now we add 
the volumes in Col. "F^ (excluding '^d"), c = (li8 
cu. ft and "^ = 9.22. We have volume 15.7 cu. ft. 

Similarly "d" to "g^' = we have a 38 ft pole, 114' 
at the butt and containing 26.2 cubic feet 

Similarly a pile 50 feet long, top "e" 6Ji'' dia. and 
"i", t6r dia. at the large end ("i") we get 42.8 cu. ft 
This typical tree contains about 200 cubic or 2400 
ft B. M., but will not afford more than 60% of 
this in merchantable lumber or 1450 ft B. M. 
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WHAT WE HAVE DONE 

1886. A. T. & S. F. Ry., Las Vegas, N. M., Operated several 

years. 

1887. Union Pacific R. R., Laramie, Wyo., Plans. 

1887. T. T. & L. P. Co., Somerville, Texas, Plans, Super- 
vision and Operation. 

1806. Santa Fb Pac, Bellament, Ariz., Plans, Sapervision 
and Operation. 

1896. C. & E. L R. R., Mt. Vernon, 111., Plans revised for 
O. Cbanute. 

1800. Grbat Northern Ry., Kalispell, Mont., Plans, Sap- 
ervision and Installation. 

1800. B. & M. R. Ry.. Edgemont, S. Dak., Plans, Supervi- 
sion and Installation. 

1000. H. C. Sugar Co., Hawaii, Plans with lull directions. 

1000. Mbx. Cent. R. R., Mexico, Consulting Eng'r. 

lOQL M. K. & T. Ry., Greenville, Texas, Plans, Supervision 
and Installation. 

1001. Alamogorda L. C. Alamogorda, N. M., Plans, Sup- 

ervision and Installation. 

1901. Rocky Mt. Timb. Co., Colo., Plans, Supervision and 

Installation. 

1902. Aybr & Lord Tib Co., Carbondale, 111., Consulting 

Eng'r. 
1902. Aybr & Lord Tib Co., Grenada, Miss., Consulting 

Eng'r. 
1902. Union Pacific, Portable Plant, Shop Inspection. 
1902. O. R. & N. Co., Sbop Inspection. 

1002. A. T. & S. F., Plans and Specifications. 

1008. D. & R. G., Alamosa, Colo., Plans, Specifications and 
Installation. 

1906. C. & N. W., Escanaba, Micb., Plans, Specifications 
and Installation. 

1004. Chihuahua & Pac, Cbihuabua, Mex., Plans, Speci- 
fications and Installation. 

1906. Grassblli Chemical Co., Cleveland, Ohio, Labora. 
tory Plant. 

1906. I. C, Soutbport, La., Creosote, Storage, Plans, Speci- 
fication and Installation 

1906. U. S. Laboratory Plant, Wasbington, D. C, Plans^ 

1906. M. K. & T., Greenville, Texas, (Remodeling) Plans 
and Specifications. 

1006. Gray TIB Co., Evansville, Ind., Plans, Specifications 
and Installation. 

1006. C. B. & Q., Galesburg, III., Consulting £ng*r. 

1007. K. C. T. & T. P. Co., Kansas City, Mo., Plans, Speci- 

fications and Installation. 
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PHYSICAL PROPERTIES OF TIMBER. 

In the study of American timbers, especially with 
reference to treatment, the author has deemed the 
matter of sufficient importance to give attention to 
the difiFerent phases from time to time as opportunity 
offered. In the Absorption Tables heretofore pub- 
lished, this study was devoted to the absorptive power 
of various timbers as specimens could be obtained, as 
in the operation of impregnation this property was of 
first importance. 

By an inspection of the Absorption Tables "A*' to 
'4" and a comparison with amount of absorption 
secured in the usual impregnations with a solution 
like chloride of zinc, with a one or two hours exposure 
under 100 pounds hydraulic pressure, it is found that 
as much absorption was secured as would be taken 
in thirty days by simply immersing in water. 

By this means the operator is able to judge the 
comparative character of any one of the woods. At 
the time these tables were compiled, the other 
properties and characteristics were also noted, such 
as weight per cubic foot, etc. 

At this writing, the accumulation of specimens of 
timber became so numerous that a further effort to 
enlarge this field of knowledge has been made, cover- 
ing the strength under compression as a column and 
in other conditions. These results are given in the 
subsequent tables "J" to "O" with the former records 
but covering almost all the wood specimens in reach. 

In connection with these tests some further facts 
are elicited, as to the manner in which timber fails 
WHEN LOADED TO DESTRUCTION, and also 
the relative crushing load, both for end pressure, 
flatwise, and edgewise per square inch. 

Plates Nos. I to VI, pages 331-336 are engravings of 
representative pieces selected from over one thousand 
test pieces that were tested in the 20,000 lbs. Riel6 
Press in the Chicago City Laboratory, during June and 
July of this year, (1908). 



THE MANNER IN WHICH TIMBER FAILS 
UNDER COMPRESSION. 

The pieces were uniformly one inch square and 
four inches long, cut with four inch axis as nearly as 
possible parallel to the axis of the tree. 

The types of failure are indicated in the tables by 
initials. Thus, P. for Prime, etc. 

For the purpose of showing more fully the physical 
properties of the various woods tested, this series of 
illustrations are submitted. 

The following abbreviations are used in the tables 
of tests J, K, L, M, N and O, to indicate the charac- 
ter of failure in each case. 

Plates No. I and II. (P.) — Prime, with a tendency 
to shear off on a plane of shear at a regular angle to 
the axis of the piece. 

Plate No. III. (P. S.)— Prime Shattered, that of 
straight grained wood but easily cloven during test. 

Plate No. IV. (P. T.)— Prime Tough, timber of 
tough pliant fibre. 

Plate No. V. (P. C.)— Prime Crumpled, the same 
as "P" except having been badly checked by high 
I>ressure, or other cause for parting the fibre of the 
timber. 

Plate No. VI. (B) — Broomed or Crushed. Number 
^ has been crushed down to show more clearly the 
effect on the fibers of the wood. 

This classification is intended to guide in the 
study of the nature of timber fibre and should be re- 
viewed carefully and given further careful study, as 
the writer has so far been unable to do for want of 
time and various other reasons. 

It Is desired that other investigators express them- 
selves as regards the causes of the various phases of 
the Phenomena. 
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TABLES OF ABSORBENT PROPERTIES 

OF TIMBER. 

On page 147 "Preservation of Timber" and pages 
following; Tables A, B, C, D and E, page 181, are 
given as a record of observation on the character, 
weight, etc of timbers obtainable up to January, 1904. 
Herewith are submitted a series of tables, being a 
record of timbers more recently examined, giving such 
further facts as have been gathered, with a view of 
continuing the record for use in the future. 

The compressive strength with a view of compari- 
son between the various timbers is added, as well as 
some experiments bearing on the amount of solution 
or oil taken up during treatment, effect of over-press- 
ure, the effect of time and exposure at various times 
during the life of timber in service, etc. 

Table "F" is results of Zinc-Creosote Process on 
various oaks and other timbers which fully explains 
itself. The absorption was taken after treating and 
thoroughly drying the blocks before immersing them 
in water. 

Table "C* is experiments on Run No. 3 where Tar 
Residium was used instead of Creosote. Weight of 
timber was taken before treating and again after 
treating and well drying. 

Lower part of table is Hard Maple and Red Oak, 
treated or untreated as indicated. 

Table "H" gives a special test on White Oak Ties, 
15 years in service. Nos. 1 to 8 being White Oak 
laid in sandy soil and surface rotted, and Nos. 9 to 16 
being ties 15 years in service laid in moist ground. A 
little figuring will indicate that the loss to the timber 
was about in proportion to the amount of wood en- 
tirely rotted away, leaving the sound timber almost 
as good as new. 

Table "I" is absorbent properties of various speci- 
mens tested as explained on the right hand ot the 
table. 
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Table "J"coinniences the series of Ultimate Crush- 
ing Loads. The numbers in the left hand column 
refer to the corresponding numbers in Tables "A'* to 
"E" inclusive. Same is true of Tables "J" to "O.** 

Tables "K" Nos. 1, 7, 9 and 10 are the White Oak 
Ties 15 years in service on the South Chicago City 
R. R. as shown in Table **H" 5,200 lbs. the ultimate 
crushing load per square inch as against 6,900 pounds 
per square inch for new White Oak. 

Table "L" No. XIX, Table "I" is untreated pine 15 
years in track and 12 years in concrete where it shows 
almost the original strength, 4,200 pounds per square 
inch and also the strength of the Michigan White Fine 
treated in 1885, part of the Isleta bridge, carrying 
near 4,600 pounds per square inch. See also Nos. 102 
to 108, various Mexican Pines. 

Table *'M" explains itself. 

Table "N** and "0", effect of over-pressure on the 
timber fibre. When the treatment of ties by the Well- 
house process in 1885 was commenced, the rule was 
laid down that no more than one hundred pounds of 
pressure per square inch should be allowed on the 
charge while in contact with the solution. This was 
accepted on the authority of Mr. Wellhouse, Mr. Jos. 
P. Card and Mr. Chanute and has been the practice 
with most, using either the Zinc-Tannin or the Bur- 
nett process with slight allowable deviation since that 
time. This was derived from past experience and 
was accepted as being correct and the general opinion 
among people doing this kind of work that a pressure 
much above this would part the timber fibre. 

The writer in making some experiments on the 
possibility of imprecating wooden paving blocks 
with melted asphalt m combination with creosote oil, 
found it impossible to make it reach all parts of a 
four inch block unless a much higher pressure and a 
high degree of heat was used. In some cases where 
800 pounds was applied, the grip of the hand would 
cause the oil to protrude at the end of the surface of 
the block long after removal from the retort. 
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Recently, however, this idea that the higher press- 
ure does so injure the timber has been emphatically 
denied and the practice among "Creosoters" is to use 
twice that pressure or more. With a view to aid in 
correct determination of the question, the writer has 
gone to some trouble to gather information on the 
subject. Table "O" given herewith, gives the various 
timbers and Plate No. VI, page 348, etc. gives the 
manner in which the timber fails in each case. A 
study of the result, it is hoped, will speak for itself. 

Pressure used in the case of No. 83 is understood to 
be 180 pounds, those of the others are given in Table 
"N". Part of the information in list "O" was lost, 
may be recovered later. 

Table "P" is a record of experiments with Hard 
Maple blocks with reference to impregnating them 
with Creosote in Run No. 1, and a mixture of Creosote 
and Asphalt in Run No. 2, giving computations of 
results. 

Table "Q", Run No. 3 and 4, a record of treatment 
with Creosote, the blocks being unseasoned. 

Table "R", record of treatment of various timbers 
by the Zinc-Creosote process. 

Table "S", Philippine Island woods. 

Table "T", is a computation of results in impreg- 
nating Mexican timbers, both in Metric and American 
terms. Note the effect of varying time steamed and 
hydraulic pressure used. 

The experiments here recorded required years to 
compile and hold much that require much more 
studv and elaboration to exhaust the mass of informa- 
tion nerein comprised. 
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RECORD OF RESULTS OF CHEMICAL 
TREATMENT OF TIES .♦ 

By Samuel M. Rowe. 

April 15th, 190S. One of the most carefully made 
and most complete records that it has been possible 
to secure of an almost continuous record of a large 
quantity of treated railroad ties is given below. The 
example is based upon the ties treated by the zinc 
tannin process in 1885 at the Las Vegas treating 
plant of Santa Fe Railway Co., and laid the same 
year mostly on the New Mexico divisions. The com- 
putation is more particularly confined to this one 
year because this lot should now be necessarily quite 
exhausted at 22 years. 

The number of ties treated in 1885, was iii,5Q3, 
about one-third pound of pure zinc diloride, being 
used, I -10 lb. of glue mixed with the zinc chloride 
and if4 per cent strong, applied first and about 
the same amount of tannin extract made into a 
^ per cent strong water solution applied after 
the chloride and glue solution was withdrawn, in ac- 
cordance with the well defined zinc tannin process 
then known as the Wellhouse treatment. 

The record of removals was n^lected until about 
1897 at which time the record of these removals was 
commenced and from that time carefully kept up to 
and including 1907. At the close of 1907 the record 
shows that out of the 111,500 ties about 77,000, in- 
cluding 1,300 removed last year (1907), twenty-one 
years after being put in track and leaving 34,500 
ties in round numbers to show for the removals of 
the earlier years when no record was kept. A com- 
putation of these unrecorded ties that failed to be 
recorded was estimated at about 36,000, indicated that 
the number was a trifle over-estimated a little, being 

^Report made to the Committee on Ties aod on Wood Pre- 
serving A. R. £. and M. of W. April isth to 30th, 1908. 



based ttpon the rate of fulnre for tbose treated in 
subseqiMSt years. Beyond the lack of the record 
for the earlier years* this record is remarkable. 

Some sDiall sources of possible error exist on 
account of die U^xt stamp then used by wfaidi a 
small number became illes^le and from die prob- 
ability of there being stiB a few not yet removed as 
over one per cent in ig07. The fnrdier aource of 
premature renewals too, will cut some figure on ac- 
count of the almost entire ballasting of the line oo 
iHiich these 1^85 des were laid during the last six 
years. 



RECORD OF REMOVAL OF ZINC TANNIN 

TREATED TIES ON THE NEW MEXICO 

& COLORADO DIVISIONS. 

Treated in 1885 at Las Vegas, New Mexico. 

1885 No. Rem'r Av. yrs. ser. 

1 year 1886 11 11 

2 years 1&7 34 68 

3 years 1888 67 201 

4 years 1889 261 1,044 

5 years 1890 564 2,730 

6 years 1891 1,655 9,930 

7 years 1892 2,595 18,165 

8 years 1893 4,432 35,464 

9 years 1894 5,658 50,922 

10 years 1^5 6,615 86,150 

11 years 1896 7,547 83.017 

12 years 1897 13,551 162,612 

I3years 1898 15,74s 204,585 

14 years 1899 11,484 160,776 

15 years 1900 ^440 126,600 

16 years 1901 4.472 71,662 

17 years 1902 5^^ 4i>i46 

i8years 1903 3,278 59,004 

19 years 1904 4.695 89,205 

20 years 1905 4.633 92,660 

21 years 1906 3,046 63,966 

22 years 1907 1,300 26^600 

23 years 1906 

24 years 1909 

IO&934 1,388,508 
Av. 13.11 years 

The foregoing statement is made np from and in- 
cluding all the records that have heen kept hy the A. 
T. & S. F. Ry. Co. at a great expense and comes as 
near a thoroughly reliable record as is possible on 
such an extended scale, as a member of the tie com- 
mittee of your association the writer has been labor- 
ing to secure the adoption of a sin^e plan by which 

S57 



the same end can be secured with a necessaiy deg[ree 
of accuracy and at the least expenditure of time 
and labor. By means of the plan outlined, and in the 
form herein proposed to be confined to a limited 
section of track at a sufficient number of represent- 
ative points. 

The statement herein, it must be remembered, is 
the result of the record of one lot of 111,503 ties 
treated at Las Vegas, New Mexico under the direc- 
tion of Joseph P. Card, Mr. Wellhouse, the patentee 
of the Wellhouse or zinc-tannin process and of 
Octave Qianut^ a pioneer in this business, to whom 
should be credited the results attained. I do not 
take this credit to myself as my knowledge at that 
time was obtained direct from these gentlemen, 
whose directions were carried out faithfully as pos- 
sible. 

It may be said in passing, that the rules then laid 
down were based upon many previous years of ex- 
perience, and subsequent experience indicates that 
these rules have proven to be based upon well de- 
termined facts wluch are as true today as they were 
then. 

While this statement indicates a life of 13.11 
years, it might have been still better if more care had 
been exercised in selecting the ties to be treated. 
Many thousands of the ties treated that year had pro- 
gressed so far towards decay that the treatment 
could do but little good and the absorption of 
chemicals was excessive. 

This sketch seems very eccentric in its angularity 
but the matter of faithful record is so important 
that we cannot afford to give it otherwise, although 
we know that the laws of nature act very different 
from that governing the road force. We must 
have true knowledge and an accumulation of a series 
of facts before we can convince those most in- 
terested, but not conversant with the matter, before 
the business will be saved from^ those interested 
is promoting new patents or new interests, or those 



who will not accept anj-thing except what accords 
with their own theories or interests. An arrogant 
assertion, if well pressedi will often obscure what 
is known to be sound facts and well established. 

When these mountain pine ties were treated, the 
fact was already established that the chloride of 
zinc was one of the very best agents for the preser- 
vation of woods* It was known that steam was the 
most effective agent for securing impregnation; it 
was known that steam at high pressure wotdd scorch 
the timber fiber, but that at 250 deg. Fahn, the fiber 
would not be materially injured; it was known that 
too high pressure would injure the wood by parting 
the fiber, but that it would bear 100 lbs. pressure • 
of the sq. in. during impregnation, etc., etc. All 
these are as true today as then. 

The claim is now made that creosote is the only 
agent of value. It is not denied, indeed it is well 
Imown, that creosote where it is possible to well im- 
pregnate the timber, gives the highest known results. 
There is, however, another well known fact that 
should not be lost sight oi, to wit, that full impregna- 
tion costs beyond what the railroads can afford ; and 
again, that a very minor portion of the timber which 
should be treated can, by any known process, be im- 
pregnated with creosote, except perhaps in the shape 
of paving blocks or short lengths of timber which 
can be reached from the ends. 

The new methods being industriously promoted; 
that of partial impregnation, is of more than doubt- 
ful value, and it would seem unwise to spend large 
sums of money in expensive works and in so treat- 
ing railroad ties; not having the evidence of the 
value of the treatment. 

All these were recognized as facts by the man 
who directed the treatment of these ties twenty-three 
years ago, and they are just as true today as then. 

The additional fact we now have is that those pine 
ties with only an average life of four or five years, 
untreated have been given a life of over thirteen 
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years, or three times that of the untreated. At that 
time, (i88s), there were in evidence ties that had 
been treated and in track seventeen years and were 
still sound. 

In accumulating these records, careful, honest 
treatment, both of the subject and on the part of the 
operator in carrying out this policy will secure de- 
sired results, and conduce more to good works and 
good results throughout. 

Chicago, April 15, 1908. 

April 28, 1908. I transmit a diagram of results of 
the Zinc-Tannin Treated Ties, treated at the Las 
Vegas Plant in 1885, and also a consolidated diagram 
of the 1885 to 1889 inclusive. The account is not 
yet complete, so that some modifications can be made 
later. 

I submit this now for several reasons, first; be- 
cause this data has been obtained at much cost of time 
and expense by the Santa Fe officials, and althougrh 
incomplete, are probably the most extensive and 
valuable records ever rendered in this or any other 
country, up to this time, and will become more and 
more valuable as time passes. 

The most cogent reason, however, at this time, is 
to still further impress on the association the im- 
portance of impressing the urgency of some well 
devised method of securing a more comprehensive 
and more easily applied method to secure reliable 
data. This is necessary to block the operation of 
some who are promoting and practicing new or here- 
tofore ^ untried methods, probably of little value, to 
result in loss and disappointment to the railroad peo- 
ple represented by the Association. Further facts 
will be given as secured. 

April 28, 1908. 

April 30, 1908. In submitting these estimates of 
mean life of railroad cross ties deduced from the 
records furnished by the timber department of the 
A. T. & S. F. R. R. Co., we are able to enter some- 
what into the realm of fact. It will, however, be 
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years yet before the whole benefit will be reached. 
There is, however, now enough to place beyond 
doubt the benefit derived from the chloride of zinc 
treatment and to prove that under many adverse con- 
ditions the life of ties is three times that of the same 
kinds of timber untreated. It is proper to now assume 
that prolongation carries the life of the tie beyond the 
life of any sound timber under mechanical wear. This 
being the case, where is the sense of resorting to un- 
proved methods costing twice or three times as much? 

The value of experience, versus theory, is well 
illustrated. A few years since this chloride of zinc 
treatment was pronounced a failure and ''a waste of 
money/' the dead oil of coal tar being pronounced the 
only resort 

It is not denied that the creosote is an excellent 
agent, but it was long since found too expensive to be 
economical for treatment of railroad ties. That a 
small amount of creosote can be used in connection 
with the chloride of zinc to some good purpose, 
seems probable, but alone; no, in most cases unless 
the timber be rotted. 

The ties in this case of the A. T. & S. F. suffered 
much from the partial decay as from the actual 
knowledge of the writer, quite a per cent of those 
treated were overseasoned and beyond the time that 
the chemicals would be any benefit Probably those 
coming out previous to the eighth year would be 
those referred to. The writer will have something to 
say in regard to this question of "SEASONING" 
before treating. 

Referring back to the sketch of restdts on five 
years, — 1885-1889, dated April 27, igo8, which gives 
1245 years, mean life up to i8>i years, and 33 per 
cent still in; should these ties last 2$4 years; the 
mean life would reach IS 3-10 years. The 1885 tics, 
nearly all our would as corrected be 135^ years. 

Sketch of April 29, igoS, covering two groups, 
1890-1893, covering years when many ties were 
treated by the Burnett process, shows mean life of 
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I0.9 years, at the 15th year, and 14 per cent still in, 
and the Wellhouse (Zinc-Tannin) treated ties gives 
at nth year, a mean life of 10.9 years, with 60 per 
cent still in. These figures are hastily made and 
are held open to corrections, but it is apprehended 
that later estimates will hardly break the force of 
these deductions. 

The A. T. & S. F. Co., certainly deserve great 
credit for thus securing a very faithful and valuable 
record. 

''Wanted" — An authentic record for creosote or 
other vaunted processes. The writer has been urging 
the adoption of a well devised method of securing 
such records for several years back and hopes that 
it will be taken up and acted upon. In this con- 
nection would urge the stamp marking of the ties 
when being treated, even should other marking be 
used when the ties are laid. A sample of stamped 
figures will be offered at the committee meeting, 6th 
proximo. 

Chicago, April 30, 1908. 

PROPER METHODS OF TREATING TIMBER* 

Sir: One necessity in the conservation of our 
timber resources is that of economizing in the use of 
railway ties, which now form one of the largest de- 
mands on the timber supplies. In the earlier days 
when timber was plenty or easily obtained, little at- 
tention was given to the matter, but when the rail- 
ways had exhausted the local supplies of good timber 
they had to transport ties for long distances and to 
use less durable timbers. The necessity of economy 
in the supply and use of ties then became imminent 
and had to be met. This point was reached in this 
country about 25 years ago, and possibly at an earlier 
period in the old countries. 

Previous to 25 or 30 years ago, however, the mat- 
ter of timber treatment was studied in a desultory 
way, mainly by individual effort in the line of eoon- 
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omy and not so much as a necessity. At the pres- 
ent time the necessity has become pressing, and at- 
tention is being given to the use of steel and various 
other substitutes. The possibility of a satisfactory 
substitute seems remote, however, as yet This be- 
ing the situation, it seems of the utmost importance 
that the very best methods of timber preservati(Mi 
should be found and that the experiences of the 
past should be heeded. No method built upon theory 
alone can be evolved. In the first place, those agents 
that will preserve wood from decay must be as- 
certained, and in the second place, the best methods 
of application must be sought. 

At the time that the writer first came into contact 
with this subject in the line of duty there were but 
few agents that seemed to be recognized as effective. 
Among these were the dead-oil of coal tar (creosote) 
and chloride of zinc. Both of these still stand ahead 
of all others. 

The value and economy of the former is conceded 
for special purposes, such as resistance to marine 
borers, or where prolonged life is sufficiently import- 
ant to justify the expense of full treatment But for 
railway ties, the cost is too great, and is not justified 
in view of the better results that may be (and are 
being) obtained from the much cheaper chloride 
treatment. In relation to partial treatment with 
creosote, past experiences are not encouraging. 

The method of the application of the agent to be 
considered, covers the physical laws governing the 
various parts of the operation, and also the physical 
character of the woods to be operated upon. The 
writer, with aid from others, has endeavored to cover 
this ground, deducing his knowledge from experience 
and careful study, and from oft-repeated experiments. 
These investigations, studies and experiences have 
extended through a series of nearly 25 years in this 
country, supplementing that of some ot the soundest 
and most successful timber treating experts in the 
country. It is claimed that European countries are 
far in advance of this country in tnis matter, but the 



writer has doubts of this. Very little information as 
to details such as the practical operator must possess 
have been offered from foreign sources. 

It is satisfactory to be able to say that some defi< 
nite results have been obtained by a cheap and 
simple method with the use of chloride of zinc- 
modified by the use of glue and tannin as a retardant 
(the Wellhouse process). By this process and by 
others not so well defined, the poorer and less valu- 
able timbers have proved very lasting. If the screw 
spike was used instead of the old-fashioned spike, 
the mechanical destruction of the tie would be 
checked and the life still further prolongcKL 

The agitation and present effort now being made 
in regard to the collection of reliable data it is hoped 
will add to the data now possessed. Too often, 
claims of results that are misleading have come from 
interested promoters. 

Now that the results of timber treatment are be- 
coming known and the value of the treatment of 
ties has been demonstrated, there is a general move- 
ment among the railways to resort to such treatment, 
largely from necessity. This is due to the growing 
scarcity of tie timber, and the increasing cost There 
is also a desire to aid in the conservation of the 
forests by the resort to the substitution of softer 
timbers, which are not adaptable for use as ties unless 
treated. Recently, under the inviting prospects in 
this timber-treating business, certain new processes 
have appeared and new methods have been formu- 
lated, under new and plausible theories that seem to 
have appealed to a certain extent to the railways. 
The main reason given for these processes is the 
allied failure of anything of value having been put 
into practice in this country. According to these 
new authorities, everything heretofore offered and 
practiced may as well be "rubbed out." It is a severe 
thing to say that this new influence and teaching has 
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the appearance of arising from a desire to invade 
this promising field for commercial interests alone. 

In the first place, the new methods are offered on 
faith and on untried theory. They are without the 
"test of time," and are in the face of many failures 
in cases equally plausible. Some of the claims seem 
to require a reversal or at least a modification of 
natural laws. Others as noted above, throw dis- 
credit uiK>n what has been done already in this coun- 
try. With the present state of knowledge as to 
methods of whidi we have long experience, it is 
absurd to claim that an untried method shall negative 
all our past practice and research. 

The writer has given the matter much time in care- 
ful investigation, and has spared no expense to get 
at the facts, without aid from any outside source. 
He cannot patiently accept the present situation, or 
allow these unwarranted assumptions to go unchal- 
lenged. The absurdity of the conclusions, and the 
industry with which they have been pressed upon 
the railway managers, while being made a source 
of profit to the promoters, makes it important that 
their nature be understood. To argue this would 
be a labor almost in vain, unless railway officers and 
managers make a greater effort to fully usderstand 
the nature of the business before making an ex- 
pensive contract such as is involved in a treating 
plant and its operation. The railways should be 
advised to build and operate their own plants, and 
be able in this way to fully control their operations. 

Samuel M. Rowe. M. Am. Soc. C. E. 
364 Monadnock Block, Chicago, June 15, 1908. 
♦Engineering News, July 2, 1908. 
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SHOULD THE RAILWAYS OPERATE THEIR 
OWN TIE-PRESERVING PLANTS OR 
HAVE THE WORK DONE BY 
CONTRACT?* 

Sir: Referring to the article written by Mr. S. 
M. Rowe in your issue of July 2, entitled "Proper 
Methods of Treating Timber :" 

The Wellhouse process for the treating of timber 
is being gradually dropped for the reason that the 
extra cost is not justified by the increased life of the 
material treated. Creosote oil is fast becoming rec- 
ognized as the only efficient preservative for timber 
treatment. It is true that zinc chloride, in some 
localities, has been fairly successful, but to take 
it as a whole it cannot be considered so. 

I wish to draw special attention to Mr. Rowe's 
remarks near the close of his article, wherein he 
states that railways should be advised to build and 
oncrate their own plants, and to be able in this way 
to fully control their operations. 

For many years I did timber treating work for 
one of the largest railway systems in the United 
States, and naturally I would not criticize their 
methods of treating, or the manner in which they 
operate their plants. I can say, howver, that leading 
railway companies who have treating done by com- 
mercial plants, are most rigid in their specifications, 
requiring all material to be brought up to the stand- 
ard of perfection before it will be accepted ; but in 
their own plants they cannot see the necessity of 
emplo3ring thoroughly competent and experienced 
men for operating, for the reason that they are 
not willing to pay the salaries that competent men 
command. The result is that many railway com- 
panies are building large and expensive wood-preserv- 
ing plants and placing men in charge of them 
who know absolutely nothing about the principles 
of wood preservation. The consequence is that 
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they are merely trainings up men, who, by the time 
that they are in position to be of value to their own 
company, are seized by large commercial concerns, 
who recognize the necessity of having experienced 
and competent men to operate their plants, in order 
to fulfill the specifications in connection with the 
treatment of railway and government material 

The result is that the railway companies waste 
hundreds of thousands of dollars in the operation of 
their plants by having inexperienced and incompetent 
men to handle their work for them. 

Why then advise railway companies to build and 
operate their own plants, when large commercial 
concerns have been organized, combining experience 
and capital, for the successful operation of their 
plants? 

By having men in charge who have had years of 
experience, most of them having been trained up 
with railroad companies and who fully understand 
the requirements for treating timber, it stands to 
reason that large commercial concerns can treat 
material much cheaper, and get out a far superior 
product as a result of continuous operation. 

Yours truly, F. D. Beal. 

Eagle Harbor, Washington, July lo, 1908. 
*Engineering News July 30th, 1908. 
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Mr. Beal has the thanks of the writer for his cour- 
teous criticism of the position taken in die artide 
referred to, but we still beg to demur to his condu- 
sions. 

That the tendency is adtogether to die use of 
Creosote as die only eflfectiye preservative of cross- 
ties, is both hasty and erroneous. Several are still 
using the Chloride of Zinc and some of them are 
malmig further use of this agent in connection with 
a limited amount of Creosote oil with a good 
promise of excdlent results and furthermore we feel 
quite sure of results both satisfactory and economi- 
cal; we believe too, that some who abandoned the 
Chloride treatment some litUe time since will find 
that they made an expensive and ill considered mis- 
take. 

In relation to the position that a commercial treat- 
ment can better be done^ we beg to still adhere to 
the position taken. 

The kind of a man that a railroad company will 
choose, is such as will ^thfully conserve its inter- 
est in faithfully performing his duties to the best of 
his abilities and there is no reason that he shall not 
be equally competent after proper training and ex- 
perience. To a man placed by his company in such 
a responsible position as this does usually feel 
bound to by every incentive of honor to perform his 
duties most ^thfully and with his utmost abilky. 
Such a course, is of course in such a case, the readi- 
est way to advance his own interest On the other 
hsmd die manager of a commercial plant has, no 
matter what his abilities, the incentive constantiy 
before him to serve the interests of his employer. 

In regard to Creosote as the only agent for the 
treatment of railroad ties we, at the risk of reitera- 
tion, will say: 

In die past both in this country and in others a 
much prolonged life has been secured by a plentiful 
use of Creosote oil, presumably of about the quality 
now bekig generally used in this country. (There 
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being no definite information to the contrary.) This 
oil is of such nature that perhaps the best knowledge 
is obtained by fractional distillation such as any 
novice can carry through and which will identify 
variously constituted oils. Much has been written, 
but little in the shape of definite knowledge has been 
elicited as to the preservative value of the various 
constituents, the main point gained being to settle 
upon a uniform method of distillation by which oil 
may be compared. In practice, however, there are 
certain facts elicited that are properly to be consid- 
ered in placing a true estimate on the value of 
Creosote. Its value as an antiseptic taking it as a 
whole, the good results must attest. The wood pre- 
serving experts of the government should determine 
the value of each component part as we have sug- 
gested, (Preservation of Timber, Page 242-3), some 
three years since but not yet done. 

It is probably safe to say that most of the remark- 
able results in treating ties and timber are secured 
on soft open woods, or possibly on those consisting 
largely of sap timber. Experience shows that Creo- 
sote oil can by no known process of impregnation be 
made to penetrate sound, well grown heart wood in 
any case of the so called hard woods. The writer 
has not seen a single case where a sound Red Oak 
tie has been penetrated to the heart, while he has 
seen many that after being over-seasoned to the 
verge of decay or worm eaten as many are. 

The fact remains that many of the woods, which, 
if treated, would make the best and most valuable 
ties will only take the Creosote superficially. 

They are simply well blacked. 

I would be pleased to refer Mr. Beal back to a 
very able address Jan. i8th, 1Q05, at New Orleans, 
made by him before The Wood Preservers' Associa- 
tion. 
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CHLORIDE OF ZINC AS AN AID IN 

IMPREGNATING PILES WITH 

CREOSOTE. 

In Creosoting piles, especially the harder and more 
valuable woods by the best known methods of the 
present time, littl? more than a superficial impregna- 
tion is secured even with the much increasea press- 
ure. In Marine work the thoughtless act of trimming 
off a protruding knot will break the necessary con- 
tinuit]r of the protection and let the teredo work its 
miscmef. There are three treating plants now operat- 
ing, using the Zinc-Creosote process, each of which 
are operated b^ as bright ana able operator as is to 
be found in this country and who all agree that the 
Creosote oil is carried much farther into the wood 
than it is possible to penetrate with the Creosote 
alone. Observations on the output of several hun- 
dred thousand ties per month are confirming this 
fact, and the writer hopes to be able by the aid of 
these operators to give a confirmation in the near 
future. 

The only necessary change in the treatment is to 
increase the proportion of Creosote oil used. It is 
easy to comprehend the importance of this to the 
treatment of piles for all uses as the thoroug^h impreg- 
nation of the piles with the Zinc-Chloride with a more 
extended penetration of the Creosote will mark an 
area in the treating of Piles, Ties and Timber. 
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FUNGUS CULTURE 

PLAN won CULTURE ROOM 



For ordinary amateur room, the most suitable 
location is in a basement room with masonry walls 
(or concrete) where the temperature will be meas- 
urably equable winter or summer, or it may be par- 
titioned off from a larger room with brick, terra- 
cotta or concrete walls. An earthen floor or of concrete 
which is better, will do. 

A room 10 feet long and 8 feet wide will prob- 
a;blv be sufficient in area, with a door two feet wide 
ana a small window closely fitted for the purpose 
of observing a hygrometer set on inside of Uie win- 
dow for directing the observer to control the degree 
of moisture in the room. 

The bins or benches will be best constructed of 
reinforced concrete; should be made in the form of 
a shallow trough and arranged on each side of the 
room, the first or lower trough on the floor leaving 
a clear walk through the middle of the room. The 
second, not less than 16 inches above the lower one, 
receding from the center walk, much as is done with 
the benches in a florist's room. And so on to anv 
desired height, or which the height of the room al- 
lows. 

As the length is too great to support itself, two 
or more supports ma;^ be placed on the shelves or 
troughs. A small dram should be provided to carry 
off any surplus water that may incidentally collect, 
but should not allow the entrance of a draught of 
air, as the less ventilation the better. Then quoting 
from Prof. Perley Spaulding, Pathologist of the 
Bureau of Plant Industry, Washington, D. C: 

"It will be found after gettiog fairly started 
that it is advisable to use comparatively small 
test-blocks, so as to obtain results fairly rapidly. 
The size of these test-blocks should, of course, 
be uniform in a given experiment, and the 
chances are that it would be much better if they 
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were uniform in all experiments, so as to give 
a basis for comparison between different ex- 
periments. 

"Ordinary soils may be used, but in order to 
make the experiment of value, it should be thor- 
oughly sterilized by steam or dry heat before 
being placed in the compartments. Dry heat is 
probably preferable, as under ordinary condi- 
tions the sterilization will be more complete 
when performed in this way. Having built your 
compartments and placed the sterilized soil 
therein, you are ready to obtain the fungi with 
which to inoculate your test pieces. Of course, 
the most accurate way of doing this would be 
by growing pure culture of the different fungi 
and placing them in the soil which is to be used. 
Practically, however, and for the sake of quick 
results, it is probably better to obtain a consid- 
erable quantity of wood rotted by certain fungi 
with which you wish to work; for instance, a 
considerable portion of a railroad tie which has 
been rotted by Latinus lepideus would make 
a very good means for starting with that fungus. 
It is, of course, necessary to pick such a timber as 
has no other fungus growing visiblv upon it, and 
also one that is fairly well rotted oy the fungus 
wanted. 

"Reasonable care in this respect will insure 
practically pure culture; at least, there need be 
little apprehension as to the obtaining of two 
or more wood-rotting fungi in this way. 

"A compartment one foot deep, 3 to 4 feet 
wide, and two feet long will easily accommo- 
date a series of a hundred or more test blocks, 
2 to 3 inches wide, and 12 to 18 inches in length, 
provided these are placed upright, which, in my 
opinion, is the proper way of placing them. In 
this way one has left above the soil several 
inches of wood, upon which may be placed a 
suitable label for distinguishing each block from 
its fellows. (It is suggested that a 2x2 inch 
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blocks 12 inches long, would be the best dimen- 
sions, as the concrete troughs will retain nearly 
permanent moisture and that 6 or 8 inches of 
earth would be enough. "R.") 

"It is necessary to supply water about the 
same as one would to an ordinary greenhouse 
crop. It is also best to have fairlv warm tem- 
perature (not above 100 deg. Fahr. "BJ'), as 
results will be obtained quicker than they will 
if the temperature is cooL 

'^oo great expectations must not be placed 
upon tlie rapidity with which rotting takes place 
in such an experimental test-room, as even in 
nature it takes a number of months for an ordi- 
nary sized timber to rot, under the most favor- 
able circumstances. The chances are that in 
some respects your room will not give favorable 
conditions in all particulars, and therefore the 
action may be even a little slower than would 
naturally occur out of doors. You may reason- 
ably expect results from the ordinary wood-rot- 
ting fungi in one year's time with the most 
easily rotted woods. If the more durable woods 
are to be tested, the results will be correspond- 
ingly long in becoming evident. 

•While water must be applied liberally, the 
soil must not be allowed to become water- 
soaked; it must be k^t fairly moist, about as 
one would do in raismg an ordinary crop of 
lettuce, or other small vegetables. This point 
is one which must be watched with particular 
care. 

''Some fungi will do well with a large amount 
of moisture, while others will do equallv well 
with very little. It will take some little knowl- 
edge^ of the natural growth of the different fungi 
to hit the correct degree of moisture and heat 
to be lised." 

Both temperature and degree of moisture to be 
used will be determined b:r trial, the water and heat 
being convenient, the moisture for the air can be 
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furnished by a slight jet of steam, which will fur- 
nish this under the control of the operator — ^the 
hygrometer furnishes the indication or guide. There 
should be no ventilation except what is unavoidable 
by entering the door, the ceiling of the room to be 
airtight. 
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FUNGUS CULTURE ROOM 

The room should be well lighted for inspection by 
electric lights turned on on entering, and one so 
placed as to light the hygrometer whenever needed, 
from the outside of the room, as well a& a common 
thermometer (Fahrenheit), to be placed by the side 
of the hygrometer in the same light. 
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The room should be heated by a small steam 
heater as shown in plan of room, and a simple ar- 
rangement by which warm water can be drawn as 
needed, using a sprinkling pot to apply it to the 
culture soiL 

The water tank can be placed on a shelf and a 
sufficient quantity at the same temperature as the 
room. 

HYOROMCTCR. 



Ckt'cafo, *X*n. /c<^/9io9. 
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HYGROMETER 

Accompanying the plan is a simple form of hy- 
grometer that will answer every purpose. It is pre- 
supposed that the room has permanent water and 
steam, and electric light adjacent 
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If temporary boxes are used, the front flange of 
the shelves can be reduced to minimum hSght. 
The size of the whole la^-out can be reduced or 
enlarged to suit the case m hand. ^'R." 

Chicago, January 15, 1909. 



ESTIMATES RELATING TO WOOD BLOCK PAVEMENT 

Based upon three standards of blocks, four, five 
and six inch. Using a block 4"x4''x8* there will be 
required 4^.5 blocks to the square yard, equal to 
3.M cubic feet of wood. 

For 4 in. deep equal M. B. M., .086 at $20, equal $0.72, 
requires 8 cu. ft. 

For 5 in. deep equal M. B. M., .045 at $20, equal $0.90 
requires 8.76 cu. ft. 

For 6 in. deep equal M. B. M., .054 at $20, equal $1.06 
requires 4.50 cu. ft 

BASE FOR WOOD BLOCK PAVEMENT 

The base for wood ; block pavement should be 
made of the best quality of Portland cement con- 
crete, properly made and laid, six inches deep; four 
and a half cubic feet per square yard of pavement 
will be required, equal to .17 cubic yard, at $5.00 
per cubic yard, costmg 85 cents. 

COST OF TREATING WOOD BLOCKS 

A fair net estimate for cost of treating the 
best woods for paving blocks, giving sixteen pounds 
of creosote per cubic foot of timber would be at 
cost of oil put in, would be about one cent per pound 
of creosote oil put in. Then, for the three classes, 
the cost would be about as follows: 

Four inch deep, 3. cu. ft. of wood, per cu. yd. 48c 
Five " " 3.75 " " " " " " " 60c 
Six " " 4.5 " " . " " " " " 72c 
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This gives us a total cost per square yard of 
paving as follows: 



Depth 


M.B.M. 

Lumber 


Cab. Ft, 
Wood 


Concrete 
4.5 Yd. $5 


Cost 
Wood 


Cost 
Treated 


Total 
Cost 


4 in. 

5 in. 

6 in. 


.045 
.054 


aoo 
a75 

4.60 


$0.85 
.85 
.85 


$0.72 

.90 

1.08 


$0.48 
.60 

.72 


$2.05 
2.35 
2.65 



In the estimate of 16 pounds per cubic foot treat- 
ment is deemed ample for good blocks as the timber 
that will take more is not deemed suitable for good 
paving. > 

The six-inch depth of blocks is suitable for Mry 
severe traffic and will perhaps not be over five per 
cent of the paved area of any city, and perhaps 70 
per cent of the requirements will be of the 4-inch, 
leaving the remaining 20 per cent to the five-inch 
on business streets. 

The pavement here contemplated is intended to 
be the best that the best material to be obtained 
for the purpose, whether of wood blocks, concrete 
or of creosoted wood to be suitable in its texture 
and strength for wear under the conditions, but not 
necessarily of high class merchantable timber, as 
much good wood not so valuable will make good 
paving. 

The present practice of laying the concrete foun- 
dation for the block pavement, asphalt, etc, is a 
good one, and experience shows that even Portland 
cement need not be specified (see results on Jackson 
Boulevard, laid in 18$5, where Utica natural cement 
was used), as the value of all cements, even the 
very best, depend largely upon the method of treat- 
ment in laying. 

In the preservative process, too, the way it is 
done is equally important, but there is no question 
that the true dead oil of coal tar (the genuine creo- 
sote) is the most suitable, and if understandingly 
applied, will give from fifty to one hundred per cent 
more service than can be secured by some agents 
and under some practices of today. 



Another requirement necessary to make a good 
pavement is the free use of coal tar pitch in finish- 
ing a new laid block pavement, with an accompany- 
ing dressing of clean sand, the latter furnishing a 
slight cushion over the concrete base and a surface 
dressing while the pitch fills all seams and covers 
the surface, the sand mingling with the pitch, gives 
the surface to service at once. A barrel of pitch 
should cover 20 square yards so that perhaps an 
increase of cost of fifteen cents per square yard will 
accrue. 

It must be conceded that wood blocks must, to 
get the best service, be set with the fiber vertical, 
hence the blocks will be put four to six inches 
lengthwise of the timber clucts, hence most hard 
woods can be impregnated with creosote without 
difficulty under one hundred pounds retort pres- 
sure, with absolutely no injury to the blocks and 
they go into use perfectljr sound and with no ten- 
dency to break across as in some cases where they 
are expanded and prepared to check under slight 
strain by having been exposed to undue pressure 
during impregnation. 

The timber now usually specified for wood blocks 
at present is the Southern Yellow Pine, but it is 
probable that there are several other woods that 
will wear just as well, and possibly better, that will 
be accepted in time, as the cost of this wood in- 
creases in price and experiences show up their 
suitability. 

The demand for wood blocks has grown up very 
recently and many are entering upon this industry 
and a few suggestions may not be out of place as 
to the general policy best adapted to carry out the 
industry. 

If the sawing and treating can be done in the 
immediate location of a suitable supply of timber, 
all can be best done in the one location, and if on 
a line of navigation, the finished blocks can be 
shipped in the hold in bulk. They can be dis- 
charged directly to the vessel and again unloaded, 
both by automatic carriers, easily erected. 
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Sliould the work be distant both from mills and 
from water connection, then the lumber should be 
cut to suitable dimensions to be cut into blocks at 
the treating plant, discharging from the block saws 
to the cages and thence to the cars that carry them 
away. 

In regard to the method used in impregnating the 
blocks, much will depend upon this: A block four 
inches wide and eight inches long should give the 
best wear, a longer block being more likely to tilt 
under a heavy load, which would tend to unseat it, 
and a longer block would be likely to break it in 
the middle, no matter how well set or supported it 
may be. The value of blocks, however, will pri- 
marily depend upon the selection of thoroughly 
sound, well-grown wood and should not be subject 
to any deleterious effects from an impregnating 

frocess where excessive pressure has been applied. 
lowever treated, not more than seventy-five to 
one hundred pounds should be used on the retort 
charge during impregnation. 

SPECIFICATIONS FOR 

CONCRETE FOUNDATION FOR WOOD BLOCK 

PAVEMENT 

Preparation of Street Surface: 

Presupposing that the curb and gutter are in 
place, the surface of the street should be graded to 
the sub-base, with a bearing uniform in character, 
well rolled. Then a concrete, as hereinafter speci- 
fied, shall be made in the immediate vicinity so that 
the concrete can be taken immediately from the 
mixing board and be deposited in |>lace, forming the 
full depth, be it 5 or more inches in thickness, each 
course against the face of that previously deposited, 
care being taken that the full quantity shall be 
sufficient after proper tamping to make the pre- 
scribed thickness. If the concrete is machine made, 
the methods of depositing by the individual shovel 
load shall still be adhered to. In no case shall the 
concrete be leveled with the shovel, but must be 
leveled by the tamper. 
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Concrete: 

A good concrete is made for this purpose with a 
proportion of one part cement, three parts sand and 
six parts of crushed limestone or granite, the former 
being good enough if rock is good, and all dust 
sifting out with a one-quarter inch mesh sieve be 
rejected. 

Clean , gravel and sand if in proper proportion 
as to dimensions of the different components, may 
be substituted for the crushed rock and sand. 
The. Kind of Cement: 

If the concrete is mixed and handled as herein 
specified, a good natural cement will make a good 
concrete for this service. (See the work by the 
South Park Commission on Jackson Boulevard from 
Michigan Boulevard to the south branch, which was 
made with Utica cement.) 
Sand: 

The sand to be used shall be what is usually 
designated as ''Torpedo sand/' or more particularly 
a sand in which the grades run from one-quarter 
inch down in diminishing quantities as well at in size. 

Dust or very fine sand to be rejected. 
Crushed Rock: 

Shall be what may be termed "crusher run," re- 
jecting all that a one-quarter inch meshed screen 
will take out. Good, clean gravel may be substi- 
tuted if similarly graded as to size. 
Amount of Water to be Used: 
. The water to be used should be the least as will 
well wet the components so as to make the concrete 
of such consistency as to slip off the shovel when 
finally deposited and no more. 
Method of Mixing: 

If mixed by hand, the sand should be deposited 
on a proper board, being followed by the amount of 
dry cement and the mass turned over and over 
until well mixed, then the crushed rock or gravel, 
as the case may be, shall be spread over the bed, 
the crushed rock being first wtcll wetted, and then 
the whole mass turned over repeatedly until it has 
become homogeneous and then deposited in place as 
before described. 
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RCCCNT PAVING PRACTICE 



By J. A. MooiE.* 
During the season of 1908, approximately seventy- 
two miles of pavements were laid in Chicago under 
special assessment proceedings, at approximate cost of 
^325,000. 

The amount of various kinds of pavements laid is as 
follows : 

Asphalt 38 miles. 

Brick 9 miles. 

Granite Mock 6.6 miles. 

Macadam 14 miles. 

Creosoted blodcs i.5 miles. 

Compared with recent years the amount of work done 
was about seventy-five per cent of the normal amount 
Several causes contributed to the decrease in the amount 
of work done, among them being the financial depres- 
sion, a strike which lasted about six wedcs and which 
finally resulted in the disruption of the "Pavers' Coun- 
dl," a central organization embracing all the paving 
trades; delay on account of reconstruction of street 
car tracks and inability on the part of contractors to 
secure granite paving blocks. 

The tendency of the times seems to be toward de- 
creased use of the cheaper paving materials, such as 
asphalt and macadam, and toward the increased use 
of granite and creosoted wooden blocks. 

llie increasing use of motor driven vehicles has 
demonstrated the unfitness of macadam to withstand 
their wear. Instances can be cited where good macadam 
streets have been practically destroyed in the course 
of a couple of years where they happened to be so 
located as to draw heavy automobile traffic 

Bituminous macadam, although approximately as 
expensive as asphalt, will probably be the solution of the 
automobile problenL 

•The ^reat and growine interest of the public in the subject of wood 
block pavement would seem to jostify the reproduction of Mr. 
Moore's paper in fall, aboandioff as it does in practical information. 
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Asphalt seems to have passed its crest of popularity 
as a paving material, although its use will probably 
exceed that of all other materials combined for some 
time to come. 

Creosoted wooden block is attracting much attention 
at present, largely on account of being comparatively 
noiseless. Your modem businessman likes as little to 
have his slumbers disturbed at four A. M. by the rounds 
of the milkman as he does to have his attention dis- 
tracted by the pounding of heavy loads over rough 
granite blocks during business hours. It is probable 
that the next few years will see a large number of the 
down-town streets, as well as many of the outlying ones, 
paved with this material. 

Creosoted block pavements already laid are wearing 
exceptionally well, and are eenerally giving good satis- 
faction. "The South Park" board of commissioners has 
recently adopted its use for intersections of car trade 
streets with boulevards, the railway companies doing 
the paving in connection with the reconstruction of 
their tracks. 

During the past season the writer had charge of the 
paving of Cottage Grove Ave. from Oakwood Boule- 
vard to 51st Street, with creosoted blocks. The work 
was done by the Parker- Washington Co. at $3.44 per 
square yard; amount of pavement laid 32,268 square 
yards, or approximately one and one half miles of road- 
way. The blocks were treated at Norfolk, Va., by the 
"United States" Wood Preserving Co. Long Leaf 
Southern pine, imprecated with an average of 18.13 
pounds of oil per cubic foot of timber was used. An 
engineer was sent to the plant by the City to inspect the 
treatment The blocks, which were laid on a six inch 
concrete foundation covered with a one inch sand 
cushion, were four inches wide and four inches in deptli, 
and were laid diagonally across the roadway. Expan- 
sion joints filled with coal tar were placed next to the 
curbing and at intervals of 50 feet across the roadway. 
The street has a car track on it. One side was com- 
pleted before the other was torn up. The blocks were 
driven and wedged together fairly tight. Fine sand 
was used as a filler. Expansion of the blocks due to 



the first rains squeezed practically all the tar out of 
the joints, and considerable trouble has since been ez- 
pmenced bv the blocks buckling during heavy rains. 
The part of the street which is behaving badly in this 
respect is confined to one side of the street for a space of 
about four blocks. The reason why this part of the 
street buckles and other parts do not is not apparent, 
but is probably due to some different treatment of the 
blocks. Sand is not the projper filler for creosoted 
blocks, being too pervious and melastic An impervious 
filler which will prevent any part but the exposed sur- 
^e of the Uocks from becoming saturated with mois- 
ture greatly lessens the liability of buckling. 

The reconstruction of 109 miles of street railway 
track (single track measurement) involving the lay- 
ing of 470,000 square yards of granite block pavement 
has been accomplished by the two principal street rail- 
way companies during the past year. Fifty thousand 
square yards of this was paved with old blocks which 
were redressed. The railway companies absorbed 80 
per cent of the available supply of granite blocks, 
rendering it necessary for the city to delay most of 
its projected paving of ^s class to a later date. The 
principal source of supply of the granite paving blocks 
used m Chicago in the past has been the quarries of 
central Wisconsin. These quarries were unaUe to sup- 
ply half the blocks wanted last year, and other sources 
of a supply, such as Sioux Falls, North Carolina and 
Thousand Islands were dravm on for large quantities. 
Somewhat similar conditions are in prospect for the 
coming year, the City probably having two or three 
times as much granite block paving projected as it will 
be able to secure. All the street railway paving was 
done by the companies directly, by non-miion labor. The 
bk>dcs were laid upon concrete foundations, in which 
their trades were embedded. 

The Chicago City Railways Co. uses granite block 
"brojn" paving outside of its outer rails where the dty 
paves car track streets with other than granite. Two 
rows of stretchers are laid along the outer rails, the 
woric being carried on concurrently with the dty con- 
tract This form of brow paving stands up well where 



laid on good concrete foundation, and proves to be 
quite satisfactory. Grooved rails are used exclusively 
in track reconstruction. 

The city has laid as yet no concrete pavements under 
special assessment proceedings, although a considerable 
amount of this pavement has recently been laid, largely 
in alleys. As a whole it does not promise to wear well, 
under medium to heavy traffic. Pavement in said allejrs 
Daid in the past year already shows marked wear. After 
the finishing surface is broken through deterioration is 
rapid. Repairs necessitate taking. out the worn out 
section from the bottom up. It has the advantage of 
being smooth when not badly worn, is sanitary and 
venr easily cleaned and is comparative^ cheap. It 
will not rot, and, barring the effect of traffic, should be- 
come stronger with age. Expansion joints filled with 
some elastic material should be used in its construc- 
tion. 

Brick as paving material has been used rather naore 
extensively during the past season than for some time. 

Grout filler for brick has been abandoned and tar or 
asphaltic cement substituted on account of the difficul- 
ties encountered in keeping traffic off of grout filled 
pavements a sufficient length of time to allow it to 
properly set Grouting when well done, adds much to 
the length of life of the pavement Tar fillers are 
too brittle in cold weather. Asphaltic cement, if prop- 
erly tempered, will perhaps obviate the above objections. 
As yet Its use in Chicago is too recent to form an 
opinion as to its merits. Fillers are, after all, not of 
major importance in the construction of brick pavements. 
The quality of the brick is the first essential "POOR 
BRICKS" has been the cause of discrediting brick pave- 
ments in Chicago. Soft brick or brick that is brittle 
will not stand the traffic to which it is subjected to in 
this city. A fair sample of brick pavement is on south 
Dearborn St south of Jackson Boulevard. This pave- 
ment, which was laid a repair job, necessitated by the 
reconstruction of the street railway tracks, has been 
laid less than three months. Apparently its length of 
life will not be greater than two years. It is only fair 



to say that the hrick in this payement were rejected 
bj the dty brick tester for new work: 

A new form of wood pavement has attracted atten- 
tkm of late^ has been used by the dty to a considerable 
extent for paving bridge floors and approaches, is known 
as the Shnman pavement It consists of strips of boards 
boHed together in snch manner that the edges form 
a wear snrface, and in sections two or three feet 
sonare, or of such dimensions as may best fit the space 
they are to occupy. The sections of pavement are 
dipped into some mtuminous liquid. A sample of this 
pavement may be seen on Dearborn St east of the 
Federal Building. It wears somewhat unevenly and 
does not promise to have a very great length of life. 
Occlusive of foun^tion it costs about $2.50 per square 
y^d. It is probably better adapted to bridges for 
bridge floors than for any other purpose, as it is light 
and can be made any desired depth or size of section. 

Paper read by Mr. J. A. Moore before the lUinois Society d Engi 
neers and SorTeyors, January 28, 1908. 



Chicago dty prices on finished {Mivement indud- 
ing 6 inches of concrete but exdusive of curb and 
gutter: 

Asphalt $2.20 per square yard. 

Granite 3.90 « " 

Brick 2.40 " 

Creos.Bk)cks 3.50 " " 

Macadam 1.25 « « « 

January 28, 1909. 



THE OPEN TANK METHOD OF PRESERVING TIMBER; 

RESULTS OBTAINED WITH TIES AND 

PAVING BLOCKS* 

Sir: A recent issue of Engineering News [Oct 22, 
1908. — Ed] contains an article by Mr. Howard Weiss 
of the Forest Service, on the open-tank method of pre- 
serving timber. Mr. Weiss states that the Forest Ser- 
vice will welcome all criticisms and suggestions tending 
to advaiice the work. Therefore, I take the opportunity 
of presenting a few facts pertaining to the results ob- 
tained from ties and lumbier treated by the open-tank 
or Seely process, "as it is also known," which have 
evidently been overlooked by Mr. Weiss. 

The Chicago, Burlington & Quincy R. R., in 1868, 
laid 25,000 ties on the New Boston branch of iheir road, 
treated by the open-tank or Seely process as an experi- 
ment Inese ties failed and were all removed in six 
years. The failure was due to interior rot The outer 
portion to a depth of one-half to three-quarters of an 
inch was apparently hard and sound whereas the inner 
wood where the creosote oil had not penetrated had 
completely failed. These ties caused the Burlington 
considerable annoyance as, to outward appearances, ttuy 
were in a perfectly sound condition when it was dis- 
covered that the interior was completely rotted 

At the time the Burlington Road made this experi- 
ment, the open-tank or Seely process was new, and Mr. 
Seely undoubtedly performed this work to the best of 
his ability. 

The process also failed on the Chicago, Rock Island 
and Pacific Ry. in six years, from the same cause as on 
the Burlington, and it also failed to preserve the pine 
lumber used in the Government Works on the Saint 
Clair Flats for a longer period than six years. 

*Thi8 communication from Mr. Card is quoted tiere as an answer 
to inquiries as to the value of the so-called "OPEN TANK" method 
of treating: ties and paving blocks. 

The nuthot would simply repeat what has often been asserted, 
good railroad ties and perhaps any wood that will make a good pav- 
ing block, would have to be well dried (rotted, using the word in a 
qualified sense), before it could be well impregnated in this way 
snccessfully. 

MO 



Paving blocks treated by the open-tank process have 
produced good results in several places. In Qeve- 
land, O^ some were in use for about ten years. In the 
City of Paris all paving blocks which are used under 
heavy traffic are treated by soaking in open tanks of 
hot oiL They fail from wear in about eig^t years, and 
this treatment answers. The blocks used on the boule- 
vards where the traffic is light are given a larger dose 
of oil, in this case they are subjected to pressure in 
closed cylinders. They last about 16 years. 

The open-tank method of creosoting will undoubtedly 
produce good results if it is confined to the treating of 
blocks, shingles, posts, etc, or in other words small- 
dimension lumber, and it will not be successful in this 
case unless the utmost care is taken in the seasoning of 
the lumber before treatment As to the treatment of 
railroad ties by this method, a loblolly-pine tie, pro- 
vided it is thoroughly seasoned, would probably absorb 
the greatest amount of solution in the least time, but 
any other dass of ties treated by the open-tank process 
would take from two to three weeks to absorb the same 
amount of solution that could be injected under 100 lbs. 
pressure per sq. in. in four hours tmie. 

Undoubtedly the Seely process failed in the treatment 
of large-dimensions lumber for the want of proper sea- 
soning; and the length of time it would take to thor- 
oughly saturate the wood was so great that the treat- 
men was cut short and poor results followed. 

The treatment of ties with small doses of creosote oil 
has not been a success in this country or in Europe, the 
Robbins process and also the Blyth process failed to 
give results, and practically all the Europesm coun- 
tries which are using creosote have for a long time been 
injecting from 10 to 15 lbs. of oil per cu. ft of wood, 
and by so doing obtain a life of from 12 to 20 years. 

It can be easily seen where a small dose oil treat- 
ment will fail to give results, especially in treating a 
class of timber like red and black oak and other in- 
ferior oaks. This class of timber will rot from the 
center out in almost all cases, and unless the treat- 
ment is pushed to refusal "and this is expensive,", it 
will fail to give as good results as chloride of 



where % lb. of dry salts per cu. ft is used. This can 
be verified by the records obtainable in this country and 
in Europe. 

If the tendency in this country is to return to the 
open-tank or Scely process, great care and judgment 
should be used, otherwise the results will be a failure, 
as heretofore. Yours truly, 

J. B. Card, Manager, 
Chicago Tie & Timber Preserving Co., Old Colony 
Bldg., Chicago, III, Oct. 26, 1908. 



ON SEASONING TIMBER PREPARATORY 
TO TREATING 

The popular belief seems to be general that timbers 
in the shape of railroad cross-ties, timber and piling 
must be well seasoned before it can be impre^^nated 
by any of the usual methods. The presumption is that 
if it is "well seasoned" that it is dry, or at least that 
it contains but a small amount of moisture and that 
the natural saps have become exhausted of the watery 
parts by evaporation. 

It is the purpose here to call attention to a case 
where four-inch sections were cut from apparently 
well air-seasoned ties that had been piled much longer 
than the conventional thirty to sixty days and from a 
stock of ties that were being treated in the usual 
course. 

The appended table shows the condition of the 
named woods after drying carefully for the purpose of 
testing for compressive stren^, the oven being used 
and temperature below scorchmg. 



No, 



Name 



Wt.Cub.Ft 

when rec*d 

Lbs. 



Wt.Cub.Ft 
when dried 
Lbs. 



Loss PerCt 
\n weight 



Loss Per Ct 
Id YoL 



Chestnut . 
Hackberry 
Poplar . . 
Willow 



49.8 
43.0 
30.1 
32.0 



39.36 
35.94 
22.65 

23.04 



29.34 
21.85 
32.81 
47.37 



4 WIUOW . . ^Z.U ZJ.U^ 4/.J/ 

Mean per cent of water, taking the mean, 32.84 
892 



18.32 
36.52 
27.49 
38.35 



29.92 



The theoretic and somewhat academic rules so elah- 
OTZtdj put out for diying or air seasoning; contem- 
plates many expensive operations that could he avoided 
if ties were taken from the woods and immediately 
treated and put out on the line where needed. Elaborate 
and expensive storage yards, several rehandlings of the 
ties, a vear^s loss of life of the ties and of money 
involved, should be avoided. 

Ordinarily, considerable time elapses between the 
cutting and die recent of the ties at uie treating works, 
often from sixty to ninety days; time enough at least for 
the breaking down of the natural juices of the timber; 
experience seeming to point to this condition as a proper 
time to subject the wood to treatment There is now 
very good reason for believing this to be correct and 
moreover if it is, the very great danger of inducing 
decay by this seasoning (?) is avoided. All in all, 
it would seem well to modify pet theories to conform 
to "experience." 

CXPCRICNCC IS NECESSARY 

In the study of this and kindred subjects the knowl- 
edge and abilities should be of a two-fold nature* ac- 
quired knowledge and "experience." The former to lay 
the foundation for the latter and the experience to 
fill out and mature the judgment thus acquinng practic- 
able knowledge that will be a safe guide ever in Uie 
future. 

The parrot can learn to say what others say; no 
matter how eloquent; the moi^ey will imitate what 
others do but in both cases without wisdom." 

In plnrsical nature with which we have to deal, all 
technical knowledge is derived from experience, the 
very foundation of knowledge, and therefore should not 
be cast aside; scorned, but should be courted assiduousW 
and its lessons carefully studied. Only in this way win 
"facts" be adduced. Self-aggrandizement, eloquence of 
speech or plausible theories and purely technical knowl- 
edge without experience is apt to be misleading and 
mischievous. 



TREATING FRESH CUT TIMBER 

The actual experiences here given bear directly on this 
much mooted question. The timbers here treated consist 
of a varie^ of the woods grown in upper Michigan 
and consistmg of Birch, Beech, Hard and Soft Maiues, 
Pines, Tamarack, Hemlock, two varieties of Elms, 
Sycamore, Hackberry, etc. The average size or volume 
of these ties is 3.3 cubic feet and being northern well 
grown wood, there is a minimum of sap wood — much 
less than with the same woods grown farther south. 

This timber was cut during the winter 1907-8 and in 
a climate where it remained frozen until near April, 
hence could not dry much before operations were com- 
menced upon the treatment Tests made early in May 
showed the timber still full of the saps. 

The following synopsis of the treatment having seven 
hours and fifty minutes average time for each run will 
give a fair idea of the method of treatment, the zinc- 
creosote, (Card) process being used. 

Month of June, Steamed 3^ hours. Under pressure 
2% hours. 

Month of July, Steamed 3% hours. Under Pressure 
2M hours. 

Month of August, Steamed 3% hours. Under pressure 
2% hours. 

Month of December, Steamed 2% hours. Under pres- 
sure 3 hours. 

TABULATION OF RESULTS 



Month 


Emulsion 


Name 
Wood 


Condi- 
tion 


Abs. 
Znc. 


Abs. 
Cre. 


lauliin. 
ibs.Ga.rt. 


June 

July 

Aug^ust 

Decem- 
ber 


4 pr. ct. Z. 
20 pr. ct. Cre. 

8 pr. ct. Z. 
13 pr. ct. Cre. 

8 pr. ct. Z. 
18 pr. ct. Cre. 

^pr ct Z. 
17 pr. ct. Cre. 


Hem and 
Tam 

Hard 
Wood 

Hard 
Wood 

Soft 
Wood 


Green 

Partly 
Sea- 
soned 

Dry 
Dry 


.4882 
.4224 
.4551 
.4296 


2.101b. 
1.791b. 
1.991b. 
1.881b. 


10.88 lbs. 
13.88 lbs. 
15.28 lbs. 
10.76 lbs. 
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The absorption of Zinc is good. The absorption of 
tiie oil per tie is as follows: 

June 7J83 lbs. per tie for 3.3 cubic feet 
July 5.90 lbs. per tie for 33 cubic feet 
Aug. 6.00 lbs. per tie for 3.3. cubic feet 
Dec 6.50 lbs. per tie for 3.3 cubic feet 
It does not seem that the treatment was retarded very 
much in consequence of the wood saps. 
Pertinent to this question is a report in relation to 

ges creosoted by the International Creosoting & Cons. 
L, in 1895, for tiie railway causeway between the main- 
land and Galveston Island. Quoting from the Engi- 
neering News, 

"At presentt all the railways enter Gahreston over 
a single track viaduct about 11,000 feet long sup- 
ported on creosoted piling and over 4,000 separate 
piles. Over 2,000,000 cars have crossed this bridge 
smce 1900. ♦ ♦ ♦ The piles used * ♦ ♦ were 
all of Southern pine treated with 24 pounds of anhy- 
drous creosote oil per cubic foot They were practic- 
ally aU green when treated, most of them coming 
from the stump and being seasoned t^ steaming * * * 
Earljr this year there occurred the lowest water in 
years m the bay between Galveston Island and the 
mainland. The water was so low that two-thirds of 
the total number of piles were exposed to the mud 
line. This afforded opportunity for a most com- 
plete examination of each pile, and the official report 
of the inspection showed mat not one pile originally 
fumidied was in any way decayed." 
lliese instances are new developments but not ex- 
ceptional Experiences at Somers, Montana, where ties 
from the saw were more easily treated than those piled 
to drv some little time and those experiences notd by 
W. G. Curtis of the Southern Pacific in California in 
the early history of the business must also still be held 
in mind. 

TREATING FRESH CUT TIMBER 

Dry wood is most easily permeated with zinc solu- 
tion, and with favorable woods, it becomes possible with 



creosote oils, but the danger remains that decay may 
have progressed during such drying so that Uie treat- 
ment IS of little avail. 

Summing up the results of experiences of many years 
would seem to lead to a reliance on the mature knowl- 
edge derived from long experience and good judpiment 
and common sense rather than upon that which is 
largely academic, the experience being lacking. (R.) 



RECORDS OF RESULTS 

The author reco^izing the importance of actual 
records in determinmg the value of any treatment, en- 
tered into this matter at some length some years since 
as evidenced in the pages of this work, (pps. 289, etc.) 
but up to date of writing, little response has been elicited 
and httle has been done to do anything effective. The 
records offered so far, with few exceptions, are so frag- 
mentaryr as to be very inconclusive. The plan here 
offered is simple and measurably inexpensive, but would 
^ive all necessary data. Without some such system of 
inspection and record, the whole matter remains open 
to the unsupported assumptions put forth by irrespon- 
sible and self- interested parties. Fortunately, in a few 
cases reliable records have been secured. Without care- 
fully kept, long extended inspection and record, little of 
value can be secured. This inspection should be made 
under the direction of the railroad company by their own 
engineers, no expert with a pet hobby or with an ax to 
grind will be sate to trust. 
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THE NEW GOSPEL 

The Author some time since took occasion to depre- 
cate the influence of "Commercialism on the business 
of the Preservation of Woods," assuming the position 
that the railroads could better protect their interests 
and the trust invested in them in their o&ial duties, a 
trust all the more sacred in proportion to its magnitude 
and importance, could best be secured by doing it and 
holding it in control by the company itself, directly. 

There seems, however, to have been a new element, 
a new phase of ethics at least, introduced into the busi- 
ness; It cannot be called business method; by whidi 
the business is being disturbed, for a time at least, l^ 
which the sum of acquired knowledge and the experience 
of many years is thrown aside scornfully and is being 
replaced or is being sought to be, and an untried method 
having absolutely no record as to its value as a treat- 
ment Not only this; but it is being forced upon the 
railroad world to the exclusion of sane and tried 
methods long known to have been successful. 

It is claimed by this new gospel, that it is the essence 
of wisdom, that it be universally accepted, settling every 
doubt in the mind of every railroad manager so that he 
need know nothing more about it, except to wrap him- 
self in an abounding faith and allow his ties to be well 
blacked after elaborately piling them until they approach 
the verge of decay so as to allow them to be well 
(superficially) blacked. 

It may be well here to mention that a creosote oil 
containing a large percentage of coal tar "pitch," will 
better hide defects in process of treatment, or the 
addition of a little of the pitch, a worthless substance 
which costs but little and only retards the oil, deepens 
the color, etc (no charge is made for this suggestion) 
saves money and prolongs the exposure of results. 

The most practical result is however that it will turn 
a bit of mon^ to those in the business of promoting 
and to the railroads; What? 
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Furthermore, this is not all: Ordinarily to build 
and install a treating plant, a notice of such purpose 
to a competent engineer of experience that such a desire 
is entertained will at a reasonable compensation, secure 
immediate attention and an efficient, economically 
erected and opNerated plant can be secured. A shop 
draughtsman with absolutely no practical knowledge of 
the process cannot be trusted to do this. At this day, 
however, it is necessary to convince some one. Money 
convinces; then if common sense interposes, anyone 
having the temerity to interpose, then he must subside 
or be crushed. Even the "EXPERTS'* trained into this 
special line by the Forest Service are hired off, due 
probably to the government stamp being of value 
to the business, more than for the actual knowledge 
derived from the limited practical knowledge derived 
from the accidental connection therewith. Perhaps no 
greater detriment to sane practice can accrue to Uie 
business so important to the railroads and to the con- 
servation of our forests so ably advocated by our Presi- 
dent of the United States and our Forest Service, than 
from these so called experts with the limited practical 
experience in the matter. "A word to the wise.** 

VALEDICTORY 

About twenty-four years ago the writer was intrusted 
with the management of the wood treating business for 
one of the largest railroad companies in the West This 
duty was assumed as resident engineer owing loyalty 
and duty to the railroad company alone. Althoufi^ 
having been engaged in railroad service for many years 
previous, during which my experience passed through 
almost every department of raulroad construction, and 
c^ieration, the business of wood preservation was new. 
Shouldering the responsibility, it became a duty to treat 
the matter honestly, carefully and thoroughly; the first 
duty was to thoroughly understand it, consequently a 
study was made of eacb and every phase as devdoped 
1^ the operation. This study was continued almost 
unremittingly up to this date, and results have been 
put into record and are embodied in this work, and 
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has been furnished to students in all parts of the world. 

The methods used are mainly founded on basic prin- 
ciples, theories cutting no figure, and every effort turned 
to verify by all means in reach, so that in most cases 
each point can be relied upon as facts. These studies 
have been carried forward to this time at great cost of 
money and time, entirely without aid from any source, 
and with very little recompense from those derivinff 
benefit, either in money or thanks. Although this will 
be the last work on the Hand Book, the work will be 
continued to the end that the best possible work shall 
result eventually, and the author still pledges the best 
efforts and will not hesitate to interpose where dis- 
honest practices for the simple incentive is the mon^ 
there is in it. The "Fakir" must have his day, but it 
will be a short day, and when it ends, not only will he 
get his deserts, but those whom he has misled, inno- 
cently on their part, will have good reasons to mourn. 

The mischievous business method which our "Lin- 
coln," whose centennial birthday we celebrate, was 
too simple minded to even comprehend and against 
which our president has fought so strenuously, still pre- 
vails, and since "Timber Preservation" has grown to 
be so important, has invaded this field, presumably for 
the "money" there is in it. 

The writer, in one short lifetime has seen the country 
stripped of the bulk of its woods from the Atlantic coast 
to and into the continental divide, and at the present day 
the western slope is being invaded and ruthlessly slashed 
into. There are diildren living today that will live to 
see the country devastated- of resources so that it must 
be on its decline, and our children forced to seek 
other climes. It is to be hoped, however, that our 
people will awake to this peril and that millionaire for- 
tunes, however acquired, will cease to be used to im- 
poverish the country. 

Chicago, February 12, 1909. 
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The 

Grasselli Chemical 
Company 

Main OmcE, CLEVELAND, OHIO 



Manufacturers of Heavy 
Chemicals 



CHLORIDE 
OF ZINC 

Fused and Solution 



FOR WOOD PRESERVING 
PURPOSES 



Correspondence invited 



A CARD TO THE PUBLIC 



Oar business is to design and install timber preserv- 
ing plants. In planning a plant to impregnate timber 
with preservative treatment the aim is to provide for 
those functions necessary to be performed and to do 
this in the most direct and perfect manner, in other words 
to make the plant a complete and perfect machine for 
the purpose within itself. To do this understandingly it 
is necessary to adapt the layout to the situation as to 
grounds, tracks of access, water supply, drainage, and 
other necessities for its operation. Sudi matters as the 
character of the buildings to cover the plant can be 
left to the ! judgment of the builder or to any good 
architect. 

The ability to do this well and to do it right is here 
offered, derived from long continued, careful study and 
practice such as cannot be possessed by any simple shop 
draughtsman with no practical experience in the opera- 
tion of a plant or the principles involved in the art of 
impregnation of the various woods. Any attempt in this 
direction on the part of such, will and have always proved 
abortive, resulting in expensive and clumsy experiment 
and lacking in many of the essentials of what a modern 
plant should possess. 

Those wishing faithful, honest service at reasonable 
compensation will not be disappointed, can trust us be- 
cause we know how. 

We will not make estimates of cost unless the manage- 
ment and control be under our direction until the plant 
is completed and installed, but will give such informa- 
tion as to cost of similar work so far as our past exper- 
ience enables us to do. We will not be sponsors for 
other peoples mistakes or extravagance, but would save 
every expense that will not aid in earning dollars in 
operation both in expense in methods and management. 



CARD. 

In ^oompilliig tfau woik a large awnb^ of illus- 
Ua^ons have been introduced to more fully describe 
the various parts of the workings, but owing to the 
smaUness of the page, most of these are too small to 
cany much value except to make a record of them. 

There are a number of tables of the same char- 
acter so small as to be read with difficulty. Full 
sized prints of the plans will be furnished at the 
regular price for such plans and the tables will be 
furnished at small advance of cost. 

Plans, specificaticms, inspection of works and in- 
stallation and also training c^ an operator is covered 
by a reasonable and fixed commission based upon 
the cost of the completed plant 

Deviation from plans and specifications will be at 
risk of the company making the changes. 

We endeavor to select everything with reference 
to efficiency and reliability, at the same time econo- 
mizing as much as possible. 

We accept no commissions on machinery bought 
aod will make oo contracts for purchases except at 
file special request of the contiaaing company and 
under a special arrangement. 

ROWE & ROWE, 
SA¥XJ£L M. RowE, Jifgr. 



ao8 



KNOWLES STEAM PUMP WKS. 



Chicago 
New York 
Boftlon 



BPECtAL EQUIPMENT FOR TIMBER TREftTING PLANTS. 




Surtace Lorfit'n?ers wMh Loinbihcd Air kiEiJ Ciai-uiiiLkiiif ^'ampi. 

Su ction Valvelesa Yac^um Pumps, SinglCn Duplea^ Tii- 

plex^ Steam Power or Electric Pumps ol all kinds, 

Duplei and Straight Line Air Compressors, Compound ind 

Two Stage^ Coodensfirs, Feed Water Heaters and Ueters. 

SEND FOR SPECIAL CATALOGS, 

We have equipped the following Timber Preserving Plants: 



C. B. & Q. n. R, CO. 
C. &.H. W. R. R. CO. . 

Great NonrHERN ry. co. 
M, K. A.T. R. R, Co. . 
A.T, 4 8-F BY. CO. 
UNION PACIFIC R, fl. CO. 
OREGON RV. A NAV. CO. 
OENVER d RIO GRANDE RV. 

CHICAGO Tie Preb. CO. 

ALAMOGORDO LBR. CO. 



CO 



EDGEM01MT, S. DAK. 

CfiCANASA, MICH. 

KALISPELU, WONT. 

GREENVILLE, TEXAS 

LAftVEGAS. n. M. 

. Omaha, NEK. 
PORTLAND, Ore. 

ALAMOSA, COLO. 

So. ENGLEWOOD, ILL. 

MOUNT VERNON, ILL. 

ALAMOGORDO, N. MEX. 



Allis-Chalmers Co. 



CHICAGO. U. S. A. 

Builders of 



TIMBER PRESERVING PLANTS 




Following is a list of the companies for whom we have 
built timber preserving machinery and other apparatus : 



Atchison, Topeka & Santa Fe . 
Texas Tie and Lumber Preserving Co. 

Ed. ▲. Ayer 

Hawaiian Commercial & Sugar 
Chicago Tie Preserving Co. 
liiasouri. Kansas & Texas . 
Great Northern R. R. Co. . 
Ayer & Lord Tie Company 
National Lomber Co. 
Chicago & Northwestern R. R. 
Denver & Rio Grande R. R. 
Mexican Central R. R. 



1 72 inches x 100 feet. 



2 72 
472 
1 60 
1 72 
872 
472 
8 74 
1 72 
372 
S74 
1 74 



AyerA Lord Tie Company(repeatord6r)l 74 



X 100 
X 100 
X 60 
X 117 
X 106 
X 108 
X 125 
X 125 
X 110 
X no 
X 125 




Cylinder and Bolster Cars 

We contract for installing com- 
plete Tie Treating Plants ready for 
operation or furnish materials only. 
We manufacture Steam Pumps and 
Boilers, Tanks, all sizes, wood or 
steel; Steam and Gasoline Engines, 
Special Cars of all kinds. Pipe, 
Fittings, Valves, etc. 

FAIRBANKS, MORSE & CO. 

CHICAGO 



The Qrasselli Chemical Co. 

CLEVELAND, OHIO. 

■ANUrACTURCII* OF 

Chloride of Zinc IS&^^S& 



CORRCSPONDCNCe INVITCD. 



GENERAL CHEMICAL COMPANY 

135 Adams St.. Chicago, Illinois. 

Manufacturers of CHLORIDE OP ZINC 

Fused and Solution, Highest Quality, for Timber Pre- 
serving. Large Contracts Solicited. 

NORTHERN EXTRACT CO. 

■ANurACTUiiciis or 

Hemloclc Bark Extract 

eSPCCIALLY ADAPTED FOR USE IN THE PRESERVATION OF WOODS 
FOR RAILROAD TIES, BRIDGE TIMBERS, PIUNQ, ETC. 

CHICAGO office: 144 KINZIE 8T. 
WORKS AT ALPENA, MICH. 
BRADFORD TABER, PflCSiocilT. 

MAinrrACTUBXBs or 

Horizontal Tubular Steam Bollirs for Power 

WHb FroRte, CmUii|«, SackMlMks and lacMMtal annMCtt. 
167-ie9 CAST LAKE STREET CHICAGO 

FOSTER STEAM SUPERHEATERS 

High temperatures without increased pressure 

POWER SPECIALTY COMPANY, 

136 Liberty St., New York. 




Lidgerwood Hoists, Steam or Electric, 
are in use at the following Tie Preserving 
Plants : 

Las Vegas Timber Preserving Works. Las Vegas, New Hex. 

Union Pacific Timber Preserving Works, Laramie, Wyo. 

Texas Tie & Lumber Preserving Co., Somerville, Tex. 

The Santa Fe Pacific Timber Preserving Works, Bellemcmt, 
Ariz. 

Mt. Vernon Timber Preserving Works. Mt. Vernon, m. 

The Chicago, Burlington & Quincy Tie Preserving Works, 
Edgemont, S. D. 

The Missouri, Kansas & Texas Timber Preserving Works, 
Greenville, Tex. 

The Alamogordo Lumber Company , Alamogordo, New Hex. 

Ayer & Lord Tie Co., CarbondaJe, 111. 

Ayer & Lord Tie Co.. Grenada, Miss. 

Union Pacific R;y Tie Preserving Works, Cheyenne, Wyo. 

Denver & Rio Grande R'y Timber Preserving Works, Ala- 
mosa, Colo. 

The Chicago Tie Preserving Co., Chicago, HI. 

SEND FOR CATALOQUB. 

LIDGBRWOOD MANUPACTURINO COMPANYt 

1510 Old Colooy Bids:., 

Chicago, III. 



steel Tanks ef every deecriptien and any eapaeity 



TflNK§ 



Cylinder Tuiks. UprifM Tanks. 
Pressure Tanks. Stiils. Ksttiss, 
Bsxss, Pans,Shslls,Rl¥«tsd Pips, 
CAR TANKS AND TANK CARS. 



Wn. Bravir Tank Works ^ro:.^..\.V 



RETORTS, TANKS AND TOWERS 

FOR WOOD PRESERVING PLANTS 

CHICAGO BRIDGE & IRON WORKS 

106th and Threop Sts., CHICAGO. ILL. 



Diamond Glue Company 




Qeaeral Office, 218 La SaUe St, CHICAGO 

MANUfACTURCRS OP 

GIvUK 

ESPECIILLI IDIPTED FOI ISE II PIESEIflll WNI. 



ROWE & ROWE. 

TO THB PUBLIC : For eighteen years w« hfly« ^lyen tlL« 
baslness of planning and InstalUng Timber Praserring 
Works the closest and most careful study, both as to th« 
efficiency of treatment and to the simpliflcation of the ap* 
pUances. We now believe that we can assnre the very besi 
results. Our "Hand Book" containing' most of the results of 
our study, although not intended for publication* has been 
freely giyen out, it being our wish to withhold nothing from 
those really interested. We believe now that our facilities 
for designing and for installation are unequaled; our terms 
most reasonable, enabling us to give much of this advantage 
to our patrons. 

We will also, when desired, inspect as to methods and 
efficiency of treatment by any works, and at moderate com- 
pensation. 

The following list of works will give some idea of the 
extent of our experience: 

1886. A. T. & S. P; Ry. lias Vegas, N; M. Operated several 
years. 

1887. union Pac. R. B. Liaramie, W^o. Plans. 

1867. T. T. & Li. p. Co. SomervlUe, Tex. Plans, Supervision 

and Operation. 
1896. Santa Fe Pac. Bellemont, Ariz. Plans, Supervisions 

and Operation. 

1898. C. & iS. I. R. R. Mt. Vernon, ni. Plans revised for O. 
Chanute. 

1899. Great Northern Ry. Kalispell, Mont. Plans, Super- 
vision and Installation. 

1899. B. &. M. R. Ry. Edgemont, S. Dak. Plans, Supervis- 
ion and Installation. 

1900 . H . C. Sugar Co. Hawaii, S. I. Plans with full directions. 

1900. Mex. Cent. R. R. Mexico. Consulting Engineer. 

1901. M. K. & T. Ry. Greenville, Tex. Plans, Supervision 
and Installation. 

1901. Alamogordo L. Co. Alamogordo, N. M. Plans, Super- 
vision and Installation. 

1901. Rocky Mt. Tlmb. Co. Colo. Plans, Supervision and 
Installation. 

1900 . Ayer Lord Tie Co. Carlx>ndale, HI. Consulting Engin'r. 
1908. •• *' " Miss. Consulting Engineer. 

1902. Union Pacific. Portable Plant. Shop Inspection. 
1908. O. R.&N.Co. 

1902. A. T. & S. F. Plans and Specifications. 

1903. D. & R. G. Alamosa, Colo. Plans, Specifications and 
iQstallation. / 

ROWE & ROWE 
SAMUEL M. ROWE, ..... Manager. 



BUSINESS MRECTORY. 

For the convenience of our patrons and otmelves 
we introduce this short directory, giving name and 
addcess of those dealing in the articlm named. This 
must not be understood as excluding others in the 
same line. 

BoU«ra. 
Kawanoe BoUfir Co., 1«7>M» X. Iiake St., OlilMgCK 
Hamlin Boiler and Tank Co., 30th and Halsted 8t&, Chi- 
cago. 

Scully Steel and Iron Ck>., 190-136 Fulton St., Chicae^ 

Ca«t Iron Pipe. 
F. K. Bowes & Co., 877 DeariMm St., Chicago. 
Jas. B. Clow & Sons, Franklin and Haxrlfioii Sts., Chicago. 

Cables. 
Liidgerwood Mfg. Co., Old Colony Bldg., Chicago. 
Jno. Boehllng Sons Co., 171-173 £. Lake St., Chicago. 
A. Ijcschen & Sons Rope Co., 137 B. liake St., Chicago. 

Cblorida of ZIno. 
Qrasaelll Chemical Co., Cleveland, Ohio. 
Qeneral Chemical Co., 186 Adams St., Chicago. 

Hydrometers, Chemical Appliances, Ete. 
The Hohmann & Mauer Mfg. Co., 119 Lake St., Chicago. 
A. Daigger, 132-134 B. Lake St., Chicago. 

Creosote (Dead Oil). 
Barrett Mi^g. Co., Loan and Trust Bldg., Chicaga 

Bleetrie JAgbttng. 
Qeneral Electric Co., Monadnock Bldg.. Chicago. 
We stlnghonse Blectrlc and Mfg. Co., Pittsburg, Pa. 

OI«e« 
Diamond Glue Cow, B. «B, ftS La Salle St., Chicago. 
American Olne Co., 148-1(0 B. KiOEie St., Chicago. 

HoisUng Kactnes. 
Lidgerwood Mfg. Co., Old Colony Bldg., Chicago 



Ra ymond Lead Co., 51-60 W. Lake St., Chicago. 
B. W. Blatehford ft Co., TON. cainton St., Chicago. 



J. J. Tattle, 463 Flonmoy St., CUcago. 

J. J. Wade & Sons, 92 Ddarl)om St., Chicago. 

Pressure Oaugee u&d Thermometers. 
Schaffer & Budenberg Mfg. Go., 15 W. Lake St., CUcago. 

Pumps «Bd Condensers. 
Knowles Steam Pump Works, New York Life Bldg.. Chi- 
cago. 

Wheeler Condenser and Engineering Co., R. 1187 Monad- 
nock Bldg., Chicago. 

Fairbanks, Morse & Co., Franklin and Monroe Sts., Chi- 
cago. 

Pipe and Fittings. 

Jno. Davis Co., 83d and Halsted Sts., Chicago. 

Crane Company, Jefferson and Randolph Sts., Chicago. 

Jas. B. Clow & Sons, Franklin and Harrison Sts., Chicago. 
Betorts. 

Allis-Chalmers, New York Life Bldg., Chicago. 

Chicago Bridge and Iron Co., 105th and Throop Sts., Chi- 
cago. 

Hamlin Boiler and Tank Co., 89th and 'Halsted Sts., Chi- 
cago. 

Scnlly Steel and Iron Ca, 180-186 Fnlton St., Chicago. 
Roofing, Pipe Covering and Asbestos Packing. 

Chicago Fire Proof Covering Co., 18-20 N. Canal St., Chi- 
cago. 

H. W. Johns-Manville Co., 171-173 Randolph St., Chicago. 

Western Roofing and Supply Co., 177 Randolph St., Chi- 
cago. 

Scales. 

Fairbanks, Morse A Co., Franklin and Monroe Sts., Chi- 
cago. 

Sheaves and Onlde Pulleys. 

Link Belt Machinery Co., 89th and Stewart Sta., Chicago. 

Superheaters. 

Power Specialty Co., 186 Liberty St., New York. 

Tanks. 

Fairbanks, Morse A Co., Franklin & Monroe Sts., Chi- 
cago. 

W. B. Rose Supply Co., Lincoln Trost Bldg., St. Louis. 

Wm. araver. Tank Works (Steel Tanks) 803 Dearborn St., 
Chicago. 



TnuA Can. 

FatrtMiiks. lione & Ck>., Franklin & MonfOd Sta., Chicago. 
Chicago Bridge & Iron Co., IQSth A Throop Sta., Chicago^ 



Noithem Extract Ca, 144 Klnzle St. , Chleaga 
A. KUpateln & Co., la Pearl St., New York. 

Traek Flztores. 
Paige Iron Works, Boom 4Sa Monadnock Bldg. , Chleaga 
AJax Forge Co., 138 E. Jackson Blvd. , Chicago. 

Valves. 
Chapman Valve Ca, SB S. Canal St., Chicago. 
Eddy Valve Co.. Waterford, N. Y. 
Jenkins Bros. Valve Co., Sl-33 N. Canal St., Chica go. 

Differential PuUeys. 
H. Channon Co.. Market & Bandolph Sts., Chicago. 
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